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1 Introduction

This document adds and aligns information supplied over the Gmb interface (3GPP TS 29.061) to the MBMS-Information AVP. Others may follow.
The Repetition-Counter AVP is removed as the information that it would have carried should be in the MBMS-Session-Id AVP.

The MBMS-Session-Identity and MBMS-Service-Area AVPs are made optional as these information may not be available at UE activation and therefore cannot be mandatedin the initial charging interaction. 
2 Proposal/Conclusion

The following changes are proposed to be discussed and approved
6.3

MBMS charging specific parameters
6.3.1
Definition of the MBMS-Information AVP

The use of the Attribute Value Pairs (AVPs) that are defined in the Diameter Base [401] and DCCA [402] is available in the Diameter application specification TS 32.299 [50]. 

AVPs that are used for MBMS charging are provided within the Service-Information AVP. MBMS specific charging information is provided within the MBMS-Information-AVP.

MBMS-Information-AVP::= 
<AVP Header: xxx>



{ TMGI }




{ MBMS-Service-Type }




{ MBMS-User-Service-Type }



[ File-Repair-Supported ]




[ Required-MBMS-Bearer-Capabilities ]


[ MBMS-2G-3G-Indicator ]


[ RAI ]


*[ MBMS-Service-Area ]



[ MBMS-Session-Identity ]
Editor's Note: The list of information required is not complete.

The detailed structure of the MBMS-Information AVP can be found in table 6.4. 

The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see Diameter Base [401]. 

Table 6.7: Structure of the MBMS-Information AVP

	
	AVP Flag rules 

	AVP Name
	AVP Code
	Defined in
	Value Type
	Must
	May
	Should not
	Must not

	TMGI
	
	[204]
	OctetString
	M,V
	P
	
	

	
	
	
	
	
	
	
	

	MBMS-Service-Type
	
	[204]
	Enumerated
	M,V
	P
	
	

	
	
	
	
	
	
	
	

	MBMS-User-Service-Type
	
	
	Enumerated
	M,V
	P
	
	

	File-Repair-Supported
	
	
	Enumerated
	M,V
	P
	
	

	
	
	
	
	
	
	
	

	Required-MBMS-Bearer-Capabilities
	
	[204]
	UTF8String
	M,V
	P
	
	

	MBMS-2G-3G-Indicator
	
	[204]
	Enumerated
	M,V
	P
	
	

	RAI
	
	[204]
	UTF8String
	M,V
	P
	
	

	MBMS-Service-Area
	
	[204]
	OctetString
	M,V
	P
	
	

	MBMS-Session-Identity
	
	[204]
	OctectString
	M,V
	P
	
	



6.3.2
MBMS-User-Service-Type AVP

Editor's Note: Used to indicate that a user service is a download or streaming service. Details are tbd.

6.3.3
File-Repair-Supported AVP

Editor's Note: Used to indicate whether point to point file repair is supported for the user service. Details are tbd.
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