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1
Decision/action requested

is not needed because the same info is already available in IMS-Information.  I.e. 

The Charging-Id in PS-Information AVP is already part of the SDP-Media-Component (GPRS-charging-ID), and GGSN-Address can also be taken from IMS-Information. The SGSN-PLMN-Id is needed for roaming identification instead in the PS-Information AVP.
The proposed changes should be added into the next version. 
2
References

· TS 32.272 v1.0.0 in Tdoc SP-050013

3
Rationale

none

4
Detailed proposal

6.3.2.2
PoC charging information assignment for AVPs 

The use of the Attribute Value Pairs (AVPs) that are defined in the Diameter Base [401] and DCCA [402] is available in the Diameter application specification TS 32.299 [50]. 

AVPs that are used for PoC online charging are provided in the Service-Information AVP. PoC specific charging information is provided within the PoC-Information-AVP.

PoC-Information-AVP
::= 
<AVP Header: xxx>



{ PoC-Server- Role }



{ PoC-Session-Type }



{ PoC-Subscriber-Session-Type }

Editor's Note: The list of information required is not complete.

The detailed structure of the PoC-Information AVP can be found in table 6.9. 

The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see Diameter Base [401]. 

Table 6.9: Structure of the Service-Information AVP used for PoC Charging
	
	AVP Flag rules 

	AVP Name
	AVP Code
	Defined in
	Value Type
	Must
	May
	Should not
	Must not

	Service-Information 
	
	[50]
	
	
	
	
	

	PS-Information
	
	[11]
	
	
	
	
	

	SGSN-PLMN-Id
	
	[11]
	
	
	
	
	

	
	
	
	
	
	
	
	

	IMS-Information
	
	[20]
	
	
	
	
	

	Event-Type
	
	[20]
	
	
	
	
	

	User-Session-ID
	
	[20]
	
	
	
	
	

	Calling-Party-Address
	
	[20]
	
	
	
	
	

	Called-Party-Address
	
	[20]
	
	
	
	
	

	Time-stamp
	
	[20]
	
	
	
	
	

	Inter-Operator-Identifier
	
	[20]
	
	
	
	
	

	IMS-Charging-Identifier
	
	[20]
	
	
	
	
	

	SDP-Session-Description
	
	[20]
	
	
	
	
	

	SDP-Media-Components
	
	[20]
	
	
	
	
	

	GGSN-Address
	
	[20]
	
	
	
	
	

	UUS-Data
	
	[20]
	
	
	
	
	

	Cause
	
	[20]
	
	
	
	
	

	PoC-Information
	
	6.3.2.2
	Grouped
	
	
	
	

	PoC-Server-Role
	
	6.3.2.2.1
	Enumerated
	M,V
	P
	
	

	PoC-Session-Type
	
	6.3.2.2.2 
	Enumerated
	M,V
	P
	
	

	PoC-Subscriber-Session-Role
	
	6.3.2.2.3 
	Enumerated
	M,V
	P
	
	


Editor’s note: The location information of each involved party (in roaming cases e.g. MNC and MCC) is needed and could be added via other service specific information AVP i.e. from the IMS-Information AVP.
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