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1. Overall Description:

SA5 SWG-D would like to thank CT3 for the LS on MBMS tracing. SA5 SWG-D has reviewed the CR that has been discussed in CT3 for introducing Trace possibilities in the BM-SC. SA5 SWG-D has concluded that CT3 used the Trace parameters that have been defined in 3GPP TS 52.008, which is a GSM only specification. 

Therefore SA5 SWG-D would like to inform CT3 about the new Trace concepts that have been developed by SA5 and are documented in 3GPP 32.421, 32.422, 32.423 Technical Specifications. 
According to the new concepts, two activation methods have been defined:

· Signalling based activation (SBA): For SBA the Trace control and configuration parameters have to be automatically propagated between the nodes. The Trace control and configuration parameters are defined in 3GPP TS 32.422, which needs to be extended for the tracing capability of the BM-SC.

· Management based Activation (MBA): For MBA, the IMSI and the IMEI(SV) needs to be made available in the node where MBA tracing is required. For BM-SC the IMSI and the IMEI(SV) needs to be made available.
Therefore, SA5 SWG-D would like to inform CT3 that if tracing is needed in BM-SC, that should be specified according to the concepts described in 32.42x series of TSs. 
SA5 SWG-D used the 3GPP TS 23.002 specification as reference to define which interfaces and network elements can be used for tracing purposes and noted that the BM-SC and the Gmb interface are not defined in that specification.
SA5 SWG-D has not been able to progress at this meeting with MBMS tracing as no company contribution has been submitted to the meeting. 
For further progress SA5 SWG-D needs more information as follows:

Question 1: Are IMSI and IMEI(SV) available in the BM-SC?

Question 2: Which interfaces and what information can be traced in BM-SC?

Question 3: What are BM-SC triggering events to start and to stop a Trace Recording Session?

Question 4: Does tracing on individual IMSI and IMEI(SV) cover the need from CT3? If not, is a trace on a service intended, and in that case what relation would it have to the Service Level Trace function in OMA?

SA5 SWG-D would also like to mention that, according to the understanding of SA5 SWG-D of CT3’s requirement, there is no effect to RAN or GERAN work, but CT4 needs to modify their solution for SBA tracing to include the MBMS tracing to the trace control and configuration parameters.
SA5 SWG-D has identified that the following trace control and configuration parameters need to be extended:

· List of NE types to trace: to include BM-SC

· Triggering event for BM-SC: to define which messages should trigger the start of a Trace Recording Session and which messages should trigger the stopping of a Trace Recording Session.

· List of interfaces to trace: the list of interfaces in the BM-SC that needs to be traced should be defined.

2. Actions:

To CT3 group.

ACTION: 
SA5 SWG-D asks CT3 group to answer to the questions above and provide information on which interfaces CT3 would like to include for tracing in BM-SC.
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