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********************************   MODIFIED CLAUSE   ***********************************

4.2.4
Stopping a trace recording session - management based

4.2.4.1
UTRAN stopping mechanisms

The Trace Recording Session in the RNC shall be stopped when the last connection, which belongs to the traced subscriber/mobile, is released.

4.2.4.2
PS Domain stopping mechanisms

In SGSN,  GGSN and BM-SC a Trace Recording Session shall be stopped when any of the defined stop triggering events occur. If Trace Session deactivation is received during the Trace Recording Session, the SGSN is allowed to finish tracing of the on-going procedures (e.g. session). In this case the Trace Recording Session shall be stopped between the reception of the Trace Session deactivation and the appropriate stop-triggering event.

The following figure illustrates the successful case in tracing a PDP context when a Trace Recording Session is stopped.
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Figure: Stopping a Trace Recording Session for a PDP Context (Management Based) - PS domain

The following figure illustrates the successful case in tracing a MBMS context when a Trace Recording Session is stopped.


[image: image2.wmf] 

EM of

 

SGSN

 

EM of

 

BM

-

SC

 

EM of

 

GGSN

 

Trace Session Activation from EM

 

MS

 

SGSN

 

GGSN

 

BM

-

SC

 

Starting a Trace 

Session

 

Trace Ses

sion Activation from EM

 

Star

ting a Trace 

Session

 

Trace Session Activation from EM

 

Starting a Trace 

Session

 

SM Request MBMS Context Activation

 

Starting a Trace 

Recording Session

 

SM Activate MBMS Context Request

 

Create MBMS Context Request

 

Starting a Trace 

Recording Session

 

MBMS Authorization Request

 

Starting a Trace 

Recording Session

 

SM Deactivate MBMS Context Request

 

Stopping a Trace 

Recording Session

 

Delete MBMS Context Request

 

Deactivation Indication

 

Stopping a Trace 

Recording 

Session

 

Deactivation Confirmation

 

Delete MBMS Context Response

 

Stopping a Trace 

Recording Session

 


Figure: Stopping a Trace Recording Session for a MBMS Context (Management Based) - PS domain
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