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Change in Clause 5.1

5.1
Information entities imported and local labels
	Label reference
	Local label

	3GPP TS 32.622 [4], information object class, Top
	Top

	3GPP TS 32.312 [6], information object class, ManagedGenericIRP
	ManagedGenericIRP

	3GPP TS 32.342 [8], information object class, FileTransferIRP
	FileTransferIRP

	3GPP TS 32.342 [8], information attribute, fileLocation
	fileLocation

	3GPP TS 32.302 [3], information object class, NotificationIRP
	NotificationIRP

	3GPP TS 32.302 [3], information object class, NotificationIRPNotification
	NotificationIRPNotification


	
	

	
	

	
	

	
	

	
	

	
	


End of change in Clause 5.1

 Change in Clause 6.3.3

6.3.3
Operation exportLogRecords (O)

Support for this operation is mandatory if getLogRecords is not supported.

6.3.3.1
Definition

Using this operation, an IRPManager can initiate export of all or part of a log into a file. This file than is being transferred to the IRPManager using the File Transfer IRP (note also that the FTIRP defined notifyFileReady shall also provide the file location to the IRPManger).
6.3.3.2
Input parameters

	Parameter Name
	Qualifier
	Information type
	Comment

	logSubscriptionId
	M
	Log.logSubscriptionId
	See subclause 5.5.1

	notificationCategories
	O
	Log.notificationCategories 
	See subclause 5.5.1

	filter
	O
	Log.filterLog.filter
	See subclause 5.5.1


6.3.3.3
Output parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	fileLocation
	M
	--
	It identifies the location of the file, including file name. The file location may be a directory path or a URL.  See definition in Table 5.5.1 of [8].  
This parameter shall contain no inormation if status is NoMatchingLogRecordFound or OperationFailed.
On reception of this parameter, the IRPManager should not assume that the file is ready for transfer.  When the file is ready for transfer, the FTIRP shall emit a notifyFileReady carrying the same file location information.



	status
	M
	ENUM (OperationSucceeded, NoMatchingLogRecordFound, OperationFailed)
	If input parameters are valid and operation was successful, status = OperationSucceeded.

If input parameters are valid and operation was successful but no matching log records are found, status = NoMatchingLogRecordFound.

If operation_failed is true, status = OperationFailed.


6.3.3.4
Pre-condition

There are no pre-conditions, other than those established by the generic rules (see subclause 6.2).
6.3.3.5
Post-condition

exportProcessTerminated
	Assertion Name
	Definition

	exportProcessTerminated
	The export process has terminated because 
(a) The requested log records have been exported or

(b) No Log record satisfies the criteria of input parameters notificationCategories and filter, including the case of empty Log.


6.3.3.6
Exceptions

	Exception Name
	Definition

	export_failed
	
Condition: Pre-condition is true AND post-condition is false.
Returned Information: The output parameter status. 

Exit state: Entry state.

	operation_failed
	Condition: Pre-condition is true AND post-condition is false.
Returned Information: The output parameter status. 

Exit state: Entry state.


End of Change in Clause 6.3.3
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