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*****************************   FIRST MODIFIED SECTION   ***************************************

4.5
GGSN Trace Record Content

The following table describes the trace record content for minimum and medium trace depth for GGSN. The record content is same for management based activation and for signalling based activation. 

For GGSN, the Minimum level of detail shall be supported. 

	Interface name
	Prot. Name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Gn
	GTP
	IMSI
	Create PDP Context Request

Update PDP Context Request

PDU Notification Request

Send Routeing Information for GPRS Request

Send Routeing Information for GPRS Response

Failure Report Request

Note MS Present Request

MBMS Notification Request

Create MBMS Context Request

Update MBMS Context Request

Delete MBMS Context Request
	M
	M
	TS 29.060

	
	
	RAI
	Create PDP Context Request

Update PDP Context Request

Create MBMS Context Request

Update MBMS Context Request
	M
	M
	TS 29.060

	
	
	End User Address
	Create PDP Context Request

Create PDP Context Response

Update PDP Context Request

PDU Notification Request

PDU Notification Reject Request

MBMS Notification Request

MBMS Notification Reject Request

Create MBMS Context Request

Delete MBMS Context Request

MBMS Registration Request

MBMS De-registration Request

MBMS Session Start Request

MBMS Session Stop Request
	M
	M
	TS 29.060

	
	
	
	
	
	
	

	
	
	Access Point Name
	Create PDP Context Request

PDU Notification Request

PDU Notification Reject Request

MBMS Notification Request

MBMS Notification Reject Request

Create MBMS Context Request

Delete MBMS Context Request

MBMS Registration Request

MBMS De-registration Request

MBMS Session Start Request

MBMS Session Stop Request
	M
	M
	TS 29.060

	
	
	SGSN Address for signalling
	Create PDP Context Request

Update PDP Context Request

Create MBMS Context Request

Update MBMS Context Request
	M
	M
	TS 29.060

	
	
	SGSN Address for user traffic
	Create PDP Context Request

Update PDP Context Request

MBMS Session Start Response
	M
	M
	TS 29.060

	
	
	MSISDN
	Create PDP Context Request

Create MBMS Context Request
	M
	M
	TS 29.060

	
	
	Quality of Service Profile
	Create PDP Context Request

Create PDP Context Response

Update PDP Context Request

Update PDP Context Response

MBMS Session Start Request
	M
	M
	TS 29.060

	
	
	RAT Type
	Create PDP Context Request

Update PDP Context Request
	M
	M
	TS 29.060

	
	
	IMEI(SV)
	Create PDP Context Request
	M
	M
	TS 29.060

	
	
	User Location Information
	Create PDP Context Request

Update PDP Context Request
	M
	M
	TS 29.060

	
	
	Cause
	Create PDP Context Response

Update PDP Context Response

Delete PDP Context Response

PDU Notification Response

PDU Notification Reject Request

PDU Notification Reject Response

Send Routeing Information for GPRS Response

Failure Report Response

Note MS GPRS Present Response

MBMS Notification Response

MBMS Notification Reject Request

MBMS Notification Reject Response

Create MBMS Context Response

Update MBMS Context Response

Delete MBMS Context Response

MBMS Registration Response

MBMS De-Registration Response

MBMS Session Start Response

MBMS Session Stop Response
	M
	M
	TS 29.060

	
	
	GGSN Address for Control Plane
	Create PDP Context Response

Update PDP Context Response

PDU Notification Request

MBMS Notification Request

Create MBMS Context Response

Update MBMS Context Response
	M
	M
	TS 29.060

	
	
	GGSN Address for user traffic
	Create PDP Context Response

Update PDP Context Response
	M
	M
	TS 29.060

	
	
	MAP Cause
	Send Routeing Information for GPRS Response

Failure Report Response
	M
	M
	TS 29.060

	
	
	GSN Address
	Send Routeing Information for GPRS Response

Note MS Present Request
	M
	M
	TS 29.060

	Gmb
	Diameter Gmb
	IMSI
	MBMS Authorization Request (AAR)

MBMS Authorization Response (AAA)
	M
	M
	TS 29.061

	
	
	RAI
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	Access Point Name
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	MSISDN
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	IMEI(SV)
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	IP Multicast Address
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	TMGI
	MBMS Authorization Response (AAA)
	M
	M
	TS 29.061


*****************************   END OF FIRST MODIFICATIONS   **********************************

4.10 BM-SC Trace Record Content

The following table describes the trace record content for minimum and medium trace depth for BM-SC. The record content is same for management based activation and for signalling based activation.

For BM-SC, the Minimum level of detail shall be supported.

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Gmb
	Diameter Gmb
	IMSI
	MBMS Authorization Request (AAR)

MBMS Authorization Response (AAA)
	M
	M
	TS 29.061

	
	
	RAI
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	Access Point Name
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	MSISDN
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	IMEI(SV)
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	IP Multicast Address
	MBMS Authorization Request (AAR)
	M
	M
	TS 29.061

	
	
	TMGI
	MBMS Authorization Response (AAA)
	M
	M
	TS 29.061


****************************   END OF MODIFICATIONS   *****************************************
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