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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

a)
The 3GPP charging specifications

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2]-[9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[12]
3GPP TS 32.252: "Telecommunication management; Charging management; Wireless Local Area Network (WLAN) charging".

[13]-[19]
Void.
[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21]-[29]
Void.
[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31]
3GPP TS 32.271: "Telecommunication management; Charging management; Location Services (LCS) charging".

[32]-[49]
Void.

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) encoding rules description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Record (CDR) file format and transfer".

[53]
3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS) applications and interfaces".

[54]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[55]-[69]
Void.

b)
Common 3GPP specifications 

[70]
3GPP TS 33.201: "Access domain security".

[71]-[199]
Void.

c)
other Domain and Service specific 3GPP / ETSI specifications

[200]
3GPP TS 23.207: "End to end quality of service concept and architecture".

[201]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[202]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3."

[203]
3GPP TS 29.207: "Policy control over Go interface".

[204]
3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol; Protocol Details".

[205]



ES 201 296: "Integrated Services Digital Network (ISDN); Signalling System No.7; ISDN User

Part (ISUP); Signalling aspects of charging
[206]-[299]
Void.
d)
Relevant ITU Recommendations

[300]-[399]
Void.
e)
Relevant IETF RFCs

[400]
IETF RFC 959 (1985): "File Transfer Protocol".

[401]
IETF RFC 3588: "Diameter Base Protocol".

[402]
IETF Internet-Draft "Diameter Credit Control Application" http://www.ietf.org/internet-drafts/draft-ietf-aaa-diameter-cc-05.txt.
[403]
IETF RFC 1350 "TFTP Protocol". 

[404]
IETF RFC 3455 , "Private Extensions to the Session Initiation Protocol (SIP) for the 3rd Generation Partnership Projects (3GPP)".

[405]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[406]
IETF Internet-Draft, "SDP: Session Description Protocol".
http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-new-13.txt
NOTE:
The above reference will need to be updated to reference the assigned RFC number, once the draft achieves RFC status within the IETF.
Change in Clause 6.2.1
6.2.1
Accounting-Request Message

The following table illustrates the basic structure of a Diameter Accounting-Request message as used for offline charging.

Table 6.2.1 : Accounting-Request (ACR) Message Contents for Offline Charging
	Diameter base protocol AVPs

	AVP
	Used in offline ACR

	<Diameter-Header:271,REQ,PXY>
	Yes

	<Session-Id> -- Diameter Session Id
	Yes

	{Origin-Host}
	Yes

	{Origin-Realm}
	Yes

	{Destination-Realm}
	Yes

	{Accounting-Record-Type}
	Yes

	{Accounting-Record-Number}
	Yes

	[Acct-Application-Id]
	No

	[Vendor-Specific-Application-Id]
	Yes

	
[ Vendor-Id ]
	Yes

	
{ Auth-Application-Id }
	Yes

	
{ Acct-Application-Id }
	Yes

	[User-Name]
	Yes

	[Accounting-Sub-Session-Id]
	No

	[Accounting-RADIUS-Session-Id]
	No

	[Acct-Multi-Session-Id]
	No

	[Acct-Interim-Interval]
	Yes

	[Accounting-Realtime-Required]
	No

	[Origin-State-Id]
	Yes

	[Event-Timestamp]
	Yes

	*[Proxy-Info]
	Yes

	
{ Proxy-Host }
	Yes

	
{ Proxy-State }
	Yes

	*[Route-Record]
	No

	*[AVP]
	No

	3GPP Diameter accounting AVPs

	[Event-Type]
	Yes

	[Role-of-node]
	Yes

	[User-Session-ID ]
	Yes

	[Calling-Party-Address]
	Yes

	[Called-Party-Address]
	Yes

	[Time-stamps]
	Yes

	*[Application-Server]
	only for IMS (S-CSCF)

	
Application Servers Involved
	only for IMS (S-CSCF)

	
*Application Provided Called Parties
	only for IMS (S-CSCF)

	*[Application-provided-Called-Party-Address]
	only for IMS (S-CSCF)

	*[Inter-Operator-Identifier]
	yes

	
originating IOI
	yes

	
terminating IOI
	yes

	[IMS-Charging-Identifier]
	yes

	*[SDP-Session-Description]
	yes

	*[SDP-Media-Component]
	yes

	
SIP Request Timestamp
	yes

	
SIP Response Timestamp
	yes

	
SDP Media Components
	yes

	

SDP Media Name
	yes

	

SDP Media Description
	yes

	

[GPRS Charging ID]
	yes

	
Media Initiator flag
	yes

	
Authorised QoS
	yes

	[GGSN-Address]
	Yes

	[Served-Party-IP-Address]
	only for IMS (P-CSCF)

	[Authorized-QoS]
	only for IMS (P-CSCF)

	[Server-Capabilities]
	Only for IMS (I-CSCF)

	[Trunk-Group-ID]
	only for IMS (MGCF)

	[Bearer-Service]
	only for IMS (MGCF)

	[Service-ID]
	Only for IMS (MRFC)

	[Service-Specific-Data]
	Only for AS

	[UUS-Data] 
	Yes

	
Content-Type
	Yes

	
Content-Disposition
	Yes

	
Content-Length
	Yes

	
Originator
	Yes

	[Cause]
	Yes

	[PS-Furnish-Charging-Information]
	Yes

	       {GPRS-Charging-Id}
	Yes

	       {PS-Free-Format-Data}
	Yes

	       [PS-Append-Free-Format-Data]
	Yes

	[Cost-Information]
	Yes

	
{Unit-Value}
	yes

	

{Value-Digits}
	yes

	

[Exponent]
	yes

	
{Currency-Code}
	yes

	
[Cost-Unit]
	yes


NOTE:
A detailed description of the AVPs is provided in clause 7.

Editor’s note: The Application Provided Called  Party issue needs to be reviewed & corrected if needed.

End of Change in Clause 6.2.1
Change in Clause 7.1.2
7.1.2
3GPP specific accountingAVPs 

For the purpose of offline charging additional AVPs are used in ACR and ACA. The information is summarized in the following table along with the AVP flag rules.

Detailed descriptions of AVPs that are used specifically for 3GPP charging are provided in the subclauses below the table. However, for AVPs that are just borrowed from other applications only the reference (e.g. [402]), is provided in the following table and the detailed description is not repeated.

Table 7.2: Use Of Diameter accounting AVPs

	AVP Name
	AVP 

Code
	Clause 

defined
	Value 

Type
	AVP Flag rules

	
	
	
	
	Must
	May
	Should 

not
	Must

not
	May

Encr.

	3GPP Diameter Accounting AVPs

	[Event-Type]
	823
	7.1.2.16
	Grouped
	V
	
	
	
	

	
[SIP-Method]
	824
	7.1.2.34
	UTF8String
	V
	
	
	
	

	
[Event]
	825
	7.1.2.15
	UTF8String
	V
	
	
	
	

	
[Content-Type]
	826
	7.1.2.12
	UTF8String
	V
	
	
	
	

	
[Content-Length]
	827
	7.1.2.11
	UTF8String
	V
	
	
	
	

	
[Content-Disposition]
	828
	7.1.2.10
	UTF8String
	V
	
	
	
	

	[Role-of-Node]
	829
	7.1.2.27
	Enumerated
	V
	
	
	
	

	[User Session Id]
	830
	7.1.2.45
	UTF8String
	V
	
	
	
	

	[Calling-Party-Address]
	831
	7.1.2.7
	UTF8String
	V
	
	
	
	

	[Called-Party-Address]
	832
	7.1.2.6
	UTF8String
	V
	
	
	
	

	[Time-stamps]
	833
	7.1.2.39
	Grouped
	V
	
	
	
	

	
[SIP-Request-Timestamp]
	834
	7.1.2.35
	UTF8String
	V
	
	
	
	

	
[SIP-Response-Timestamp]
	835
	7.1.2.36
	UTF8String
	V
	
	
	
	

	[Application-server]
	836
	7.1.2.3
	UTF8String
	V
	
	
	
	

	[Application-provided-called-party-address]
	837
	7.1.2.2
	UTF8String
	V
	
	
	
	

	[Inter-Operator-Identifier]
	838
	7.1.2.22
	Grouped
	V
	
	
	
	

	
[Originating-IOI]
	839
	7.1.2.25
	UTF8String
	V
	
	
	
	

	
[Terminating-IOI]
	840
	7.1.2.38
	UTF8String
	V
	
	
	
	

	[IMS-Charging-Identifier]
	841
	7.1.2.20
	UTF8String
	V
	
	
	
	

	*[SDP-Session-Description]
	842
	7.1.2.31
	UTF8String
	V
	
	
	
	

	*[SDP-Media-component]
	843
	7.1.2.28
	Grouped
	V
	
	
	
	

	
[SDP-Media-Name]
	844
	7.1.2.30
	UTF8String
	V
	
	
	
	

	
*[SDP-Media-Description]
	845
	7.1.2.29
	UTF8String
	V
	
	
	
	

	
[GPRS-Charging-Id]
	846
	7.1.2.18
	UTF8String
	V
	
	
	
	

	[GGSN-Address]
	847
	7.1.2.17
	IPAddress
	V
	
	
	
	

	[Served-Party-IP-Address]
	848
	7.1.2.32
	IPAddress
	V
	
	
	
	

	[Authorized-QoS]
	849
	7.1.2.4
	UTF8String
	V
	
	
	
	

	[Server-Capabilities]
	602
	[402]
	Grouped
	V
	
	
	
	

	[Trunk-Group-Id]
	851
	7.1.2.40
	Grouped
	V
	
	
	
	

	
[Incoming-Trunk-Group-Id]
	852
	7.1.2.21
	UTF8String
	V
	
	
	
	

	
[Outgoing-Trunk-Group-Id]
	853
	7.1.2.26
	UTF8String
	V
	
	
	
	

	[Bearer-Service]
	854
	7.1.2.5
	OctetString
	V
	
	
	
	

	[Service-Id]
	855
	7.1.2. 33
	UTF8String
	V
	
	
	
	

	[UUS-Data]
	856
	7.1.2.46
	Grouped
	V
	
	
	
	

	
[Amount-of-UUS-data]
	857
	7.1.2.1
	UTF8String
	V
	
	
	
	

	
[Mime-type]
	858
	7.1.2.23
	UTF8String
	V
	
	
	
	

	
[Direction]
	859
	7.1.2.14
	Enumerated
	V
	
	
	
	

	[Cause]
	860
	7.1.2.8
	Grouped
	V
	
	
	
	

	
{Cause-Code}
	861
	7.1.2.9
	Enumerated
	V
	
	
	
	

	
{Node-Functionality}
	862
	7.1.2.24
	Enumerated
	V
	
	
	
	

	[Service-Specific-Data]
	xxx
	7.1.2.31A
	UTF8String
	V
	
	
	
	

	[Cost-Information]
	[402]
	7.1.2.x1
	Grouped
	V
	
	
	
	

	
{Unit-Value}
	[402]
	[402]
	Grouped
	V
	
	
	
	

	

{Value-Digits}
	[402]
	[402]
	Integer64
	V
	
	
	
	

	

[Exponent]
	[402]
	[402]
	Integer32
	V
	
	
	
	

	
{Currency-Code}
	[402]
	[402]
	Unsigned32
	V
	
	
	
	

	
[Cost-Unit]
	[402]
	[402]
	UTF8String
	V
	
	
	
	


7.1.2.1
Amount-of-UUS-data AVP

The Amount-Of-UUS-Data AVP (AVP code 857) is of type UTF8String and holds the amount (in octets) of User‑to‑User data conveyed in the body of the SIP message with content-disposition header field equal to "render".

7.1.2.2
Application-provided-Called-Party-Address AVP

The Application-Provided-Called-Party-Address AVP (AVP code 837) is of type UTF8String and holds the called party number (SIP URL, E.164), if it is determined by an application server.

7.1.2.3
Application-Server AVP

The Application-Server AVP (AVP code 836) is of type UTF8String and holds the SIP URL(s) of the AS(s) addressed during the session.

7.1.2.4
Authorised-QoS AVP

The Authorised-QoS AVP (AVP code 849) is of type UTF8String and holds the Authorised QoS as defined in TS 23.207 [200] / TS 29.207 [203] and applied via the Go interface.

7.1.2.5
Bearer-Service AVP

The Bearer-Service AVP (AVP code 854) is of type OctetString and holds the used bearer service for the PSTN leg.

7.1.2.6
Called-Party-Address AVP

The Called-Party-Address AVP (AVP code 832) is of type UTF8String and holds the address (Public User ID: SIP URL, E.164, etc.) of the party to whom a session is established.

7.1.2.7
Calling-Party-Address AVP

The Calling-Party-Address AVP (AVP code 831) is of type UTF8String and holds the address (Public User ID: SIP URL, E.164, etc.) of the party initiating a session.

7.1.2.8
Cause AVP

The Cause AVP (AVP code 860) is of type Grouped. The Cause AVP includes the Cause-Code AVP that contains the cause value and the Node-Functionality AVP that contains the function of the node where the cause code was generated.

Cause has the following ABNF grammar:

<Cause>::=<AVP Header:
860>




{Cause-Code}




{Node-Functionality}

7.1.2.9
Cause-Code AVP

The Cause-Code AVP (AVP code 861) is of type Enumerated and includes the cause code value from IMS node. It is used in Accounting-request[stop] and/or Accounting-request[event] messages.

Within the cause codes, values ( 0 are reserved for successful causes while values ( 1 are used for failure causes. In case of errors where the session has been terminated as a result of a specific known SIP error code, then the SIP error code is also used as the cause code. 

Successful cause code values.

"Normal end of session"








0

The cause "Normal end of session" is used in Accounting-request[stop] message to indicate that an ongoing SIP session has been normally released either by the user or by the network (SIP BYE message initiated by the user or initiated by the network has been received by the IMS node after the reception of the SIP ACK message).  

"Successful transaction"








-1

The cause "Successful transaction" is used in Accounting-request[event] message to indicate a successful SIP transaction (e.g. REGISTER, MESSAGE, NOTIFY, SUBSCRIBE). It may also be used by an Application Server to indicate successful service event execution.

"End of SUBSCRIBE dialog"






-2

The cause "End of SUBSCRIBE dialog" is used to indicate the closure of a SIP SUBSCRIBE dialog . For instance a successful SIP SUBSCRIBE transaction terminating the dialog has been detected by the IMS node (i.e. SUBSCRIBE with expire time set to 0).

"2xx Final Response"








-2xx

The cause-code "2xx Final Response"(except 200) is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 2xx Final response [405].

"3xx Redirection"









-3xx

The cause "3xx Redirection" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 3xx response [405].

"End of REGISTER dialog"







-3

The cause "End of REGISTER dialog" is used to indicate the closure of a SIP REGISTER dialog. For instance a successful SIP REGISTER transaction terminating the dialog has been detected by the IMS node (i.e. REGISTER with expire time set to 0).

Failure cause code values.

"Unspecified error"









1

The cause "Unspecified error" is used when the SIP transaction is terminated due to an unknown error. 

" 4xx Request failure"








4xx

The cause "4xx Request failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 4xx error response [405].

"5xx Server failure"









5xx

The cause "5xx Server failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 5xx error response [405].

"6xx Global failure"









6xx

The cause "6xx Global failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 6xx error response [405].

"Unsuccessful session setup"






2

The cause "Unsuccessful session setup" is used in the Accounting-request[stop] when the SIP session has not been successfully established (i.e. Timer H expires and SIP ACK is not received or SIP BYE is received after reception of the 200OK final response and SIP ACK is not received) [202] [405].

"Internal error"










3

The cause "Internal error" is used when the SIP transaction is terminated due to an IMS node internal error (e.g. error in processing a request/response).

7.1.2.10
Content-Disposition AVP

The Content-Disposition AVP (AVP code 828) is of type UTF8String and indicates how the message body or a message body part is to be interpreted (e.g. session, render), as described in [406].

7.1.2.11
Content-Length AVP

The Content-Length AVP (AVP code 827) is of type UTF8String and holds the size of the of the message-body, as described in [406].

7.1.2.12
Content-Type AVP

The Content-Type AVP (AVP code 826) is of type UTF8String and holds the media type (e.g. application/sdp, text/html) of the message-body, as described in [406].

7.1.2.12A
Cost-Information AVP

The Cost-Information AVP (AVP code xyz) is of type Grouped (as described in the Diameter Credit Control Application [402]) and holds the cumulative amount of used units from the session start. For example, this AVP can be used for Mobile initiated Mobile-PSTN session where cost information is received from the PSTN. This amount of units is then mapped with the number of units received from the PSTN in the ISUP APM (Application Transport Mechanism) message described in [205].
7.1.2.13
Direction AVP

The Direction AVP (AVP code 859) is of type Enumerated and indicates whether the UUS data travels in up-link or down-link direction. The following values are defined:


UPLINK
0


DOWNLINK
1

7.1.2.14
Event AVP

The Event AVP (AVP code 825) is of type UTF8String and holds the content of the "Event" header used in SUBSCRIBE and NOTIFY messages.

7.1.2.15
Event-Type AVP

The Event-Type AVP (AVP code 823) is of type Grouped and contains information about the type of chargeable telecommunication service/event for which the accounting-request message is generated.

It has the following ABNF grammar:


<Event-Type>::=<AVP Header: 823 >


[ SIP-Method]


[ Event ]


[ Content-Type ]


[ Content-Length ]


[ Content-Disposition ]

7.1.2.16
GGSN-Address AVP

The GGSN-Address AVP (AVP code 847) is of type IPAddress and holds the IP-address of the GGSN that generated the GPRS Charging ID, as described in [1].

7.1.2.17
GPRS-Charging-ID AVP

The GPRS-Charging-ID AVP (AVP code 846) is of type UTF8String and holds a sequence number generated by the GGSN at PDP context activation, as described in [1].

7.1.2.18
IMS-Charging-Identifier (ICID) AVP

The IMS-Charging-Identifier AVP (AVP code 841) is of type UTF8String and holds the IMS Charging Identifier (ICID) as generated by a IMS node for a SIP session and described in subclause 5.2.4.10.

7.1.2.19
Incoming-Trunk-Group-ID AVP

The Incoming-Trunk-Group-ID AVP (AVP code 852) is of type UTF8String and identifies the incoming PSTN leg.

7.1.2.20
Inter-Operator-Identifier AVP

The Inter-Operator-Identifier AVP (AVP code 838) is of type Grouped and holds the identification of the network neighbours (originating and terminating) as exchanged via SIP signalling and described in [404].

It has the following ABNF grammar:


<Inter-Operator-Identifier>::=< AVP Header: 838 >



[ Originating-IOI ]


[ Terminating-IOI ]

7.1.2.21
Mime-Type AVP

The Mime-Type AVP (AVP code 858) is of type UTF8String and holds the Mime type of the User-To-User data. 

7.1.2.22
Node-Functionality AVP

The Node-Functionality AVP (AVP code 862) is of  type Enumerated and includes the functionality identifier of the node where the cause code was generated.

The functionality identifier can be one of the following:

S-CSCF
0

P-CSCF
1

I-CSCF
2

MRFC

3

MGCF

4

BGCF

5

AS


6

UE


7

7.1.2.23
Originating-IOI AVP

The Originating-IOI AVP (AVP code 839) is of type UTF8String (alphanumeric string) and holds the Inter Operator Identifier for the originating network as generated by the S-CSCF in the home network of the originating end user [404].

7.1.2.24
Outgoing-Trunk-Group-ID AVP

The Outgoing-Trunk-Group-ID AVP (AVP code 853) is of type UTF8String and identifies the outgoing PSTN leg.

7.1.2.25
Role-of-node AVP

The Role-Of-Node AVP (AVP code 829) is of type Enumerated and specifies the role of the AS/CSCF.

The identifier can be one of the following:


ORIGINATING_ROLE
0


The AS/CSCF is applying a originating role, serving the calling subscriber.


TERMINATING_ROLE
1


The AS/CSCF is applying a terminating role, serving the called subscriber.


PROXY ROLE

2


The AS is applying a proxy role.


B2BUA_ROLE
3


The AS is applying a B2BUA role.

7.1.2.26
SDP-Media-Component AVP

The SDP- Media-Component AVP (AVP code 843) is of type Grouped and contains information about media used for a IMS session.

It has the following ABNF grammar:


<SDP-Media-Component>::=<AVP Header: 843 >



[ SDP-Media-Name ]


*[ SDP-Media-Description ]

[ GPRS-Charging-Id ]

7.1.2.27
SDP-Media-Description AVP

The SDP-Media-Description AVP (AVP code 845) is of type UTF8String and holds the content of an "attribute-line" (i=, c=, b=, k=, a=, etc.) related to a media component, as described in [406]. The attributes are specifying the media described in the SDP-Media-Name AVP.

7.1.2.28
SDP-Media-Name AVP

The SDP-Media-Name AVP (AVP code 844) is of type UTF8String and holds the content of a "m=" line in the SDP data.

7.1.2.29
SDP-Session-Description AVP

The SDP-Media-Description AVP (AVP code 842) is of type UTF8String and holds the content of an "attribute-line" (i=, c=, b=, k=, a=, etc.) related to a session, as described in [406].

7.1.2.30
Served-Party-IP-Address AVP

The Served-Party-IP-Address AVP (AVP code 848) is of type IPAddress and holds the IP address of either the calling or called party, depending on whether the P-CSCF is in touch with the calling or the called party. This AVP is only provided by the P-CSCF.

7.1.2.31
Service-ID AVP

The Service-ID AVP (AVP code 855) is of type UTF8String and identifies the service the MRFC is hosting. For conferences the conference ID is used as the value of this parameter.

7.1.2.31A
Service-Specific-Data AVP

The Service-Specific-Data AVP (AVP Code xxx) is of type UTF8String and holds service specific data if and as provided by an Application Server.

7.1.2.32
SIP-Method AVP

The SIP-Method AVP (AVP code 824) is of type UTF8String and holds the name of the SIP Method (INVITE, UPDATE etc.) causing an accounting request to be sent to the CCF.

7.1.2.33
SIP-Request-Timestamp AVP

The SIP-Request-Timestamp AVP (AVP code 834) is of type UTF8String and holds the time in UTC format of the initial SIP request (e.g. Invite).

7.1.2.34
SIP-Response-Timestamp AVP

The SIP-Response-Timestamp AVP (AVP code 835) is of type UTF8String and holds the time in UTC format of the response to the initial SIP request (e.g. 200 OK).

7.1.2.35
Terminating-IOI AVP

The Terminating-IOI AVP (AVP code 840) is of type UTF8String (alphanumeric string) and holds the Inter Operator Identifier for the originating network as generated by the S-CSCF in the home network of the terminating end user [404].

7.1.2.36
Time-stamps AVP

The Time-Stamp AVP (AVP code 833) is of type Grouped and holds the time of the initial SIP request and the time of the response to the initial SIP Request.

It has the following ABNF grammar:


<Time-Stamps>::=< AVP Header: 833 >



[SIP-Request-Timestamp]


[SIP-Response-Timestamp]

7.1.2.37
Trunk-Group-ID AVP

The Trunk-Group-ID AVP (AVP code 851) is of type Grouped and identifies the incoming and outgoing PSTN legs.

It has the following ABNF grammar:


<Trunk-Group-ID>::=<AVP Header: 851>


[ Incoming-Trunk-Group-ID ]


[ Outgoing-Trunk-Group-ID ]

7.1.2.38
User-Session-ID AVP

The User-Session-Id AVP (AVP code 830) is of type UTF8String and holds the session identifier. For a SIP session the Session-ID contains the SIP Call ID, as defined in [405].

7.1.2.39
UUS-Data AVP

The UUS-Data AVP (AVP Code 856) is of type Grouped AVP and holds information about the sent User-To-User data.

It has the following ABNF grammar:


<Used-Service-Unit>::=< AVP Header: 856 >


[Amount-of-UUS-data]

[Mime-type]

[Direction]

7.1.2.40
PS-Furnish-Charging-Information

This information element may be received in a CCA message via the Ro interface. In situations where online and offline charging are active in parallel, the information element is transparently copied into an ACR to be sent on the Rf interface. The detailed description of this AVP is provided in section 7.2.2.2.

End of Change in Clause 7.1.2
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