Page 1



3GPP TSG-SA5 (Telecom Management) 












S5-054601
Meeting #42bis, Heidelberg , Germany,  11-15 July 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	32.298
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Correction of Subscribe and Unsubscribe Events

	
	

	Source:
(

	SA5 (rryan@nortel.com)

	
	

	Work item code:
(

	CH
	
	Date: (

	15/07/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	Cannot distinguish between a subscribe and an unsubscribe event.

	
	

	Summary of change:
(

	Add an ‘Expires’ IMS CDR parameter 

	
	

	Consequences if 
(

not approved:
	Inability to charge for an unsubscribe event

	
	

	Clauses affected:
(

	5.1.3, 5.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


First change

5.1.3
Subsystem level CDR parameters

……. 

5.1.3.1.11
Content Type 

This sub-field of Message Bodies holds the MIME type of the message body, Examples are: application/zip, image/gif, audio/mpeg, etc.
5.1.3.1.11a
Expires 

The Expires parameter holds the content of the "Expires" header.

5.1.3.1.12
GGSN Address

This parameter holds the control plane IP address of the GGSN that handles one or more media component(s) of a IMS session. If GPRS is used to access the IMS, the GGSN address is used together with the GPRS charging ID as the access part of the charging correlation vector. The charging correlation vector is comprised of an access part and an IMS part, which is the IMS Charging Identifier. For further information regarding the composition of the charging correlation vector refer to the appropriate clause in TS 32.200 [2].
End of first change

Second change

5.2.3
Subsystem level CDR definitions

…….

IMSCallEventRecord ::= SET

{


-- Fields used by several multimedia Record types ("Common fields"):


-- (which field is used in which record type is defined in section 5.2.3)


recordType                       [0] CallEventRecordType,


retransmission                   [1] NULL OPTIONAL,


sIP-Method                       [2] SIP-Method OPTIONAL,


role-of-Node                     [3] Role-of-Node OPTIONAL,


nodeAddress                      [4] NodeAddress OPTIONAL,


session-Id                       [5] Session-Id OPTIONAL,


calling-Party-Address            [6] InvolvedParty OPTIONAL,


called-Party-Address             [7] InvolvedParty OPTIONAL,


privateUserID                    [8] GraphicString OPTIONAL,


serviceRequestTimeStamp          [9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp    [10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp      [11] TimeStamp OPTIONAL,


recordOpeningTime                [12] TimeStamp OPTIONAL,


recordClosureTime                [13] TimeStamp OPTIONAL,


interOperatorIdentifiers         [14] InterOperatorIdentifiers OPTIONAL,


localRecordSequenceNumber        [15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber             [16] INTEGER OPTIONAL,


causeForRecordClosing            [17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication        [18] Incomplete-CDR-Indication OPTIONAL


iMS-Charging-Identifier          [19] IMS-Charging-Identifier OPTIONAL,


sDP-Session-Description          [20] SEQUENCE OF Graphic STRING OPTIONAL,


list-Of-SDP-Media-Components     [21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress                      [22] NodeAddress OPTIONAL,


serviceDeliveryFailureReason     [23] ServiceDeliveryFailureReason OPTIONAL,


list-Of-Message-Bodies           [24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions                 [25] RecordExtensions OPTIONAL,

expiresInformation



 [26] INTEGER OPTIONAL

-- Space left for further "common fields"


-- Fields particular used in the S-CSCF-recordType:


applicationServersInformation [40] SEQUENCE OF ApplicationServersInformation OPTIONAL,


-- Fields particular used in the P-CSCF-recordType:


servedPartyIPAress               [50] ServedPartyIPAddress OPTIONAL,


-- < ServedPartyIPAddress to be defined >


-- Fields particular used in the I-CSCF-recordType:


transactionTimestamp             [60] TimeStamp OPTIONAL,


s-CSCF-Information               [61] S-CSCF-Information OPTIONAL,


-- < S-CSCF-Information to be defined >


-- Fields particular used in the MRFC-recordType:


service-Id                       [70] Service-Id OPTIONAL,


-- <Service-Id to be defined>


-- Fields particular used in the MGCF-recordType:


trunkGroupID                     [80] TrunkGroupID OPTIONAL,


bearerService                    [81] TransmissionMedium OPTIONAL,


-- Fields particular used in the BGCF-RecordType (start with tag 90):


-- <empty so far>


-- Fields particular used in the AS-RecordType:


serviceSpecificData              [100] OCTET STRING OPTIONAL

}

ACRInterimLost ::= ENUMERATED 

{


no (0),


yes (1),


unknown (2)

}

ApplicationServersInformation ::= SEQUENCE 
{

applicationServersInvolved       [0] NodeAddress OPTIONAL,


applicationProvidedCalledParties [1] SEQUENCE OF InvolvedParty OPTIONAL

}

Editor’s note: alignment of the syntax below with other domains / generic module required.
CauseForRecordClosing ::= ENUMERATED 

{


serviceDeliveryEndSuccessfully (0),


unSuccessfulServiceDelivery    (1),


timeLimit                      (3),


serviceChange                  (4), -- e.g. change in media due to Re-Invite


managementIntervention         (5), -- partial record generation reasons to be added

--  Additional codes are for further study

}

IMS-Charging-Identifier ::= OCTET STRING

Incomplete-CDR-Indication ::= SET 

{


aCRStartLost [0] BOOLEAN, –- TRUE if ACR[Start] was lost, FALSE otherwise


aCRInterimLost [1] ACRInterimLost, 


aCRStopLost [2] BOOLEAN –- TRUE if ACR[Stop] was lost, FALSE otherwise

} 

End of second change
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