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1 Output Documents

1.1 Documents for approval

None.

1.2 Documents for Information to SA

None
1.3 Documents to be withdrawn

None
1.4 Any other action requested by the SWG or SA5

None
2 Progress status

Percentage of completion (Rel-7 WT47): 2% (previously1%)

Summary of progress: More discussion is need regarding the performance definition
Outstanding issues: None
3 Minutes

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-056556
	Title: CMCC TS 32.xxx Itf-N Performance Criteria
The WT47 session was held on 29 Aug, Q3 Quarters.

Please refer to Clause 5 for the list of participants. 
	China Mobile

	
	E///: Why do we need the data consistency for performance

Nortel: Performance should be related to the how fast for the InterfaceIRP

CMCC: InterfaceIRP, NRM, Performance measurements are all contents of Itf-N. We need the criteria for InterfaceIRP, e.g how fast for some operation. However, the data transferred in interface should be correct.

E///: This evaluation method like the company human resource evaluation from different view point. CMCC wants to define the criteria from the data correct view point.


	

	
	Nortel: If we define data consistency criteria, we need define how to measure the data consistency criteria.
CMCC; Yes, we can.

E///: It’s still part of conformance test.

CMCC: 3GPP define PM measurements which include the trigger definition. Based on our test experiences, some products claim that they fully comply 3GPP measurements. But we found a fact that sometimes they mapping the wrong private measurements to standard measurements. The mapped measurement data is correct, but the mapping algorithm and trigger point are wrong. Although the InterfaceIRP capability is strong, the PM data transferred in the Interface is not correct. We need performance criteria from interface viewpoint and data view point. 
Conclusion; More discussion is needed regarding the meaning of the performance
	

	S5-056539
	E Sample skeleton of new itf-n performance criteria
CMCC: The template proposed here reuses the PM measurement definition template. But the key point of the PM measurement definition is the trigger where standard signaling and control flow are defined by 3GPP.  The IRPAgent internal structure and the controlling method is vendor specific. 
	Ericsson
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