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	Consequences if 
(

not approved:
	The downstream billing system will not be able to correlate information generated by the controlling and participating PoC functions for a single session. 
Pre-arrange groups may be incorrectly handled as a one-to-one session. 

	
	

	Clauses affected:
(

	6.3.1.2.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	X
	
	 O&M Specifications
	32.299

	
	

	Other comments:
(

	


Change in Clause 6.3.1.2

6.3.1.2
Definition of the PoC-Information

PoC specific charging information is provided within the PoC-Information. The detailed structure of the PoC-Information can be found in following table 6.3.1.2. 

Table 6.3.1.2: Structure of the PoC-Information
	Field
	Category
	Description

	PoC-Server- Role
	OM
	Identifies the PoC server as participating or controlling PoC server.

	PoC-Session-Type
	OM
	Type of the PoC session as defined in appendix C.5.1 in OMA-CP-POC [204].

	Number-Of-Participants
	OM
	The number of invited parties of the PoC session.

	List-Of-Participants
	OC
	Holds the address (Public User ID: SIP URL, E.164, etc.) of the parties whom are involved into the PoC session.

	Talk-Burst-Exchange
	OC
	A set of charging data (number of talk bursts, talk burst bearer volume, sum of talk bursts time) for sent and received talk burst.

	PoC-Controlling-Address
	Oc
	Identifies the PoC server performing the controlling function. This is only included when PoC-Server-Role indicates "participating"

	PoC-Group-Name
	Oc
	Identifies a pre-arranged group. Included if the session is a pre-arranged group session


Editor's Note: The list of information required in table 6.9 is not complete. Some more parameter need e.g. number and list of participants, parameters for instant personal alert and early session set-up.
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