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	At last SA5#42bis meeting, new requirements on the concept of IOI were agreed in TS 32.240 Section 5.3.4.3 (S5-054552). These requirements state that an IOI could be exchanged between different types of networks:

· visited and home network for Type 1 IOI

· network operator which holds the subscription of the originating end user and the network operator which holds the subscription of the terminating end user for type 2 IOI. In that particular case, one of the two network operators may be a PSTN network

· home network operator and a service provider for Type 3 IOI

Therefore, the Originating and Termination AVP definition should be aligned accordingly
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Change in Clause 7.1.2.23
7.1.2.23
Originating-IOI AVP

The Originating-IOI AVP (AVP code 839) is of type UTF8String (alphanumeric string) and holds the Inter Operator Identifier for the originating network as generated by the IMS network element which takes responsibility for populating this parameter [404] in a SIP request [202].
The Originiating IOI contains the following values:

· Type 1 IOI: IOI of the visited network where the P-CSCF is located 

· Type 2 IOI: 

- 
IOI of the home network of the originating end user where the S-CSCF is located in case a session is initiated from the IMS. In case of redirection by the S-CSCF, Originating-IOI AVP indicates the terminating party's network operator from which the session is redirected. 

-
IOI of the originating network where the MGCF is located in case a session is initiated from the PSTN toward the IMS. 

· Type 3 IOI: 

-
IOI of the home network (originating side or terminating side) where the S-CSCF is located when forwarding a SIP request [202] to an AS (proxy, terminating UA or redirect server or B2BUA).

- 
IOI of the service provider network where the AS is located when an AS (originating UA or B2BUA) initiates a SIP request [202].
For further details on the Type 1, Type 2 and Type 3 IOIs, please refer to 3GPP TS 32.240 [1].
End of Change in Clause 7.1.2.23
Change in Clause 7.1.2.36
7.1.2.36
Terminating-IOI AVP

The Terminating-IOI AVP (AVP code 840) is of type UTF8String (alphanumeric string) and holds the Inter Operator Identifier for the originating network as generated by the IMS network element which takes responsibility for populating this parameter [404] in a SIP response [202].
The Terminating IOI contains the following values:

· Type 1 IOI: IOI of the home network where the S-CSCF is located 

· Type 2 IOI: 

- 
IOI of the home network of the terminating end user where the S-CSCF is located in case a session is initiated toward the IMS. In case of redirection by the S-CSCF, Terminating-IOI AVP indicates the terminating party's network operator to which the session is redirected. 

-
IOI of the terminating network where the MGCF is located in case a session is initiated from the IMS toward the PSTN. 

· Type 3 IOI: 

-
IOI of the service provider network (originating side or terminating side) where the AS (proxy, terminating UA or redirect server or B2BUA) is located when receiving a SIP request [202] 

-
IOI of the home network operator contacted by an AS when an AS (originating UA or B2BUA) initiates a SIP request [202].
For further details on the Type 1, Type 2 and Type 3 IOIs, please refer to 3GPP TS 32.240 [1].
End of Change in Clause 7.1.2.36
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