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Change in Clause 5.1.1

5.1.1
Combined originator and recipient MMS relay server

This scenario covers the case where the Originator MMS R/S and the Recipient MMS R/S are identical, which implies that that particular MMS R/S handles both MM submission and MM retrieval.
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Figure 5.1.1: Chargeable event overview for combined case

Table 5.1.1: Trigger point overview for combined MMS Relay/Server

	Trigger point
	Trigger name

	C1
	Originator MM1 Submission

	C2
	Recipient MM1 Notification Request

	C3
	Recipient MM1 Notification Response

	C4
	Recipient MM1 Retrieval

	C5
	Recipient MM1 Acknowledgement

	C6
	Originator MM1 Delivery report

	C7
	Recipient MM1 Read reply Recipient

	C8
	Originator MM4 Read reply originator

	C9
	Recipient MM1 Cancellation (See Note 1)

	C10
	Recipient MM1 Deletion

	Any time between

C1 to C8
	Originator MM Deletion

	NOTE:
Chargeable events for MM submission, retrieval and cancellation are triggered by the MMS R/S responding to MM1_submit.REQ and MM1_retrieve.REQ, rather than upon receiving those requests and receiving a response to MM1_Cancel.RES rather than upon submitting this request
NOTE 1: 
MM1 Cancellation is triggered by receiving an MM7_extended_cancel.REQ.


Change in Clause 5.1.2

5.1.2
Distributed originator and recipient MMS relay server

This scenario covers the case of the Originator MMS R/S and the Recipient MMS R/S being two different entities, where the Originator MMS R/S handles MM submission and the Recipient MMS R/S handles MM retrieval.
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Figure 5.1.2: Chargeable event overview for distributed case

Table 5.1.2.1 : Trigger type overview for the Originator MMS Relay/Server

	Trigger point
	Trigger name

	O1
	Originator MM1 Submission

	O2
	Originator MM4 Forward Request

	O3
	Originator MM4 Forward Response

	O4
	Originator MM4 Delivery report

	O5
	Originator MM1 Delivery report

	O6
	Originator MM4 Read reply report

	O7
	Originator MM1 Read reply originator

	Any time between O1... O7
	Originator MM Deletion

	NOTE:
Chargeable events for MM submission are triggered by the MMS R/S responding to MM1_submit.REQ, rather than upon receiving those requests.


Table 5.1.2.2: Trigger type overview for the Recipient MMS Relay/Server

	Trigger point
	Trigger name

	R1
	Recipient MM4 Forward

	R2
	Recipient MM1 Notification Request

	R3
	Recipient MM1 Notification Response

	R4
	Recipient MM1 Retrieval 

	R5
	Recipient MM1 Acknowledgement

	R6
	Recipient MM4 Delivery report Request

	R7
	Recipient MM4 Delivery report Response

	R8
	Recipient MM1 Read reply Recipient

	R9
	Recipient MM4 Read reply report Request

	R10
	Recipient MM4 Read reply report Response

	R11
	Recipient MM1 Cancellation(See Note 1)

	R12
	Recipient MM1 Deletion

	Anytime after R2
	Recipient MM Deletion 

	NOTE:
Chargeable events for MM retrieval and cancellation are triggered by the MMS R/S responding to MM1_retrieve.REQ, rather than upon receiving those requests and receiving a response to MM1_Cancel.RES rather than upon submitting this request
NOTE 1: 
MM1 Cancellation is triggered by receiving an MM7_extended_cancel.REQ.


Change in Clause 5.1.4

5.1.4
VASP transactions

MMS VAS Application offers value added services to the MMS Users. The MMS VASP are able to interact with the MMS R/S via the MM7 reference point using transactions similar to those of the MM1 interface i.e. submission, reception, delivery-report, read-reply report, etc. 

The VASP may provide service codes that contain billing information which may be transferred to the MMS Relay/Server and passed directly to the billing system without intervention. In addition, the VASP may provide an indication to the MMS Relay/Server which party is expected to be charged for an MM submitted by the VASP, e.g. the sending, receiving, both parties or neither.

This scenario, as depicted in figure 5.1.4, covers the VASP related MM transactions and the associated chargeable events in the affected MMS R/S.
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Figure 5.1.4 : Chargeable event overview for VASP transactions

Table 5.1.4 : Trigger type overview for VASP transactions

	Trigger point
	Trigger name

	V1
	MM7 Deliver Request

	V2
	MM7 Deliver Response

	V3
	MM7 Submission

	V4
	MM7 Delivery report Request 

	V5
	MM7 Delivery report Response 

	V6
	MM7 Read reply report Request

	V7
	MM7 Read reply report Response

	V8
	MM7 Replacement

	V9
	MM7 Cancellation

	V10
	MM7 Extended Replacement

	V11
	MM7 Extended Cancellation

	NOTE:
Chargeable events for MM7 submission, replacement and cancellation are triggered by the MMS R/S responding to these requests, rather than upon receiving them.


Change in Clause 5.2.3.1

5.2.3.1
Combined originator and recipient MMS relay server case

The chargeable events for the case of a combined originator and recipient MMS R/S are depicted in figure 5.1.1 and further listed in table 5.1.1. Due to the fact that only event based charging applies to MMS (cf. clause 5.2.1), these chargeable events translate 1:1 into the CDR types listed in table 5.2.3.1 below.

The first row in table 5.2.3.1 refers to the trigger labels in figure/table 5.1.1. The second row identifies the associated CDR type. The content of these CDR types is specified in clause 6.

Table 5.2.3.1 : Record type overview for combined MMS Relay/Server

	Record

trigger
	C1
	C2
	C3
	C4
	C5
	C6
	C7
	C8
	C9
	C10
	Any time between 
C1 .. C8

	Record

type
	O1S
	R1NRq
	R1NRs
	R1Rt
	R1A
	O1D
	R1RR
	O1R
	R1C
	RMD
	OMD


5.2.3.2
Distributed originator and recipient MMS relay server case

The chargeable events for the case of distributed originator and recipient MMS R/Ss are depicted in figures 5.1.2.1/2 and further listed in table 5.1.2. Due to the fact that only event based charging applies to MMS (cf. clause 5.2.1), these chargeable events translate 1:1 into the CDR types listed in tables 5.2.3.2.1/2 below.

The first row in the tables refers to the trigger labels in figure/table 5.1.2. The second row identifies the associated CDR type. The content of these CDR types is specified in clause 6.

Table 5.2.3.2.1 : Record type overview for the Originator MMS Relay/Server

	Record

Trigger
	O1
	O2
	O3
	O4
	O5
	O6
	O7
	Any time between O1.. O7

	Record Type
	O1S
	O4FRq
	O4FRs
	O4D
	O1D
	O4R
	O1R
	OMD


Table 5.2.3.2.2 : Record type overview for the Recipient MMS Relay/Server

	Record trigger
	R1
	R2
	R3
	R4
	R5

	Record type
	R4F
	R1NRq
	R1NRs
	R1Rt
	R1A


Table 5.2.3.2.2 (cont'd) : Record type overview for the Recipient MMS Relay/Server

	Record trigger
	R6
	R7
	R8
	R9
	R10
	R11
	R12
	Anytime after R2

	Record type
	R4DRq
	R4DRs
	R1RR
	R4RRq
	R4RRs
	R1C
	RMD
	RMD


Change in Clause 6.1.2.11

6.1.2.11
Recipient MM1 Cancellation CDR (R1C-CDR)

If enabled, a Recipient MM1 Cancellation Charging Data Record (R1C-CDR) shall be produced in the recipient MMS Relay/Server if and when the recipient MMS Relay/Server receives an MM1_Cancel.RES from the recipient MMS user agent.

Table 6.1.2.11 : Recipient MM1 Cancellation record (R1C-CDR)

	Field
	Category
	Description

	Record Type
	M
	Recipient MM1 Cancellation record

	Recipient MMS Relay/Server Address
	M
	IP address or domain name of the recipient MMS Relay/Server

	Originator MMS Relay/Server Address
	M
	IP address or domain name of the originator MMS Relay/Server

	Cancel ID
	M
	The identification of the cancelled MM

	3GPP MMS Version
	Om
	The MMS version of the originator MMS Relay/Server

	Request Status Code
	Om
	The status code of the cancellation as received in the MM1_Cancel.RES

	Record Time Stamp
	Om
	Time of generation of the CDR

	Local Record Sequence Number
	Om
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types

	Record extensions
	Oc
	A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension


6.1.2.12
Recipient MM Deletion CDR (RMD-CDR)

If enabled, a Recipient MM Deletion Charging Data Record (RMD-CDR) shall be produced in the recipient MMS Relay/Server if and when: 

a) the recipient MMS Relay/Server decides to abandon processing of the MM at any point after receiving the corresponding MM4_forward.REQ; or

b) the recipient MMS Relay/Server decides to delete the MM because of expiry of storage time, which may either be indicated in the submit request or governed by operator procedure(e.g. after successful MM delivery); or
c) The recipient MMS Relay/Server decides to delete the MM prior to the expiry of storage time because it received a request to delete a deferred MM  (i.e. MM for that retrieval has been deferred) from the Recipient MMS User Agent in the corresponding MM1_delete.REQ and before an MM1_cancel.REQ, if any, is sent to the Recipient MMS User Agent.
Abandoning the processing of the MM implies that there remains no knowledge of the MM in the recipient MMS Relay/Server. 

The status code indicates the precise reason for abandoning or deleting the MM with respect to the MMS transactions specified in 3GPP TS 23.140 [201].

A special case is where the recipient MMS Relay/Server is also the forwarding MMS Relay/Server.  In this case only the Originator MM Deletion CDR specified in subclause 6.1.1.8 is required.

Table 6.1.2.12 : Recipient MM Deletion record (RMD-CDR)

	Field
	Category
	Description

	Record Type
	M
	Recipient MM Deletion record

	Originator MMS Relay/Server Address
	M
	IP address or domain name of the originator MMS Relay/Server

	Recipient MMS Relay/Server Address
	Om
	IP address or domain name of the recipient MMS Relay/Server

	Message ID
	M
	The MM identification provided by the originator MMS Relay/Server

	Message size
	Om
	The total size of the MM content

	MM Status Code
	Om
	The status code of the MM at the time when the CDR is generated

	Status Text
	Om
	This field includes a more detailed technical status of delivering the message

	Record Time Stamp
	Om
	Time of generation of the CDR

	Local Record Sequence Number
	Om
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types

	Record extensions
	Oc
	A set of network/manufacturer specific extensions to the record. Conditioned upon the existence of an extension
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