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5.2.3
CDR Content

Table 5.9 specifies the content of each CDR type. For each column describing the CDR type, the field name and its category are specified. The detailed description of the field is provided in section 5.2.1. Diagonal shading of a cell indicates, that the particular CDR field is not included in the  particular CDR type.

Table 5.9: Charging Data of IMS CDR Types

	Field
	CDR Type

	
	S-CSCF-CDR
	P-CSCF-CDR
	I-CSCF-CDR
	MRFC-CDR
	MGCF-CDR
	BGCF-CDR
	AS-CDR

	Record Type
	M
	M
	M
	M
	M
	M
	M

	Retransmission
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	SIP Method
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	Role of node
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Node Address
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Session ID
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Service ID
	
	
	
	MO
	
	
	

	Calling Party Address
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Called Party Address 
	MO
	MO
	MO
	CO
	MO
	MO
	MO

	Private User ID
	MO
	
	
	
	
	
	

	Served Party IP Address
	
	MO
	
	
	
	
	

	Service Request Time Stamp
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Service Delivery Start Time Stamp
	MO
	MO
	
	MO
	MO
	MO
	MO

	Service Delivery End Time Stamp
	CO
	CO
	
	CO
	CO
	CO
	CO

	Record Opening Time
	CO
	CO
	
	CO
	CO
	CO
	CO

	Record Closure Time
	MO
	MO
	
	MO
	MO
	MO
	MO

	Application Servers Information
	CO
	
	
	CO
	
	
	

	
	Application Servers Involved
	CO
	
	
	CO
	
	
	

	
	Application Provided Called Parties
	CO
	
	
	CO
	
	
	

	Inter Operator Identifiers
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	
	originating IOI
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	
	terminating IOI
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	Local Record Sequence Number
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Record Sequence Number
	CO
	CO
	
	CO
	CO
	CO
	CO

	Cause For Record Closing
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	Incomplete CDR Indication
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	S-CSCF Information
	
	
	CO
	
	
	
	

	IMS Charging Identifier
	MO
	MO
	MO
	MO
	MO
	MO
	MO

	SDP Session Description
	Co
	Co
	
	Co
	Co
	Co
	Co

	List of SDP Media Components
	CO
	CO
	
	CO
	CO
	CO
	CO

	
	SIP Request Timestamp
	MO
	MO
	
	MO
	MO
	MO
	MO

	
	SIP Response Timestamp
	MO
	MO
	
	MO
	MO
	MO
	MO

	
	SDP Media Components
	MO
	MO
	
	MO
	MO
	MO
	MO

	
	
	SDP Media Name
	MO
	MO
	
	MO
	MO
	MO
	MO

	
	
	SDP Media Description
	MO
	MO
	
	MO
	MO
	MO
	MO

	
	
	GPRS Charging ID
	CO
	CO
	
	CO
	CO
	CO
	CO

	
	Media Initiator flag
	CO
	CO
	
	CO
	CO
	CO
	CO

	
	Authorised QoS
	
	CO
	
	
	
	
	

	GGSN Address
	CO
	CO
	
	CO
	CO
	CO
	CO

	Service Delivery Failure Reason
	CO
	CO
	CO
	CO
	CO
	CO
	CO

	Service Specific Data
	
	
	
	
	
	
	CO

	List of Message Bodies
	CO
	CO
	
	
	
	
	CO

	
	Content-Type
	CO
	CO
	
	
	
	
	CO

	
	Content-Disposition
	CO
	CO
	
	
	
	
	CO

	
	Content-Length
	CO
	CO
	
	
	
	
	CO

	
	Originator
	CO
	CO
	
	
	
	
	CO

	Trunk Group ID Incoming/Outgoing
	
	
	
	
	MO
	
	

	Bearer Service
	
	
	
	
	MO
	
	

	Record Extensions
	CO
	CO
	CO
	CO
	CO
	CO
	CO


5.2.4
CDR Parameter Description

This clause contains a brief description of each field of the CDRs described in Table 5.9. The fields are listed in alphabetical order according to the field name as specified in the table above.

5.2.4.34
SDP Session Description

Holds the Session portion of the SDP data exchanged between the User Agents in the SIP transaction.

The x-CSCF, BGCF, MGCF shall retrieve the value for this parameter from the SDP offer  of SIP messages, if present. The x-CSCF, BGCF, MGCF shall then include this information in the ACR that is triggered when receiving the SIP message that contains the SDP answer.  This includes both the case of initial session set-up and SDP changes during the session.

The ACR shall include attributes for data received for charging from both the SDP offer and SDP answer. The AVPs for SDP offer shall be preceded by AVPs for SDP answer

This field holds the attributes of the media as available in the session related part of the SDP data tagged with "c=" and "a=" (multiple occurrence possible). Only attribute lines relevant for charging are recorded.


The content of this field corresponds to the SDP-Session-Description AVP of the ACR message.

NOTE:
SDP data from session unrelated procedures , OPTIONS, are not sent in the ACR messages to the CCF.
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