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Change in Clause 4.2.4.2

4.2.4.2
PS Domain stopping mechanisms

In SGSN, GGSN and BM-SC a Trace Recording Session shall be stopped when any of the defined stop triggering events occur. If Trace Session deactivation is received during the Trace Recording Session, the SGSN is allowed to finish tracing of the on-going procedures (e.g. session). In this case the Trace Recording Session shall be stopped between the reception of the Trace Session deactivation and the appropriate stop-triggering event.

The following figure illustrates the successful case in tracing a PDP context when a Trace Recording Session is stopped.
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Figure: Stopping a Trace Recording Session for a PDP Context (Management Based) - PS domain

The following figure illustrates the successful case in tracing a MBMS context when a Trace Recording Session is stopped.
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Figure: Stopping a Trace Recording Session for a MBMS Context (Management Based) - PS domain




End of Change in Clause 4.2.4.2

Change in Clause 4.2.4.3

4.2.4.3
CS Domain stopping mechanisms

In MSC Server a Trace Recording Session shall be stopped when any of the defined stop triggering events occur. If Trace Session deactivation is received during the Trace Recording Session, the MSC Server is allowed to finish tracing of the on-going procedures (e.g. calls). In this case the Trace Recording Session shall be stopped in MSC Server between the reception of the Trace Session deactivation and the appropriate stop-triggering event.

The following figure illustrates the successful case in tracing a call and the time of stopping a Trace Recording Session.

[image: image4.png]EM of MSC Server

s MSC Server RNC

Trace Session Activation from EMO

|
)
N

‘
;
\

M Service Request() ‘

T
|
|
|
|
|
|

String  Trace Recardng Sessin, |
slocaing Trace Recordg Secdn Rateence | |
|

|

|

|

|

|

|

| I
| |

‘ Release() ‘

Release Campietel)

luReesse Command)

U Release Compete0)

|
|
|
| Stoping he Trace Recarding Session
|
|





Figure: Stopping a Trace Recording Session (Management Based) - CS domain
End of Change in Clause 4.2.4.3

Change in Clause 5.1

5.1
Triggering events (M)

This mandatory parameter defines when to start a Trace Recording Session and which message shall be recorded first, when to stop a Trace Recording Session and which message shall be recorded last respectively. The messages in the start triggering event tables indicate the transaction to be recorded first and the starting time of the Trace Recording Session within a Trace Session for the traced MS/subscriber in the given NE.

The messages in the stop triggering event tables indicate the transaction to be recorded last and the stopping time of the Trace Recording Session.

	MSC Server
	Start triggering events
	Stop triggering events

	Mobile Originated Call
	Receipt of the CM SERVICE-REQUEST message with service type set to originating call establishment
	Reception of CC-RELEASE COMPLETE or CM-SERVICE ABORT message

	Mobile Terminated Call
	Sending of PAGING REQUEST message
	Reception of CC-RELEASE COMPLETE or CM-SERVICE ABORT message

	Mobile Originated SMS
	Receipt of the CM SERVICE-REQUEST message with service type set to Short Message service
	Transmission of RP-ACK/RP-NACK message

	Mobile Terminated SMS
	Sending of PAGING REQUEST message
	Reception of RP-ACK/RP-NACK message

	IMSI Attach
	Receipt of the MM-LOCATION UPDATING REQUEST message
	Sending of MM-LOCATION-UPDATING ACCEPT or MM-LOCATION-UPDATING-REJECT message

	Location Update
	Receipt of the MM-LOCATION UPDATING REQUEST message
	Sending of MM-LOCATION-UPDATING ACCEPT or MM-LOCATION-UPDATING-REJECT message

	IMSI Detach
	Receipt of the MM-IMSI DETACH INDICATION message
	Reception of MM-IMSI DETACH INDICATION message

	Handover
	Receipt of the BSSMAP-HANDOVER-REQUIRED message in case of GSM or RANAP-RELOCATION-REQUIRED message in case of UMTS
	Reception of BSSMAP-CLEAR COMPLETE message in case of GSM or RANAP-IU RELEASE COMPLETE message in case of UMTS or BSSMAP-HANDOVER FAILURE in case of GSM or RANAP-RELOCATION FAILURE in case of UMTS.

	Supplementary Service
	TBD
	TBD


	MGW
	Start triggering events
	Stop triggering events

	Context 
	Reception of Megaco-ADD command, or reception of Megaco MODIFY command
	Sending of Megaco- EXTRACT reply


	SGSN
	Start triggering events
	Stop triggering events

	PDP Context 
	Reception of SM-ACTIVATE PDP CONTEXT REQUEST or sending SM-REQUEST PDP CONTEXT ACTIVATION or reception of SM- MODIFY PDP CONTEXT REQUEST
	Reception or sending of SM- DEACTIVATE PDP CONTEXT REQUEST or sending SM-ACTIVATE PDP CONTEXT REJECT

	Mobile Originated SMS
	Receipt of RP-DATA message
	Transmission of RP-ACK/RP-NACK message

	Mobile Terminated SMS
	Transmission of RP-DATA message
	Reception of RP-ACK/RP-NACK message

	GPRS Attach
	Reception of MM-ATTACH-REQUEST
	Sending MM-ATTACH-ACCEPT or MM-ATTACH-REJECT

	Routing Area Update
	Reception of MM-ROUTING AREA UPDATE REQUEST
	Sending MM-ROUTING AREA UPDATE ACCEPT or MM-ROUTING AREA UPDATE REJECT

	GPRS Detach
	Reception MM-DETACH REQUEST
	Reception of MM-DETACH ACCEPT

	MBMS Context
	Sending SM-Request MBMS Context Activation or reception of SM-Update MBMS Context Request
	Sending of SM-Deactivate MBMS Context Request or sending of SM-Activate MBMS Context Reject


	GGSN
	Start triggering events
	Stop triggering events

	PDP Context 
	Reception of GTP Create PDP context request or reception of GTP Update PDP context request
	Sending of GTP Delete PDP context response

	MBMS Context
	Reception of GTP Create MBMS Context Request or reception of GTP Update MBMS Context Request
	Sending of GTP Delete MBMS Context Response


	S-CSCF
	Start triggering events
	Stop triggering events

	SIP INVITE method
	Reception of the initial SIP INVITE request 
	Sending of the SIP response to the SIP BYE request (sending or receiving) or any other error response

	SIP REGISTER method
	Reception of SIP REGISTER request 
	Sending the SIP response to the SIP REGISTER request

	SIP MESSAGE method
	Reception of SIP MESSAGE request
	Sending the SIP response to the SIP MESSAGE request

	SIP SUBSCRIBE method
	Reception of SIP SUBSCRIBE request
	Sending the SIP response to the final SIP NOTIFY request

	other SIP methods
	Reception of any other SIP requests (e.g. OPTIONS, REFER, INFO)
	Sending the SIP response to the appropriate SIP request


	P-CSCF
	Start triggering events
	Stop triggering events

	SIP INVITE session
	Reception of the initial SIP INVITE request 
	Sending of the SIP response to the SIP BYE request (sending or receiving) or any other error response

	SIP REGISTER method
	Reception of SIP REGISTER request 
	Sending the SIP response to the SIP REGISTER request

	SIP MESSAGE method
	Reception of SIP MESSAGE request
	Sending the SIP response to the SIP MESSAGE request

	SIP SUBSCRIBE method
	Reception of SIP SUBSCRIBE request
	Sending the SIP response to the final SIP NOTIFY request

	other SIP methods
	Reception of any other SIP requests (e.g. OPTIONS, REFER, INFO)
	Sending the SIP response to the appropriate SIP request


	BM-SC
	Start triggering events
	Stop triggering events

	MBMS Multicast service activation
	Reception of MBMS Authorization Request
	Reception of Deactivation Indication for user deactivation or sending of Session Stop Request for service deactivation


	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	MSC Server

	

	MGW

	SGSN

	

	GGSN

	BM-SC

	spare


	MSC Server

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	spare
	SS
	Handovers
	LU, IMSI attach, IMSI detach
	MO and MT SMS
	MO and MT calls

	spare


	MGW

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	spare
	Context


	SGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	MBMS Context
	RAU, GPRS attach, GPRS detach
	MO and MT SMS
	PDP context

	Reserved


	GGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	MBMS Context
	PDP Context


	BM-SC

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	MBMS Multicast service activation


If a bit is set to 1 the given event shall be traced, i.e. a Trace Recording Session shall be started for that event. 

If a bit is set to 0 the given event should not be traced, i.e. Trace Recording Session should not be started.
End of Change in Clause 5.1
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