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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2]-[9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[12]
3GPP TS 32.252: "Telecommunication management; Charging management; Wireless Local Area Network (WLAN) charging".

[13]-[19]
Void.

[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21]-[29]
Void.

[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".

[31]
3GPP TS 32.271: "Telecommunication management; Charging management; Location Services (LCS) charging".

[32]
3GPP TS 32.272: "Telecommunication management; Charging management; Push-to-talk over Cellular (PoC) charging".

[33]
3GPP TS 32.273: "Telecommunication management; Charging management; Multimedia Broadcast and Multicast Service (MBMS) charging".
[34]-[39]
Void.

[40]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[42]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Records (CDR) file format and transfer".

[43]-[49]
Void.

[50]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[51]-[59]
Void.

[60]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[61]
3GPP TS 24.080: "Mobile radio Layer 3 supplementary service specification; Formats and coding".  Editor’s note:  check if this is the correct reference for the generic ASN.1 module
[62]
ETS 300 196: "Digital Subscriber Signalling System No. one (DSS1) protocol".

[63]
3GPP TS 22.024: "Description of Charge Advice Information (CAI)".

[64]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".

[65]
ITU-T Recommendation E.164: The international public telecommunication numbering plan

[66]
3GPP TS 29.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification".

[67]
ITU-T Recommendation Q.767: Application of the ISDN user part of CCITT signalling system No. 7 for international ISDN interconnections

[68]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[69]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

[70]
3GPP TS 27.001: "General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)".

[71]
3GPP TS 49.031: "Location Services (LCS); Base Station System Application Part LCS Extension (BSSAP-LE)".

[72]
3GPP TS 23.040: "Technical realization of Short Message Service (SMS)".

[73]
3GPP TS 22.004: "General on supplementary services".

[74]
3GPP TS 23.060: "General Packet Radio Service (GPRS) Service description; Stage 2".

[75]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".

[76]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

[77]
3GPP TS 23.207: "End-to-end Quality of Service (QoS) concept and architecture".

[78]
3GPP TS 29.207: "Policy control over Go interface".

[79]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[80]
3GPP TS 23.218: "IP Multimedia (IM) session handling; IM call model; Stage 2".

[81]
3GPP TS 23.140: "Multimedia Messaging Service (MMS); Functional description; Stage 2".

[82]
3GPP TS 29.061: " Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[83]
OMA Location Working Group "Mobile Location Protocol Specification", [http://www.openmobilealliance.org].
[84]
3GPP TS 23.125: "Overall high level functionality and architecture impacts of flow based charging; Stage 2".
[85]
3GPP TS 29.210: "Charging rule provisioning over Gx interface".
[86]-[100]
Void.

[101]
ITU-T Recommendation X.680 | ISO/IEC 8824-1: "Information technology; Abstract Syntax Notation One (ASN.1): Specification of Basic Notation".

[102]
ITU-T Recommendation X.690 | ISO/IEC 8825-1: "Information technology - ASN.1 encoding rules: Specification of Basic Encoding Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)".

[103]
ITU-T Recommendation X.691 | ISO/IEC 8825-2: "Information technology - ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)".

[104]
ITU-T Recommendation X.693 | ISO/IEC 8825-4: "Information technology - ASN.1 encoding rules: XML encoding rules (XER).
[105]
ITU-T Recommendation X.2ab CMIP
[106]
ITU-T Recommendation X.721 ISO/IEC 10165-2: " Information technology - Open Systems Interconnection - Structure of management information: Definition of management information".

[107]
ITU-T Recommendation X.2cd ACSE
[108]
3GPP TS 29.140: "Multimedia Messaging Service (MMS); MM10 interface Diameter based protocol; Stage 3".

[109]
ITU-T Recommendation Q.773: "Transaction capabilities formats and encoding".
Editor’s Note:  to be completed, also more service charging TSs might need to be added.
End of Change in Clause 2
Change in Clause 5.1.2.2.22A

5.1.2.2.22
LCS QoS

This information element defines the Quality of Service for a location request as defined in TS 49.031 [71].
5.1.2.2.22A

List of Service Data
This list includes one or more service data containers and each service data container includes the following fields:

Rating Group, Charging Rule Base Name, Result Code, Local Sequence Number, Time of First Usage, Time of Last Usage, Time Usage, Service Condition Change, Qos Information, SGSN Address, PLMN identifier, Data Volume Uplink, Data Volume Downlink, Report Time, RAT type and Service Identifier.

Rating Group is the service flow identity and has to be used for differentiated evaluation of user’s traffic. The parameter corresponds to the Charging Key as specified in 3GPP TS 23.125 [84]. 
Charging Rule Base Name is the group name of charging rules as specified in 3GPP TS 29.210 [85].
Result Code contains the result code after the interconnection with the OCS.
Local Sequence Number is a per service data container sequence number. It starts from 1 for each service, increasing by 1 for each service date container generated for that service within the lifetime of this PDP session.
Time of First Usage is the time stamp for the first IP packet to be transmitted for the service data flow referred to the current instance of Service Condition Change.

Time of Last Usage is the time stamp for the last IP packet to be transmitted for the service data flow referred to the current instance of Service Condition Change.

Time Usage contains the effective used time within the service data recording interval.  

Service Condition Change defines the reason for closing the service data container (see TS 32.251 [11]), such as tariff time change, Gn update trigger (e.g. QoS change, SGSN change), service usage thresholds, service idled out, termination or failure handling procedure. This field is specified as bitmask for support of multiple change trigger (e.g. SGSN and QoS change). 
Qos Information contains the negotiated QoS applied for the service data flow and is included in the first service data container. In following container QoS information is present if previous change condition is "QoS change".
SGSN Address contains the valid SGSN IP address during the service data recording interval. 
PLMN identifier contains the valid SGSN PLMN Id during the service data recording interval.
Data Volume Uplink and Downlink, includes the number of octets transmitted during the use of the packet data services in the uplink and/or downlink direction, respectively.

Report Time is a time stamp, which defines the moment when the service data container is closed.   
RAT type is the valid radio access technology type during the service data recording interval.
Service Identifier is an identifier for a service. The service identifier may designate an end user service, a part of an end user service or an arbitrarily formed group thereof. This field is included according to TS 23.125 [84].
End of Change in Clause 5.1.2.2.22A
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