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4 Detailed proposal

The proposed changes are visible in the below text with track changes:

Attempted Mobile originating voice calls

a)
This measurement provides the number of attempted MS originated voice calls. The three measurement types defined in e) are subject to the "2 out of 3 approach".
b)
CC.

c)
On receipt by the MSC-S of a “Setup” message with the ‘Information transfer capability’ set to speech or alternate speech/facsimile group 3 - starting with speech in the Bearer Capability IE from Calling Party (3GPP TS 24.008). 

d)
A single integer value.

e)
VSC.attOrigCallsVce.combined (don't care)




.GSM





.UMTS
f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
Successful Mobile originating voice calls

a)
This measurement provides the number of successful MS originated voice calls. The three measurement types defined in e) are subject to the "2 out of 3 approach".

b)
CC.

c)
On transmission of an “Alerting” message for the voice service from the MSC-S to the Calling Party (3GPP TS 24.008).

d)
A single integer value.

e)
VSC.succOrigCallsVce.combined (don't care)





.GSM





.UMTS
f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

Answered MS originating voice calls

a)
This measurement provides the number of answered MS originated voice calls. The three measurement types defined in e) are subject to the "2 out of 3 approach".
b)
CC.

c)
On reception of a “Connect ACK” message for the voice service from the  calling party to the MSC-S (3GPP TS 24.008).

d)
A single integer value.

e)
VSC.ansOrigCallsVce.combined (don’t care)





.GSM





.UMTS
f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
Section 4.5.2.4
Failed MS originating voice calls please delete all the Chinese characters and provide the counters per UMTS/GSM separation.  At the time of authentication procedure the MSC-S does not know whether the call in question is voice or CS data, so that trigger should be deleted from the failed MS originating voice call measurement. 
Generally for all incoming voice call measurements (attempt, successful and answered) bullet h) should be GSM/UMTS as for a trunk incoming call can be a UMTS or GSM call, but the MSC-S cannot decide that. 

The trigger points for the counters should be in line with those ones that are defined in section 4.1.3 with an exception that in these section additional criteria is needed for the voice call.
