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Change in Clause 7.2
7.2
3GPP specific AVPs 

For the purpose of offline charging additional AVPs are used in ACR / ACA and for online charging additional AVPs are used in CCR / CCA. All 3GPP specific AVPs mentioned are relevant for both offline and online charging unless specifically excluded. The information is summarized in the following table along with the AVP flag rules.

Detailed descriptions of AVPs that are used specifically for 3GPP charging are provided in the subclauses below the table. However, for AVPs that are just borrowed from other applications only the reference (e.g. IETF RFC 4006 [402]), is provided in the following table and the detailed description is not repeated.

Table 7.2: 3GPP specific AVPs

	AVP Name
	AVP 

Code
	Used in
	Value 

Type
	AVP Flag rules

	
	
	ACR
	ACA
	CCR
	CCA
	
	Must
	May
	Should 

not
	Must

not
	May

Encr.

	Application-provided-called-party-address
	837
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Application-Server
	836
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Application-Server-Information
	850
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	Authorized-QoS
	849
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Bearer-Service
	854
	X
	-
	-
	-
	OctetString
	V,M
	P
	
	
	N

	Called-Party-Address
	832
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Calling-Party-Address
	831
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Cause-Code
	861
	X
	
	-
	-
	Integer32
	V,M
	P
	
	
	N

	Content-Disposition
	828
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Content-Length
	827
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Content-Type
	826
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Event
	825
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Event-Type
	823
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	Expires
	888
	X
	-
	-
	-
	Unsigned32
	V,M
	P
	
	
	N

	GGSN-Address
	847
	X
	-
	-
	-
	Address
	V,M
	P
	
	
	N

	GPRS-Charging-Id
	846
	X
	-
	X
	-
	UTF8String
	V,M
	P
	
	
	N

	IMS-Charging-Identifier
	841
	X
	-
	X
	-
	UTF8String
	V,M
	P
	
	
	N

	IMS-Information
	876
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	Incoming-Trunk-Group-Id
	852
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Inter-Operator-Identifier
	838
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	LCS-Information
	878
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	Mandatory-Capability [204]
	604
	X
	-
	-
	-
	Unsigned32
	
	
	
	
	

	Media-Initiator-Flag
	882
	X
	-
	-
	-
	Enumerated
	V,M
	P
	
	
	N

	Message-Body
	889
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	MBMS-Information
	880
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	MMS-Information
	877
	-
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	Node-Functionality
	862
	X
	-.
	-
	-
	Enumerated
	V,M
	P
	
	
	N

	Number-Of-Participants
	885
	X
	-
	X
	-
	Enumerated
	V,M
	P
	
	
	N

	Optional-Capability [204]
	605
	X
	-
	-
	-
	Unsigned32
	
	
	
	
	

	Originating-IOI
	839
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Originator
	864
	X
	-
	-
	-
	Enumerated
	V,M
	P
	
	
	N

	Outgoing-Trunk-Group-Id
	853
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Participants-Involved
	887
	X
	-
	X
	-
	UTF8String
	V,M
	P
	
	
	N

	PoC-Controlling-Address
	TBD
	X
	
	X
	
	UTF8String
	V,M
	P
	
	
	N

	PoC-Group-Name
	TBD
	X
	
	X
	
	UTF8String
	V,M
	P
	
	
	N

	PoC-Information
	879
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	PoC-Server-Role
	883
	X
	-
	X
	-
	Enumerated
	V,M
	P
	
	
	N

	PoC-Session-Type
	884
	X
	-
	X
	-
	Enumerated
	V,M
	P
	
	
	N

	PS-Append-Free-Format-Data
	867
	X
	-
	-
	X
	Enumerated
	V,M
	P
	
	
	N

	PS-Free-Format-Data
	866
	X
	-
	-
	X
	OctetString
	V,M
	P
	
	
	N

	PS-Furnish-Charging-Information
	865
	X
	-
	-
	X
	Grouped
	V,M
	P
	
	
	N

	PS-Information
	874
	X
	-
	X
	X
	Grouped
	V,M
	P
	
	
	N

	Quota-Consumption-Time
	881
	-
	-
	-
	X
	Unsigned32
	V,M
	P
	
	
	N

	Quota-Holding-Time
	871
	-
	-
	-
	X
	Unsigned32
	V,M
	P
	
	
	N

	Reporting-Reason
	872
	-
	-
	X
	-
	Enumerated
	V,M
	P
	
	
	N

	Role-of-Node
	829
	X
	-
	-
	-
	Enumerated
	V,M
	P
	
	
	N

	SDP-Media-Component
	843
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	SDP-Media-Description
	845
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	SDP-Media-Name
	844
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	SDP-Session-Description
	842
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Served-Party-IP-Address
	848
	X
	-
	-
	-
	Address
	V,M
	P
	
	
	N

	Server-Capabilities [204]
	603
	X
	-
	-
	-
	Grouped
	
	
	
	
	N

	Service-Id
	855
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Service-Information
	873
	X
	-
	X
	X
	Grouped
	V,M
	P
	
	
	N

	Service-Specific-Data
	863
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	SIP-Method
	824
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	SIP-Request-Timestamp
	834
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	SIP-Response-Timestamp
	835
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Talk-Burst-Exchange
	860
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	Terminating-IOI
	840
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Time-Quota-Threshold
	868
	-
	-
	-
	X
	Unsigned64
	V,M
	P
	
	
	N

	Time-Stamps
	833
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	Trigger-Type
	870
	-
	-
	X 
	X
	Enumerated
	V,M
	P
	
	
	N

	Trunk-Group-Id
	851
	X
	-
	-
	-
	Grouped
	V,M
	P
	
	
	N

	User-Data [204]
	606
	X
	-
	-
	-
	OctetString
	V,M
	P
	
	
	N

	User Session Id
	830
	X
	-
	-
	-
	UTF8String
	V,M
	P
	
	
	N

	Volume-Quota-Threshold
	869
	-
	-
	-
	X
	Unsigned64
	V,M
	P
	
	
	N

	WAG-Address
	890
	X
	-
	X
	-
	Address
	V,M
	P
	
	
	N

	WAG-PLMN-Id
	891
	X
	-
	X
	-
	OctetString
	V,M
	P
	
	
	N

	WLAN-Information
	875
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	WLAN-Radio-Container
	892
	X
	-
	X
	-
	Grouped
	V,M
	P
	
	
	N

	WLAN-Technology
	893
	X
	-
	X
	-
	Unsigned32
	V,M
	P
	
	
	N

	WLAN-UE-Local-IPAddress
	894
	X
	-
	X
	-
	Address
	V,M
	P
	
	
	N


End of Change in Clause 7.2
Change in Clause 7.2.19
7.2.19
Cause-Code AVP

The Cause-Code AVP (AVP code 861) is of type Integer32 and includes the cause code value from IMS node. It is used in Accounting-request[stop] and/or Accounting-request[event] messages.

Within the cause codes, values ( 0 are reserved for successful causes while values ( 1 are used for failure causes. In case of errors where the session has been terminated as a result of a specific known SIP error code, then the SIP error code is also used as the cause code. 

Successful cause code values.

"Normal end of session"








0

The cause "Normal end of session" is used in Accounting-request[stop] message to indicate that an ongoing SIP session has been normally released either by the user or by the network (SIP BYE message initiated by the user or initiated by the network has been received by the IMS node after the reception of the SIP ACK message).  

"Successful transaction"








-1

The cause "Successful transaction" is used in Accounting-request[event] message to indicate a successful SIP transaction (e.g. REGISTER, MESSAGE, NOTIFY, SUBSCRIBE). It may also be used by an Application Server to indicate successful service event execution.

"End of SUBSCRIBE dialog"






-2

The cause "End of SUBSCRIBE dialog" is used to indicate the closure of a SIP SUBSCRIBE dialog . For instance a successful SIP SUBSCRIBE transaction terminating the dialog has been detected by the IMS node (i.e. SUBSCRIBE with expire time set to 0).

"2xx Final Response"








-2xx

The cause-code "2xx Final Response"(except 200) is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 2xx Final response [405].

"3xx Redirection"









-3xx

The cause "3xx Redirection" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 3xx response [405].

"End of REGISTER dialog"







-3

The cause "End of REGISTER dialog" is used to indicate the closure of a SIP REGISTER dialog. For instance a successful SIP REGISTER transaction terminating the dialog has been detected by the IMS node (i.e. REGISTER with expire time set to 0).

Failure cause code values.

"Unspecified error"









1

The cause "Unspecified error" is used when the SIP transaction is terminated due to an unknown error. 

" 4xx Request failure"








4xx

The cause "4xx Request failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 4xx error response [405].

"5xx Server failure"









5xx

The cause "5xx Server failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 5xx error response [405].

"6xx Global failure"









6xx

The cause "6xx Global failure" is used when the SIP transaction is terminated due to an IMS node receiving/initiating a 6xx error response [405].

"Unsuccessful session setup"






2

The cause "Unsuccessful session setup" is used in the Accounting-request[stop] when the SIP session has not been successfully established (i.e. Timer H expires and SIP ACK is not received or SIP BYE is received after reception of the 200OK final response and SIP ACK is not received) [202] [405].

"Internal error"










3

The cause "Internal error" is used when the SIP transaction is terminated due to an IMS node internal error (e.g. error in processing a request/response).

End of Change in Clause 7.2.19
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