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Change in Table 11

Table 11: Mapping for notifyNewAlarm (to carry non-security-related alarms)

…

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.
Value of NV pair is a IRPTime of module ManagedGenericIRPConstDefs.

	systemDN
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	Name of NV pair is the IRP_RDN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	probableCause
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the PROBABLE_CAUSE of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a short defined by interface ProbableCause of module AlarmIRPConstDefs.


…

End of change in Table 11

Change in Table 12

Table 12: Mapping for notifyNewAlarm (to carry security alarm)

…

	eventTime
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.
Value of NV pair is a IRPTime of module ManagedGenericIRPConstDefs.

	systemDN
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_body_fields
	M
	Name of NV pair is the PROBABLE_CAUSE of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a short defined by interface ProbableCause of module AlarmIRPConstDefs.


…

End of change in Table 12

Change in Table 13

Table 13: Mapping for notifyAckStateChanged
…

	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.


…

End of change in Table 13

Change in Table 14

 Table 14: Mapping for notifyClearedAlarm

…
	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.


…

End of change in Table 14

Change in Table 15

 Table 15: Mapping for notifyAlarmListRebuilt

…

	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	reason
	One NV pair of remaining_body
	M
	Name of NV pair is the REASON of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.


End of change in Table 15

Change in Table 16
Table 16: Mapping for notifyChangedAlarm

…
	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.


…

End of change in Table 16

Change in Table 17

Table 17: Mapping for notifyComments

…
	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	probableCause
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.


…

End of change in Table 17

Change in Table 18
Table 18: Mapping for notifyPotentialFaultyAlarmList

…
	eventTime
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	systemDN
	One NV pair of filterable_body_fields
	M
	See that of notifyNewAlarm.

	iRPRDN
	One NV pair of filterable_body_fields
	O
	See that of notifyNewAlarm.

	reason
	One NV pair of remaining_body
	M
	Name of NV pair is the REASON of interface AttributeNameValue of module AlarmIRPConstDefs.

Value of NV pair is a string.


End of change in Table 18
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