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Change in Table 5
Table 5: Mapping for notifyTestResult

	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS parameter.
	domain_name
	M
	It carries the IRP document version number string. See subclause 3.3.

It indicates the syntax and semantics of the Structured Event as defined by the present document.

	notificationType
	type_name
	M
	This is the NOTIFY_TM_TEST_RESULT of module of TestManagementIRPConstDefs. 

	There is no corresponding IS parameter.
	event_name
	M
	It carries no information.

	There is no corresponding IS parameter.
	Variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.

Name of this NV pair is the MANAGED_OBJECT_INSTANCE of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS [5].

	notificationId
	One NV pair of remaining_body
	M
	Name of NV pair is the NOTIFICATION_ID of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a long. See corresponding table in Notification IRP: CORBA SS [5].

	eventTime
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is IRPTime. See corresponding table in Notification IRP: CORBA SS [5].

	systemDN
	One NV pair of filterable_ body_fields 
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS [5].

	iRPRDN
	One NV pair of filterable_body_fields
	O
	Name of NV pair is the IRP_RDN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string.

	testInvocationInitiator
	One NV pair of remaining_body
	M
	Name of NV pair is the TEST_INVOCATION_INITIATOR of module TestManagementIRPConstDefs.

Value of NV pair is a string.


…
End of change in Table 5
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