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Change in Clause Annex A

Annex A (normative):
Configuration data file NRM-specific XML schema (file name "stnNrm.xsd")
The following XML schema "stnNrm.xsd" is the NRM-specific schema for the STN Network Resources IRP NRM defined in 3GPP TS 32.742 [1]:

<?xml version="1.0" encoding="UTF-8"?>
<!--
  3GPP TS 32.745 STN Network Resources IRP
  Bulk CM Configuration data file NRM-specific XML schema
  stnNrm.xsd
-->
<schema
  targetNamespace=
"http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm"
  elementFormDefault="qualified"
  xmlns="http://www.w3.org/2001/XMLSchema"
  xmlns:xn=
"http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"
  xmlns:stn=
"http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm"
>
  <import
    namespace=
"http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"
  />
  <!-- STN Network Resources IRP NRM attribute related XML types -->
  <simpleType name="networkIndicator">
    <restriction base="string">
      <enumeration value="International"/>
      <enumeration value="Spare"/>
      <enumeration value="National"/>
      <enumeration value="NationalSpare"/>
    </restriction>
  </simpleType>
  <simpleType name="pointCodeLength">
    <restriction base="string">
      <enumeration value="BITS_24"/>
      <enumeration value="BITS_14"/>
    </restriction>
  </simpleType>
  <simpleType name="spType">
    <restriction base="string">
      <enumeration value="SEP"/>
      <enumeration value="STP"/>
      <enumeration value="STEP"/>
    </restriction>
  </simpleType>
  <complexType name="slsCodeList">
    <sequence>
      <element name="slsCode" minOccurs="0" maxOccurs="16">
        <simpleType>
          <restriction base="integer">
            <minInclusive value="0"/>
            <maxInclusive value="15"/>
          </restriction>
        </simpleType>
      </element>
    </sequence>
  </complexType>
  <simpleType name="linkTpStatusAvailable">
    <restriction base="string">
      <enumeration value="Available"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusDeactivated">
    <restriction base="string">
      <enumeration value="Deactivated"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusFailed">
    <restriction base="string">
      <enumeration value="Failed"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusLocalBlocked">
    <restriction base="string">
      <enumeration value="LocalBlocked"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusRemoteBlocked">
    <restriction base="string">
      <enumeration value="RemoteBlocked"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusLocalInhibited">
    <restriction base="string">
      <enumeration value="LocalInhibited"/>
    </restriction>
  </simpleType>

  <simpleType name="linkTpStatusRemoteInhibited">
    <restriction base="string">
      <enumeration value="RemoteInhibited"/>
    </restriction>
  </simpleType>
  <simpleType name="signLinkType">
    <restriction base="string">
      <enumeration value="ST_64K"/>
      <enumeration value="ST_2M"/>
    </restriction>
  </simpleType>
  <!-- STN Network Resources IRP NRM class associated XML elements -->
  <element name="MtpSignPoint" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">
    <complexType>
      <complexContent>
        <extension base="xn:NrmClass">
          <sequence>
            <element name="attributes" minOccurs="0">
              <complexType>
                <all>
                  <element name="pointCode" type="integer" minOccurs="0"/>
                  <element name="networkIndicator" type="stn:networkIndicator" minOccurs="0"/>
                  <element name="pointCodeLength" type="stn:pointCodeLength" minOccurs="0"/>
                  <element name="spType" type="stn:spType" minOccurs="0"/>
                  <element name="userLabel" minOccurs="0"/>
                  <element name="relatedObjects" type="xn:dnList" minOccurs="0"/>
                </all>
              </complexType>
            </element>
            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="stn:SignLinkSetTp"/>
              <element ref="stn:SignRouteSetNePart"/>
              <element ref="xn:VsDataContainer"/>
            </choice>
          </sequence>
        </extension>
      </complexContent>
    </complexType>
  </element>
  <element name="SignLinkSetTp">
    <complexType>
      <complexContent>
        <extension base="xn:NrmClass">
          <sequence>
            <element name="attributes" minOccurs="0">
              <complexType>
                <all>
                  <element name="adjPc" type="integer" minOccurs="0"/>
                  <element name="userLabel" minOccurs="0"/>
                  <element name="maxCapacityLS" type="integer" minOccurs="0"/>
                </all>
              </complexType>
            </element>
            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="stn:SignLinkTp"/>
              <element ref="xn:VsDataContainer"/>
            </choice>
          </sequence>
        </extension>
      </complexContent>
    </complexType>
  </element>
  <element name="SignLinkTp">
    <complexType>
      <complexContent>
        <extension base="xn:NrmClass">
          <sequence>
            <element name="attributes" minOccurs="0">
              <complexType>
                <all>
                  <element name="slCode" type="integer" minOccurs="0"/>
                  <element name="slsCodeNormalList" type="stn:slsCodeList" minOccurs="0"/>
                  <element name="slsCodeCurrentList" type="stn:slsCodeList" minOccurs="0"/>
                  <element name="linkTpStatusAvailable"  type="stn:linkTpStatusAvailable" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusDeactivated" type="stn:linkTpStatusDeactivated" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusFailed" type="stn:linkTpStatusFailed" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusLocalBlocked" type="stn:linkTpStatusLocalBlocked" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusRemoteBlocked" type="stn:linkTpStatusRemoteBlocked" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusLocalInhibited" type="stn:linkTpStatusLocalInhibited" minOccurs="0" maxOccurs="1" />

                  <element name="linkTpStatusRemoteInhibited" type="stn:linkTpStatusRemoteInhibited" minOccurs="0" maxOccurs="1" />
                  <element name="maxCapacitySL" type="integer" minOccurs="0"/>
                  <element name="userLabel" minOccurs="0"/>
                  <element name="signLinkType" type="stn:signLinkType" minOccurs="0"/>
                </all>
              </complexType>
            </element>
            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="xn:VsDataContainer"/>
            </choice>
          </sequence>
        </extension>
      </complexContent>
    </complexType>
  </element>
  <element name="SignRouteSetNePart">
    <complexType>
      <complexContent>
        <extension base="xn:NrmClass">
          <sequence>
            <element name="attributes" minOccurs="0">
              <complexType>
                <all>
                  <element name="destinationPc" type="integer" minOccurs="0"/>
                  <element name="userLabel" minOccurs="0"/>
                  <element name="loadsharingInformationRouteSetNePart" type="string" minOccurs="0"/>
                </all>
              </complexType>
            </element>
            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="stn:SignRouteNePart"/>
              <element ref="xn:VsDataContainer"/>
            </choice>
          </sequence>
        </extension>
      </complexContent>
    </complexType>
  </element>
  <element name="SignRouteNePart">
    <complexType>
      <complexContent>
        <extension base="xn:NrmClass">
          <sequence>
            <element name="attributes" minOccurs="0">
              <complexType>
                <all>
                  <element name="signLinkSetTpPointer" type="xn:dn" minOccurs="0"/>
                  <element name="fixedPriority" type="integer" minOccurs="0"/>
                  <element name="userLabel" minOccurs="0"/>
                </all>
              </complexType>
            </element>
            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="xn:VsDataContainer"/>
            </choice>
          </sequence>
        </extension>
      </complexContent>
    </complexType>
  </element>
</schema>
End of Change in Clause Annex A

Change in Clause Annex B
Annex B (informative):
XML schema electronic files

The electronic files corresponding to the normative XML schemas defined in the present document are available in native form in the following archive:

http://www.3gpp.org/ftp/specs/archive/32_series/32.745/schema/32745-620-XMLSchema.zip

End of Change in Clause Annex B
End of Document

Annex C (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Cat
	Old
	New

	Dec 2004
	SA_26
	SP-040820
	--
	--
	Submitted to SA#26 for Approval
	--
	1.0.0
	6.0.0

	Dec 2005
	SA_30
	SP-050720
	0001
	--
	Correct definition of linkTpStatus in XML Schema - Align with 32.742 (ITU-T Q.751.1)
	F
	6.0.0
	6.1.0

	Dec 2005
	SA_30
	SP-050719
	0002
	--
	Correct inconsistency of MtpSignPoint in XML schema - Align with IS in 32.742
	F
	6.0.0
	6.1.0

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	





CR page 1

