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New Clause 5.3.3
5.3.2.2.5
UE Deactivation

The following procedure in figure 5.3.2.2.5 applies to subscribers that deregisters from the multi-cast service before the session has stopped, i.e. before the MBMS Session Stop procedure is invoked.  The following procedure is optionally applied, if the deactivation occurs after the MBMS Session Stop procedure, depending on the charging model applied.
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Figure 5.3.2.2.5: Ro interaction during MBMS Multicast Service Deactivation procedure
for a multicast bearer

Full details of the deactivation procedure are described in the MBMS Multicast Service Deactivation procedure in 3GPP TS 23.246 [200].
5.3.3
Credit Control Related

5.3.3.1
Triggers for stopping for an MBMS service Credit Control session

In addition to message flows in clause 5.3.2, a CCR [Terminate] is sent to OCS when:

· Session termination is indicated by the OCS (e.g. Credit Limit Reached) 
· Abort-Session-Request is received from the OCS, this also results in the deactivation of the MBMS UE Context (from step 4 of subclause 5.3.2.2.5), if one exists for the session being terminated. 
5.3.3.2
Triggers for providing interim information for a MBMS service Credit Control session

In addition to the message flows in clause 5.3.2, a CCR [Update] is sent to OCS when:

· Granted quota runs out

· Validity time for granted quota expires

· Update is requested by the OCS

· Change of charging conditions occur and according re-authorisation trigger re-authorisation is needed.

· Management intervention
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