Page 1



3GPP TSG-SA5 (Telecom Management) 
Tdoc (
S5-062124
Meeting #45, Sophia Antipolis, FRANCE, 13 - 17 Feb 2006 
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	32.662
	CR
	
	(

rev
	-
	(

Current version:
	6.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Use defined filter qualifier in mapping tables

	
	

	Source:
(

	SA5 (edwin.tse@ericsson.com )

	
	

	Work item code:
(

	OAM-NIM
	
	Date: (

	17/02/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	Wrong usage of filter qualifiers in mapping tables.  Ambiguous (incomplete) text in Comment fields.

	
	

	Summary of change:
(

	Change all mapping tables to use the currently defined filter qualifiers.  Make clarification in Comment.

	
	

	Consequences if 
(

not approved:
	The filter qualifier in mapping table is not defined and can be subject to interpretation disabling meaningful interworking between IRPManager and IPRAgents.  Ambiguous text in comment may introduce implementation of incompatible systems.

	
	

	Clauses affected:
(

	7.4, 7.5, 7.6, 7.7 and 7.8.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document), please

Change in clause 7.4
7.4
Interface KernelCmIRPNotifications_1

7.4.1
notifyObjectCreation (O)
7.4.1.1
Definition

…
7.4.1.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	Notification header - see [3].  It shall carry the ManagedEntity class name.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	Notification header - see [3].  It shall carry the DN of the ManagedEntity.

	notificationId
	M,N
	--
	Notification header - see [3]. 

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the ManagedEntity creation time.

	systemDN
	C,Y
	--
	Notification header - see [3].  

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	Notification header - see [3]. 

	correlatedNotifications
	O,N
	--
	A set of notifications that are correlated to the subject notification. Defined in
ITU-T Recommendation X.733 [10].

	additionalText
	O,N
	--
	It can contain further information in text on the creation of the MO.

	sourceIndicator
	O,N
	ENUM(

Resource_operation,

Management_operation,

Unknown) 
	This parameter, when present, indicates the source of the operation that led to the generation of this notification. It can have one of the following values:

1. resource operation: The notification was generated in response to an internal operation of the resource;

2. management operation: The notification was generated in response to a management operation applied across the managed object boundary external to the managed object;

3. unknown: It is not possible to determine the source of the operation.

	attributeList
	O,N
	LIST OF SEQUENCE <AttributeName, AttributeValue>
	The attributes (name/value pairs) of the created MO.

	


End of  change in clause 7.4

Change in clause 7.5

7.5
Interface KernelCmIRPNotifications_2

7.5.1
notifyObjectDeletion (O)

7.5.1.1
Definition

…

7.5.1.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M,N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header – see [3].  It shall carry the ManagedEntity deletion time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	See Table 7.4.1.2.

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	See Table 7.4.1.2.

	sourceIndicator
	O,N
	ENUM(

Resource_operation,

Management_operation,

Unknown) 
	See Table 7.4.1.2.
· 
· 


	attributeList
	O,N
	LIST OF SEQUENCE <AttributeName, AttributeValue>
	The attributes (name/value pairs) of the deleted MO.

	


End of change in clause 7.5

Change in clause 7.6

7.6
Interface KernelCmIRPNotifications_3

7.6.1
notifyAttributeValueChange (O)

7.6.6.1
Definition

…

7.6.6.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M,N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the attribute(s) value(s) changed time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A.
	See Table 7.4.1.2.

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	See Table 7.4.1.2.

	sourceIndicator
	O,N
	ENUM(

Resource_operation,

Management_operation,

Unknown) 
	See Table 7.4.1.2.




	attributeValueChange
	M,N
	LIST OF SEQUENCE <AttributeName, NewAttributeValue,

CHOICE [NULL, OldAttributeValue]>
	The changed attributes (name/value pairs) of the MO (with both new and, optionally, old values).

	


End of change in clause 7.6

Change in clause 7.7

7.7
Interface KernelCmIRPNotifications_4

7.7.1
notifyCMSynchronizationRecommended (O)
7.7.1.1
Definition

…

7.7.1.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	KernelCMIRP.objectClass 
	Notification header - see [3].  It shall carry the KernelCMIRP class name.

	objectInstance
	M,Y
	KernelCMIRP.objectInstance
	Notification header - see [3].  It shall carry the DN of the KernelCMIRP

	notificationId
	M,N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the time when KernelCMIRP is recommending synchronization.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A
	See Table 7.4.1.2.

	baseMOClass
	M,N
	--
	It specifies the class of the root managed entity of a whole subtree, of which the configuration information should be synchronized by NM.

	baseMOInstance
	M,N
	--
	It specifies the root managed entity of a whole subtree, of which the configuration information should be synchronized by NM.

	scope
	M,N
	enum ScopeType 

    {

       BASE_ONLY,

       BASE_NTH_LEVEL,

       BASE_SUBTREE,

       BASE_ALL

    };

struct ScopePara

    {

       ScopeType type;

       unsigned long level;

    };


	The scope specifies the number of levels in the tree below the baseMOinstance which are affected by this notification.

	additionalText
	O,N
	--
	It can contain further information in text on this notification. 

	


End of change in clause 7.7

Change in clause 7.8

7.8
Interface KernelCmIRPNotifications_5

7.8.1
notifyStateChange (O)

7.8.1.1
Definition

…

7.8.1.2
Input parameters
	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M,Y
	ManagedEntity.objectClass 
	See Table 7.4.1.2.

	objectInstance
	M,Y
	ManagedEntity.objectInstance
	See Table 7.4.1.2.

	notificationId
	M, N
	--
	See Table 7.4.1.2.

	eventTime
	M,Y
	--
	Notification header - see [3].  It shall carry the ManagedEntity state changed time.

	systemDN
	C,Y
	--
	See Table 7.4.1.2.

	notificationType
	M,Y
	Mapped to notificationType in [3] – see annex A
	See Table 7.4.1.2.

	stateChange
	M,N
	LIST OF SEQUENCE

<StateName           (M),

NewStateValue      (M),

OldStateValue        (O)>
	The changed state values (name/value pairs) of the MO (with both new and, optionally, old values).

	correlatedNotifications
	O,N
	--
	See Table 7.4.1.2.

	additionalText
	O,N
	--
	It can contain further information in text on the attribute change of the MO.

	sourceIndicator
	O,N
	ENUM(

Resource_operation,

Management_operation,

Unknown) 
	See Table 7.4.1.2.




	


End of change in clause 7.8
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