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Change in clause 6.4
6.4
Interface EPIRPNotifications (M)

6.4.1
Notification notifyIRPInfoChanges (M)

6.4.1.1
Definition

The subscribed IRPManager instances are notified that the information (management scope, IRP Reference, etc.) of one IRP, including itself and other EPIRP instances, stored in EPIRP has changed.   This behaviour of sending notifyIRPInfoChanges shall cover the case when the EPIRP is installed in the operating environment and the information of IRPs are entered into the EPIRP via the EPIRP non-standardized local interface.

6.4.1.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	EPIRP.objectClass
	Notification header - see [5].  It shall carry the class name of the EPIRP.

	objectInstance
	M, Y
	EPIRP.objectInstance
	Notification header - see [5].  It shall carry the DN of the EPIRP.

	notificationId
	M, N
	--
	Notification header - see [5].

	eventTime
	M, Y
	--
	Notification header - see [5].

	systemDN
	C, Y
	IRPAgent.systemDN
	Notification header - see [5].  It identifies the IRPAgent instance that contains the EPIRP issuing the subject notification.

	iRPRDN
	C,Y
	--
	It carries the RDN of EPIRP name-contained by the IRPAgent.  It shall be present if multiple EPIRP instances are name-contained by the same IRPAgent.

	notificationType
	M, Y
	"notifyIRPInfoChanges"
	Notification header - see [5]

	iRPDN
	M, N
	--
	This is the DN of the YyyIRP instance whose information (i.e., outline information and IRP reference information) registered with EPIRP has changed,

	changeMode
	M, N
	ENUM {Register, Deregister, Modify}
	Register: EPIRP now holds the outline information and IRP reference information of YyyIRP whose DN is in iRPDN.

Deregister: EPIRP now no longer holds any information of YyyIRP whose DN is in iRPDN.

Modify: EPIRP has changed some or all information of YyyIRP whose DN is in iRPDN.

	additionalText
	O, N
	--
	It can contain further next information for this notification.
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