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End of Change in Clause 2
Change in Clause 6.2.2
6.3
PS Charging Specific Parameters
6.3.1
Definition of PS charging information
The PS Information used for PS charging is provided in the Service Information parameter.


6.3.1.1
PS charging information assignment for Service Information

The components in the Service Information that are use for PS charging can be found in Table 6.3.1.1. 

Table 6.3.1.1 : Service Information used for PS Charging

	Field
	Category
	Description

	Service Information
	OM
	This is a structured field and holds the 3GPP specific parameter as defined in TS 32.299 [50]. For IMS Charging the IMS Information is used.

	
PS Information
	OM
	This is a structured field and holds the IMS specific parameters. The details are defined in subclause 6.3.1.2.

	
IMS Information
	OC
	This is a structured field and holds PS specific parameters. The complete structure is defined in TS 32.260 [20].

	

IMS Charging Identifier
	OC
	This field holds the IMS Charging Identifier (ICID) as generated by a IMS node for a SIP session.


6.3.2.1
Definition of the PS Information 
PS specific charging information is provided within the PS Information.
The detailed structure of the PS Information can be found in the table 6.3.1.2.


Table 6.3.2.1 : Structure of the PS Information
	Field
	Category
	Description

	Charging Id
	OC
	

	PDP Type
	OC
	

	PDP Address
	OC
	

	Negotiated QoS Profile
	OC
	

	SGSN Address
	OC
	

	GGSN Address
	OC
	This field holds the IP-address of the GGSN that generated the Charging Id.

	CG Address
	OC
	

	IMSI MCC MNC
	OC
	

	GGSN MCC MNC
	OC
	

	NSAPI
	OC
	

	Called Station Id 
	OC
	

	Session Stop Indicator
	OC
	

	Selection Mode
	OC
	

	Charging Characteristics
	OC
	

	SGSN MCC MNC
	OC
	

	MS Time Zone
	OC
	

	CAMEL Charging Info
	OC
	

	Rule Base Name
	OC
	

	User Location Info
	OC
	

	RAT Type
	OC
	

	Furnish Charging Information
	OC
	


	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	







	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


End of Change in Clause 6.2.2
Change in Annex C
Annex C (informative):
Bibliography

a)
The 3GPP charging specifications

-
3GPP TS 32.252: "Telecommunication management; Charging management; Wireless Local Area Network (WLAN) charging".


b)
Common 3GPP specifications 

-
3GPP TS 22.101: "Service aspects; Service principles".

-
3GPP TS 23.002: "Network Architecture".

-
3GPP TS 23.003: "Numbering, addressing and identification".

-
3GPP TS 27.001: "General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)".

c)
other Domain and Service specific 3GPP / ETSI specifications

-
3GPP TS 49.031: "Location Services (LCS); Base Station System Application Part LCS extension (BSSAP-LE)".

-
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core network protocols; Stage 3".

-
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

-
3GPP TS 32.215: "Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain (Release 5)". Not propagated beyond Release 5.

d)
Relevant ITU Recommendations

-
ITU-T Recommendation D.93: "Charging and accounting in the international land mobile telephone service (provided via cellular radio systems)".

-
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

-
ITU-T Recommendation Q.767: "Application of the ISDN user part of CCITT signalling System No.7 for international ISDN interconnections".

-
ITU-T Recommendation X.25: "Interface between Data Terminal Equipment (DTE) and Data Circuit-terminating Equipment (DCE) for terminals operating in the packet mode and connected to public data networks by dedicated circuit".

-
ITU-T Recommendation X.121: "International numberig plan for public data networks".

e)
Relevant IETF RFCs

-
IETF RFC 959 (1985): "File Transfer Protocol".

-
IETF RFC 1350: "The TFT Protocol (Revision 2)"
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