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1
Decision/action requested

If the document is agreed, then this should be removed to 32.408 Performance measurements Teleservice.
2
References

24.008
Q.763

Q.723
3
Rationale

Supplementary service  related measurements propose to  removed  from draft 32.407 to 32.408. 
4
Detailed proposal

SS(Supplementary service) related measurement
Attempted call related supplementary service invoked

a)
This measurement provides the number of attempted call related supplementary service invoked. The measurement is split into subcounters per call related supplementary service type. The call related supplementary service types are as following:

Calling Line Identification Presentation (CLIP)

Calling Line Identification Restriction (CLIR)

Connected Line Identification Presentation (COLP)

Connected Line Identification Restriction (COLR)

Call Forwarding Unconditional 

Call Forwarding on Mobile Subscriber Busy 

Call Forwarding on Mobile Subscriber Not Reachable 

Call Forwarding on No Reply

Call Waiting

Call Hold

MultiParty

Closed User Group (CUG)
Advice Of Charge

Call Barring

enhanced Multi‑Level Precedence and Pre‑emption service (eMLPP)

Explicit Call Transfer (ECT) 

Multiple Subscriber Profile
Unstructured Supplementary Service Data (USSD)

Call Deflection
b)
CC.

c)
This measurement is based on two different events:

· On receipt by the MSC-S of a “CM Service Request” message from the Calling Party, and the call related supplementary service is started to be invoked (3GPP TS 24.008).

· On receipt by the MSC-S of an “IAM” or “IAI” message, and the call related supplementary service is started to be invoked (ITU-T Rec. Q.723, ITU-T Q.763).

Each attempted call related supplementary invoked is added to the relevant measurement according to the call related supplementary service type.

d)
Each measurement is an integer value.

e)
SS.attSuppCallsPerType
SS.attSuppCalls.Sum

SS.attSuppCalls.type;   type definition in a） 
f)
MSCserverFunction/VlrFunction.

g)
Valid for circuit switched traffic.

h)
UMTS.
