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1 Output Documents

1.1 Documents for approval

The RG requests <SWG-D>  to forward the following documents to SA5 for approval: 

	Type
	Tdoc#
	TS
	Rel
	Title
	Relation to other CR

	CR
	S5-068287
	32.405
	7
	Add Power Counters  for radio channel monitoring for PM
	N/A

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


1.2 Documents for Information to SA

none
1.3 Documents to be withdrawn

none
1.4 Any other action requested by the SWG or SA5
none
2 Progress status

Percentage of completion (Rel-7 WT72): 35% (previously 20%)
Summary of progress: the CRs have been reviewed and comments have been collected.
Outstanding issues:

3 Minutes

The <WT72> session was held on <Wednesday, 4th Quarters>.

<The Tdoc-Title-Source info can be copied directly from the SWG agenda/schedule table for this WT>

	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-068223
	CR 32.405 Add radio channel power performance measurements
No objection
ZTE: format of the CR is not proper
Conclusion: agreed after updating the format
	CMCC&CATT

	S5-068224
	CMCC Rel-7 CR 32.642 Add radio channel power configuration parameters
Moto: Sould aich both used in TDD 3.84 and FDD mode?

ZTE: Aich do not used in TDD 3.84 mode.

E:/// Reason for change is not so clear
CMCC&CATT: agree to update, it should be “not enough”
E:/// Why be strict to “M” for those parameters? Propoal to change qualifier from “M” to “O” for each parameters, because some vendors can use VSDataContainer to realize it.
CMCC: If change “M” to “O”, how to satisfy operators need. As far as we know, some vendors do not support any parameters in VSDataContainer

E:///: I think we could find a way. CMCC could add some restrict to the attributes. You could refer 32.642 section6.3.5.3. It has some restriction of the atrributes to tell what “O” mean.
CMCC&CATT: Agree

E:///Alphabet in the oder for CR attributes
Conclusion: not agree. CR will be updated next meeting according to comments
	CMCC&CATT

	S5-068225
	CMCC Rel-7 CR 32.643 Add radio channel power configuration parameters
E:///: support qualifier should be changed to “O”; 
CMCC&CATT: agree
Conclusion: CR will be updated at the next meeting according to comments
	CMCC&CATT

	S5-068226
	CMCC Rel-7 CR 32.644 Add radio channel power configuration parameters
E:/// support qualifier should be changed to “O”;
ZTE: OID number is not right, OID number should be same with Annex

Simens: ASN.1 should be corrected too

CMCC&CATT:Agree

Conclusion: not agree. need update it next meeting.
	CMCC&CATT

	S5-068227
	CMCC Rel-7 CR 32.645 Add radio channel power configuration parameters
E:/// same with above about qulifier
Annex B should be updated

CMCC&CATT: Agree

Conclusion: not agree. need update it next meeting.
	CMCC&CATT


4 Action items

	Item
	Description
	Release
	Owner
	Status 
	Target 

	
	
	
	
	
	

	
	
	
	
	
	


Participant list

	Attendee name
	Company

	Adrian ZOICAS
	ETSI

	Li Gang
	Siemens

	Peter Gaigg
	Siemens

	Hübinette Ulf
	Ericsson 

	Jerry Nan
	Ericsson

	Robert petersen
	Ericsson

	Lou Min
	Nortel

	Bodog ggula
	Nokia

	Toche Christian
	Huawei

	Wang Xuelong
	CATT 

	Pirt, Trevor 
	Motorola

	John Kay
	Motorola

	Huang Shuqiang
	ZTE

	Ajay Singh
	Lucent 

	Li Yewen
	CMCC

	Liang Shuangchun
	CMCC

	Yu Chengzhi 
	CMCC

	Tommy Berggren
	Teliasonera

	Aba, Istvan 
	T-Mobile AUSTRIA

	Dujardin, Emmanuel 
	France Telecom
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