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Change in Clause 2
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 32.302: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)".

[4]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".

[5]
3GPP TS 32.690: "Telecommunication management; Inventory Management (IM): Requirements".

[6]
3GPP TS 32.642: "Telecommunication management; Configuration Management (CM): UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[7]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[8]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and Definitions".

[9]
3GPP TS 32.151: "Telecommunication management; Integration Reference Point (IRP) Information Service (IS) template.

[10]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

End of Change in Clause 2

Change in Clause 6.5.1

6.5.1
Definition and legal values

Table 6.5.1 defines the attributes that are present in several Information Object Classes of the present document.

Table 6.5.1: Attributes

	Attribute Name
	Definition
	Legal 

Values

	dateOfManufacture
	Date of Manufacture of inventory unit.
	

	dateOfLastService
	Date of last service or repair of inventory unit.
	

	inventoryUnitId
	An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.
	

	inventoryUnitType
	Type of inventory unit (see TS 32.690 [5])
	

	manufacturerData
	Manufacturer specific data of inventory unit.
	

	serialNumber
	Serial number of inventory unit.
	

	unitPosition
	Position of inventory unit (e.g. Rack, shelf, slot, etc.).

Depending on the implementation of the inventory unit in the managed system, the value and meaning of this attribute may vary. 
For example, if a system has three levels and types of inventory units representing Rack, Shelf and Slot respectively (i.e. the Managed Element contains multiple Rack inventory units, each Rack inventory unit contains multiple Shelf inventory units and each Shelf inventory unit contains multiple Slot inventory units), then for this example:
· for the Inventory Unit representing a Rack, the Frame Identification code may be used as the value of this attribute;

· for the Inventory Unit representing a Shelf, the Rack Shelf code may be used as the value of this attribute;

· for the Inventory Unit representing a Slot, the position code may be used as the value of this attribute.
	

	vendorName
	Name of inventory unit vendor.
	

	vendorUnitFamilyType
	Mnemonic of inventory unit family type (e.g. Fan, PSU) assigned by vendor.
	

	vendorUnitTypeNumber
	A vendor/manufacturer defined and assigned number which uniquely identifies the unit type and version (used for replacing HW units, spares).
	


End of Change in Clause 6.5.1
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