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Annex D (informative):
QoS Management

...

D.3.3
Element Management Layer

The Element Management Layer is responsible for aggregating and transferring the collected performance measurements and generated alarms/events. 

The Element Management Layer provides the following functions:

Performance Management

· Measurement data collection

· Measurement types. Corresponds to the measurements as defined in 3GPP TS 52.402 [24] ) 32.405 [26], TS 32.406 [27], TS 32.407 [28], TS 32.408 [29] and TS32.409 [30] (see clause D.4 of the present document on QoS Management Reference),
i.e. measurement types specified in the present document, defined by other standards bodies, or manufacturer defined measurement types;

· Measured network resources. The resource(s) to which the measurement types shall be applied have to be specified

· Measurement recording, consisting of periods of time at which the NE is collecting (that is, making available in the NE) measurement data.

...
	Next Modified Section


D.4.2
Policy Based QoS Monitoring References

The following documents apply to QoS monitoring:

...
[24]
3GPP TS 52.402: "Telecommunication management; Performance Management (PM); Performance measurements - GSM".
[25]
Void
[26]
3GPP TS 32.405: "Telecommunication management; Performance Management (PM); Performance measurements - Universal Terrestrial Radio Access Network (UTRAN)".
[27]
3GPP TS 32.406: "Telecommunication management; Performance Management (PM); Performance measurements - Core Network (CN) Packet Switched (PS) domain".
[28]
3GPP TS 32.407: "Telecommunication management; Performance Management (PM); Performance measurements - Core Network (CN) Circuit Switched (CS) domain".
[29]
3GPP TS 32.408: "Telecommunication management; Performance Management (PM); Performance measurements - Teleservice".
[30]
3GPP TS 32.409: "Telecommunication management; Performance Management (PM); Performance measurements - IP Multimedia Subsystem (IMS)".
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