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New Clause 5.1.2.1.78A
5.1.2.1.78A
Service Change Initiator
This field indicates that the owner of this CDR is the initiator of the service change.

End of New Clause 5.1.2.1.78A
Change in Clause 5.2.2.1
5.2.2.1
CS domain CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.250 [10].

CSChargingDataTypes {itu-t identified-organization (4) etsi(0) mobileDomain (0) gsmUmtsNetwork (x) charging (y) asn1Module (z) csChargingDataTypes (1) version1 (1)}  Editor’s Note:  what is the correct structure of the OID?
DEFINITIONS IMPLICIT TAGS
::=

BEGIN

EXPORTS everything

IMPORTS


everything from GenericDataTypes module -- need to be more specific? E.g. if non-generic items are moved to the generic module, cf. comments at the end of GPRS import section (5.2.2).  Need to provide correct syntax anyway.
;

--

--  CS CALL AND EVENT RECORDS

--

------------------------------------------------------------------------------

CSCallEventRecord
::= CHOICE 

--

-- Record values 0..19 are circuit switch specific

--

{


moCallRecord


[0] MOCallRecord,


mtCallRecord


[1] MTCallRecord,


roamingRecord


[2] RoamingRecord,


incGatewayRecord

[3] IncGatewayRecord,


outGatewayRecord

[4] OutGatewayRecord,


transitRecord


[5] TransitCallRecord,


moSMSRecord



[6] MOSMSRecord,


mtSMSRecord



[7] MTSMSRecord,


moSMSIWRecord


[8] MOSMSIWRecord,


mtSMSGWRecord


[9] MTSMSGWRecord,


ssActionRecord


[10] SSActionRecord,


hlrIntRecord


[11] HLRIntRecord,


locUpdateHLRRecord

[12] LocUpdateHLRRecord,


locUpdateVLRRecord

[13] LocUpdateVLRRecord,


commonEquipRecord

[14] CommonEquipRecord,


recTypeExtensions

[15] ManagementExtensions,


termCAMELRecord

    [16] TermCAMELRecord,


mtLCSRecord



[17] MTLCSRecord,


moLCSRecord



[18] MOLCSRecord,


niLCSRecord



[19] NILCSRecord

}

MOCallRecord
::= SET

{


recordType




[0] CallEventRecordType,


servedIMSI




[1] IMSI OPTIONAL,


servedIMEI




[2] IMEI OPTIONAL,


servedMSISDN



[3] MSISDN OPTIONAL,


callingNumber



[4] CallingNumber OPTIONAL,


calledNumber



[5] CalledNumber OPTIONAL,




translatedNumber


[6] TranslatedNumber OPTIONAL,


connectedNumber



[7] ConnectedNumber OPTIONAL,


roamingNumber



[8] RoamingNumber OPTIONAL,


recordingEntity



[9] RecordingEntity,


mscIncomingTKGP



[10] TrunkGroup OPTIONAL,


mscOutgoingTKGP



[11] TrunkGroup OPTIONAL,


location




[12] LocationAreaAndCell OPTIONAL,


changeOfLocation


[13] SEQUENCE OF LocationChange OPTIONAL,


basicService



[14] BasicServiceCode OPTIONAL,


transparencyIndicator

[15] TransparencyInd OPTIONAL,


changeOfService



[16] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed


[17] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters



[18] AOCParameters OPTIONAL,


changeOfAOCParms


[19] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark




[20] Classmark OPTIONAL,


changeOfClassmark


[21] ChangeOfClassmark OPTIONAL,


seizureTime




[22] TimeStamp OPTIONAL,


answerTime




[23] TimeStamp OPTIONAL,


releaseTime




[24] TimeStamp OPTIONAL,


callDuration



[25] CallDuration,


dataVolume




[26] DataVolume OPTIONAL,


radioChanRequested


[27] RadioChanRequested OPTIONAL,


radioChanUsed



[28] TrafficChannel OPTIONAL,


changeOfRadioChan


[29] ChangeOfRadioChannel OPTIONAL,


causeForTerm



[30] CauseForTerm,


diagnostics




[31] Diagnostics OPTIONAL,


callReference



[32] CallReference,


sequenceNumber



[33] INTEGER OPTIONAL,


additionalChgInfo


[34] AdditionalChgInfo OPTIONAL,


recordExtensions


[35] ManagementExtensions OPTIONAL,


gsm-SCFAddress



[36] Gsm-SCFAddress OPTIONAL,


serviceKey




[37] ServiceKey OPTIONAL,


networkCallReference

[38] NetworkCallReference OPTIONAL,


mSCAddress




[39] MSCAddress OPTIONAL,


cAMELInitCFIndicator

[40] CAMELInitCFIndicator OPTIONAL,


defaultCallHandling


[41] DefaultCallHandling OPTIONAL,


hSCSDChanRequested


[42] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated


[43] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms


[44] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur





[45] Fnur OPTIONAL,


aiurRequested



[46] AiurRequested OPTIONAL,


chanCodingsAcceptable

[47] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed



[48] ChannelCoding OPTIONAL,


speechVersionSupported

[49] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed


[50] SpeechVersionIdentifier OPTIONAL,


numberOfDPEncountered

[51] INTEGER OPTIONAL,


levelOfCAMELService


[52] LevelOfCAMELService OPTIONAL,


freeFormatData



[53] FreeFormatData OPTIONAL,


cAMELCallLegInformation

[54] SEQUENCE OF CAMELInformation OPTIONAL,


freeFormatDataAppend

[55] BOOLEAN OPTIONAL,


defaultCallHandling-2

[56] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[57] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[58] ServiceKey OPTIONAL,


freeFormatData-2


[59] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[60] BOOLEAN OPTIONAL,


systemType




[61] SystemType OPTIONAL,


rateIndication



[62] RateIndication OPTIONAL,


locationRoutNum



[63] LocationRoutingNumber OPTIONAL,


lrnSoInd




[64] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus



[65] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara





[66] JurisdictionInformationParameter OPTIONAL,


jIPSoInd




[67] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus



[68] JurisdictionInformationParameterQueryStatus OPTIONAL,

partialRecordType


[69] PartialRecordType OPTIONAL,


guaranteedBitRate


[70] GuaranteedBitRate OPTIONAL,


maximumBitRate



[71] MaximumBitRate OPTIONAL,


redial





[72] BOOLEAN OPTIONAL,
-- set indicates redial attempt

reasonForServiceChange

[73] ReasonForServiceChange OPTIONAL,

serviceChangeInitiator

[74] BOOLEAN OPTIONAL
}

MTCallRecord


::= SET

{


recordType



[0] CallEventRecordType,


servedIMSI



[1] IMSI,


servedIMEI



[2] IMEI OPTIONAL,


servedMSISDN


[3] CalledNumber OPTIONAL,


callingNumber


[4] CallingNumber OPTIONAL,


connectedNumber


[5] ConnectedNumber OPTIONAL,


recordingEntity


[6] RecordingEntity,


mscIncomingTKGP


[7] TrunkGroup OPTIONAL,


mscOutgoingTKGP


[8] TrunkGroup OPTIONAL,


location



[9] LocationAreaAndCell OPTIONAL,


changeOfLocation

[10] SEQUENCE OF LocationChange OPTIONAL,


basicService


[11] BasicServiceCode OPTIONAL,


transparencyIndicator
[12] TransparencyInd OPTIONAL,


changeOfService


[13] SEQUENCE OF ChangeOfService OPTIONAL,


supplServicesUsed

[14] SEQUENCE OF SuppServiceUsed OPTIONAL,


aocParameters


[15] AOCParameters OPTIONAL,


changeOfAOCParms

[16] SEQUENCE OF AOCParmChange OPTIONAL,


msClassmark



[17] Classmark OPTIONAL,


changeOfClassmark

[18] ChangeOfClassmark OPTIONAL,


seizureTime



[19] TimeStamp OPTIONAL,


answerTime



[20] TimeStamp OPTIONAL,


releaseTime



[21] TimeStamp OPTIONAL,


callDuration


[22] CallDuration,


dataVolume



[23] DataVolume OPTIONAL,


radioChanRequested

[24] RadioChanRequested OPTIONAL,


radioChanUsed


[25] TrafficChannel OPTIONAL,


changeOfRadioChan

[26] ChangeOfRadioChannel OPTIONAL,


causeForTerm


[27] CauseForTerm,


diagnostics



[28] Diagnostics OPTIONAL,


callReference


[29] CallReference,


sequenceNumber


[30] INTEGER OPTIONAL,


additionalChgInfo

[31] AdditionalChgInfo OPTIONAL,


recordExtensions

[32] ManagementExtensions OPTIONAL,


networkCallReference
[33] NetworkCallReference OPTIONAL,


mSCAddress



[34] MSCAddress OPTIONAL,


hSCSDChanRequested

[35] NumOfHSCSDChanRequested OPTIONAL,


hSCSDChanAllocated

[36] NumOfHSCSDChanAllocated OPTIONAL,

changeOfHSCSDParms

[37] SEQUENCE OF HSCSDParmsChange OPTIONAL,


fnur




[38] Fnur OPTIONAL,


aiurRequested


[39] AiurRequested OPTIONAL,


chanCodingsAcceptable
[40] SEQUENCE OF ChannelCoding OPTIONAL,


chanCodingUsed


[41] ChannelCoding OPTIONAL,


speechVersionSupported
[42] SpeechVersionIdentifier OPTIONAL,


speechVersionUsed

[43] SpeechVersionIdentifier OPTIONAL,


gsm-SCFAddress


[44] Gsm-SCFAddress OPTIONAL,


serviceKey



[45] ServiceKey OPTIONAL,


systemType



[46] SystemType OPTIONAL,


rateIndication


[47] RateIndication OPTIONAL,


locationRoutNum


[48] LocationRoutingNumber OPTIONAL,


lrnSoInd



[49] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus


[50] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara




[51] JurisdictionInformationParameter OPTIONAL,


jIPSoInd



[52] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus


[53] JurisdictionInformationParameterQueryStatus OPTIONAL,

partialRecordType

[54] PartialRecordType OPTIONAL,

guaranteedBitRate

[55] GuaranteedBitRate OPTIONAL,


maximumBitRate


[56] MaximumBitRate OPTIONAL,


reasonForServiceChange
[57] ReasonForServiceChange OPTIONAL,


serviceChangeInitiator
[58] BOOLEAN OPTIONAL
}

…
TermCAMELRecord
::= SET

{


recordtype




[0] CallEventRecordType,


servedIMSI




[1] IMSI,


servedMSISDN



[2] MSISDN OPTIONAL,


recordingEntity



[3] RecordingEntity,


interrogationTime


[4] TimeStamp,


destinationRoutingAddress
[5] DestinationRoutingAddress,


gsm-SCFAddress



[6] Gsm-SCFAddress,


serviceKey




[7] ServiceKey,


networkCallReference

[8] NetworkCallReference OPTIONAL,


mSCAddress




[9] MSCAddress OPTIONAL,


defaultCallHandling


[10] DefaultCallHandling OPTIONAL,


recordExtensions


[11] ManagementExtensions OPTIONAL,


calledNumber



[12] CalledNumber,


callingNumber



[13] CallingNumber OPTIONAL,


mscIncomingTKGP



[14] TrunkGroup OPTIONAL,


mscOutgoingTKGP



[15] TrunkGroup OPTIONAL,


seizureTime




[16] TimeStamp OPTIONAL,


answerTime




[17] TimeStamp OPTIONAL,


releaseTime




[18] TimeStamp OPTIONAL,


callDuration



[19] CallDuration,


dataVolume




[20] DataVolume OPTIONAL,


causeForTerm



[21] CauseForTerm,


diagnostics




[22] Diagnostics OPTIONAL,


callReference



[23] CallReference,


sequenceNumber



[24] INTEGER OPTIONAL,


numberOfDPEncountered

[25] INTEGER OPTIONAL,


levelOfCAMELService


[26] LevelOfCAMELService OPTIONAL,


freeFormatData



[27] FreeFormatData OPTIONAL,


cAMELCallLegInformation

[28] SEQUENCE OF CAMELInformation OPTIONAL,


freeFormatDataAppend

[29] BOOLEAN OPTIONAL,


mscServerIndication


[30] BOOLEAN OPTIONAL


defaultCallHandling-2

[31] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[32] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[33] ServiceKey OPTIONAL,


freeFormatData-2


[34] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[35] BOOLEAN OPTIONAL, 


locationRoutNum



[36] LocationRoutingNumber OPTIONAL,


lrnSoInd




[37] LocationRoutingNumberSourceIndicator OPTIONAL,


lrnQuryStatus



[38] LocationRoutingNumberQueryStatus OPTIONAL,


jIPPara





[39] JurisdictionInformationParameter OPTIONAL,


jIPSoInd




[40] JurisdictionInformationParameterSourceIndicator OPTIONAL,


jIPQuryStatus



[41] JurisdictionInformationParameterQueryStatus OPTIONAL,

partialRecordType


[42] PartialRecordType OPTIONAL

}
…

END
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