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1
Decision/action requested

Based off this proposal, agree the MGCF M3UAH248 related measurements to be added to the new R7 IMS performance measurements draft TS 32.409. 

2
References

[1]

S5-068240 CMCC_Moto draft TS 32.409 IMS performance measurements skeleton

3
Rationale

Add MGCF M3UA H248 related measurements into IMS performance measurements TS.

Detailed proposal

The following sections are the detailed proposal: 

7.2 M3UA related measurements

7.2.1 Number of messages received
a)
This measurement provides the number of M3UA messages received.

b)
CC.

c)
On receipt by the MGCF of a M3UA message.
d)
A single integer value.

e)
SIG. M3UAPktReceived.

f)
MgcfFunction.
g)
Valid for circuit switched traffic.
h)
IMS.
7.2.2 Number of messages sent
a)
This measurement provides the number of messages sent.

b)
CC.

c)
On transmission by the MGCF of a M3UA message.

d)
A single integer value.

e)
SIG. M3UAPktSent.

f)
MgcfFunction.
g)
Valid for circuit switched traffic.
h)
IMS.
7.2.3 Number of octets received

a)
This measurement provides the byte number of octets received.
b)
CC.

c)
On receipt by the MGCF of M3UA octets.
d)
A single integer value.

e)
SIG. M3UAOctReceived.
f)
MgcfFunction.
g)
Valid for circuit switched traffic.
h)
IMS.
7.2.4 Number of octets sent

a)
This measurement provides the byte number of octets sent.
b)
CC.

c)
On transmission by the MGCF of M3UA octets.
d)
A single integer value.

e)
SIG. M3UAOctSent.

f)
MgcfFunction.
g)
Valid for circuit switched traffic.
h)
IMS.
7.3 H.248 related measurements

7.3.1 Number of H.248 messages sent
To be defined.
7.3.2 Number of H.248 messages received
To be defined.
7.3.3 Number of H.248 messages octects sent

To be defined.
7.3.4 Number of H.248 messages octects received

To be defined.
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