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1
Decision/action requested

Based off this proposal, agree the Measurements related to MRFP to be added to the new R7 IMS performance measurements draft TS 32.409. 

(This is one of a set of contributions that propose each new measurement. See S5-060448 [1])
2
References

[1]

S5-060448 CMCC_Moto draft TS 32.409 IMS performance measurements

3
Rationale

Add Measurements related to MRFP into IMS performance draft TS.

4
Detailed proposal

The following sections are the detailed proposal: 
10
Measurements related to MRFP
10.1
RTP related measurements
Performance Measurement definitions in this subclause are only valid if the RTP protocol is used at the MRFP.

10.1.1
Number of incoming RTP packets
a) This measurement provides the number of incoming RTP packets at MRFP.
b) CC.

c) On receipt by the MRFP of a RTP packet (See RFC 3550 [?]).

d) A single integer value.

e) RTP.IncPackets.

f) MrfpFunction. 

g) Valid for packet switched traffic.
h) IMS.

10.1.2
Number of outgoing RTP packets
a) This measurement provides the number of outgoing RTP packets at MRFP.
b) CC.

c) On transmission by the MRFP of a RTP packet (See RFC 3550 [?]).

d) A single integer value.

e) RTP.IncPackets.

f) MrfpFunction. 

g) Valid for packet switched traffic.
h) IMS.
10.1.3
Number of octets of incoming RTP packets
a) This measurement provides the number of octets of incoming RTP packets at MRFP.
b) CC.

c) On receipt by the MRFP of a RTP packet (See RFC 3550 [?]).

d) A single integer value.

e) RTP.IncOctets.

f) MrfpFunction. 

g) Valid for packet switched traffic.
h) IMS.

10.1.4
Number of octets of outgoing RTP packets
a) This measurement provides the number of octets of outgoing RTP packets at MRFP.
b) CC.

c) On transmission by the MRFP of a RTP packet (See RFC 3550 [?]).

d) A single integer value.

e) RTP.IncOctets.

f) MrfpFunction. 

g) Valid for packet switched traffic.
h) IMS.
10.1.5
Number of lost RTP packets
a) This measurement provides the number of lost RTP packets.

b) Gauge.

c) This measurement is obtained by accumulating the “cumulative number of packets lost” of RR or SR in the last RTCP packets of each session ended during the granularity period. (see RFC 3550 [?]).
d) A single integer value.

e) RTP.LostPackets.

f) MrfpFunction. 

g) Valid for packet switched traffic.
h) IMS.
