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4.2.3.5.
Service level tracing for IMS starting mechanism

4.2.3.5.1
General

A trace recording session should start when there is an active trace session and when an appropriate start trigger event occurs. Figure 4.2.3.5.1.1 illustrates the initiation of a trace recording session at the UE, P-CSCF and S-CSCF when any of the defined triggering events as defined in Trace Session Activation occur. When a trigger event occurs in the UE (Step 1) it includes in the outgoing SIP (service) signalling message a service level tracing Start Trigger Event (Step 2) and starts a trace recording session (Step 3). When the P-CSCF receives the SIP (service) signalling message containing the Start Trigger Event it authenticates the received Start Trigger Event (step 4) and starts its trace recording session (Step 5). The P-CSCF forwards the SIP (service) signalling message containing the Start Trigger Event to the S-CSCF (Step 7) and starts its trace recording session (Step 8).
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Figure 4.2.3.5.1.1: Starting a Trace Recording Session for Service level tracing for IMS

4.2.3.5.2
Starting mechanism at the UE

For a UE that has an active trace session (see subclause 4.1.2.9) a trace recording session shall be started when any of the defined triggering events as defined in Trace Session Activation occur. The UE shall record the signalling messages as defined by OMA Device Management [18].

Editor’s note: The exact OMA Device Management enabler and required functionality including messages to be recorded is FFS.

Upon the reception of the triggering event the UE shall include in the appropriate outgoing SIP (service) signalling message (i.e. the outgoing signalling messages associated with the service to be traced) a service level tracing Start Trigger Event.
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