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1
Decision/action requested

Based off this proposal, agree the Equipment resource related measurements to be added to the new R7 IMS performance measurements draft TS 32.409. 

2
References

[1]

S5-068360 CMCC_Moto draft TS 32.409 IMS performance measurements

3
Rationale

Add Equipment resource related measurements into IMS performance draft TS.

4
Detailed proposal

The following sections are the detailed proposal: 

13. Equipment resource

13.1 Mean Equipment Processor Load
a) This measurement provides the mean value of the key processor load level during the measurement period.  
b) SI.

c) Each piece of equipment may have several processors. This counter indicates the key processor’s mean load level during the measurement period. Each equipment may have more than one key processor.

d) A single integer value (Unit: %).
e) Eqpt.ProcMeanLoad.ProcessorID (where ProcessorID identifies the processor. Each processor has a unique ID).
f) ManagedElement.
g) Valid for packet/curcuit switched traffic.

h) IMS.
13.2 Peak Equipment Processor Load
a) This measurement provides the peak value of the key processor load level during the measurement period. 
b) SI.

c) Each piece of equipment may have several processors. This counter indicates the key processor’s peak load level during the measurement period. Each piece of equipment may have more than one key processor.
d) A single integer value (Unit: %).
e) Eqpt.ProcPeakLoad.ProcessorID (ProcessorID identifies the processor. Each processor has a unique ID).
f) ManagedElement.

g) Valid for packet/circuit switched traffic.

h) IMS.
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