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4.1
MTP3 Configuration Management
a) It shall be possible for IRPManager to retrieve configuration information related to MTP3 signalling managed entity.

b) When the configuration information of MTP3 signalling managed entities changes, corresponding notifications shall be generated to IRPManager.

c) When the status of MTP3 signalling managed entities changes, corresponding notifications shall be generated to IRPManager.

d) It shall be possible for IRPManager to indentify which technology that the STN is based on (e. g. MTP3, MTP3B [4]);
e) The interface shall allow for the viewing of parameters of the MTP3 signalling point, MTP3 signalling link set termination point, MTP3 signalling link termination point, MTP3 signalling route and MTP3 signalling route set [4][5][7][8]. 
	Next Modified Section


4.2
M3UA Configuration Management
a)
It shall possible for IRPManager to retrieve configuration information related to M3UA signalling managed entities.
b) When the configuration information of M3UA signalling managed entities changes, corresponding notifications shall be generated to IRPManager.

c) When the status of M3UA signalling managed entities changes, corresponding notifications shall be generated to IRPManager.

d) The interface shall allow for the viewing of parameters of the M3UA signalling point, M3UA signalling link set termination point, M3UA signalling link termination point, M3UA signalling route and M3UA signalling route set([14],[10]). 
	End of modifications
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