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	1st Modified Section


7.7.1.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	PMIRP.objectClass
	See Table 7.6.1.2.

	objectInstance
	M, Y
	PMIRP.objectInstance
	See Table 7.6.1.2.

	notificationId
	M. N
	--
	See Table 7.6.1.2.

	eventTime
	M, Y
	ManagedEntity.creationTime
	See Table 7.6.1.2.

	systemDN
	C, Y
	--
	See Table 7.6.1.2.

	notificationType
	M, Y
	”notifyThresholdMonitorObjectCreation”
	Notification header - see [12].

	monitorId
	M, N
	Monitor.monitored
	See monitorId definition in clause 6.5.1.

	monitorGranularityPeriod
	M, N
	Monitor.monitorGranularityPeriod
	See monitorGranularityPeriod definition in clause 6.5.1.

	thresholdMonitorStatus
	M, N
	ThresholdMonitor.thresholdMonitorStatus
	See thresholdMonitorStatus definition in clause 6.5.1.


	Next Modified Section


7.7.2.2
Input Parameters

	Parameter Name
	Qualifier
	Matching Information
	Comment

	objectClass
	M, Y
	PMIRP.objectClass
	See Table 7.6.1.2.

	objectInstance
	M, Y
	PMIRP.objectInstance
	See Table 7.6.1.2.

	notificationId
	M, N
	--
	See Table 7.6.1.2.

	eventTime
	M, Y
	ManagedEntity.deletionTime
	See Table 7.6.1.2.

	systemDN
	C, Y
	--
	See Table 7.6.1.2.

	notificationType
	M, Y
	”notifyThresholdMonitorObjectDeletion”
	Notification header - see [12].

	monitorId
	M, Y
	Monitor.monitored
	See monitorId definition in clause 6.5.1.


	End of modifications
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	--
	--
	Submitted to TSG SA#20 for Information
	--
	1.0.0
	

	Dec 2003
	SA_22
	SP-030650
	--
	--
	Submitted to TSG SA#22 for Approval
	--
	2.0.0
	6.0.0

	Jun 2004
	SA_24
	SP-040272
	0001
	--
	Clarify and correct the specification of notifications of Monitor
	F
	6.0.0
	6.1.0

	Jun 2004
	SA_24
	SP-040272
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	--
	Add constraint that PM threshold hysteresis must be positive
	F
	6.0.0
	6.1.0
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	SP-040558
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	Sep 2004
	SA_25
	SP-040556
	0006
	--
	Add definition of post condition for operation suspendMeasurementJob
	F
	6.1.0
	6.2.0

	Dec 2004
	SA_26
	SP-040784
	0007
	--
	Correct ambiguous precondition statement related to createThresholdMonitor operation
	F
	6.2.0
	6.3.0

	Dec 2004
	SA_26
	SP-040784
	0008
	--
	Correct definition of ObjectClass and ObjectInstance in “notifyMeasurementJobStatusChanged” and “notifyThresholdMonitorStatusChanged”
	F
	6.2.0
	6.3.0

	Mar 2005
	SA_27
	SP-050041
	0009
	--
	Remove the ambiguity that a PM IRP compliant system necessarily contains functionalities defined in Kernel CM IRP
	F
	6.3.0
	6.4.0

	Mar 2005
	SA_27
	SP-050041
	0010
	--
	Apply the Generic System Context – Align with TS 32.150
	F
	6.3.0
	6.4.0

	Jun 2005
	SA_28
	SP-050293
	0011
	--
	Correct the matching information of monitorId attribute
	F
	6.4.0
	6.5.0

	Mar 2006
	SA_31
	SP-060089
	0012
	--
	Correct the misleading 'matching information' for object class and object instance in notifications
	F
	6.5.0
	6.6.0

	Jun 2006
	SA_32
	SP-060251
	0013
	--
	Add in PM IRP IS the missing use of "empty list" to denote all known instances - Align with 32.401
	F
	6.6.0
	6.7.0

	Jun 2006
	SA_32
	SP-060251
	0014
	--
	Correct parameter usage in notifyThresholdMonitorCreation
	F
	6.6.0
	6.7.0
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