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	1st Modified Section


4.1
High level MBMS architecture
The high level MBMS architecture is as defined in 3GPP TS 23.246 [200].
The following clauses detail only service level charging. MBMS related aspects of bearer level charging is defined in 3GPP TS 32.251 [11].


	Next Modified Section


5.1.1
General principles

A Multimedia Broadcast and Multicast Service consists of an MBMS User service, as defined in 3GPP TS 22.246 [202] and 3GPP TS 26.346 [203], that is delivered over one or more MBMS bearer services, as defined in 3GPP TS 22.146 [201] and 3GPP TS 23.246 [200].

NOTE:
MBMS bearer service is referred in 3GPP TS 22.246 [202] as MBMS transport service.

The BM-SC shall collect charging information for mobile subscribers receiving services through MBMS and/or for content providers delivering content through MBMS. Transactions involving the content provider (or VASP) shall be possible.

The BM-SC collects charging related information, such as:

· Identification of the source of content.
· Type of user service (streaming, download or carousel).
· Type of bearer service used to deliver content (broadcast or multicast).
· Identification of subscribers receiving service.
· Delivery notification from individual subscribers.

NOTE:
Carousel services are not considered in the present document in the current 3GPP release.

...
	Next Modified Section


5.1.2
Triggers for generation of charging information


· Bearer service initiation/termination.
· Key management.
	End of modifications
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