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	1st Modified Section


1
Scope

The scope of this document includes service requirements for handover maintaining continuity of service to a wireless terminal as it moves between the radio coverage area, or "cells", associated with different base station sites. This functionality is called "handover". Handover can also occur due to change of radio resource providing a service without necessarily any change of the base stations involved. In particular, when the radio resources providing a service change from one of the UTRA radio access modes to the other (UTRA-FDD and UTRA-TDD), this is regarded as handover. Particular emphasis has been placed on the description of requirements for service continuity within UTRAN and between UTRAN and GERAN. 

	Next Modified Section


5.1.3.1.1A
Access Network Information
Holds the SIP P-header “P-Access-Network-Info”.
	Next Modified Section


5.2.3.1
IMS CDRs

This subclause contains the abstract syntax definitions that are specific to the CDR types defined in TS 32.260 [20].

...

S-CSCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL


iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


applicationServersInformation
[40] SEQUENCE OF ApplicationServersInformation OPTIONAL


requested-Party-Address


[41] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [42] ListOfInvolvedParties OPTIONAL,


accessNetworkInformation

[43] OCTET STRING OPTIONAL
}

P-CSCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,

nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,

list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

servedPartyIPAddress


[50] ServedPartyIPAddress OPTIONAL,


accessNetworkInformation

[51] OCTET STRING OPTIONAL
}

I-CSCFRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

s-CSCF-Information



[61] S-CSCF-Information OPTIONAL,


accessNetworkInformation

[62] OCTET STRING OPTIONAL
}

MRFCRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,


called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


service-Id





[70] Service-Id OPTIONAL,


requested-Party-Address


[71] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [72] ListOfInvolvedParties OPTIONAL,


accessNetworkInformation

[73] OCTET STRING OPTIONAL
}
MGCFRecord 
::= SET
{

recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,

called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,

list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,

trunkGroupID




[80] TrunkGroupID OPTIONAL,


bearerService




[81] TransmissionMedium OPTIONAL,


accessNetworkInformation

[82] OCTET STRING OPTIONAL
}

BGCFRecord 
::= SET

{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,
called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


accessNetworkInformation

[28] OCTET STRING OPTIONAL
}

ASRecord 
::= SET
{


recordType





[0] CallEventRecordType,


retransmission




[1] NULL OPTIONAL,


sIP-Method





[2] SIP-Method OPTIONAL,


role-of-Node




[3] Role-of-Node OPTIONAL,


nodeAddress





[4] NodeAddress OPTIONAL,


session-Id





[5] Session-Id OPTIONAL,


list-Of-Calling-Party-Address
[6] ListOfInvolvedParties OPTIONAL,
called-Party-Address


[7] InvolvedParty OPTIONAL,


privateUserID




[8] GraphicString OPTIONAL,


serviceRequestTimeStamp


[9] TimeStamp OPTIONAL,


serviceDeliveryStartTimeStamp
[10] TimeStamp OPTIONAL,


serviceDeliveryEndTimeStamp

[11] TimeStamp OPTIONAL,


recordOpeningTime



[12] TimeStamp OPTIONAL,


recordClosureTime



[13] TimeStamp OPTIONAL,


interOperatorIdentifiers

[14] InterOperatorIdentifierlist OPTIONAL,


localRecordSequenceNumber

[15] LocalSequenceNumber OPTIONAL,


recordSequenceNumber


[16] INTEGER OPTIONAL,


causeForRecordClosing


[17] CauseForRecordClosing OPTIONAL,


incomplete-CDR-Indication

[18] Incomplete-CDR-Indication OPTIONAL,

iMS-Charging-Identifier


[19] IMS-Charging-Identifier OPTIONAL,


list-Of-SDP-Media-Components
[21] SEQUENCE OF Media-Components-List OPTIONAL,


gGSNaddress





[22] NodeAddress OPTIONAL,


serviceReasonReturnCode


[23] UTF8String OPTIONAL,


list-Of-Message-Bodies


[24] SEQUENCE OF MessageBody OPTIONAL,


recordExtensions



[25] ManagementExtensions OPTIONAL,


expiresInformation



[26] INTEGER OPTIONAL,


list-Of-Associated-URI


[27] ListOfInvolvedParties OPTIONAL,


serviceSpecificData



[100] OCTET STRING OPTIONAL,


requested-Party-Address


[101] InvolvedParty OPTIONAL,


list-Of-Called-Asserted-Identity [102] ListOfInvolvedParties OPTIONAL,


accessNetworkInformation

[103] OCTET STRING OPTIONAL
}
------------------------------------------------------------------------------

--

--  IMS DATA TYPES

--

------------------------------------------------------------------------------

...
	End of modifications
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