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1
Decision/action requested

Update successful outgoing&incoming call related measurements
2
References

Q.763
Q.1902
3
Rationale

According to the conclusion of  last meeting, the proposal of S5D060016 has been accpeted. While some other sections have the same problem. Therefore all the related sections are listed.
4 Detailed proposal
4.1.3.2
Successful incoming calls

a)
This measurement provides the number of successful incoming calls from a given adjacent MSC-S. 
b)
CC.

c)
On transmission by the MSC-S of an “ACM”or “CON” with “Called party’s status indicator = subscriber free” or an “CPG” with “Event Information = ALERTING” (ITU-T Rec. Q.1902).



d)
A single integer value.

e)
CC.SuccIncCalls

Combined 
f)
NcLink.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
4.1.3.5
Successful outgoing calls

a)
This measurement provides the number of successful outgoing calls to adjacent MSC-S. 
b)
CC.

c)
On receipt by the MSC-S of an “ACM” or “CON” with “Called party’s status indicator = subscriber free” or an “CPG” with “Event Information = ALERTING” (ITU-T Rec. Q.1902). 
d)
A single integer value.

e) CC.SuccOutCalls

Combined 
f)
NcLink.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
4.1.4.2
Successful outgoing calls per trunk group

a)
This measurement provides the successful number of seized outgoing calls to adjacent network per trunk. It’s valid to uni-directional and bi-directional trunk group. 
b)
CC.

c)
On receipt by the MSC-S of an “ACM”（or CON）with “Called party’s status indicator = subscriber free” or an “CPG” with “Event Information = ALERTING” (ITU-T Rec. Q.762, Q.763). 
. (ITU-T Rec.Q.723，ITU-T Q.763)
d)
A single integer value.

e)
CC.SuccOutCallsTG

Combined 
f)
Trunk group.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
4.1.4.7
Successful incoming calls per trunk group

a)
This measurement provides the number of successful incoming calls per trunk group. It’s valid to uni-directional and bi-directional trunk group.
b)
CC.

c)
On transmission by the MSC-S of an “ACM” （or CON）with “Called party’s status indicator = subscriber free” or an “CPG” with “Event Information = ALERTING” (ITU-T Rec. Q.762, Q.763). 


d)
A single integer value.

e) CC.SuccIncCallsTG 

Combined
f)
Trunk group.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
