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5.2.5
IOC VsDataContainer

Mapping from NRM IOC VsDataContainer attributes and association roles to SS equivalent MOC VsDataContainer attributes

	NRM Attributes/association roles of IOC VsDataContainer in 3GPP TS 32.622 [4]
	SS Attributes
	SS Type
	Qualifier

	vsDataContainerId
	vsDataContainerId
	string
	Read-Only, M

	vsDataType
	vsDataType
	string
	Read-Only, M

	vsData
	vsData
	GenericNetworkResourcesIRPSystem::AttributeTypes::NameValuePairListType
	Read-Write, M

	vsDataFormatVersion
	vsDataFormatVersion
	string
	Read-Only, M


The name (reference) of a sub-attribute in the name-value pair list shall be constructed using the Extended Traider Constraint Language.
	Next Modified Section


Annex A (normative):
IDL specifications

A.1
IDL specification (file name "GenericNetworkResourcesIRPSystem.idl")

//File: GenericNetworkResourcesIRPSystem.idl

#ifndef _GENERIC_NETWORK_RESOURCES_IRP_SYSTEM_IDL_

#define _GENERIC_NETWORK_RESOURCES_IRP_SYSTEM_IDL_

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

module GenericNetworkResourcesIRPSystem

{

   /**

    * The format of Distinguished Name (DN) is specified in "Name Convention

    * for Managed Objects (3GPP TS 32.300 [5])".

    */

   typedef string DN;

   /**

    *  This module adds datatype definitions for types

    *  used in the NRM which are not basic datatypes defined

    *  already in CORBA.

    */

   module AttributeTypes

   {

      /**

       * An MO reference refers to an MO instance.

       * "otherMO" contains the distinguished name of the referred MO.

       * A conceptual "null" reference (meaning no MO is referenced)

       * is represented as an empty string ("").

       *

       */

      struct MOReference

      {

         DN otherMO;

      };

      /**

       * MOReferenceSet represents a set of MO references.

       * This type is used to hold 0..n MO references.

       * A referred MO is not allowed to be repeated (therefore

       * it is denoted as a "Set")

       */

      typedef sequence<MOReference> MOReferenceSet;

      /**

       *  A set of strings.

       */

      typedef sequence<string> StringSet;

      /**

       *  A set of long.

       */

      typedef sequence<long> LongSet;

   };

      /**

       *  Type definition of a name-value-pair list
       */
      typedef string NameType;

      typedef any    ValueType;

      struct NameValuePairType {

        NameType   name;

        ValueType  value;
      };

      typedef sequence <NameValuePairType> NameValuePairListType;

};

#endif // _GENERIC_NETWORK_RESOURCES_IRP_SYSTEM_IDL_

	End of modifications
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