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1
Decision/action requested

This contribution is to be discussed.
2
References

3GPP2-S50-20060530-002, Lucent Technologies XSD Subclassing Proof Of Concept

3GPP2-S50-20060626-006, Lucent Technologies XSD Subclassing Extension-Based Proof Of Concept
3
Rationale

This contribution includes proposals for two potential ways to provide subclassing in NRM XSD documents. These contributions were previously distributed to 3GPP SA5 via liaison.
4
Detailed proposal

The 3GPP2 TSG-S contributions are attached.
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ABSTRACT:



This contribution provides a “proof of concept” to developing Bulk CM XSD documents using extension clause that allow subclassing.



RECOMMENDATION:



This document is brought for discussion.



1. Introduction



A challenge was issued by Ericsson to provide a set of XSD examples of “Derived By Type”. Essentially, this means to use the XSD extension clause without using the substitution group clause. This document describes the results, lists the Pros and Cons for using the extension clause and gives recommendations.



2. Results



This document includes two XSD documents and a test XML document that provides “subclassing” using the XSD extension clause. The biggest thing to note about extension clauses are that they work on XSD “types”, where Substitution Groups work on XSD “elements”. The end result is that to use the extension clause, all of the attributes and containment must be defined in XSD types.  In the XSD documents, a managed object will be a type containing its attributes and contained objects. There is only one element defined, the top most object in the hierarchy.



XSD extensions allow additional elements to be added to an existing type. Thus, if a Managed Object type is defined, the type may be “subclassed” by using the extension clause to allow the addition of new attributes or new objects contained underneath this object.



New objects may be defined, but the object they are contained underneath must define the containment of the new object. This either needs to be provided in the original object or a subclass of the original object.



3. Conclusions



Issues:



1. Once you begin subclassing an object the attributes and contained classes become intermixed. The XML document has to supply the attributes of the original object, the contained classes of the original object, then the attributes of the next subclass and the contained classes of the next subclass, and so forth. Notice this the entire contained class, not just the contained class name, and every object contained by the class. If you subclass SubNetwork, there may be thousands of lines separating the different SubNetwork attributes. This is very difficult to read and handle.



2. With this mechanism, you have to re-define the entry point depending on which object type is the top most object.



3. To add containment to a managed object, you have to subclass it. As an example, if a vendor needs to add a new *Function object, they would have to subclass ManagedElement (or one of its subclasses) to do this. In addition, the objects that contain ManagedElement need to be subclassed to contain the new ManagedElement. This could be a very large list of subclasses.



Advantages:



1. The designer does not need to redefine what objects may contain a particular subclass.



From my point of view, I prefer the Substitution Group model. I find it difficult to memorize attribute and object orderings, especially when objects may be so large. I find the extension model more difficult to work with, especially when you have to subclass higher objects to subclass a lower object in the hierarchy.



This leads to the question, is there a possible combination of extensions and Substitution Groups. In reality, the example XSD documents using Substitution Groups (3GPP2 S50-20050530-002) does use extensions for the NrmClass type. It appears from this study that doing containment by extensions does not work very well. It seems to be theoretically possible to do attributes via extensions and not containment, but it doesn’t appear that this offers a more straight forward solution from the Substitution Group solution already proposed.



4. Sample 3GPP XSD Files Allowing Subclassing Using Extensions



4.1 tryextension.xsd



This XSD document provides a Generic NRM XSD document that allows subclassing using extensions instead of Substitution Groups. Notice that you have a different entry point clause, depending on which object is the top object.



<?xml version="1.0" encoding="UTF-8"?>


<!--


 Demonstrate the use of extension base



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="tryextension" targetNamespace="tryextension" elementFormDefault="qualified" attributeFormDefault="unqualified">



<simpleType name="modifierType">




<restriction base="string">





<enumeration value="create"/>





<enumeration value="delete"/>





<enumeration value="update"/>




</restriction>



</simpleType>



<complexType name="StringSet">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Item" type="string"/>




</sequence>



</complexType>



<simpleType name="Dn">




<restriction base="string">





<maxLength value="400"/>




</restriction>



</simpleType>



<complexType name="DnList">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Dn" type="xn:Dn"/>




</sequence>



</complexType>



<simpleType name="LinkTypeType">




<list>





<simpleType>






<restriction base="string">







<enumeration value="Signalling"/>







<enumeration value="Bearer"/>







<enumeration value="OAM_AND_P"/>







<enumeration value="Other"/>






</restriction>





</simpleType>




</list>



</simpleType>



<complexType name="LongSet">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Item" type="long"/>




</sequence>



</complexType>



<!-- VsDataContainer NRM class vsData attribute associated empty XML element -->



<complexType name="vsData"/>



<element name="vsData" type="xn:vsData"/>



<complexType name="NrmClass">




<attribute name="modifier" type="xn:modifierType" use="optional"/>




<attribute name="id" type="string" use="required"/>



</complexType>



<complexType name="FileHeaderType">




<attribute name="fileFormatVersion" type="string" use="required"/>




<attribute name="senderName" type="string" use="optional"/>




<attribute name="vendorName" type="string" use="optional"/>




<attribute name="dnPrefix" type="string" use="optional"/>



</complexType>



<complexType name="FileFooterType">




<attribute name="dateTime" type="dateTime" use="required"/>



</complexType>



<group name="TopAttributes">




<sequence/>



</group>



<group name="TopContainment">




<sequence/>



</group>



<group name="ManagedFunctionAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0"/>




</sequence>



</group>



<group name="ManagedFunctionContainment">




<sequence>





<group ref="xn:TopContainment"/>





<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>




</sequence>



</group>



<group name="LinkAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0"/>





<element name="aEnd" type="xn:Dn" minOccurs="0"/>





<element name="zEnd" type="xn:Dn" minOccurs="0"/>





<element name="linkType" type="xn:LinkTypeType" minOccurs="0"/>





<element name="protocolName" type="string" minOccurs="0"/>





<element name="protocolVersion" type="string" minOccurs="0"/>




</sequence>



</group>



<group name="LinkContainment">




<sequence>





<group ref="xn:TopContainment"/>





<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>




</sequence>



</group>



<complexType name="SubNetwork">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<element name="userLabel" type="string" minOccurs="0"/>







<element name="userDefinedNetworkType" type="string" minOccurs="0"/>







<element name="setOfMcc" type="xn:StringSet" minOccurs="0"/>







<group ref="xn:TopContainment"/>







<element name="subNetwork" type="xn:SubNetwork" minOccurs="0" maxOccurs="unbounded"/>







<element name="managedElement" type="xn:ManagedElement" minOccurs="0" maxOccurs="unbounded"/>







<element name="meContext" type="xn:MeContext" minOccurs="0" maxOccurs="unbounded"/>







<element name="managementNode" type="xn:ManagementNode" minOccurs="0" maxOccurs="unbounded"/>







<element name="iRPAgent" type="xn:IRPAgent" minOccurs="0" maxOccurs="unbounded"/>







<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="ManagedElement">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<element name="managedElementType" type="xn:StringSet" minOccurs="0"/>







<element name="userLabel" type="string" minOccurs="0"/>







<element name="vendorName" type="string" minOccurs="0"/>







<element name="userDefinedState" type="string" minOccurs="0"/>







<element name="locationName" type="string" minOccurs="0"/>







<element name="swVersion" type="string" minOccurs="0"/>







<element name="managedBy" type="xn:DnList" minOccurs="0"/>







<group ref="xn:TopContainment"/>







<element name="iRPAgent" type="xn:IRPAgent" minOccurs="0" maxOccurs="unbounded"/>







<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="MeContext">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<group ref="xn:TopContainment"/>







<element name="managedElement" type="xn:ManagedElement" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="ManagementNode">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<element name="userLabel" type="string" minOccurs="0"/>







<element name="vendorName" type="string" minOccurs="0"/>







<element name="userDefinedState" type="string" minOccurs="0"/>







<element name="locationName" type="string" minOccurs="0"/>







<element name="managedElements" type="xn:DnList" minOccurs="0"/>







<element name="swVersion" type="string" minOccurs="0"/>







<group ref="xn:TopContainment"/>







<element name="iRPAgent" type="xn:IRPAgent" minOccurs="0" maxOccurs="unbounded"/>







<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="IRPAgent">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<element name="systemDN" type="string" minOccurs="0"/>







<group ref="xn:TopContainment"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="VsDataContainer">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:TopAttributes"/>







<element name="vsDataType" type="string" minOccurs="0"/>







<element name="vsDataFormatVersion" type="string" minOccurs="0"/>







<element ref="xn:vsData" minOccurs="0"/>







<group ref="xn:TopContainment"/>







<element name="vsDataContainer" type="xn:VsDataContainer" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<element name="bulkCmConfigDataFileSubNetwork">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="xn:SubNetwork" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>



<element name="bulkCmConfigDataFileManagedElement">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="xn:ManagedElement" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>



<element name="bulkCmConfigDataFileMeContext">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="xn:MeContext" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>


</schema>


4.2 tryextension2.xsd



This XSD document demonstrated subclassing using extension. In this example, ManagedElement is subclassed to add an attribute and a contained object. Notice that once you start subclassing, the XML will have attributes and containment intermixed. Also notice that you have to also subclass each class that may contain ManagedElement, and sometimes those classes – this list may get long.



<?xml version="1.0" encoding="UTF-8"?>


<!--


 Demonstrate the use of extension base



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="tryextension" xmlns:cn="tryextension2" targetNamespace="tryextension2" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="tryextension" schemaLocation="tryextension.xsd"/>



<complexType name="SubNetworkSubclass">




<complexContent>





<extension base="xn:SubNetwork">






<sequence>







<element name="subNetworkSubclass" type="cn:SubNetworkSubclass" minOccurs="0" maxOccurs="unbounded"/>







<element name="meContextSubclass" type="cn:MeContextSubclass" minOccurs="0" maxOccurs="unbounded"/>







<element name="managedElementSubclass" type="cn:ManagedElementSubclass" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="MeContextSubclass">




<complexContent>





<extension base="xn:MeContext">






<sequence>







<element name="managedElementSubclass" type="cn:ManagedElementSubclass" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<complexType name="ManagedElementSubclass">




<complexContent>





<extension base="xn:ManagedElement">






<sequence>







<element name="newManagedElementuserLabel" type="string" minOccurs="0"/>







<element name="mscServerFunction" type="cn:MscServerFunction" minOccurs="0" maxOccurs="unbounded"/>






</sequence>





</extension>




</complexContent>



</complexType>



<element name="bulkCmConfigDataFileSubNetworkSubclass">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="cn:SubNetworkSubclass" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>



<element name="bulkCmConfigDataFileMeContextSubclass">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="cn:MeContextSubclass" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>



<element name="bulkCmConfigDataFileManagedElementSubclass">




<complexType>





<sequence>






<element name="fileHeader" type="xn:FileHeaderType"/>






<element name="configData" type="cn:ManagedElementSubclass" maxOccurs="unbounded"/>






<element name="fileFooter" type="xn:FileFooterType"/>





</sequence>




</complexType>



</element>



<complexType name="MscServerFunction">




<complexContent>





<extension base="xn:NrmClass">






<sequence>







<group ref="xn:ManagedFunctionAttributes"/>







<element name="mccList" type="xn:LongSet" minOccurs="0"/>







<element name="mncList" type="xn:LongSet" minOccurs="0"/>







<element name="lacList" type="xn:LongSet" minOccurs="0"/>







<element name="sacList" type="xn:LongSet" minOccurs="0"/>







<element name="gcaList" type="xn:LongSet" minOccurs="0"/>







<element name="mscId" type="long" minOccurs="0"/>







<element name="mscServerFunctionGsmCell" type="xn:DnList" minOccurs="0"/>







<element name="mscServerFunctionExternalGsmCell" type="xn:DnList" minOccurs="0"/>







<element name="mscServerFunctionCsMgwFunction" type="xn:DnList" minOccurs="0"/>







<group ref="xn:ManagedFunctionContainment"/>






</sequence>





</extension>




</complexContent>



</complexType>


</schema>


4.3 Large Sample XML Configuration File



This is an example XML configuration file using the tryextension2.xsd subclasses.



<?xml version="1.0" encoding="UTF-8"?>


<bulkCmConfigDataFileSubNetworkSubclass xmlns="tryextension2" xmlns:xn="tryextension" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="tryextension2 tryextension2.xsd">



<fileHeader vendorName="String" fileFormatVersion="String" dnPrefix="String" senderName="String"/>



<configData id="String" modifier="create">




<xn:userLabel>String</xn:userLabel>




<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>




<xn:setOfMcc>





<xn:Item>String</xn:Item>




</xn:setOfMcc>




<xn:subNetwork id="String" modifier="create">





<xn:userLabel>String</xn:userLabel>





<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>





<xn:setOfMcc>






<xn:Item>String</xn:Item>





</xn:setOfMcc>





<xn:managedElement id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managedElement>





<xn:meContext id="String" modifier="create">






<xn:managedElement id="String" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>String</xn:Dn>







</xn:managedBy>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</xn:managedElement>





</xn:meContext>





<xn:managementNode id="String" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:managedElements>







<xn:Dn>String</xn:Dn>






</xn:managedElements>






<xn:swVersion>String</xn:swVersion>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managementNode>





<xn:iRPAgent id="String" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:iRPAgent>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:vsDataContainer>





</xn:vsDataContainer>




</xn:subNetwork>




<xn:managedElement id="String" modifier="create">





<xn:managedElementType>






<xn:Item>String</xn:Item>





</xn:managedElementType>





<xn:userLabel>String</xn:userLabel>





<xn:vendorName>String</xn:vendorName>





<xn:userDefinedState>String</xn:userDefinedState>





<xn:locationName>String</xn:locationName>





<xn:swVersion>String</xn:swVersion>





<xn:managedBy>






<xn:Dn>String</xn:Dn>





</xn:managedBy>





<xn:iRPAgent id="String" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:iRPAgent>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:vsDataContainer>





</xn:vsDataContainer>




</xn:managedElement>




<xn:meContext id="String" modifier="create">





<xn:managedElement id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managedElement>




</xn:meContext>




<xn:managementNode id="String" modifier="create">





<xn:userLabel>String</xn:userLabel>





<xn:vendorName>String</xn:vendorName>





<xn:userDefinedState>String</xn:userDefinedState>





<xn:locationName>String</xn:locationName>





<xn:managedElements>






<xn:Dn>String</xn:Dn>





</xn:managedElements>





<xn:swVersion>String</xn:swVersion>





<xn:iRPAgent id="String" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:iRPAgent>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:vsDataContainer>





</xn:vsDataContainer>




</xn:managementNode>




<xn:iRPAgent id="String" modifier="create">





<xn:systemDN>String</xn:systemDN>




</xn:iRPAgent>




<xn:vsDataContainer id="String" modifier="create">





<xn:vsDataType>String</xn:vsDataType>





<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>





<xn:vsData/>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>





</xn:vsDataContainer>




</xn:vsDataContainer>




<subNetworkSubclass id="String" modifier="create">





<xn:userLabel>String</xn:userLabel>





<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>





<xn:setOfMcc>






<xn:Item>String</xn:Item>





</xn:setOfMcc>





<xn:subNetwork id="String" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>






<xn:setOfMcc>







<xn:Item>String</xn:Item>






</xn:setOfMcc>






<xn:managedElement id="String" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>String</xn:Dn>







</xn:managedBy>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</xn:managedElement>






<xn:meContext id="String" modifier="create">







<xn:managedElement id="String" modifier="create">








<xn:managedElementType>









<xn:Item>String</xn:Item>








</xn:managedElementType>








<xn:userLabel>String</xn:userLabel>








<xn:vendorName>String</xn:vendorName>








<xn:userDefinedState>String</xn:userDefinedState>








<xn:locationName>String</xn:locationName>








<xn:swVersion>String</xn:swVersion>








<xn:managedBy>









<xn:Dn>String</xn:Dn>








</xn:managedBy>








<xn:iRPAgent id="String" modifier="create">









<xn:systemDN>String</xn:systemDN>








</xn:iRPAgent>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:vsDataContainer id="String" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:vsDataContainer>








</xn:vsDataContainer>







</xn:managedElement>






</xn:meContext>






<xn:managementNode id="String" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:managedElements>








<xn:Dn>String</xn:Dn>







</xn:managedElements>







<xn:swVersion>String</xn:swVersion>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</xn:managementNode>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:subNetwork>





<xn:managedElement id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managedElement>





<xn:meContext id="String" modifier="create">






<xn:managedElement id="String" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>String</xn:Dn>







</xn:managedBy>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</xn:managedElement>





</xn:meContext>





<xn:managementNode id="String" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:managedElements>







<xn:Dn>String</xn:Dn>






</xn:managedElements>






<xn:swVersion>String</xn:swVersion>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managementNode>





<xn:iRPAgent id="String" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:iRPAgent>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:vsDataContainer>





</xn:vsDataContainer>





<meContextSubclass id="String" modifier="create">






<xn:managedElement id="String" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>String</xn:Dn>







</xn:managedBy>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</xn:managedElement>






<managedElementSubclass id="String" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>String</xn:Dn>







</xn:managedBy>







<xn:iRPAgent id="String" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:iRPAgent>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>







<newManagedElementuserLabel>String</newManagedElementuserLabel>







<mscServerFunction id="String" modifier="create">








<xn:userLabel>String</xn:userLabel>








<mccList>









<xn:Item>2147483647</xn:Item>








</mccList>








<mncList>









<xn:Item>2147483647</xn:Item>








</mncList>








<lacList>









<xn:Item>2147483647</xn:Item>








</lacList>








<sacList>









<xn:Item>2147483647</xn:Item>








</sacList>








<gcaList>









<xn:Item>2147483647</xn:Item>








</gcaList>








<mscId>2147483647</mscId>








<mscServerFunctionGsmCell>









<xn:Dn>String</xn:Dn>








</mscServerFunctionGsmCell>








<mscServerFunctionExternalGsmCell>









<xn:Dn>String</xn:Dn>








</mscServerFunctionExternalGsmCell>








<mscServerFunctionCsMgwFunction>









<xn:Dn>String</xn:Dn>








</mscServerFunctionCsMgwFunction>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:vsDataContainer id="String" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:vsDataContainer>








</xn:vsDataContainer>







</mscServerFunction>






</managedElementSubclass>





</meContextSubclass>





<managedElementSubclass id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>






<newManagedElementuserLabel>String</newManagedElementuserLabel>






<mscServerFunction id="String" modifier="create">







<xn:userLabel>String</xn:userLabel>







<mccList>








<xn:Item>2147483647</xn:Item>







</mccList>







<mncList>








<xn:Item>2147483647</xn:Item>







</mncList>







<lacList>








<xn:Item>2147483647</xn:Item>







</lacList>







<sacList>








<xn:Item>2147483647</xn:Item>







</sacList>







<gcaList>








<xn:Item>2147483647</xn:Item>







</gcaList>







<mscId>2147483647</mscId>







<mscServerFunctionGsmCell>








<xn:Dn>String</xn:Dn>







</mscServerFunctionGsmCell>







<mscServerFunctionExternalGsmCell>








<xn:Dn>String</xn:Dn>







</mscServerFunctionExternalGsmCell>







<mscServerFunctionCsMgwFunction>








<xn:Dn>String</xn:Dn>







</mscServerFunctionCsMgwFunction>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</mscServerFunction>





</managedElementSubclass>




</subNetworkSubclass>




<meContextSubclass id="String" modifier="create">





<xn:managedElement id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</xn:managedElement>





<managedElementSubclass id="String" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>String</xn:Dn>






</xn:managedBy>






<xn:iRPAgent id="String" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:iRPAgent>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>






<newManagedElementuserLabel>String</newManagedElementuserLabel>






<mscServerFunction id="String" modifier="create">







<xn:userLabel>String</xn:userLabel>







<mccList>








<xn:Item>2147483647</xn:Item>







</mccList>







<mncList>








<xn:Item>2147483647</xn:Item>







</mncList>







<lacList>








<xn:Item>2147483647</xn:Item>







</lacList>







<sacList>








<xn:Item>2147483647</xn:Item>







</sacList>







<gcaList>








<xn:Item>2147483647</xn:Item>







</gcaList>







<mscId>2147483647</mscId>







<mscServerFunctionGsmCell>








<xn:Dn>String</xn:Dn>







</mscServerFunctionGsmCell>







<mscServerFunctionExternalGsmCell>








<xn:Dn>String</xn:Dn>







</mscServerFunctionExternalGsmCell>







<mscServerFunctionCsMgwFunction>








<xn:Dn>String</xn:Dn>







</mscServerFunctionCsMgwFunction>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:vsDataContainer id="String" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:vsDataContainer>







</xn:vsDataContainer>






</mscServerFunction>





</managedElementSubclass>




</meContextSubclass>




<managedElementSubclass id="String" modifier="create">





<xn:managedElementType>






<xn:Item>String</xn:Item>





</xn:managedElementType>





<xn:userLabel>String</xn:userLabel>





<xn:vendorName>String</xn:vendorName>





<xn:userDefinedState>String</xn:userDefinedState>





<xn:locationName>String</xn:locationName>





<xn:swVersion>String</xn:swVersion>





<xn:managedBy>






<xn:Dn>String</xn:Dn>





</xn:managedBy>





<xn:iRPAgent id="String" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:iRPAgent>





<xn:vsDataContainer id="String" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:vsDataContainer>





</xn:vsDataContainer>





<newManagedElementuserLabel>String</newManagedElementuserLabel>





<mscServerFunction id="String" modifier="create">






<xn:userLabel>String</xn:userLabel>






<mccList>







<xn:Item>2147483647</xn:Item>






</mccList>






<mncList>







<xn:Item>2147483647</xn:Item>






</mncList>






<lacList>







<xn:Item>2147483647</xn:Item>






</lacList>






<sacList>







<xn:Item>2147483647</xn:Item>






</sacList>






<gcaList>







<xn:Item>2147483647</xn:Item>






</gcaList>






<mscId>2147483647</mscId>






<mscServerFunctionGsmCell>







<xn:Dn>String</xn:Dn>






</mscServerFunctionGsmCell>






<mscServerFunctionExternalGsmCell>







<xn:Dn>String</xn:Dn>






</mscServerFunctionExternalGsmCell>






<mscServerFunctionCsMgwFunction>







<xn:Dn>String</xn:Dn>






</mscServerFunctionCsMgwFunction>






<xn:vsDataContainer id="String" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:vsDataContainer id="String" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:vsDataContainer>






</xn:vsDataContainer>





</mscServerFunction>




</managedElementSubclass>



</configData>



<fileFooter dateTime="2001-12-17T09:30:47.0Z"/>


</bulkCmConfigDataFileSubNetworkSubclass>
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ABSTRACT:



This contribution provides a “proof of concept” to developing Bulk CM XSD documents that allow subclassing.



RECOMMENDATION:



This document is brought for discussion.



1. Introduction



This contribution provides updated sample files to match the rules provided in the sample 32.150 contribution. Note that all sample files in this specification have been verified as being well formed and have been checked with sample XML documents.



2. 32.150 Write-Up



Annex E (informative):
Style Guide for XSD Documents



This annex is the style guide for writing Bulk CM XML Schema Documents (XSD) used to describe the Bulk CM Network Resource Models.



This guide defines consistent naming, structural conventions and usage for NRM XSD documents.



In this Annex, the [something] notation is used to represent that the [something] text needs to be replaced according to the descriptive text (without the []).



E.1
General



E.1.1
Comments



XSD documents allow for embedded empty lines and comments. As long as the XSD documents are well formed, comments, blank lines and annotations may be added wherever desired to improve the overall readability of the document.



XSD comments shall be one of the following two formats:



<!--



Comment



-->


or



<!-- Comment -->


XML annotations may be used wherever they are supported according to the XML syntax.



E.1.2
XSD Document Formatting Conventions



Care must be taken when bringing an XSD document from an XML validation tool into a Microsoft Word specification. XSD documents must not be artificially line wrapped in Microsoft Word. This could occur in long URIs and when hyphenation is supported. Artificial line wrapping can usually be prevented by replacing the last previous space character with a new line or by setting Microsoft Word parameters to prevent line wrap on hyphenation.



The convention is that XSD documents or XSD documentation fragments will be displayed in 9 point type. All XSD documents or XSD documentation fragments will be displayed in black type. It is recommended that tabs be set for 0.5 cm. It is also recommended that “spell check” be turned off for XSD documents.



Be careful to use "" specifying strings instead of “double quotes”. Be careful of Microsoft Word converting URIs to hyperlinks on editing.



E.1.3
XSD Document Editing



3GPP-specified XSD documents shall not be edited or manipulated in any format. 3GPP-specified XSD documents may be referenced using XSD document referencing rules by including them in namespaces.



E.2
NRM XSD Document File Format



<define – also include rules that we are trying to follow – like no reparenting>



Each NRM XSD shall be composed of the following three components:



· XML Version



· Descriptive Comment



· Schema Definition



E.2.1
XML Version



The following XML version shall be used:



<?xml version="1.0" encoding="UTF-8"?>


E.2.2
Descriptive Comment



Each XSD document shall include a descriptive comment of the following format:



<!--



[specification name]



Bulk CM Configuration data file NRM-specific XML schema



[filename]



-->


The XSD document file name must be unique for each network resources IRP. The XSD document file name shall be of the following format:



[name]Nrm.xsd



The [name] component should reflect the particular specification name.



As an example, the following descriptive comment could be used for 3GPP TS 32.635:



<!--



3GPP TS 32.635 Core Network Resources IRP



Bulk CM Configuration data file NRM-specific XML schema



coreNrm.xsd



-->


E.2.3
Schema Definition



The Schema Definition is the body of the XSD document. it is composed of the following four components:



· Namespace Definition



· Type Definitions



· Object Definitions



· Schema Trailer



E.2.3.1
Namespace Definition



Namespaces in XSD documents describe which other XML Schema Definition documents are referenced in this XSD document. Uniform Resource Identifiers (URIs) are used to reference a particular XSD document.



All specification URIs specified by 3GPP shall be of the following format:



http://www.3gpp.org/ftp/specs/archive/32_series/[document number]#[name]Nrm


Where [document number] is the document number without embedded white space and [name] matches the XSD document file name.



As example, the following URI could be used for 3GPP TS 32.635:



http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm


Each 3GPP XSD document referenced by this XSD document (including this XSD document) will be represented by an xmlns statement of the following format:



xmlns:[unique identifier]="[specification URI]"


where the [unique identifier] is a two or three alphanumeric character reference to the particular XSD document that will be used to reference types and elements defined in that XSD document. The [unique identifier] should reflect the particular specification name. Each [unique identifier] must be unique for each network resources IRP.



Each 3GPP XSD document referenced by this XSD document (not including this XSD document) will be represented by an import namespace statement of the following format:



<import namespace="[specification URI]"/>



As an example, if the 3GPP TS 32.625 specification is referenced, the following import statement could be used:



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>


The Namespace Definition component shall have the following format:



<schema xmlns="http://www.w3.org/2001/XMLSchema"



[zero or more xmlns statement for referenced XSD documents]



[xmlns statement for this XSD document]



targetNamespace="[specification URI for this document]"



elementFormDefault="qualified" attributeFormDefault="unqualified">




[zero or more import namespace statements for referenced XSD documents]



There shall be a matching import namespace statements for each referenced XSD document and they shall be in the same order.



As an example, the following namespace definitions could be used for 3GPP TS 32.635 (which references 3GPP TS 32.625 genericNrm.xsd):



<schema xmlns="http://www.w3.org/2001/XMLSchema"



xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"



xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"



targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"



elementFormDefault="qualified" attributeFormDefault="unqualified">




<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>


E.2.3.2
Type Definition



The optional Type Definition component defines the types (if any) used to define the attribute types used for each managed object attribute. Either XML simple types or complex types may be used to define a particular attribute type. Each type definition shall be well formed.



It is recommended that XML simple types be used, where possible. It is a general guideline that the attribute types should mimic the types used in other solution sets (such as reflected in the CORBA SS).



Each type name must be unique in each XSD document. Each type name shall begin with a capital letter, be composed of one or more alphanumeric (or underscore) characters and be descriptive of the type.



Whenever possible, types defined in other XSD documents should be referenced instead of redefined. Any type from a referenced XSD document may be referenced by using the following reference:



[XSD document unique identifier]:[type name]



E.2.3.3
Object Definition



The Object Definition component defines the schema representation for each NRM object. The specification for each object are defined one after another. The Object Definition component may not be provided if the NRM does not specify any objects (as an example, only types are provided). Each XSD document shall, at least have, a Type Definition component or an Object Definition component.



The Object Definition component is built upon the Object Definition component of the object’s inherited object. This allows Object Definitions from one XSD document to be referenced from other XSD documents without copying previous definitions.



Each Object Definition component is composed of the following four components:



· Attribute Group



· Containment Group



· Object Definition



· Contained Object Reference



In the subsequent sections, the object name is referred to as [Object] and the inherited object name is referred to as [Inherited Object]. The unique identifier of the XSD document containing the inherited object is referred to as [io]. The unique identifier of this XSD document is referred to as [ui]. Object names are composed of alphanumeric characters (with underscores) that begin with an initial capital letter. If there is a single object that this object is contained under, the single object is referred to as [Parent Object], and its unique identifier as [po].



E.2.3.3.1
Attribute Group



The Attribute Group component defines each attribute defined in an object. Only the attributes defined uniquely for this object, if any, will be defined here, i.e., inherited attributes will not be redefined.  Attribute names shall match the same case and use the same name as used in the IS. The naming attribute for the object is not included in this list.



The definition for each attribute, if any, shall use the following format:



<element name="[attribute name]" type="[attribute type]" minOccurs="0" maxOccurs="1"/>



The [attribute type] shall be of the format [unique identifier]:[type name], where the type name is either defined in this XSD document or referenced from another XSD document. All attribute definitions shall explicitly define a type.



The Attribute Group component shall use the following format:




<group name="[Object]Attributes">





<sequence>






<group ref="[io]:[Inherited Object]Attributes"/>






[zero or more additional attribute definitions]





</sequence>




</group>


E.2.3.3.2
Containment Group



The Containment Group component defines which objects may be contained underneath this object. Only the objects contained uniquely for this object, if any, will be will be defined here, i.e., inherited contained objects will not be redefined. Newly defined contained objects may either be specifically defined or generically defined.



Using the generically defined containment requires that objects have a single object that they can be contained under. If a particular object can be contained under multiple objects (such as ManagedElement, see 3GPP TS 32.622), then the object containment must be included in the specifically defined containment definitions. The general convention is to use the generically defined containment if only single containment is required.



The definition for each specifically defined contained object, if any, shall use the following format:



<element ref="[unique identifier]:[Object Name]"/>


For each abstract object, that defines containment relationships (such as ManagedFunction, see 3GPP TS 32.622), and each non-abstract object, the general convention is that all objects may contain vendor-specified objects by use of the [Object]OptionallyContainedNrmClass clause. The definition for the optional containment relationship clause is as follows:



[<element ref="[ui]:[Object]OptionallyContainedNrmClass"/>]


The Containment Group component shall use the following format:




<group name="[Object]Containment">





<choice>






<group ref="[io]:[Inherited Object]Containment"/>






[zero or more specifically defined containment object definitions]






[Optional Containment Relationship clause]





</choice>




</group>



[Optional Comment]



In addition, the following optional comment may be included by the designer to indicate the object may not be further subclassed:



<!-- The [Object] IOC may not be further subclassed -->


E.2.3.3.3
Object Definition



The Object Definition component is only provided for non-abstract classes. It represents objects that can be instantiated.



The Object Definition has two different formats, depending on whether the object containment is specified in multiple objects or the object containment is specified with a single parent object.



The Object Definition component with a single parent object shall use the following format:




<element name="[Object]" substitutionGroup="[po]:[Parent Object]OptionallyContainedNrmClass">





<complexType>






<complexContent>







<extension base="xn:NrmClass">








<sequence>









<group ref="[ui]:[Object]Attributes"/>









<group ref="[ui]:[Object]Containment" minOccurs="0" maxOccurs="unbounded"/>








</sequence>







</extension>






</complexContent>





</complexType>




</element>


The Object Definition component with multiple object containment shall use the following format:




<element name="[Object]">





<complexType>






<complexContent>







<extension base="xn:NrmClass">








<sequence>









<group ref="[ui]:[Object]Attributes"/>









<group ref="[ui]:[Object]Containment" minOccurs="0" maxOccurs="unbounded"/>








</sequence>







</extension>






</complexContent>





</complexType>




</element>


E.2.3.3.4
Contained Object Reference



The Contained Object Reference is only included if the Optional Containment Relationship clause is provided in the Containment Group component.



The Contained Object Reference component shall use the following format:




<element name="[Object]OptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


E.2.3.3.5
Example



As an example, the definition of the SgsnFunction Object Definition from 3GPP TS 32.635 (which is inherited from ManagedFunction, contained under ManagedElement and adds the following attributes mccList, mncList, lacList, racList, sacList, sgsnId, sgsnFunctionGsmCell and sgsnFunctionExternalGsmCell and does not add any unique containment) could be the following (assuming LongSet is a type defined in the Type Definition component):




<group name="SgsnFunctionAttributes">





<sequence>






<group ref="xn:ManagedFunctionAttributes"/>






<element name="mccList" type="cn:LongSet" minOccurs="0" maxOccurs="1"/>






<element name="mncList" type="cn:LongSet" minOccurs="0" maxOccurs="1"/>






<element name="lacList" type="cn:LongSet" minOccurs="0" maxOccurs="1"/>






<element name="racList" type="cn:LongSet" minOccurs="0" maxOccurs="1"/>






<element name="sacList" type="cn:LongSet" minOccurs="0" maxOccurs="1"/>






<element name="sgsnId" type="long" minOccurs="0" maxOccurs="1"/>






<element name="sgsnFunctionGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>






<element name="sgsnFunctionExternalGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





</sequence>




</group>




<group name="SgsnFunctionContainment">





<choice>






<group ref="xn:ManagedFunctionContainment"/>






<element ref="cn:SgsnFunctionOptionallyContainedNrmClass"/>





</choice>




</group>




<element name="SgsnFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">





<complexType>






<complexContent>







<extension base="xn:NrmClass">








<sequence>









<group ref="cn:SgsnFunctionAttributes"/>









<group ref="cn:SgsnFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>








</sequence>







</extension>






</complexContent>





</complexType>




</element>




<element name="SgsnFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


E.2.3.3
Schema Trailer



The Schema Trailer component shall be the following:



</schema>


E.2.4
Vendor Specific Object Model Extensions



All vendor specified objects shall either be inherited from a 3GPP specified object (at a minimum, the object is inherited from Top) or is directly or indirectly inherited from a 3GPP specified object.



All 3GPP specified objects, unless stated otherwise, may be subclassed.



It is not possible to change the objects that can contain the 3GPP specified objects (or their subclasses). As an example, it is not allowed to subclass the ManagedElement object (see 3GPP TS 32.622) and contain the new object underneath ManagementNode.



It is not possible to remove attributes or redefine attribute types via subclassing. It is not possible to remove which objects may be contained underneath an object via subclassing. It is allowed to add new attributes (with unique names) and to add new objects that may be contained underneath an object) via subclassing.



E.2.4.1
Developing Vendor Specific NRM XSD Documents



TBD



E.2.4.2
Sample Vendor Specific NRM XSD Document



In this example, the MscServerFunction object is subclassed and the new object is named newMscServerFunction. Two new attributes are added: Administrative State and Operational State. Administrative State and Operational State are defined in 3GPP TS 32.675.



<?xml version="1.0" encoding="UTF-8"?>



<!—



Vendor Specified Subclasses Of 3GPP TS 32.635 Objects



CM Configuration data file NRM-specific XML



VScoreNrm.xsd



-->



<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP" xmlns:vn="VScoreNrm" targetNamespace="VScoreNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">




<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>




<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP"/>




<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"/>




<group name="newMscServerFunctionAttributes">





<sequence>






<group ref="cn:MscServerFunctionAttributes"/>






<element name="administrativeState" type="sm:administrativeStateType" minOccurs="0" maxOccurs="1"/>






<element name="operationalState" type="sm:operationalStateType" minOccurs="0" maxOccurs="1"/>





</sequence>




</group>




<group name="newMscServerFunctionContainment">





<choice>






<group ref="cn:MscServerFunctionContainment"/>






<element ref="vn:newMscServerFunctionOptionallyContainedNrmClass"/>





</choice>




</group>




<element name="newMscServerFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">





<complexType>






<complexContent>







<extension base="xn:NrmClass">








<sequence>









<group ref="vn:newMscServerFunctionAttributes"/>









<group ref="vn:newMscServerFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>








</sequence>







</extension>






</complexContent>





</complexType>




</element>




<element name="newMscServerFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



</schema>


E.2.4.3
Sample Vendor Specific NRM XML Document



This provides a sample NRM XML document using the above VScoreNrm.xsd as a reference.



<?xml version="1.0" encoding="UTF-8"?>



<bulkCmConfigDataFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:vn="VScoreNrm" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData.xsd VScoreNrm VScoreNrm.xsd">




<fileHeader fileFormatVersion="32.615 V6.3" senderName="String" vendorName="String"/>




<configData dnPrefix="String">





<xn:SubNetwork id="1" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>






<xn:setOfMcc>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>






</xn:setOfMcc>






<xn:ManagedElement id="4" modifier="create">







<xn:managedElementType>








<xn:Item>newMscServer</xn:Item>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</xn:managedBy>







<vn:newMscServerFunction id="5" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:mccList>









<xn:Item>1</xn:Item>








</cn:mccList>








<cn:mncList>









<xn:Item>2</xn:Item>








</cn:mncList>








<cn:lacList>









<xn:Item>16543</xn:Item>








</cn:lacList>








<cn:sacList>









<xn:Item>150</xn:Item>








</cn:sacList>








<cn:gcaList>









<xn:Item>10</xn:Item>








</cn:gcaList>








<cn:mscId>10000</cn:mscId>








<cn:mscServerFunctionGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionGsmCell>








<cn:mscServerFunctionExternalGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionExternalGsmCell>








<cn:mscServerFunctionCsMgwFunction>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionCsMgwFunction>








<vn:administrativeState>locked</vn:administrativeState>








<vn:operationalState>enabled</vn:operationalState>







</vn:newMscServerFunction>






</xn:ManagedElement>





</xn:SubNetwork>




</configData>




<fileFooter dateTime="2001-12-17T09:30:47.0Z"/>



</bulkCmConfigDataFile>


3. Other Items



1. fileFormatVersion needs to contain a sequence of file versions, one for each XSD document referenced.



Things To Add:



1. Add an example of a VsDataContainer underneath MscServerFunction containing Operational State and Administrative State.



2. Add rules for vendor subclassing – verify subclassing of top objects – add name rules for file names, reference names



3. Update 32.150 write-up to reflect latest files



4. Update 32.150 write-up to reflect Notification Log XSD Files



4. Sample 3GPP XSD Files Allowing Subclassing



4.1 configData.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


3GPP TS 32.615 Bulk CM IRP



Configuration data file base XML schema



configData.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" xmlns:stn="http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm" xmlns:in="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm" xmlns:tn="http://www.3gpp.org/ftp/specs/archive/32_series/32.715#transportNrm" xmlns:ns1="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.175#sumNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData" elementFormDefault="qualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.715#transportNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.175#sumNrm"/>



<!-- Configuration data file root XML element -->



<element name="bulkCmConfigDataFile">




<complexType>





<sequence>






<element name="fileHeader">







<complexType>








<attribute name="fileFormatVersion" type="string" use="required"/>








<attribute name="senderName" type="string" use="optional"/>








<attribute name="vendorName" type="string" use="optional"/>







</complexType>






</element>






<element name="configData" maxOccurs="unbounded">







<complexType>








<choice>









<element ref="xn:SubNetwork"/>









<element ref="xn:MeContext"/>









<element ref="xn:ManagedElement"/>









<element ref="xn:SubNetworkSubclassedNrmClass"/>









<element ref="xn:MeContextSubclassedNrmClass"/>









<element ref="xn:ManagedElementSubclassedNrmClass"/>








</choice>








<attribute name="dnPrefix" type="string" use="optional"/>







</complexType>






</element>






<element name="fileFooter">







<complexType>








<attribute name="dateTime" type="dateTime" use="required"/>







</complexType>






</element>





</sequence>




</complexType>



</element>


</schema>


4.2 genericNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.625 Generic Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 genericNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" xmlns:in="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm"/>



<simpleType name="modifierType">




<restriction base="string">





<enumeration value="create"/>





<enumeration value="delete"/>





<enumeration value="update"/>




</restriction>



</simpleType>



<complexType name="StringSet">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Item" type="string"/>




</sequence>



</complexType>



<simpleType name="Dn">




<restriction base="string">





<maxLength value="400"/>




</restriction>



</simpleType>



<complexType name="DnList">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Dn" type="xn:Dn"/>




</sequence>



</complexType>



<simpleType name="LinkTypeType">




<list>





<simpleType>






<restriction base="string">







<enumeration value="Signalling"/>







<enumeration value="Bearer"/>







<enumeration value="OAM_AND_P"/>







<enumeration value="Other"/>






</restriction>





</simpleType>




</list>



</simpleType>



<!-- VsDataContainer NRM class vsData attribute associated empty XML element -->



<complexType name="vsData"/>



<element name="vsData" type="xn:vsData"/>



<complexType name="NrmClass">




<attribute name="modifier" type="xn:modifierType" use="optional"/>




<attribute name="id" type="string" use="required"/>



</complexType>



<complexType name="LongSet">




<sequence minOccurs="0" maxOccurs="unbounded">





<element name="Item" type="long"/>




</sequence>



</complexType>



<group name="TopAttributes">




<sequence>


</sequence>



</group>



<group name="TopContainment">




<choice>


</choice>



</group>



<group name="ManagedFunctionAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ManagedFunctionContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="xn:ManagedFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ManagedFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="LinkAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="aEnd" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="zEnd" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="linkType" type="xn:LinkTypeType" minOccurs="0" maxOccurs="1"/>





<element name="protocolName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="protocolVersion" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="LinkContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="xn:LinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="LinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SubNetworkAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userDefinedNetworkType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="setOfMcc" type="xn:StringSet" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SubNetworkContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:SubNetwork"/>





<element ref="xn:ManagedElement"/>





<element ref="xn:IRPAgent"/>





<element ref="xn:VsDataContainer"/>





<element ref="gn:ExternalGsmCell"/>





<element ref="xn:SubNetworkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SubNetwork">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:SubNetworkAttributes"/>








<group ref="xn:SubNetworkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SubNetworkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ManagedElementAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="managedElementType" type="xn:StringSet" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vendorName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userDefinedState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="locationName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="swVersion" type="string" minOccurs="0" maxOccurs="1"/>





<element name="managedBy" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ManagedElementContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:IRPAgent"/>





<element ref="in:InventoryUnit"/>





<element ref="xn:VsDataContainer"/>





<element ref="xn:ManagedElementOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ManagedElement">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:ManagedElementAttributes"/>








<group ref="xn:ManagedElementContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ManagedElementOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="MeContextAttributes">




<sequence>





<group ref="xn:TopAttributes"/>




</sequence>



</group>



<group name="MeContextContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:ManagedElement"/>





<element ref="xn:MeContextOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MeContext" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:MeContextAttributes"/>








<group ref="xn:MeContextContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MeContextOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ManagementNodeAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vendorName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userDefinedState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="locationName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="managedElements" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="swVersion" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ManagementNodeContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:IRPAgent"/>





<element ref="xn:VsDataContainer"/>





<element ref="xn:ManagementNodeOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ManagementNode" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:ManagementNodeAttributes"/>








<group ref="xn:ManagementNodeContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ManagementNodeOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IRPAgentAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="systemDN" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IRPAgentContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:IRPAgentOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IRPAgent">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:IRPAgentAttributes"/>








<group ref="xn:IRPAgentContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IRPAgentOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="VsDataContainerAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="vsDataType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vsDataFormatVersion" type="string" minOccurs="0" maxOccurs="1"/>





<element ref="xn:vsData" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="VsDataContainerContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="xn:VsDataContainerOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="VsDataContainer">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="xn:VsDataContainerAttributes"/>








<group ref="xn:VsDataContainerContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="VsDataContainerOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<element name="SubNetworkSubclassedNrmClass" type="xn:NrmClass" abstract="true"/>



<element name="MeContextSubclassedNrmClass" type="xn:NrmClass" abstract="true"/>



<element name="ManagedElementSubclassedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.3 coreNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.635 Core Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 coreNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<!-- Core Network Resources IRP NRM class associated XML elements -->



<group name="MscServerFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="mccList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="mncList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="lacList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="sacList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="gcaList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="mscId" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mscServerFunctionGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="mscServerFunctionExternalGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="mscServerFunctionCsMgwFunction" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="MscServerFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:MscServerFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MscServerFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:MscServerFunctionAttributes"/>








<group ref="cn:MscServerFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MscServerFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="HlrFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="HlrFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:HlrFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="HlrFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:HlrFunctionAttributes"/>








<group ref="cn:HlrFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="HlrFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="VlrFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="VlrFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:VlrFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="VlrFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:VlrFunctionAttributes"/>








<group ref="cn:VlrFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="VlrFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="AucFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="AucFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:AucFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="AucFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:AucFunctionAttributes"/>








<group ref="cn:AucFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="AucFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="EirFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="EirFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:EirFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="EirFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:EirFunctionAttributes"/>








<group ref="cn:EirFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="EirFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SmsIwmscFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SmsIwmscFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SmsIwmscFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SmsIwmscFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SmsIwmscFunctionAttributes"/>








<group ref="cn:SmsIwmscFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SmsIwmscFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SmsGmscFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SmsGmscFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SmsGmscFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SmsGmscFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SmsGmscFunctionAttributes"/>








<group ref="cn:SmsGmscFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SmsGmscFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GmscFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="GmscFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:GmscFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GmscFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:GmscFunctionAttributes"/>








<group ref="cn:GmscFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GmscFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SgsnFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="mccList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="mncList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="lacList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="racList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="sacList" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="sgsnId" type="long" minOccurs="0" maxOccurs="1"/>





<element name="sgsnFunctionGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="sgsnFunctionExternalGsmCell" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SgsnFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SgsnFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SgsnFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SgsnFunctionAttributes"/>








<group ref="cn:SgsnFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SgsnFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GgsnFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="GgsnFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:GgsnFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GgsnFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:GgsnFunctionAttributes"/>








<group ref="cn:GgsnFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GgsnFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="BgFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="BgFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:BgFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="BgFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:BgFunctionAttributes"/>








<group ref="cn:BgFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="BgFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SmlcFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SmlcFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SmlcFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SmlcFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SmlcFunctionAttributes"/>








<group ref="cn:SmlcFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SmlcFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GmlcFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="GmlcFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:GmlcFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GmlcFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:GmlcFunctionAttributes"/>








<group ref="cn:GmlcFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GmlcFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ScfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="ScfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:ScfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ScfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:ScfFunctionAttributes"/>








<group ref="cn:ScfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ScfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IucsLinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="connectedRnc" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="connectedBss" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IucsLinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:IucsLinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IucsLink" substitutionGroup="cn:MscServerFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:IucsLinkAttributes"/>








<group ref="cn:IucsLinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IucsLinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IupsLinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="connectedRnc" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="connectedBss" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IupsLinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:IupsLinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IupsLink" substitutionGroup="cn:SgsnFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:IupsLinkAttributes"/>








<group ref="cn:IupsLinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IupsLinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IubcLinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="connectedRnc" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IubcLinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:IubcLinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IubcLink" substitutionGroup="cn:CbcFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:IubcLinkAttributes"/>








<group ref="cn:IubcLinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IubcLinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ALinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="connectedBss" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ALinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:ALinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ALink" substitutionGroup="cn:MscServerFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:ALinkAttributes"/>








<group ref="cn:ALinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ALinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GbLinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="connectedBss" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="GbLinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:GbLinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GbLink" substitutionGroup="cn:SgsnFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:GbLinkAttributes"/>








<group ref="cn:GbLinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GbLinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SrfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SrfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SrfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SrfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SrfFunctionAttributes"/>








<group ref="cn:SrfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SrfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CbcFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="CbcFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:CbcFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CbcFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:CbcFunctionAttributes"/>








<group ref="cn:CbcFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CbcFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CgfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="CgfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:CgfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CgfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:CgfFunctionAttributes"/>








<group ref="cn:CgfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CgfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ImsMgwFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="ImsMgwFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:ImsMgwFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ImsMgwFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:ImsMgwFunctionAttributes"/>








<group ref="cn:ImsMgwFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ImsMgwFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GmscServerFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="GmscServerFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:GmscServerFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GmscServerFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:GmscServerFunctionAttributes"/>








<group ref="cn:GmscServerFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GmscServerFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IwfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="IwfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:IwfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IwfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:IwfFunctionAttributes"/>








<group ref="cn:IwfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IwfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="MnpSrfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="MnpSrfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:MnpSrfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MnpSrfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:MnpSrfFunctionAttributes"/>








<group ref="cn:MnpSrfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MnpSrfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="NpdbFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="NpdbFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:NpdbFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="NpdbFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:NpdbFunctionAttributes"/>








<group ref="cn:NpdbFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="NpdbFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SgwFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SgwFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SgwFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SgwFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SgwFunctionAttributes"/>








<group ref="cn:SgwFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SgwFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SsfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SsfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SsfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SsfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SsfFunctionAttributes"/>








<group ref="cn:SsfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SsfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="BsFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="BsFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:BsFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="BsFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:BsFunctionAttributes"/>








<group ref="cn:BsFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="BsFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CsMgwFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="csMgwFunctionMscServerFunction" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="csMgwFunctionIucsLink" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="csMgwFunctionALink" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="CsMgwFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:CsMgwFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CsMgwFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:CsMgwFunctionAttributes"/>








<group ref="cn:CsMgwFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CsMgwFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ScscfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="ScscfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:ScscfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ScscfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:ScscfFunctionAttributes"/>








<group ref="cn:ScscfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ScscfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="PcscfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="PcscfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:PcscfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="PcscfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:PcscfFunctionAttributes"/>








<group ref="cn:PcscfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="PcscfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IcscfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="IcscfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:IcscfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IcscfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:IcscfFunctionAttributes"/>








<group ref="cn:IcscfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IcscfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SlfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SlfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:SlfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SlfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:SlfFunctionAttributes"/>








<group ref="cn:SlfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SlfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="BgcfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="BgcfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:BgcfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="BgcfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:BgcfFunctionAttributes"/>








<group ref="cn:BgcfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="BgcfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="MrfcFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="MrfcFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:MrfcFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MrfcFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:MrfcFunctionAttributes"/>








<group ref="cn:MrfcFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MrfcFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="MrfpFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="MrfpFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:MrfpFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MrfpFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:MrfpFunctionAttributes"/>








<group ref="cn:MrfpFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MrfpFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="AsFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="AsFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:AsFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="AsFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:AsFunctionAttributes"/>








<group ref="cn:AsFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="AsFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="MgcfFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="MgcfFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="cn:MgcfFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MgcfFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:MgcfFunctionAttributes"/>








<group ref="cn:MgcfFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MgcfFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_As_AucAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_As_AucContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_As_AucOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_As_Auc" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_As_AucAttributes"/>








<group ref="cn:Link_As_AucContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_As_AucOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_As_HlrAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_As_HlrContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_As_HlrOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_As_Hlr" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_As_HlrAttributes"/>








<group ref="cn:Link_As_HlrContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_As_HlrOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_As_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_As_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_As_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_As_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_As_ScscfAttributes"/>








<group ref="cn:Link_As_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_As_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_As_SlfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_As_SlfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_As_SlfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_As_Slf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_As_SlfAttributes"/>








<group ref="cn:Link_As_SlfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_As_SlfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Bgcf_BgcfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Bgcf_BgcfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Bgcf_BgcfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Bgcf_Bgcf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Bgcf_BgcfAttributes"/>








<group ref="cn:Link_Bgcf_BgcfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Bgcf_BgcfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Bgcf_ImsMgwAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Bgcf_ImsMgwContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Bgcf_ImsMgwOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Bgcf_ImsMgw" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Bgcf_ImsMgwAttributes"/>








<group ref="cn:Link_Bgcf_ImsMgwContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Bgcf_ImsMgwOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Bgcf_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Bgcf_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Bgcf_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Bgcf_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Bgcf_ScscfAttributes"/>








<group ref="cn:Link_Bgcf_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Bgcf_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Hlr_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Hlr_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Hlr_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Hlr_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Hlr_ScscfAttributes"/>








<group ref="cn:Link_Hlr_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Hlr_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Icscf_SlfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Icscf_SlfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Icscf_SlfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Icscf_Slf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Icscf_SlfAttributes"/>








<group ref="cn:Link_Icscf_SlfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Icscf_SlfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_ImsMgw_MgcfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_ImsMgw_MgcfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_ImsMgw_MgcfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_ImsMgw_Mgcf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_ImsMgw_MgcfAttributes"/>








<group ref="cn:Link_ImsMgw_MgcfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_ImsMgw_MgcfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_ImsMgw_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_ImsMgw_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_ImsMgw_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_ImsMgw_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_ImsMgw_ScscfAttributes"/>








<group ref="cn:Link_ImsMgw_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_ImsMgw_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Mrfc_MrfpAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Mrfc_MrfpContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Mrfc_MrfpOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Mrfc_Mrfp" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Mrfc_MrfpAttributes"/>








<group ref="cn:Link_Mrfc_MrfpContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Mrfc_MrfpOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Mrfc_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Mrfc_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Mrfc_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Mrfc_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Mrfc_ScscfAttributes"/>








<group ref="cn:Link_Mrfc_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Mrfc_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Scscf_ScscfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Scscf_ScscfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Scscf_ScscfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Scscf_Scscf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Scscf_ScscfAttributes"/>








<group ref="cn:Link_Scscf_ScscfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Scscf_ScscfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="Link_Scscf_SlfAttributes">




<sequence>





<group ref="xn:LinkAttributes"/>




</sequence>



</group>



<group name="Link_Scscf_SlfContainment">




<choice>





<group ref="xn:LinkContainment"/>





<element ref="cn:Link_Scscf_SlfOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="Link_Scscf_Slf" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="cn:Link_Scscf_SlfAttributes"/>








<group ref="cn:Link_Scscf_SlfContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="Link_Scscf_SlfOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.4 sumNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.175 Sum Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 sumNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.175#sumNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.175#sumNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<!-- Specification needs to define specific types for each of these attributes -->



<group name="SuMServiceAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="agreement-contract" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMServiceContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CSServiceAttributes">




<sequence>





<group ref="sm:SuMServiceAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobileStationCategory" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lMUIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriberStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddresslistForODB" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfBearerService" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="bCAllocation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfOutgoingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfIncomingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRoaming" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfPremiumRateCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfSupplementaryServiceManagement" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRegistrationOfCallForwarding" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfInvocationOfCallTransfer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="operatorDeterminedBarringPLMNspecificData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vGCSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vBSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="broadcastCallInitiationAllowedList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="originatingCAMELSubscriptionInformationOCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="terminatingCAMELSubscriptionInformationTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vMSCTerminatingCAMELSubscriptionInformationVTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="locationInformationSubscriberStateInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDCAMELSubscriptionInformationUCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sSInvocationNotificationSSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="translationInformationFlagTIFCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dialledServiceCAMELSubscriptionInformationDCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDGeneralCAMELServiceInformationUGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSIVLRNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="iSTAlertTimer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="cSAllocationRetentionpriority" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="CSServiceContainment">




<choice>





<group ref="sm:SuMServiceContainment"/>





<element ref="sm:SuMCSSupplService"/>





<element ref="sm:CSServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CSService" substitutionGroup="sm:ServiceProviderFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:CSServiceAttributes"/>








<group ref="sm:CSServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CSServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="PSServiceAttributes">




<sequence>





<group ref="sm:SuMServiceAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gGSNNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionofTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="transferofSMoption" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringofPacketOrientedServices" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessPointName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNAddressAllowed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="qualityofServiceSubscribed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPContextChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gPRSCAMELSubscriptionInformationGPRSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobilityManagementforGPRSeventnotificationMGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mGCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APN" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPaddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANTunnelling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANDirectIPAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wAPNAuthorised" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNBarringType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNChargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessIndependenceFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="i-WLANAccessType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="PSServiceContainment">




<choice>





<group ref="sm:SuMServiceContainment"/>





<element ref="sm:SuMPSSupplService"/>





<element ref="sm:PSServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="PSService" substitutionGroup="sm:ServiceProviderFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:PSServiceAttributes"/>








<group ref="sm:PSServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="PSServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IMSServiceAttributes">




<sequence>





<group ref="sm:SuMServiceAttributes"/>





<element name="barringIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="registrationStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sCSCFName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serverCapabilities" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedMediaProfileIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="initialFilterCriteria" type="string" minOccurs="0" maxOccurs="1"/>





<element name="applicationServerInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vTIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dIMCS" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gBAUserSecuritySettings" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userPublicIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAAuthorizationflag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="keyLifetime" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uICCSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="nAFGroupIdentity" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IMSServiceContainment">




<choice>





<group ref="sm:SuMServiceContainment"/>





<element ref="sm:IMSServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IMSService" substitutionGroup="sm:ServiceProviderFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:IMSServiceAttributes"/>








<group ref="sm:IMSServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IMSServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMSubscribedServiceAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="description-service" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="agreement-offer" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMSubscribedServiceContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMSubscribedServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMSubscribedServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CSSubscribedServiceAttributes">




<sequence>





<group ref="sm:SuMSubscribedServiceAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobileStationCategory" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lMUIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriberStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddresslistForODB" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfBearerService" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="bCAllocation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfOutgoingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfIncomingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRoaming" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfPremiumRateCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfSupplementaryServiceManagement" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRegistrationOfCallForwarding" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfInvocationOfCallTransfer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="operatorDeterminedBarringPLMNspecificData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vGCSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vBSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="broadcastCallInitiationAllowedList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="originatingCAMELSubscriptionInformationOCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="terminatingCAMELSubscriptionInformationTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vMSCTerminatingCAMELSubscriptionInformationVTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="locationInformationSubscriberStateInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDCAMELSubscriptionInformationUCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sSInvocationNotificationSSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="translationInformationFlagTIFCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dialledServiceCAMELSubscriptionInformationDCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDGeneralCAMELServiceInformationUGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSIVLRNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="iSTAlertTimer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="cSAllocationRetentionpriority" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="CSSubscribedServiceContainment">




<choice>





<group ref="sm:SuMSubscribedServiceContainment"/>





<element ref="sm:SuMCSSupplService"/>





<element ref="sm:CSSubscribedServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CSSubscribedService" substitutionGroup="sm:SuMSubscriberProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:CSSubscribedServiceAttributes"/>








<group ref="sm:CSSubscribedServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CSSubscribedServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="PSSubscribedServiceAttributes">




<sequence>





<group ref="sm:SuMSubscribedServiceAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gGSNNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionofTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="transferofSMoption" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringofPacketOrientedServices" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessPointName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNAddressAllowed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="qualityofServiceSubscribed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPContextChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gPRSCAMELSubscriptionInformationGPRSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobilityManagementforGPRSeventnotificationMGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mGCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APN" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPaddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANTunnelling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANDirectIPAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wAPNAuthorised" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNBarringType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNChargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessIndependenceFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="i-WLANAccessType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="PSSubscribedServiceContainment">




<choice>





<group ref="sm:SuMSubscribedServiceContainment"/>





<element ref="sm:SuMPSSupplService"/>





<element ref="sm:PSSubscribedServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="PSSubscribedService" substitutionGroup="sm:SuMSubscriberProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:PSSubscribedServiceAttributes"/>








<group ref="sm:PSSubscribedServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="PSSubscribedServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IMSSubscribedServiceAttributes">




<sequence>





<group ref="sm:SuMSubscribedServiceAttributes"/>





<element name="barringIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="registrationStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sCSCFName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serverCapabilities" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedMediaProfileIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="initialFilterCriteria" type="string" minOccurs="0" maxOccurs="1"/>





<element name="applicationServerInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vTIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dIMCS" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gBAUserSecuritySettings" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userPublicIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAAuthorizationflag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="keyLifetime" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uICCSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="nAFGroupIdentity" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IMSSubscribedServiceContainment">




<choice>





<group ref="sm:SuMSubscribedServiceContainment"/>





<element ref="sm:IMSSubscribedServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IMSSubscribedService" substitutionGroup="sm:SuMSubscriberProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:IMSSubscribedServiceAttributes"/>








<group ref="sm:IMSSubscribedServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IMSSubscribedServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMSubscriberProfileAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="suMSubscriberProfileInfo" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMSubscriberProfileContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMSubscriberProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMSubscriberProfile" substitutionGroup="sm:SubscriptionFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:SuMSubscriberProfileAttributes"/>








<group ref="sm:SuMSubscriberProfileContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SuMSubscriberProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMSubscriptionProfileAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="iMSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDN" type="string" minOccurs="0" maxOccurs="1"/>





<element name="multinumberingMSISDNs" type="string" minOccurs="0" maxOccurs="1"/>





<element name="iMEISV" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privateUserIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="publicIdentity" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMSubscriptionProfileContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMSubscriptionProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMSubscriptionProfile" substitutionGroup="sm:SuMSubscriberProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:SuMSubscriptionProfileAttributes"/>








<group ref="sm:SuMSubscriptionProfileContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SuMSubscriptionProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMServiceProfileAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="description-specification" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMServiceProfileContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMServiceProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMServiceProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="CSServiceProfileAttributes">




<sequence>





<group ref="sm:SuMServiceProfileAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vLRNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSCNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSCAreaRestrictedFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oDBinducedBarringData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="roamingRestrictionDueToUnsupportedFeature" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ageIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lMSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobileStationCategory" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lMUIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mNRR" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriberStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="notificationToCSEFlagForODB" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddresslistForODB" type="string" minOccurs="0" maxOccurs="1"/>





<element name="messagesWaitingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobileStationNotReachableFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="memoryCapacityExceededFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="traceReference" type="string" minOccurs="0" maxOccurs="1"/>





<element name="traceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="operationsSystemsIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="hLRTraceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mAPErrorOnTrace" type="string" minOccurs="0" maxOccurs="1"/>





<element name="traceActivatedInVLR" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfBearerService" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionOfTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="bCAllocation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="checkSSIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSPurgedForNonGPRSFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfOutgoingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfIncomingCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRoaming" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfPremiumRateCalls" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfSupplementaryServiceManagement" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfRegistrationOfCallForwarding" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringOfInvocationOfCallTransfer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="operatorDeterminedBarringPLMNspecificData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vGCSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vBSGroupMembershipList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="broadcastCallInitiationAllowedList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="originatingCAMELSubscriptionInformationOCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="terminatingCAMELSubscriptionInformationTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vMSCTerminatingCAMELSubscriptionInformationVTCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="locationInformationSubscriberStateInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDCAMELSubscriptionInformationUCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sSInvocationNotificationSSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="translationInformationFlagTIFCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dialledServiceCAMELSubscriptionInformationDCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uSSDGeneralCAMELServiceInformationUGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sSCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vTCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="shortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOSMSCSIVLRNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSIVLRNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vLRSupportedCAMELPhases" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vLROfferedCAMEL4CSIs" type="string" minOccurs="0" maxOccurs="1"/>





<element name="iSTAlertTimer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="cSAllocationRetentionpriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TraceReference2" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TraceDepth" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ListofNeTypestoTrace" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TriggeringEvents" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ListofInterfacestoTrace" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="CSServiceProfileContainment">




<choice>





<group ref="sm:SuMServiceProfileContainment"/>





<element ref="sm:SuMCSSupplService"/>





<element ref="sm:CSServiceProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="CSServiceProfile" substitutionGroup="sm:SuMSubscriptionProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:CSServiceProfileAttributes"/>








<group ref="sm:CSServiceProfileContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="CSServiceProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="PSServiceProfileAttributes">




<sequence>





<group ref="sm:SuMServiceProfileAttributes"/>





<element name="networkAccessMode" type="string" minOccurs="0" maxOccurs="1"/>





<element name="basicMSISDNIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSISDNAlertIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vLRNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSCNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscriptionRestriction" type="string" minOccurs="0" maxOccurs="1"/>





<element name="rSZIlists" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSCAreaRestrictedFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oDBinducedBarringData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="roamingRestrictionDueToUnsupportedFeature" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAPreferentialAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeSupportIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAOnlyAccessIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="lSAActiveModeIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessRestrictionData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="privacyExceptionList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gMLCNumbers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOLRList" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceTypes" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ageIndicator" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sGSNNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gGSNNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sGSNarearestrictedflag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="roamingRestrictedintheSGSNduetounsupportedfeature" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mNRG" type="string" minOccurs="0" maxOccurs="1"/>





<element name="traceActivatedinSGSN" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisionofTeleservice" type="string" minOccurs="0" maxOccurs="1"/>





<element name="transferofSMoption" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mSpurgedforGPRSflag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="barringofPacketOrientedServices" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessPointName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vPLMNAddressAllowed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gGSNlist" type="string" minOccurs="0" maxOccurs="1"/>





<element name="qualityofServiceSubscribed" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPContextIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="pDPContextChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gPRSCAMELSubscriptionInformationGPRSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mOSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mTSMSCSISGSNNegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mobilityManagementforGPRSeventnotificationMGCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="mGCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gPRSCSINegotiatedCAMELCapabilityHandling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sGSNSupportedCAMELPhases" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sGSNOfferedCAMEL4CSIs" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedChargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APN" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="a3GPPAAAServerName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPaddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANTunnelling" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANDirectIPAccess" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wAPNAuthorised" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNBarringType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="w-APNChargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="wLANUERemoteIPAddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="accessIndependenceFlag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="i-WLANAccessType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingData" type="string" minOccurs="0" maxOccurs="1"/>





<element name="chargingCharacteristics" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryOCSChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TraceReference2" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TraceDepth" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ListofNeTypestoTrace" type="string" minOccurs="0" maxOccurs="1"/>





<element name="TriggeringEvents" type="string" minOccurs="0" maxOccurs="1"/>





<element name="ListofInterfacestoTrace" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="PSServiceProfileContainment">




<choice>





<group ref="sm:SuMServiceProfileContainment"/>





<element ref="sm:SuMPSSupplService"/>





<element ref="sm:PSServiceProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="PSServiceProfile" substitutionGroup="sm:SuMSubscriptionProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:PSServiceProfileAttributes"/>








<group ref="sm:PSServiceProfileContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="PSServiceProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IMSServiceProfileAttributes">




<sequence>





<group ref="sm:SuMServiceProfileAttributes"/>





<element name="barringIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="listofauthorizedvisitednetworkidentifiers" type="string" minOccurs="0" maxOccurs="1"/>





<element name="registrationStatus" type="string" minOccurs="0" maxOccurs="1"/>





<element name="sCSCFName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="diameterClientAddressofSCSCF" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serverCapabilities" type="string" minOccurs="0" maxOccurs="1"/>





<element name="subscribedMediaProfileIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="initialFilterCriteria" type="string" minOccurs="0" maxOccurs="1"/>





<element name="applicationServerInformation" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceIndication" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryEventChargingFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="primaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="secondaryChargingCollectionFunctionName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gsmSCFaddressforIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="iMSSFaddressforIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="oIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vTIMCSI" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dIMCS" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAServiceIdentifier" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gBAUserSecuritySettings" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="userPublicIdentity" type="string" minOccurs="0" maxOccurs="1"/>





<element name="gAAAuthorizationflag" type="string" minOccurs="0" maxOccurs="1"/>





<element name="keyLifetime" type="string" minOccurs="0" maxOccurs="1"/>





<element name="uICCSecuritySetting" type="string" minOccurs="0" maxOccurs="1"/>





<element name="nAFGroupIdentity" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IMSServiceProfileContainment">




<choice>





<group ref="sm:SuMServiceProfileContainment"/>





<element ref="sm:IMSServiceProfileOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IMSServiceProfile" substitutionGroup="sm:SuMSubscriptionProfileOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:IMSServiceProfileAttributes"/>








<group ref="sm:IMSServiceProfileContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IMSServiceProfileOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ServiceProviderFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="ServiceProviderFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="sm:ServiceProviderFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ServiceProviderFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:ServiceProviderFunctionAttributes"/>








<group ref="sm:ServiceProviderFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ServiceProviderFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SubscriptionFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="SubscriptionFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="sm:SubscriptionFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SubscriptionFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:SubscriptionFunctionAttributes"/>








<group ref="sm:SubscriptionFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SubscriptionFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMCSSupplServiceAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="sS-Code" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisioningState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="activationState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="registrationState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="overrideCategory" type="string" minOccurs="0" maxOccurs="1"/>





<element name="cLIRestrictionOption" type="string" minOccurs="0" maxOccurs="1"/>





<element name="forwarded-toNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="forwarded-toSubaddress" type="string" minOccurs="0" maxOccurs="1"/>





<element name="noReplyConditionTimer" type="string" minOccurs="0" maxOccurs="1"/>





<element name="maximumEntitledPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="defaultPriority" type="string" minOccurs="0" maxOccurs="1"/>





<element name="nbrUser" type="string" minOccurs="0" maxOccurs="1"/>





<element name="nbrSB" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMCSSupplServiceContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMCSSupplServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMCSSupplService">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:SuMCSSupplServiceAttributes"/>








<group ref="sm:SuMCSSupplServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SuMCSSupplServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SuMPSSupplServiceAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="sS-Code" type="string" minOccurs="0" maxOccurs="1"/>





<element name="provisioningState" type="string" minOccurs="0" maxOccurs="1"/>





<element name="activationState" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SuMPSSupplServiceContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="sm:SuMPSSupplServiceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SuMPSSupplService">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="sm:SuMPSSupplServiceAttributes"/>








<group ref="sm:SuMPSSupplServiceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SuMPSSupplServiceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.5 utranNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.645 UTRAN Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 utranNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP" xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP"/>



<!-- UTRAN Network Resources IRP NRM attribute related XML types -->



<simpleType name="LocalCellId">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="268435455"/>




</restriction>



</simpleType>



<simpleType name="CId">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="65535"/>




</restriction>



</simpleType>



<simpleType name="UarfcnAnyMode">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="16383"/>




</restriction>



</simpleType>



<simpleType name="PrimaryScramblingCode">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="511"/>




</restriction>



</simpleType>



<simpleType name="PrimaryCpichPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-10"/>





<maxInclusive value="+50"/>




</restriction>



</simpleType>



<simpleType name="MaximumTransmissionPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="0"/>





<maxInclusive value="50"/>




</restriction>



</simpleType>



<simpleType name="PrimarySchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-35"/>





<maxInclusive value="+15"/>




</restriction>



</simpleType>



<simpleType name="SecondarySchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-35"/>





<maxInclusive value="+15"/>




</restriction>



</simpleType>



<simpleType name="BchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-35"/>





<maxInclusive value="+15"/>




</restriction>



</simpleType>



<simpleType name="Lac">




<union>





<simpleType>






<restriction base="integer">







<minInclusive value="1"/>







<maxInclusive value="65533"/>






</restriction>





</simpleType>





<simpleType>






<restriction base="integer">







<minInclusive value="65535"/>







<maxInclusive value="65535"/>






</restriction>





</simpleType>




</union>



</simpleType>



<simpleType name="Rac">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="255"/>




</restriction>



</simpleType>



<simpleType name="Sac">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="65535"/>




</restriction>



</simpleType>



<complexType name="UraList">




<sequence>





<element name="Ura" maxOccurs="8">






<simpleType>







<restriction base="integer">








<minInclusive value="0"/>








<maxInclusive value="65535"/>







</restriction>






</simpleType>





</element>




</sequence>



</complexType>



<simpleType name="CellMode">




<restriction base="string">





<enumeration value="FDDMode"/>





<enumeration value="3-84McpsTDDMode"/>





<enumeration value="1-28McpsTDDMode"/>




</restriction>



</simpleType>



<simpleType name="CellParameterId">




<restriction base="integer">





<minInclusive value="0"/>





<maxInclusive value="127"/>




</restriction>



</simpleType>



<simpleType name="PrimaryCcpchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-15"/>





<maxInclusive value="+40"/>




</restriction>



</simpleType>



<simpleType name="DwPchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-15"/>





<maxInclusive value="+40"/>




</restriction>



</simpleType>



<simpleType name="SchPower">




<restriction base="decimal">





<fractionDigits value="1"/>





<minInclusive value="-35"/>





<maxInclusive value="+15"/>




</restriction>



</simpleType>



<complexType name="TimeSlotList">




<sequence>





<element name="TimeSlot" maxOccurs="15">






<complexType>







<all>








<element name="TimeSlotId">









<simpleType>










<restriction base="integer">











<minInclusive value="0"/>











<maxInclusive value="14"/>










</restriction>









</simpleType>








</element>








<element name="TimeSlotDirection">









<simpleType>










<restriction base="string">











<enumeration value="UL"/>











<enumeration value="DL"/>










</restriction>









</simpleType>








</element>








<element name="TimeSlotStatus">









<simpleType>










<restriction base="string">











<enumeration value="Active"/>











<enumeration value="Not-Active"/>










</restriction>









</simpleType>








</element>







</all>






</complexType>





</element>




</sequence>



</complexType>



<simpleType name="AngleValue">




<restriction base="short">





<minInclusive value="0"/>





<maxInclusive value="3600"/>




</restriction>



</simpleType>



<simpleType name="RetGroupName">




<restriction base="string">





<maxLength value="80"/>




</restriction>



</simpleType>



<simpleType name="Bearing">




<restriction base="short">





<minInclusive value="0"/>





<maxInclusive value="360"/>




</restriction>



</simpleType>



<!-- UTRAN Network Resources IRP NRM class associated XML elements -->



<group name="RncFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="mcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mnc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rncId" type="long" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="RncFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:RncFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="RncFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:RncFunctionAttributes"/>








<group ref="un:RncFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="RncFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="NodeBFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="nodeBFunction-IubLink" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="NodeBFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:NodeBFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="NodeBFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:NodeBFunctionAttributes"/>








<group ref="un:NodeBFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="NodeBFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="UtranCellAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="cId" type="un:CId" minOccurs="0" maxOccurs="1"/>





<element name="localCellId" type="un:LocalCellId" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnUl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnDl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="primaryScramblingCode" type="un:PrimaryScramblingCode" minOccurs="0" maxOccurs="1"/>





<element name="primaryCpichPower" type="un:PrimaryCpichPower" minOccurs="0" maxOccurs="1"/>





<element name="retAntennaFunctionList" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="maximumTransmissionPower" type="un:MaximumTransmissionPower" minOccurs="0" maxOccurs="1"/>





<element name="primarySchPower" type="un:PrimarySchPower" minOccurs="0" maxOccurs="1"/>





<element name="secondarySchPower" type="un:SecondarySchPower" minOccurs="0" maxOccurs="1"/>





<element name="bchPower" type="un:BchPower" minOccurs="0" maxOccurs="1"/>





<element name="cellMode" type="un:CellMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcn" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="cellParameterId" type="un:CellParameterId" minOccurs="0" maxOccurs="1"/>





<element name="primaryCcpchPower" type="un:PrimaryCcpchPower" minOccurs="0" maxOccurs="1"/>





<element name="dwPchPower" type="un:DwPchPower" minOccurs="0" maxOccurs="1"/>





<element name="timeSlotList" type="un:TimeSlotList" minOccurs="0" maxOccurs="1"/>





<element name="schPower" type="un:SchPower" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="un:Lac" minOccurs="0" maxOccurs="1"/>





<element name="rac" type="un:Rac" minOccurs="0" maxOccurs="1"/>





<element name="sac" type="un:Sac" minOccurs="0" maxOccurs="1"/>





<element name="uraList" type="un:UraList" minOccurs="0" maxOccurs="1"/>





<element name="utranCell-IubLink" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="operationalState" type="sm:operationalStateType" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="UtranCellContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:UtranRelation"/>





<element ref="gn:GsmRelation"/>





<element ref="un:UtranCellOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="UtranCell" substitutionGroup="un:RncFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:UtranCellAttributes"/>








<group ref="un:UtranCellContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="UtranCellOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="IubLinkAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="iubLink-UtranCell" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="iubLink-NodeBFunction" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="iubLink-ATMChannelTerminationPoint" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="IubLinkContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:IubLinkOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="IubLink" substitutionGroup="un:RncFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:IubLinkAttributes"/>








<group ref="un:IubLinkContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="IubLinkOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<!-- should adjacentCell be a distinguished name? -->



<group name="UtranRelationAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="adjacentCell" type="string" minOccurs="0" maxOccurs="1"/>





<element name="cellMode" type="un:CellMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnUl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnDl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="primaryScramblingCode" type="un:PrimaryScramblingCode" minOccurs="0" maxOccurs="1"/>





<element name="primaryCpichPower" type="un:PrimaryCpichPower" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="un:Lac" minOccurs="0" maxOccurs="1"/>





<element name="uarfcn" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="cellParameterId" type="un:CellParameterId" minOccurs="0" maxOccurs="1"/>





<element name="primaryCcpchPower" type="un:PrimaryCcpchPower" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="UtranRelationContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="un:UtranRelationOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="UtranRelation">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:UtranRelationAttributes"/>








<group ref="un:UtranRelationContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="UtranRelationOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ExternalUtranCellAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="cId" type="un:CId" minOccurs="0" maxOccurs="1"/>





<element name="mcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mnc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rncId" type="long" minOccurs="0" maxOccurs="1"/>





<element name="cellMode" type="un:CellMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnUl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="uarfcnDl" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="primaryScramblingCode" type="un:PrimaryScramblingCode" minOccurs="0" maxOccurs="1"/>





<element name="primaryCpichPower" type="un:PrimaryCpichPower" minOccurs="0" maxOccurs="1"/>





<element name="uarfcn" type="un:UarfcnAnyMode" minOccurs="0" maxOccurs="1"/>





<element name="cellParameterId" type="un:CellParameterId" minOccurs="0" maxOccurs="1"/>





<element name="primaryCcpchPower" type="un:PrimaryCcpchPower" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="un:Lac" minOccurs="0" maxOccurs="1"/>





<element name="rac" type="un:Rac" minOccurs="0" maxOccurs="1"/>





<element name="controllingRnc" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ExternalUtranCellContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:ExternalUtranCellOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ExternalUtranCell" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:ExternalUtranCellAttributes"/>








<group ref="un:ExternalUtranCellContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ExternalUtranCellOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="AntennaFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="retUtranCellList" type="xn:DnList" minOccurs="0" maxOccurs="1"/>





<element name="retTiltValue" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="bearing" type="un:Bearing" minOccurs="0" maxOccurs="1"/>





<element name="maxTiltValue" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="minTiltValue" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="mechanicalOffset" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="retGroupName" type="un:RetGroupName" minOccurs="0" maxOccurs="1"/>





<element name="height" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="baseElevation" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="latitude" type="decimal" minOccurs="0" maxOccurs="1"/>





<element name="longitude" type="decimal" minOccurs="0" maxOccurs="1"/>





<element name="maxAzimuthValue" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="minAzimuthValue" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="horizBeamwidth" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="vertBeamwidth" type="un:AngleValue" minOccurs="0" maxOccurs="1"/>





<element name="patternLabel" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="AntennaFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:AntennaFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="AntennaFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:AntennaFunctionAttributes"/>








<group ref="un:AntennaFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="AntennaFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ExternalRncFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="mcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mnc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rncId" type="long" minOccurs="0" maxOccurs="1"/>





<element name="controlledCellList" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ExternalRncFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="un:ExternalRncFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ExternalRncFunction" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="un:ExternalRncFunctionAttributes"/>








<group ref="un:ExternalRncFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ExternalRncFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.6 geranNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.655 GERAN Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 geranNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP"/>



<group name="BssFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="BssFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="gn:BssFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="BssFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:BssFunctionAttributes"/>








<group ref="gn:BssFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="BssFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="BtsSiteMgrAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="latitude" type="long" minOccurs="0" maxOccurs="1"/>





<element name="longitude" type="long" minOccurs="0" maxOccurs="1"/>





<element name="operationalState" type="sm:operationalStateType" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="BtsSiteMgrContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="gn:BtsSiteMgrOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="BtsSiteMgr" substitutionGroup="gn:BssFunctionOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:BtsSiteMgrAttributes"/>








<group ref="gn:BtsSiteMgrContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="BtsSiteMgrOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GsmCellAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="cellIdentity" type="long" minOccurs="0" maxOccurs="1"/>





<element name="cellAllocation" type="xn:LongSet" minOccurs="0" maxOccurs="1"/>





<element name="ncc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="bcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mnc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rac" type="long" minOccurs="0" maxOccurs="1"/>





<element name="racc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="tsc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rxLevAccessMin" type="long" minOccurs="0" maxOccurs="1"/>





<element name="msTxPwrMaxCCH" type="long" minOccurs="0" maxOccurs="1"/>





<element name="hoppingSequenceNumber" type="long" minOccurs="0" maxOccurs="1"/>





<element name="plmnPermitted" type="long" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="GsmCellContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="gn:GsmRelation"/>





<element ref="un:UtranRelation"/>





<element ref="gn:GsmCellOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GsmCell" substitutionGroup="gn:BtsSiteMgrOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:GsmCellAttributes"/>








<group ref="gn:GsmCellContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GsmCellOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="GsmRelationAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="adjacentCell" type="string" minOccurs="0" maxOccurs="1"/>





<element name="bcchFrequency" type="long" minOccurs="0" maxOccurs="1"/>





<element name="ncc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="bcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="long" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="GsmRelationContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="gn:GsmRelationOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="GsmRelation">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:GsmRelationAttributes"/>








<group ref="gn:GsmRelationContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="GsmRelationOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ExternalGsmCellAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="cellIdentity" type="long" minOccurs="0" maxOccurs="1"/>





<element name="bcchFrequency" type="long" minOccurs="0" maxOccurs="1"/>





<element name="ncc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="bcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="lac" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mcc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="mnc" type="long" minOccurs="0" maxOccurs="1"/>





<element name="rac" type="long" minOccurs="0" maxOccurs="1"/>





<element name="racc" type="long" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ExternalGsmCellContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="gn:ExternalGsmCellOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ExternalGsmCell">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:ExternalGsmCellAttributes"/>








<group ref="gn:ExternalGsmCellContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ExternalGsmCellOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ExternalBssFunctionAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>




</sequence>



</group>



<group name="ExternalBssFunctionContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="gn:ExternalGsmCell"/>





<element ref="gn:ExternalBssFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ExternalBssFunction" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="gn:ExternalBssFunctionAttributes"/>








<group ref="gn:ExternalBssFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ExternalBssFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.7 inventoryNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.695 Inventory Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 inventoryNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:in="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<group name="InventoryUnitAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="inventoryUnitId" type="string" minOccurs="0" maxOccurs="1"/>





<element name="inventoryUnitType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vendorUnitFamilyType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vendorUnitTypeNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="vendorName" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serialNumber" type="string" minOccurs="0" maxOccurs="1"/>





<element name="dateOfManufacture" type="date" minOccurs="0" maxOccurs="1"/>





<element name="dateOfLastService" type="date" minOccurs="0" maxOccurs="1"/>





<element name="unitPosition" type="string" minOccurs="0" maxOccurs="1"/>





<element name="manufacturerData" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="InventoryUnitContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="in:InventoryUnit"/>





<element ref="in:InventoryUnitOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="InventoryUnit">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="in:InventoryUnitAttributes"/>








<group ref="in:InventoryUnitContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="InventoryUnitOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.8 transportNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.715 Transport Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 transportNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:tn="http://www.3gpp.org/ftp/specs/archive/32_series/32.715#transportNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.715#transportNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<!--Transport Network Interface Resources IRP NRM attribute related XML types -->



<simpleType name="TransportNetworkType">




<restriction base="string">





<enumeration value="ATM"/>





<enumeration value="IP"/>




</restriction>



</simpleType>



<simpleType name="ServiceCategoryIn">




<restriction base="string">





<enumeration value="CBR"/>





<enumeration value="RT-VBR"/>





<enumeration value="NRT-VBR"/>





<enumeration value="ABR"/>





<enumeration value="UBR"/>





<enumeration value="GFR"/>




</restriction>



</simpleType>



<simpleType name="ServiceCategoryEg">




<restriction base="string">





<enumeration value="CBR"/>





<enumeration value="RT-VBR"/>





<enumeration value="NRT-VBR"/>





<enumeration value="ABR"/>





<enumeration value="UBR"/>





<enumeration value="GFR"/>




</restriction>



</simpleType>



<simpleType name="UsedAAL">




<restriction base="string">





<enumeration value="Null"/>





<enumeration value="AAL1"/>





<enumeration value="AAL2"/>





<enumeration value="AAL3"/>





<enumeration value="AAL4"/>





<enumeration value="AAL5"/>




</restriction>



</simpleType>



<simpleType name="VirtualPathId">




<restriction base="integer">





<minInclusive value="0"/>




</restriction>



</simpleType>



<simpleType name="VirtualChannelId">




<restriction base="integer">





<minInclusive value="0"/>




</restriction>



</simpleType>



<complexType name="PhysicalPortIdList">




<sequence>





<element name="PhysicalPortId" type="string" maxOccurs="unbounded"/>




</sequence>



</complexType>



<simpleType name="PeakCellRateIn">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="PeakCellRateEg">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="SustainableCellRateIn">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="SustainableCellRateEg">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MaximumBurstSizeIn">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MaximumBurstSizeEg">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MinimumCellRateIn">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MinimumCellRateEg">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MinimumDesiredCellRateIn">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<simpleType name="MinimumDesiredCellRateEg">




<restriction base="integer">





<minInclusive value="1"/>




</restriction>



</simpleType>



<!-- Transport Network Interface Resources IRP NRM class associated XML elements -->



<group name="TransportNetworkInterfaceAttributes">




<sequence>





<group ref="xn:ManagedFunctionAttributes"/>





<element name="transportNetworkType" type="tn:TransportNetworkType" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="TransportNetworkInterfaceContainment">




<choice>





<group ref="xn:ManagedFunctionContainment"/>





<element ref="tn:TransportNetworkInterfaceOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="TransportNetworkInterface" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="tn:TransportNetworkInterfaceAttributes"/>








<group ref="tn:TransportNetworkInterfaceContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="TransportNetworkInterfaceOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ATMChannelTerminationPointAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="usageChannel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="virtualPathId" type="tn:VirtualPathId" minOccurs="0" maxOccurs="1"/>





<element name="virtualChannelId" type="tn:VirtualChannelId" minOccurs="0" maxOccurs="1"/>





<element name="physicalPortId" type="string" minOccurs="0" maxOccurs="1"/>





<element name="physicalInterfaceType" type="string" minOccurs="0" maxOccurs="1"/>





<element name="serviceCategoryIn" type="tn:ServiceCategoryIn" minOccurs="0" maxOccurs="1"/>





<element name="ServiceCategoryEg" type="tn:ServiceCategoryEg" minOccurs="0" maxOccurs="1"/>





<element name="usedAAL" type="tn:UsedAAL" minOccurs="0" maxOccurs="1"/>





<element name="peakCellRateIn" type="tn:PeakCellRateIn" minOccurs="0" maxOccurs="1"/>





<element name="peakCellRateEg" type="tn:PeakCellRateEg" minOccurs="0" maxOccurs="1"/>





<element name="sustainableCellRateIn" type="tn:SustainableCellRateIn" minOccurs="0" maxOccurs="1"/>





<element name="sustainableCellRateEg" type="tn:SustainableCellRateEg" minOccurs="0" maxOccurs="1"/>





<element name="maximumBurstSizeIn" type="tn:MaximumBurstSizeIn" minOccurs="0" maxOccurs="1"/>





<element name="maximumBurstSizeEg" type="tn:MaximumBurstSizeEg" minOccurs="0" maxOccurs="1"/>





<element name="minimumDesiredCellRateIn" type="tn:MinimumDesiredCellRateIn" minOccurs="0" maxOccurs="1"/>





<element name="minimumDesiredCellRateEg" type="tn:MinimumDesiredCellRateEg" minOccurs="0" maxOccurs="1"/>





<element name="minimumCellRateIn" type="tn:MinimumCellRateIn" minOccurs="0" maxOccurs="1"/>





<element name="minimumCellRateEg" type="tn:MinimumCellRateEg" minOccurs="0" maxOccurs="1"/>





<element name="aTMChannelTerminationPointATMPathTerminationPoint" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="aTMChannelTerminationPointIubLink" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ATMChannelTerminationPointContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="tn:ATMChannelTerminationPointOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ATMChannelTerminationPoint" substitutionGroup="tn:TransportNetworkInterfaceOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="tn:ATMChannelTerminationPointAttributes"/>








<group ref="tn:ATMChannelTerminationPointContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ATMChannelTerminationPointOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="ATMPathTerminationPointAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="virtualPathId" type="tn:VirtualPathId" minOccurs="0" maxOccurs="1"/>





<element name="physicalPortIdList" type="tn:PhysicalPortIdList" minOccurs="0" maxOccurs="1"/>





<element name="peakCellRateIn" type="tn:PeakCellRateIn" minOccurs="0" maxOccurs="1"/>





<element name="peakCellRateEg" type="tn:PeakCellRateEg" minOccurs="0" maxOccurs="1"/>





<element name="aTMPathTerminationPointATMChannelTerminationPoint" type="xn:Dn" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="ATMPathTerminationPointContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="tn:ATMPathTerminationPointOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="ATMPathTerminationPoint" substitutionGroup="tn:TransportNetworkInterfaceOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="tn:ATMPathTerminationPointAttributes"/>








<group ref="tn:ATMPathTerminationPointContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="ATMPathTerminationPointOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.9 stnNrm.xsd



<?xml version="1.0" encoding="UTF-8"?>


<!--


 3GPP TS 32.745 STN Network Resources IRP



 Bulk CM Configuration data file NRM-specific XML schema



 stnNrm.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:stn="http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<!-- STN Network Resources IRP NRM attribute related XML types -->



<simpleType name="NetworkIndicator">




<restriction base="string">





<enumeration value="International"/>





<enumeration value="Spare"/>





<enumeration value="National"/>





<enumeration value="NationalSpare"/>




</restriction>



</simpleType>



<simpleType name="PointCodeLength">




<restriction base="string">





<enumeration value="BITS_24"/>





<enumeration value="BITS_14"/>




</restriction>



</simpleType>



<simpleType name="SpType">




<restriction base="string">





<enumeration value="SEP"/>





<enumeration value="STP"/>





<enumeration value="STEP"/>




</restriction>



</simpleType>



<complexType name="SlsCodeList">




<sequence>





<element name="SlsCode" minOccurs="0" maxOccurs="16">






<simpleType>







<restriction base="integer">








<minInclusive value="0"/>








<maxInclusive value="15"/>







</restriction>






</simpleType>





</element>




</sequence>



</complexType>



<simpleType name="LinkTpStatusElementType">




<restriction base="string">





<enumeration value="deactivated"/>





<enumeration value="failed"/>





<enumeration value="localBlocked"/>





<enumeration value="remoteBlocked"/>





<enumeration value="localInhibited"/>





<enumeration value="remoteInhibited"/>




</restriction>



</simpleType>



<complexType name="LinkTpStatusType">




<sequence minOccurs="0" maxOccurs="6">





<element name="LinkTpStatusElement" type="stn:LinkTpStatusElementType"/>




</sequence>



</complexType>



<simpleType name="SignLinkType">




<restriction base="string">





<enumeration value="ST_64K"/>





<enumeration value="ST_2M"/>




</restriction>



</simpleType>



<!-- STN Network Resources IRP NRM class associated XML elements -->



<group name="MtpSignPointAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="pointCode" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="networkIndicator" type="stn:NetworkIndicator" minOccurs="0" maxOccurs="1"/>





<element name="pointCodeLength" type="stn:PointCodeLength" minOccurs="0" maxOccurs="1"/>





<element name="spType" type="stn:SpType" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="relatedObjects" type="xn:DnList" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="MtpSignPointContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="stn:MtpSignPointOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="MtpSignPoint" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="stn:MtpSignPointAttributes"/>








<group ref="stn:MtpSignPointContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="MtpSignPointOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SignLinkSetTpAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="adjPc" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="maxCapacityLS" type="integer" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SignLinkSetTpContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="stn:SignLinkSetTpOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SignLinkSetTp" substitutionGroup="stn:MtpSignPointOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="stn:SignLinkSetTpAttributes"/>








<group ref="stn:SignLinkSetTpContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SignLinkSetTpOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SignLinkTpAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="slCode" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="slsCodeNormalList" type="stn:SlsCodeList" minOccurs="0" maxOccurs="1"/>





<element name="slsCodeCurrentList" type="stn:SlsCodeList" minOccurs="0" maxOccurs="1"/>





<element name="linkTpStatus" type="stn:LinkTpStatusType" minOccurs="0" maxOccurs="1"/>





<element name="maxCapacitySL" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="signLinkType" type="stn:SignLinkType" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SignLinkTpContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="stn:SignLinkTpOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SignLinkTp" substitutionGroup="stn:SignLinkSetTpOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="stn:SignLinkTpAttributes"/>








<group ref="stn:SignLinkTpContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SignLinkTpOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SignRouteSetNePartAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="destinationPc" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>





<element name="loadsharingInformationRouteSetNePart" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SignRouteSetNePartContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="stn:SignRouteSetNePartOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SignRouteSetNePart" substitutionGroup="stn:MtpSignPointOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="stn:SignRouteSetNePartAttributes"/>








<group ref="stn:SignRouteSetNePartContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SignRouteSetNePartOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>



<group name="SignRouteNePartAttributes">




<sequence>





<group ref="xn:TopAttributes"/>





<element name="signLinkSetTpPointer" type="xn:Dn" minOccurs="0" maxOccurs="1"/>





<element name="fixedPriority" type="integer" minOccurs="0" maxOccurs="1"/>





<element name="userLabel" type="string" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="SignRouteNePartContainment">




<choice>





<group ref="xn:TopContainment"/>





<element ref="xn:VsDataContainer"/>





<element ref="stn:SignRouteNePartOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="SignRouteNePart" substitutionGroup="stn:SignRouteSetNePartOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="stn:SignRouteNePartAttributes"/>








<group ref="stn:SignRouteNePartContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="SignRouteNePartOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.10 Vendor Specific Subclass Example



In this example, the MscServerFunction Core NRM object is subclassed to add two additional attributes, Administrative State and Operational State from 3GPP TS 32.672. The new object name is newMscServerFunction.


<?xml version="1.0" encoding="UTF-8"?>


<!--Specified Subclasses Of 3GPP TS 32.635 ObjectsCM Configuration data file NRM-specific XML schema.xsd



-->


<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP" xmlns:vn="VScoreNrm" targetNamespace="VScoreNrm" elementFormDefault="qualified" attributeFormDefault="unqualified">



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.675#stateManagementIRP"/>



<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"/>



<group name="newMscServerFunctionAttributes">




<sequence>





<group ref="cn:MscServerFunctionAttributes"/>





<element name="administrativeState" type="sm:administrativeStateType" minOccurs="0" maxOccurs="1"/>





<element name="operationalState" type="sm:operationalStateType" minOccurs="0" maxOccurs="1"/>




</sequence>



</group>



<group name="newMscServerFunctionContainment">




<choice>





<group ref="cn:MscServerFunctionContainment"/>





<element ref="vn:newMscServerFunctionOptionallyContainedNrmClass"/>




</choice>



</group>



<element name="newMscServerFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">




<complexType>





<complexContent>






<extension base="xn:NrmClass">







<sequence>








<group ref="vn:newMscServerFunctionAttributes"/>








<group ref="vn:newMscServerFunctionContainment" minOccurs="0" maxOccurs="unbounded"/>







</sequence>






</extension>





</complexContent>




</complexType>



</element>



<element name="newMscServerFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>


</schema>


4.11  Vendor Specific Sample XML Configuration File



<?xml version="1.0" encoding="UTF-8"?>


<bulkCmConfigDataFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:vn="VScoreNrm" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData.xsd VScoreNrm VScoreNrm.xsd">



<fileHeader fileFormatVersion="32.615 V6.3" senderName="String" vendorName="String"/>



<configData dnPrefix="String">




<xn:SubNetwork id="1" modifier="create">





<xn:userLabel>String</xn:userLabel>





<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>





<xn:setOfMcc>






<xn:Item>String</xn:Item>






<xn:Item>String</xn:Item>






<xn:Item>String</xn:Item>





</xn:setOfMcc>





<xn:ManagedElement id="4" modifier="create">






<xn:managedElementType>







<xn:Item>newMscServer</xn:Item>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>






</xn:managedBy>






<vn:newMscServerFunction id="5" modifier="create">







<xn:userLabel>String</xn:userLabel>







<cn:mccList>








<xn:Item>1</xn:Item>







</cn:mccList>







<cn:mncList>








<xn:Item>2</xn:Item>







</cn:mncList>







<cn:lacList>








<xn:Item>16543</xn:Item>







</cn:lacList>







<cn:sacList>








<xn:Item>150</xn:Item>







</cn:sacList>







<cn:gcaList>








<xn:Item>10</xn:Item>







</cn:gcaList>







<cn:mscId>10000</cn:mscId>







<cn:mscServerFunctionGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionGsmCell>







<cn:mscServerFunctionExternalGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionExternalGsmCell>







<cn:mscServerFunctionCsMgwFunction>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionCsMgwFunction>







<vn:administrativeState>locked</vn:administrativeState>







<vn:operationalState>enabled</vn:operationalState>






</vn:newMscServerFunction>





</xn:ManagedElement>




</xn:SubNetwork>



</configData>



<fileFooter dateTime="2001-12-17T09:30:47.0Z"/>


</bulkCmConfigDataFile>


4.12 Large Sample XML Configuration File



<?xml version="1.0" encoding="UTF-8"?>


<bulkCmConfigDataFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.175#sumNrm" xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" xmlns:in="http://www.3gpp.org/ftp/specs/archive/32_series/32.695#inventoryNrm" xmlns:tn="http://www.3gpp.org/ftp/specs/archive/32_series/32.715#transportNrm" xmlns:stn="http://www.3gpp.org/ftp/specs/archive/32_series/32.745#stnNrm" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData.xsd">



<fileHeader fileFormatVersion="String" senderName="String" vendorName="String"/>



<configData dnPrefix="String">




<xn:SubNetwork id="1" modifier="create">





<xn:userLabel>String</xn:userLabel>





<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>





<xn:setOfMcc>






<xn:Item>String</xn:Item>






<xn:Item>String</xn:Item>






<xn:Item>String</xn:Item>





</xn:setOfMcc>





<xn:SubNetwork id="2" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>






<xn:setOfMcc>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>






</xn:setOfMcc>






<xn:SubNetwork id="3" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:userDefinedNetworkType>String</xn:userDefinedNetworkType>







<xn:setOfMcc>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>







</xn:setOfMcc>







<xn:ManagedElement id="4" modifier="create">








<xn:managedElementType>









<xn:Item>String</xn:Item>









<xn:Item>String</xn:Item>









<xn:Item>String</xn:Item>








</xn:managedElementType>








<xn:userLabel>String</xn:userLabel>








<xn:vendorName>String</xn:vendorName>








<xn:userDefinedState>String</xn:userDefinedState>








<xn:locationName>String</xn:locationName>








<xn:swVersion>String</xn:swVersion>








<xn:managedBy>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</xn:managedBy>








<xn:IRPAgent id="5" modifier="create">









<xn:systemDN>String</xn:systemDN>








</xn:IRPAgent>








<in:InventoryUnit id="6" modifier="create">









<in:inventoryUnitId>String</in:inventoryUnitId>









<in:inventoryUnitType>String</in:inventoryUnitType>









<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>









<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>









<in:vendorName>String</in:vendorName>









<in:serialNumber>String</in:serialNumber>









<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>









<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>









<in:unitPosition>String</in:unitPosition>









<in:manufacturerData>String</in:manufacturerData>









<in:InventoryUnit id="7" modifier="create">










<in:inventoryUnitId>String</in:inventoryUnitId>










<in:inventoryUnitType>String</in:inventoryUnitType>










<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>










<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>










<in:vendorName>String</in:vendorName>










<in:serialNumber>String</in:serialNumber>










<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>










<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>










<in:unitPosition>String</in:unitPosition>










<in:manufacturerData>String</in:manufacturerData>









</in:InventoryUnit>








</in:InventoryUnit>








<xn:VsDataContainer id="8" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="9" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:MscServerFunction id="10" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:mccList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mccList>









<cn:mncList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mncList>









<cn:lacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:lacList>









<cn:sacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:sacList>









<cn:gcaList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:gcaList>









<cn:mscId>10000</cn:mscId>









<cn:mscServerFunctionGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionGsmCell>









<cn:mscServerFunctionExternalGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionExternalGsmCell>









<cn:mscServerFunctionCsMgwFunction>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionCsMgwFunction>









<xn:VsDataContainer id="11" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="12" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IucsLink id="13" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="14" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="15" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IucsLink>









<cn:ALink id="16" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="17" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="18" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:ALink>








</cn:MscServerFunction>








<cn:HlrFunction id="19" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="20" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="21" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:HlrFunction>








<cn:VlrFunction id="22" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="23" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="24" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:VlrFunction>








<cn:AucFunction id="25" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="26" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="27" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:AucFunction>








<cn:EirFunction id="28" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="29" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="30" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:EirFunction>








<cn:SmsIwmscFunction id="31" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="32" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="33" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmsIwmscFunction>








<cn:SmsGmscFunction id="34" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="35" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="36" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmsGmscFunction>








<cn:GmscFunction id="37" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="38" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="39" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmscFunction>








<cn:SgsnFunction id="40" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:mccList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mccList>









<cn:mncList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mncList>









<cn:lacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:lacList>









<cn:racList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:racList>









<cn:sacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:sacList>









<cn:sgsnId>10000</cn:sgsnId>









<cn:sgsnFunctionGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:sgsnFunctionGsmCell>









<cn:sgsnFunctionExternalGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:sgsnFunctionExternalGsmCell>









<xn:VsDataContainer id="41" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="42" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IupsLink id="43" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="44" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="45" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IupsLink>









<cn:GbLink id="46" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="47" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="48" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GbLink>








</cn:SgsnFunction>








<cn:GgsnFunction id="49" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="50" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="51" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GgsnFunction>








<cn:BgFunction id="52" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="53" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="54" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BgFunction>








<cn:SmlcFunction id="55" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="56" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="57" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmlcFunction>








<cn:GmlcFunction id="58" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="59" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="60" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmlcFunction>








<cn:ScfFunction id="61" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="62" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="63" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ScfFunction>








<cn:SrfFunction id="64" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="65" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="66" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SrfFunction>








<cn:CbcFunction id="67" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="68" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="69" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IubcLink id="70" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<xn:VsDataContainer id="71" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="72" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IubcLink>








</cn:CbcFunction>








<cn:CgfFunction id="73" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="74" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="75" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:CgfFunction>








<cn:ImsMgwFunction id="76" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="77" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="78" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ImsMgwFunction>








<cn:GmscServerFunction id="79" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="80" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="81" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmscServerFunction>








<cn:IwfFunction id="82" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="83" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="84" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IwfFunction>








<cn:MnpSrfFunction id="85" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="86" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="87" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MnpSrfFunction>








<cn:NpdbFunction id="88" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="89" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="90" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:NpdbFunction>








<cn:SgwFunction id="91" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="92" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="93" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SgwFunction>








<cn:SsfFunction id="94" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="95" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="96" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SsfFunction>








<cn:BsFunction id="97" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="98" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="99" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BsFunction>








<cn:CsMgwFunction id="100" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>









<cn:csMgwFunctionIucsLink>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:csMgwFunctionIucsLink>









<cn:csMgwFunctionALink>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:csMgwFunctionALink>









<xn:VsDataContainer id="101" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="102" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:CsMgwFunction>








<cn:ScscfFunction id="103" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="104" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="105" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ScscfFunction>








<cn:PcscfFunction id="106" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="107" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="108" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:PcscfFunction>








<cn:IcscfFunction id="109" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="110" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="111" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IcscfFunction>








<cn:SlfFunction id="112" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="113" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="114" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SlfFunction>








<cn:BgcfFunction id="115" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="116" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="117" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BgcfFunction>








<cn:MrfcFunction id="118" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="119" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="120" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MrfcFunction>








<cn:MrfpFunction id="121" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="122" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="123" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MrfpFunction>








<cn:AsFunction id="124" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="125" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="126" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:AsFunction>








<cn:MgcfFunction id="127" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="128" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="129" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MgcfFunction>








<sm:ServiceProviderFunction id="130" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="131" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="132" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<sm:CSService id="133" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:mobileStationCategory>String</sm:mobileStationCategory>










<sm:lMUIdentifier>String</sm:lMUIdentifier>










<sm:subscriberStatus>String</sm:subscriberStatus>










<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>










<sm:provisionOfBearerService>String</sm:provisionOfBearerService>










<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>










<sm:bCAllocation>String</sm:bCAllocation>










<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>










<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>










<sm:barringOfRoaming>String</sm:barringOfRoaming>










<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>










<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>










<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>










<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>










<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>










<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>










<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>










<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>










<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>










<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>










<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>










<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>










<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>










<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>










<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>










<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>










<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:iSTAlertTimer>String</sm:iSTAlertTimer>










<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>










<sm:SuMCSSupplService id="134" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>











<sm:registrationState>String</sm:registrationState>











<sm:overrideCategory>String</sm:overrideCategory>











<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>











<sm:forwarded-toNumber>String</sm:forwarded-toNumber>











<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>











<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>











<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>











<sm:defaultPriority>String</sm:defaultPriority>











<sm:nbrUser>String</sm:nbrUser>











<sm:nbrSB>String</sm:nbrSB>










</sm:SuMCSSupplService>









</sm:CSService>









<sm:PSService id="135" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:gGSNNumber>String</sm:gGSNNumber>










<sm:provisionofTeleservice>String</sm:provisionofTeleservice>










<sm:transferofSMoption>String</sm:transferofSMoption>










<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>










<sm:pDPType>String</sm:pDPType>










<sm:pDPAddress>String</sm:pDPAddress>










<sm:accessPointName>String</sm:accessPointName>










<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>










<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>










<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>










<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>










<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>










<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>










<sm:w-APN>String</sm:w-APN>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>










<sm:wLANAccess>String</sm:wLANAccess>










<sm:wLANTunnelling>String</sm:wLANTunnelling>










<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>










<sm:wAPNAuthorised>String</sm:wAPNAuthorised>










<sm:w-APNBarringType>String</sm:w-APNBarringType>










<sm:w-APNChargingData>String</sm:w-APNChargingData>










<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>










<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>










<sm:i-WLANAccessType>String</sm:i-WLANAccessType>










<sm:chargingData>String</sm:chargingData>










<sm:chargingCharacteristics>String</sm:chargingCharacteristics>










<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>










<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:SuMPSSupplService id="136" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>










</sm:SuMPSSupplService>









</sm:PSService>









<sm:IMSService id="137" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:barringIndication>String</sm:barringIndication>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:registrationStatus>String</sm:registrationStatus>










<sm:sCSCFName>String</sm:sCSCFName>










<sm:serverCapabilities>String</sm:serverCapabilities>










<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>










<sm:initialFilterCriteria>String</sm:initialFilterCriteria>










<sm:applicationServerInformation>String</sm:applicationServerInformation>










<sm:serviceIndication>String</sm:serviceIndication>










<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>










<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>










<sm:oIMCSI>String</sm:oIMCSI>










<sm:vTIMCSI>String</sm:vTIMCSI>










<sm:dIMCS>String</sm:dIMCS>










<sm:gAAServiceType>String</sm:gAAServiceType>










<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>










<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>










<sm:userSecuritySetting>String</sm:userSecuritySetting>










<sm:userPublicIdentity>String</sm:userPublicIdentity>










<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>










<sm:keyLifetime>String</sm:keyLifetime>










<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>










<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>









</sm:IMSService>








</sm:ServiceProviderFunction>








<sm:SubscriptionFunction id="138" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="139" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="140" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<sm:SuMSubscriberProfile id="141" modifier="create">










<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>










<sm:CSSubscribedService id="142" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:mobileStationCategory>String</sm:mobileStationCategory>











<sm:lMUIdentifier>String</sm:lMUIdentifier>











<sm:subscriberStatus>String</sm:subscriberStatus>











<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>











<sm:provisionOfBearerService>String</sm:provisionOfBearerService>











<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>











<sm:bCAllocation>String</sm:bCAllocation>











<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>











<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>











<sm:barringOfRoaming>String</sm:barringOfRoaming>











<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>











<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>











<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>











<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>











<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>











<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>











<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>











<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>











<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>











<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>











<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>











<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>











<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>











<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>











<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>











<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>











<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:iSTAlertTimer>String</sm:iSTAlertTimer>











<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>











<sm:SuMCSSupplService id="143" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>












<sm:registrationState>String</sm:registrationState>












<sm:overrideCategory>String</sm:overrideCategory>












<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>












<sm:forwarded-toNumber>String</sm:forwarded-toNumber>












<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>












<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>












<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>












<sm:defaultPriority>String</sm:defaultPriority>












<sm:nbrUser>String</sm:nbrUser>












<sm:nbrSB>String</sm:nbrSB>











</sm:SuMCSSupplService>










</sm:CSSubscribedService>










<sm:PSSubscribedService id="144" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:gGSNNumber>String</sm:gGSNNumber>











<sm:provisionofTeleservice>String</sm:provisionofTeleservice>











<sm:transferofSMoption>String</sm:transferofSMoption>











<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>











<sm:pDPType>String</sm:pDPType>











<sm:pDPAddress>String</sm:pDPAddress>











<sm:accessPointName>String</sm:accessPointName>











<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>











<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>











<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>











<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>











<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>











<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>











<sm:w-APN>String</sm:w-APN>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>











<sm:wLANAccess>String</sm:wLANAccess>











<sm:wLANTunnelling>String</sm:wLANTunnelling>











<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>











<sm:wAPNAuthorised>String</sm:wAPNAuthorised>











<sm:w-APNBarringType>String</sm:w-APNBarringType>











<sm:w-APNChargingData>String</sm:w-APNChargingData>











<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>











<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>











<sm:i-WLANAccessType>String</sm:i-WLANAccessType>











<sm:chargingData>String</sm:chargingData>











<sm:chargingCharacteristics>String</sm:chargingCharacteristics>











<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>











<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:SuMPSSupplService id="145" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>











</sm:SuMPSSupplService>










</sm:PSSubscribedService>










<sm:IMSSubscribedService id="146" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:barringIndication>String</sm:barringIndication>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:registrationStatus>String</sm:registrationStatus>











<sm:sCSCFName>String</sm:sCSCFName>











<sm:serverCapabilities>String</sm:serverCapabilities>











<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>











<sm:initialFilterCriteria>String</sm:initialFilterCriteria>











<sm:applicationServerInformation>String</sm:applicationServerInformation>











<sm:serviceIndication>String</sm:serviceIndication>











<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>











<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>











<sm:oIMCSI>String</sm:oIMCSI>











<sm:vTIMCSI>String</sm:vTIMCSI>











<sm:dIMCS>String</sm:dIMCS>











<sm:gAAServiceType>String</sm:gAAServiceType>











<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>











<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>











<sm:userSecuritySetting>String</sm:userSecuritySetting>











<sm:userPublicIdentity>String</sm:userPublicIdentity>











<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>











<sm:keyLifetime>String</sm:keyLifetime>











<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>











<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>










</sm:IMSSubscribedService>










<sm:SuMSubscriptionProfile id="147" modifier="create">











<sm:iMSI>String</sm:iMSI>











<sm:mSISDN>String</sm:mSISDN>











<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>











<sm:iMEISV>String</sm:iMEISV>











<sm:privateUserIdentity>String</sm:privateUserIdentity>











<sm:publicIdentity>String</sm:publicIdentity>











<sm:CSServiceProfile id="148" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:vLRNumber>String</sm:vLRNumber>












<sm:mSCNumber>String</sm:mSCNumber>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>












<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>












<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:ageIndicator>String</sm:ageIndicator>












<sm:lMSI>String</sm:lMSI>












<sm:mobileStationCategory>String</sm:mobileStationCategory>












<sm:lMUIdentifier>String</sm:lMUIdentifier>












<sm:mNRR>String</sm:mNRR>












<sm:subscriberStatus>String</sm:subscriberStatus>












<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>












<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>












<sm:messagesWaitingData>String</sm:messagesWaitingData>












<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>












<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>












<sm:traceReference>String</sm:traceReference>












<sm:traceType>String</sm:traceType>












<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>












<sm:hLRTraceType>String</sm:hLRTraceType>












<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>












<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>












<sm:provisionOfBearerService>String</sm:provisionOfBearerService>












<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>












<sm:bCAllocation>String</sm:bCAllocation>












<sm:checkSSIndicator>String</sm:checkSSIndicator>












<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>












<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>












<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>












<sm:barringOfRoaming>String</sm:barringOfRoaming>












<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>












<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>












<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>












<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>












<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>












<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>












<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>












<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>












<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>












<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>












<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>












<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>












<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>












<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>












<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>












<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>












<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>












<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>












<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>












<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>












<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>












<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>












<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>












<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>












<sm:iSTAlertTimer>String</sm:iSTAlertTimer>












<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>












<sm:TraceReference2>String</sm:TraceReference2>












<sm:TraceDepth>String</sm:TraceDepth>












<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>












<sm:TriggeringEvents>String</sm:TriggeringEvents>












<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>












<sm:SuMCSSupplService id="149" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>













<sm:registrationState>String</sm:registrationState>













<sm:overrideCategory>String</sm:overrideCategory>













<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>













<sm:forwarded-toNumber>String</sm:forwarded-toNumber>













<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>













<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>













<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>













<sm:defaultPriority>String</sm:defaultPriority>













<sm:nbrUser>String</sm:nbrUser>













<sm:nbrSB>String</sm:nbrSB>












</sm:SuMCSSupplService>











</sm:CSServiceProfile>











<sm:PSServiceProfile id="150" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:vLRNumber>String</sm:vLRNumber>












<sm:mSCNumber>String</sm:mSCNumber>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>












<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>












<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:ageIndicator>String</sm:ageIndicator>












<sm:sGSNNumber>String</sm:sGSNNumber>












<sm:gGSNNumber>String</sm:gGSNNumber>












<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>












<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>












<sm:mNRG>String</sm:mNRG>












<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>












<sm:provisionofTeleservice>String</sm:provisionofTeleservice>












<sm:transferofSMoption>String</sm:transferofSMoption>












<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>












<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>












<sm:pDPType>String</sm:pDPType>












<sm:pDPAddress>String</sm:pDPAddress>












<sm:accessPointName>String</sm:accessPointName>












<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>












<sm:gGSNlist>String</sm:gGSNlist>












<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>












<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>












<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>












<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>












<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>












<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>












<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>












<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>












<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>












<sm:w-APN>String</sm:w-APN>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>












<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>












<sm:wLANAccess>String</sm:wLANAccess>












<sm:wLANTunnelling>String</sm:wLANTunnelling>












<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>












<sm:wAPNAuthorised>String</sm:wAPNAuthorised>












<sm:w-APNBarringType>String</sm:w-APNBarringType>












<sm:w-APNChargingData>String</sm:w-APNChargingData>












<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>












<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>












<sm:i-WLANAccessType>String</sm:i-WLANAccessType>












<sm:chargingData>String</sm:chargingData>












<sm:chargingCharacteristics>String</sm:chargingCharacteristics>












<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>












<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:TraceReference2>String</sm:TraceReference2>












<sm:TraceDepth>String</sm:TraceDepth>












<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>












<sm:TriggeringEvents>String</sm:TriggeringEvents>












<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>












<sm:SuMPSSupplService id="151" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>












</sm:SuMPSSupplService>











</sm:PSServiceProfile>











<sm:IMSServiceProfile id="152" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:barringIndication>String</sm:barringIndication>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:registrationStatus>String</sm:registrationStatus>












<sm:sCSCFName>String</sm:sCSCFName>












<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>












<sm:serverCapabilities>String</sm:serverCapabilities>












<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>












<sm:initialFilterCriteria>String</sm:initialFilterCriteria>












<sm:applicationServerInformation>String</sm:applicationServerInformation>












<sm:serviceIndication>String</sm:serviceIndication>












<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>












<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>












<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>












<sm:oIMCSI>String</sm:oIMCSI>












<sm:vTIMCSI>String</sm:vTIMCSI>












<sm:dIMCS>String</sm:dIMCS>












<sm:gAAServiceType>String</sm:gAAServiceType>












<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>












<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>












<sm:userSecuritySetting>String</sm:userSecuritySetting>












<sm:userPublicIdentity>String</sm:userPublicIdentity>












<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>












<sm:keyLifetime>String</sm:keyLifetime>












<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>












<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>











</sm:IMSServiceProfile>










</sm:SuMSubscriptionProfile>









</sm:SuMSubscriberProfile>








</sm:SubscriptionFunction>








<un:RncFunction id="153" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:mcc>10000</un:mcc>









<un:mnc>10000</un:mnc>









<un:rncId>10000</un:rncId>









<xn:VsDataContainer id="154" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="155" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<un:UtranCell id="156" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:cId>60000</un:cId>










<un:localCellId>250000000</un:localCellId>










<un:uarfcnUl>0</un:uarfcnUl>










<un:uarfcnDl>0</un:uarfcnDl>










<un:primaryScramblingCode>500</un:primaryScramblingCode>










<un:primaryCpichPower>0</un:primaryCpichPower>










<un:retAntennaFunctionList>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</un:retAntennaFunctionList>










<un:maximumTransmissionPower>48</un:maximumTransmissionPower>










<un:primarySchPower>14</un:primarySchPower>










<un:secondarySchPower>-0.1</un:secondarySchPower>










<un:bchPower>-20</un:bchPower>










<un:cellMode>FDDMode</un:cellMode>










<un:uarfcn>0</un:uarfcn>










<un:cellParameterId>126</un:cellParameterId>










<un:primaryCcpchPower>-1</un:primaryCcpchPower>










<un:dwPchPower>-10.1</un:dwPchPower>










<un:timeSlotList>











<un:TimeSlot>












<un:TimeSlotId>10</un:TimeSlotId>












<un:TimeSlotDirection>UL</un:TimeSlotDirection>












<un:TimeSlotStatus>Active</un:TimeSlotStatus>











</un:TimeSlot>











<un:TimeSlot>












<un:TimeSlotId>10</un:TimeSlotId>












<un:TimeSlotDirection>UL</un:TimeSlotDirection>












<un:TimeSlotStatus>Active</un:TimeSlotStatus>











</un:TimeSlot>










</un:timeSlotList>










<un:schPower>0.1</un:schPower>










<un:lac>65535</un:lac>










<un:rac>255</un:rac>










<un:sac>10000</un:sac>










<un:uraList>











<un:Ura>1</un:Ura>











<un:Ura>2</un:Ura>











<un:Ura>3</un:Ura>











<un:Ura>4</un:Ura>











<un:Ura>5</un:Ura>











<un:Ura>6</un:Ura>











<un:Ura>7</un:Ura>











<un:Ura>8</un:Ura>










</un:uraList>










<un:utranCell-IubLink>DN</un:utranCell-IubLink>










<un:operationalState>enabled</un:operationalState>










<xn:VsDataContainer id="157" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="158" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<un:UtranRelation id="159" modifier="create">











<un:adjacentCell>String</un:adjacentCell>











<un:cellMode>FDDMode</un:cellMode>











<un:uarfcnUl>0</un:uarfcnUl>











<un:uarfcnDl>0</un:uarfcnDl>











<un:primaryScramblingCode>500</un:primaryScramblingCode>











<un:primaryCpichPower>0</un:primaryCpichPower>











<un:lac>65535</un:lac>











<un:uarfcn>0</un:uarfcn>











<un:cellParameterId>126</un:cellParameterId>











<un:primaryCcpchPower>-1</un:primaryCcpchPower>











<xn:VsDataContainer id="160" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="161" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</un:UtranRelation>










<gn:GsmRelation id="162" modifier="create">











<gn:adjacentCell>String</gn:adjacentCell>











<gn:bcchFrequency>10000</gn:bcchFrequency>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<xn:VsDataContainer id="163" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="164" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</gn:GsmRelation>









</un:UtranCell>









<un:IubLink id="165" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>










<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>










<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>










<xn:VsDataContainer id="166" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="167" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:IubLink>








</un:RncFunction>








<un:NodeBFunction id="168" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>









<xn:VsDataContainer id="169" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="170" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:NodeBFunction>








<un:AntennaFunction id="171" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:retUtranCellList>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</un:retUtranCellList>









<un:retTiltValue>1800</un:retTiltValue>









<un:bearing>90</un:bearing>









<un:maxTiltValue>1800</un:maxTiltValue>









<un:minTiltValue>1800</un:minTiltValue>









<un:mechanicalOffset>1800</un:mechanicalOffset>









<un:retGroupName>String</un:retGroupName>









<un:height>100</un:height>









<un:baseElevation>100</un:baseElevation>









<un:latitude>10.2</un:latitude>









<un:longitude>10.2</un:longitude>









<un:maxAzimuthValue>1800</un:maxAzimuthValue>









<un:minAzimuthValue>1800</un:minAzimuthValue>









<un:horizBeamwidth>1800</un:horizBeamwidth>









<un:vertBeamwidth>1800</un:vertBeamwidth>









<un:patternLabel>String</un:patternLabel>









<xn:VsDataContainer id="172" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="173" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:AntennaFunction>








<gn:BssFunction id="174" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="175" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="176" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<gn:BtsSiteMgr id="177" modifier="create">










<xn:userLabel>String</xn:userLabel>










<gn:latitude>10000</gn:latitude>










<gn:longitude>10000</gn:longitude>










<gn:operationalState>enabled</gn:operationalState>










<xn:VsDataContainer id="178" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="179" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<gn:GsmCell id="180" modifier="create">











<xn:userLabel>String</xn:userLabel>











<gn:cellIdentity>10000</gn:cellIdentity>











<gn:cellAllocation>












<xn:Item>1</xn:Item>












<xn:Item>16543</xn:Item>












<xn:Item>150</xn:Item>











</gn:cellAllocation>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<gn:mcc>10000</gn:mcc>











<gn:mnc>10000</gn:mnc>











<gn:rac>10000</gn:rac>











<gn:racc>10000</gn:racc>











<gn:tsc>10000</gn:tsc>











<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>











<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>











<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>











<gn:plmnPermitted>10000</gn:plmnPermitted>











<xn:VsDataContainer id="181" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="182" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<gn:GsmRelation id="183" modifier="create">












<gn:adjacentCell>String</gn:adjacentCell>












<gn:bcchFrequency>10000</gn:bcchFrequency>












<gn:ncc>10000</gn:ncc>












<gn:bcc>10000</gn:bcc>












<gn:lac>10000</gn:lac>












<xn:VsDataContainer id="184" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="185" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</gn:GsmRelation>











<un:UtranRelation id="186" modifier="create">












<un:adjacentCell>String</un:adjacentCell>












<un:cellMode>FDDMode</un:cellMode>












<un:uarfcnUl>0</un:uarfcnUl>












<un:uarfcnDl>0</un:uarfcnDl>












<un:primaryScramblingCode>500</un:primaryScramblingCode>












<un:primaryCpichPower>0</un:primaryCpichPower>












<un:lac>65535</un:lac>












<un:uarfcn>0</un:uarfcn>












<un:cellParameterId>126</un:cellParameterId>












<un:primaryCcpchPower>-1</un:primaryCcpchPower>












<xn:VsDataContainer id="187" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="188" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</un:UtranRelation>










</gn:GsmCell>









</gn:BtsSiteMgr>








</gn:BssFunction>








<tn:TransportNetworkInterface id="189" modifier="create">









<xn:userLabel>String</xn:userLabel>









<tn:transportNetworkType>IP</tn:transportNetworkType>









<xn:VsDataContainer id="190" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="191" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<tn:ATMChannelTerminationPoint id="192" modifier="create">










<tn:usageChannel>String</tn:usageChannel>










<tn:virtualPathId>13</tn:virtualPathId>










<tn:virtualChannelId>12</tn:virtualChannelId>










<tn:physicalPortId>String</tn:physicalPortId>










<tn:physicalInterfaceType>String</tn:physicalInterfaceType>










<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>










<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>










<tn:usedAAL>AAL1</tn:usedAAL>










<tn:peakCellRateIn>9</tn:peakCellRateIn>










<tn:peakCellRateEg>8</tn:peakCellRateEg>










<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>










<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>










<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>










<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>










<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>










<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>










<tn:minimumCellRateIn>5</tn:minimumCellRateIn>










<tn:minimumCellRateEg>4</tn:minimumCellRateEg>










<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>










<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>










<xn:VsDataContainer id="193" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="194" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</tn:ATMChannelTerminationPoint>









<tn:ATMPathTerminationPoint id="195" modifier="create">










<tn:virtualPathId>13</tn:virtualPathId>










<tn:physicalPortIdList>











<tn:PhysicalPortId>String</tn:PhysicalPortId>











<tn:PhysicalPortId>String</tn:PhysicalPortId>










</tn:physicalPortIdList>










<tn:peakCellRateIn>9</tn:peakCellRateIn>










<tn:peakCellRateEg>8</tn:peakCellRateEg>










<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>










<xn:VsDataContainer id="196" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="197" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</tn:ATMPathTerminationPoint>








</tn:TransportNetworkInterface>








<stn:MtpSignPoint id="198" modifier="create">









<stn:pointCode>100</stn:pointCode>









<stn:networkIndicator>International</stn:networkIndicator>









<stn:pointCodeLength>BITS_24</stn:pointCodeLength>









<stn:spType>STEP</stn:spType>









<stn:userLabel>String</stn:userLabel>









<stn:relatedObjects>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</stn:relatedObjects>









<xn:VsDataContainer id="199" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="200" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignLinkSetTp id="201" modifier="create">










<stn:adjPc>100</stn:adjPc>










<stn:userLabel>String</stn:userLabel>










<stn:maxCapacityLS>100</stn:maxCapacityLS>










<xn:VsDataContainer id="202" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="203" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<stn:SignLinkTp id="204" modifier="create">











<stn:slCode>100</stn:slCode>











<stn:slsCodeNormalList>












<stn:SlsCode>0</stn:SlsCode>












<stn:SlsCode>1</stn:SlsCode>












<stn:SlsCode>2</stn:SlsCode>












<stn:SlsCode>3</stn:SlsCode>












<stn:SlsCode>4</stn:SlsCode>












<stn:SlsCode>5</stn:SlsCode>












<stn:SlsCode>6</stn:SlsCode>












<stn:SlsCode>7</stn:SlsCode>












<stn:SlsCode>8</stn:SlsCode>












<stn:SlsCode>9</stn:SlsCode>












<stn:SlsCode>10</stn:SlsCode>












<stn:SlsCode>11</stn:SlsCode>












<stn:SlsCode>12</stn:SlsCode>












<stn:SlsCode>13</stn:SlsCode>












<stn:SlsCode>14</stn:SlsCode>












<stn:SlsCode>15</stn:SlsCode>











</stn:slsCodeNormalList>











<stn:slsCodeCurrentList>












<stn:SlsCode>0</stn:SlsCode>












<stn:SlsCode>1</stn:SlsCode>












<stn:SlsCode>2</stn:SlsCode>












<stn:SlsCode>3</stn:SlsCode>












<stn:SlsCode>4</stn:SlsCode>












<stn:SlsCode>5</stn:SlsCode>












<stn:SlsCode>6</stn:SlsCode>












<stn:SlsCode>7</stn:SlsCode>












<stn:SlsCode>8</stn:SlsCode>












<stn:SlsCode>9</stn:SlsCode>












<stn:SlsCode>10</stn:SlsCode>












<stn:SlsCode>11</stn:SlsCode>












<stn:SlsCode>12</stn:SlsCode>












<stn:SlsCode>13</stn:SlsCode>












<stn:SlsCode>14</stn:SlsCode>












<stn:SlsCode>15</stn:SlsCode>











</stn:slsCodeCurrentList>











<stn:linkTpStatus/>











<stn:maxCapacitySL>100</stn:maxCapacitySL>











<stn:userLabel>String</stn:userLabel>











<stn:signLinkType>ST_64K</stn:signLinkType>











<xn:VsDataContainer id="205" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="206" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</stn:SignLinkTp>









</stn:SignLinkSetTp>









<stn:SignRouteSetNePart id="207" modifier="create">










<stn:destinationPc>100</stn:destinationPc>










<stn:userLabel>String</stn:userLabel>










<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>










<xn:VsDataContainer id="208" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="209" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<stn:SignRouteNePart id="210" modifier="create">











<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>











<stn:fixedPriority>100</stn:fixedPriority>











<stn:userLabel>String</stn:userLabel>











<xn:VsDataContainer id="211" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="212" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</stn:SignRouteNePart>









</stn:SignRouteSetNePart>








</stn:MtpSignPoint>







</xn:ManagedElement>







<xn:IRPAgent id="213" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:IRPAgent>







<xn:VsDataContainer id="214" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="215" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<gn:ExternalGsmCell id="216" modifier="create">








<xn:userLabel>String</xn:userLabel>








<gn:cellIdentity>10000</gn:cellIdentity>








<gn:bcchFrequency>10000</gn:bcchFrequency>








<gn:ncc>10000</gn:ncc>








<gn:bcc>10000</gn:bcc>








<gn:lac>10000</gn:lac>








<gn:mcc>10000</gn:mcc>








<gn:mnc>10000</gn:mnc>








<gn:rac>10000</gn:rac>








<gn:racc>10000</gn:racc>








<xn:VsDataContainer id="217" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="218" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</gn:ExternalGsmCell>







<xn:MeContext id="219" modifier="create">








<xn:ManagedElement id="220" modifier="create">









<xn:managedElementType>










<xn:Item>String</xn:Item>










<xn:Item>String</xn:Item>










<xn:Item>String</xn:Item>









</xn:managedElementType>









<xn:userLabel>String</xn:userLabel>









<xn:vendorName>String</xn:vendorName>









<xn:userDefinedState>String</xn:userDefinedState>









<xn:locationName>String</xn:locationName>









<xn:swVersion>String</xn:swVersion>









<xn:managedBy>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</xn:managedBy>









<xn:IRPAgent id="221" modifier="create">










<xn:systemDN>String</xn:systemDN>









</xn:IRPAgent>









<in:InventoryUnit id="222" modifier="create">










<in:inventoryUnitId>String</in:inventoryUnitId>










<in:inventoryUnitType>String</in:inventoryUnitType>










<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>










<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>










<in:vendorName>String</in:vendorName>










<in:serialNumber>String</in:serialNumber>










<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>










<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>










<in:unitPosition>String</in:unitPosition>










<in:manufacturerData>String</in:manufacturerData>










<in:InventoryUnit id="223" modifier="create">











<in:inventoryUnitId>String</in:inventoryUnitId>











<in:inventoryUnitType>String</in:inventoryUnitType>











<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>











<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>











<in:vendorName>String</in:vendorName>











<in:serialNumber>String</in:serialNumber>











<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>











<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>











<in:unitPosition>String</in:unitPosition>











<in:manufacturerData>String</in:manufacturerData>










</in:InventoryUnit>









</in:InventoryUnit>









<xn:VsDataContainer id="224" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="225" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:MscServerFunction id="226" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:mccList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:mccList>










<cn:mncList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:mncList>










<cn:lacList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:lacList>










<cn:sacList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:sacList>










<cn:gcaList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:gcaList>










<cn:mscId>10000</cn:mscId>










<cn:mscServerFunctionGsmCell>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:mscServerFunctionGsmCell>










<cn:mscServerFunctionExternalGsmCell>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:mscServerFunctionExternalGsmCell>










<cn:mscServerFunctionCsMgwFunction>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:mscServerFunctionCsMgwFunction>










<xn:VsDataContainer id="227" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="228" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<cn:IucsLink id="229" modifier="create">











<xn:userLabel>String</xn:userLabel>











<cn:connectedRnc>DN</cn:connectedRnc>











<cn:connectedBss>DN</cn:connectedBss>











<xn:VsDataContainer id="230" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="231" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</cn:IucsLink>










<cn:ALink id="232" modifier="create">











<xn:userLabel>String</xn:userLabel>











<cn:connectedBss>DN</cn:connectedBss>











<xn:VsDataContainer id="233" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="234" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</cn:ALink>









</cn:MscServerFunction>









<cn:HlrFunction id="235" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="236" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="237" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:HlrFunction>









<cn:VlrFunction id="238" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="239" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="240" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:VlrFunction>









<cn:AucFunction id="241" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="242" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="243" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:AucFunction>









<cn:EirFunction id="244" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="245" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="246" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:EirFunction>









<cn:SmsIwmscFunction id="247" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="248" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="249" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SmsIwmscFunction>









<cn:SmsGmscFunction id="250" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="251" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="252" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SmsGmscFunction>









<cn:GmscFunction id="253" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="254" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="255" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GmscFunction>









<cn:SgsnFunction id="256" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:mccList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:mccList>










<cn:mncList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:mncList>










<cn:lacList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:lacList>










<cn:racList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:racList>










<cn:sacList>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</cn:sacList>










<cn:sgsnId>10000</cn:sgsnId>










<cn:sgsnFunctionGsmCell>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:sgsnFunctionGsmCell>










<cn:sgsnFunctionExternalGsmCell>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:sgsnFunctionExternalGsmCell>










<xn:VsDataContainer id="257" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="258" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<cn:IupsLink id="259" modifier="create">











<xn:userLabel>String</xn:userLabel>











<cn:connectedRnc>DN</cn:connectedRnc>











<cn:connectedBss>DN</cn:connectedBss>











<xn:VsDataContainer id="260" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="261" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</cn:IupsLink>










<cn:GbLink id="262" modifier="create">











<xn:userLabel>String</xn:userLabel>











<cn:connectedBss>DN</cn:connectedBss>











<xn:VsDataContainer id="263" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="264" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</cn:GbLink>









</cn:SgsnFunction>









<cn:GgsnFunction id="265" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="266" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="267" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GgsnFunction>









<cn:BgFunction id="268" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="269" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="270" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:BgFunction>









<cn:SmlcFunction id="271" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="272" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="273" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SmlcFunction>









<cn:GmlcFunction id="274" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="275" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="276" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GmlcFunction>









<cn:ScfFunction id="277" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="278" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="279" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:ScfFunction>









<cn:SrfFunction id="280" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="281" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="282" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SrfFunction>









<cn:CbcFunction id="283" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="284" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="285" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<cn:IubcLink id="286" modifier="create">











<xn:userLabel>String</xn:userLabel>











<cn:connectedRnc>DN</cn:connectedRnc>











<xn:VsDataContainer id="287" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="288" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</cn:IubcLink>









</cn:CbcFunction>









<cn:CgfFunction id="289" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="290" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="291" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:CgfFunction>









<cn:ImsMgwFunction id="292" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="293" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="294" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:ImsMgwFunction>









<cn:GmscServerFunction id="295" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="296" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="297" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GmscServerFunction>









<cn:IwfFunction id="298" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="299" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="300" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IwfFunction>









<cn:MnpSrfFunction id="301" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="302" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="303" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:MnpSrfFunction>









<cn:NpdbFunction id="304" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="305" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="306" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:NpdbFunction>









<cn:SgwFunction id="307" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="308" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="309" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SgwFunction>









<cn:SsfFunction id="310" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="311" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="312" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SsfFunction>









<cn:BsFunction id="313" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="314" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="315" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:BsFunction>









<cn:CsMgwFunction id="316" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>










<cn:csMgwFunctionIucsLink>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:csMgwFunctionIucsLink>










<cn:csMgwFunctionALink>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</cn:csMgwFunctionALink>










<xn:VsDataContainer id="317" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="318" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:CsMgwFunction>









<cn:ScscfFunction id="319" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="320" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="321" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:ScscfFunction>









<cn:PcscfFunction id="322" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="323" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="324" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:PcscfFunction>









<cn:IcscfFunction id="325" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="326" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="327" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IcscfFunction>









<cn:SlfFunction id="328" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="329" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="330" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:SlfFunction>









<cn:BgcfFunction id="331" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="332" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="333" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:BgcfFunction>









<cn:MrfcFunction id="334" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="335" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="336" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:MrfcFunction>









<cn:MrfpFunction id="337" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="338" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="339" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:MrfpFunction>









<cn:AsFunction id="340" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="341" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="342" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:AsFunction>









<cn:MgcfFunction id="343" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="344" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="345" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:MgcfFunction>









<sm:ServiceProviderFunction id="346" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="347" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="348" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<sm:CSService id="349" modifier="create">











<sm:agreement-contract>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:agreement-contract>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:mobileStationCategory>String</sm:mobileStationCategory>











<sm:lMUIdentifier>String</sm:lMUIdentifier>











<sm:subscriberStatus>String</sm:subscriberStatus>











<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>











<sm:provisionOfBearerService>String</sm:provisionOfBearerService>











<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>











<sm:bCAllocation>String</sm:bCAllocation>











<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>











<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>











<sm:barringOfRoaming>String</sm:barringOfRoaming>











<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>











<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>











<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>











<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>











<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>











<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>











<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>











<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>











<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>











<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>











<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>











<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>











<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>











<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>











<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>











<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>











<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:iSTAlertTimer>String</sm:iSTAlertTimer>











<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>











<sm:SuMCSSupplService id="350" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>












<sm:registrationState>String</sm:registrationState>












<sm:overrideCategory>String</sm:overrideCategory>












<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>












<sm:forwarded-toNumber>String</sm:forwarded-toNumber>












<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>












<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>












<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>












<sm:defaultPriority>String</sm:defaultPriority>












<sm:nbrUser>String</sm:nbrUser>












<sm:nbrSB>String</sm:nbrSB>











</sm:SuMCSSupplService>










</sm:CSService>










<sm:PSService id="351" modifier="create">











<sm:agreement-contract>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:agreement-contract>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:gGSNNumber>String</sm:gGSNNumber>











<sm:provisionofTeleservice>String</sm:provisionofTeleservice>











<sm:transferofSMoption>String</sm:transferofSMoption>











<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>











<sm:pDPType>String</sm:pDPType>











<sm:pDPAddress>String</sm:pDPAddress>











<sm:accessPointName>String</sm:accessPointName>











<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>











<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>











<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>











<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>











<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>











<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>











<sm:w-APN>String</sm:w-APN>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>











<sm:wLANAccess>String</sm:wLANAccess>











<sm:wLANTunnelling>String</sm:wLANTunnelling>











<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>











<sm:wAPNAuthorised>String</sm:wAPNAuthorised>











<sm:w-APNBarringType>String</sm:w-APNBarringType>











<sm:w-APNChargingData>String</sm:w-APNChargingData>











<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>











<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>











<sm:i-WLANAccessType>String</sm:i-WLANAccessType>











<sm:chargingData>String</sm:chargingData>











<sm:chargingCharacteristics>String</sm:chargingCharacteristics>











<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>











<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:SuMPSSupplService id="352" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>











</sm:SuMPSSupplService>










</sm:PSService>










<sm:IMSService id="353" modifier="create">











<sm:agreement-contract>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:agreement-contract>











<sm:barringIndication>String</sm:barringIndication>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:registrationStatus>String</sm:registrationStatus>











<sm:sCSCFName>String</sm:sCSCFName>











<sm:serverCapabilities>String</sm:serverCapabilities>











<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>











<sm:initialFilterCriteria>String</sm:initialFilterCriteria>











<sm:applicationServerInformation>String</sm:applicationServerInformation>











<sm:serviceIndication>String</sm:serviceIndication>











<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>











<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>











<sm:oIMCSI>String</sm:oIMCSI>











<sm:vTIMCSI>String</sm:vTIMCSI>











<sm:dIMCS>String</sm:dIMCS>











<sm:gAAServiceType>String</sm:gAAServiceType>











<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>











<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>











<sm:userSecuritySetting>String</sm:userSecuritySetting>











<sm:userPublicIdentity>String</sm:userPublicIdentity>











<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>











<sm:keyLifetime>String</sm:keyLifetime>











<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>











<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>










</sm:IMSService>









</sm:ServiceProviderFunction>









<sm:SubscriptionFunction id="354" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="355" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="356" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<sm:SuMSubscriberProfile id="357" modifier="create">











<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>











<sm:CSSubscribedService id="358" modifier="create">












<sm:description-service>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>












</sm:description-service>












<sm:agreement-offer>DN</sm:agreement-offer>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:mobileStationCategory>String</sm:mobileStationCategory>












<sm:lMUIdentifier>String</sm:lMUIdentifier>












<sm:subscriberStatus>String</sm:subscriberStatus>












<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>












<sm:provisionOfBearerService>String</sm:provisionOfBearerService>












<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>












<sm:bCAllocation>String</sm:bCAllocation>












<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>












<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>












<sm:barringOfRoaming>String</sm:barringOfRoaming>












<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>












<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>












<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>












<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>












<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>












<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>












<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>












<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>












<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>












<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>












<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>












<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>












<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>












<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>












<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>












<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>












<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>












<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:iSTAlertTimer>String</sm:iSTAlertTimer>












<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>












<sm:SuMCSSupplService id="359" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>













<sm:registrationState>String</sm:registrationState>













<sm:overrideCategory>String</sm:overrideCategory>













<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>













<sm:forwarded-toNumber>String</sm:forwarded-toNumber>













<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>













<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>













<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>













<sm:defaultPriority>String</sm:defaultPriority>













<sm:nbrUser>String</sm:nbrUser>













<sm:nbrSB>String</sm:nbrSB>












</sm:SuMCSSupplService>











</sm:CSSubscribedService>











<sm:PSSubscribedService id="360" modifier="create">












<sm:description-service>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>












</sm:description-service>












<sm:agreement-offer>DN</sm:agreement-offer>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:gGSNNumber>String</sm:gGSNNumber>












<sm:provisionofTeleservice>String</sm:provisionofTeleservice>












<sm:transferofSMoption>String</sm:transferofSMoption>












<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>












<sm:pDPType>String</sm:pDPType>












<sm:pDPAddress>String</sm:pDPAddress>












<sm:accessPointName>String</sm:accessPointName>












<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>












<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>












<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>












<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>












<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>












<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>












<sm:w-APN>String</sm:w-APN>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>












<sm:wLANAccess>String</sm:wLANAccess>












<sm:wLANTunnelling>String</sm:wLANTunnelling>












<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>












<sm:wAPNAuthorised>String</sm:wAPNAuthorised>












<sm:w-APNBarringType>String</sm:w-APNBarringType>












<sm:w-APNChargingData>String</sm:w-APNChargingData>












<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>












<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>












<sm:i-WLANAccessType>String</sm:i-WLANAccessType>












<sm:chargingData>String</sm:chargingData>












<sm:chargingCharacteristics>String</sm:chargingCharacteristics>












<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>












<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:SuMPSSupplService id="361" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>












</sm:SuMPSSupplService>











</sm:PSSubscribedService>











<sm:IMSSubscribedService id="362" modifier="create">












<sm:description-service>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>













<xn:Dn>DN</xn:Dn>












</sm:description-service>












<sm:agreement-offer>DN</sm:agreement-offer>












<sm:barringIndication>String</sm:barringIndication>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:registrationStatus>String</sm:registrationStatus>












<sm:sCSCFName>String</sm:sCSCFName>












<sm:serverCapabilities>String</sm:serverCapabilities>












<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>












<sm:initialFilterCriteria>String</sm:initialFilterCriteria>












<sm:applicationServerInformation>String</sm:applicationServerInformation>












<sm:serviceIndication>String</sm:serviceIndication>












<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>












<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>












<sm:oIMCSI>String</sm:oIMCSI>












<sm:vTIMCSI>String</sm:vTIMCSI>












<sm:dIMCS>String</sm:dIMCS>












<sm:gAAServiceType>String</sm:gAAServiceType>












<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>












<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>












<sm:userSecuritySetting>String</sm:userSecuritySetting>












<sm:userPublicIdentity>String</sm:userPublicIdentity>












<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>












<sm:keyLifetime>String</sm:keyLifetime>












<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>












<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>











</sm:IMSSubscribedService>











<sm:SuMSubscriptionProfile id="363" modifier="create">












<sm:iMSI>String</sm:iMSI>












<sm:mSISDN>String</sm:mSISDN>












<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>












<sm:iMEISV>String</sm:iMEISV>












<sm:privateUserIdentity>String</sm:privateUserIdentity>












<sm:publicIdentity>String</sm:publicIdentity>












<sm:CSServiceProfile id="364" modifier="create">













<sm:description-specification>DN</sm:description-specification>













<sm:networkAccessMode>String</sm:networkAccessMode>













<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>













<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>













<sm:vLRNumber>String</sm:vLRNumber>













<sm:mSCNumber>String</sm:mSCNumber>













<sm:subscriptionRestriction>String</sm:subscriptionRestriction>













<sm:rSZIlists>String</sm:rSZIlists>













<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>













<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>













<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>













<sm:lSAIdentity>String</sm:lSAIdentity>













<sm:lSAPriority>String</sm:lSAPriority>













<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>













<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>













<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>













<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>













<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>













<sm:accessRestrictionData>String</sm:accessRestrictionData>













<sm:privacyExceptionList>String</sm:privacyExceptionList>













<sm:gMLCNumbers>String</sm:gMLCNumbers>













<sm:mOLRList>String</sm:mOLRList>













<sm:serviceTypes>String</sm:serviceTypes>













<sm:ageIndicator>String</sm:ageIndicator>













<sm:lMSI>String</sm:lMSI>













<sm:mobileStationCategory>String</sm:mobileStationCategory>













<sm:lMUIdentifier>String</sm:lMUIdentifier>













<sm:mNRR>String</sm:mNRR>













<sm:subscriberStatus>String</sm:subscriberStatus>













<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>













<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>













<sm:messagesWaitingData>String</sm:messagesWaitingData>













<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>













<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>













<sm:traceReference>String</sm:traceReference>













<sm:traceType>String</sm:traceType>













<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>













<sm:hLRTraceType>String</sm:hLRTraceType>













<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>













<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>













<sm:provisionOfBearerService>String</sm:provisionOfBearerService>













<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>













<sm:bCAllocation>String</sm:bCAllocation>













<sm:checkSSIndicator>String</sm:checkSSIndicator>













<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>













<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>













<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>













<sm:barringOfRoaming>String</sm:barringOfRoaming>













<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>













<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>













<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>













<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>













<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>













<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>













<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>













<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>













<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>













<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>













<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>













<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>













<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>













<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>













<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>













<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>













<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>













<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>













<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>













<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>













<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>













<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>













<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>













<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>













<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>













<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>













<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>













<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>













<sm:iSTAlertTimer>String</sm:iSTAlertTimer>













<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>













<sm:TraceReference2>String</sm:TraceReference2>













<sm:TraceDepth>String</sm:TraceDepth>













<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>













<sm:TriggeringEvents>String</sm:TriggeringEvents>













<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>













<sm:SuMCSSupplService id="365" modifier="create">














<sm:sS-Code>String</sm:sS-Code>














<sm:provisioningState>String</sm:provisioningState>














<sm:activationState>String</sm:activationState>














<sm:registrationState>String</sm:registrationState>














<sm:overrideCategory>String</sm:overrideCategory>














<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>














<sm:forwarded-toNumber>String</sm:forwarded-toNumber>














<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>














<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>














<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>














<sm:defaultPriority>String</sm:defaultPriority>














<sm:nbrUser>String</sm:nbrUser>














<sm:nbrSB>String</sm:nbrSB>













</sm:SuMCSSupplService>












</sm:CSServiceProfile>












<sm:PSServiceProfile id="366" modifier="create">













<sm:description-specification>DN</sm:description-specification>













<sm:networkAccessMode>String</sm:networkAccessMode>













<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>













<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>













<sm:vLRNumber>String</sm:vLRNumber>













<sm:mSCNumber>String</sm:mSCNumber>













<sm:subscriptionRestriction>String</sm:subscriptionRestriction>













<sm:rSZIlists>String</sm:rSZIlists>













<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>













<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>













<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>













<sm:lSAIdentity>String</sm:lSAIdentity>













<sm:lSAPriority>String</sm:lSAPriority>













<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>













<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>













<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>













<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>













<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>













<sm:accessRestrictionData>String</sm:accessRestrictionData>













<sm:privacyExceptionList>String</sm:privacyExceptionList>













<sm:gMLCNumbers>String</sm:gMLCNumbers>













<sm:mOLRList>String</sm:mOLRList>













<sm:serviceTypes>String</sm:serviceTypes>













<sm:ageIndicator>String</sm:ageIndicator>













<sm:sGSNNumber>String</sm:sGSNNumber>













<sm:gGSNNumber>String</sm:gGSNNumber>













<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>













<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>













<sm:mNRG>String</sm:mNRG>













<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>













<sm:provisionofTeleservice>String</sm:provisionofTeleservice>













<sm:transferofSMoption>String</sm:transferofSMoption>













<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>













<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>













<sm:pDPType>String</sm:pDPType>













<sm:pDPAddress>String</sm:pDPAddress>













<sm:accessPointName>String</sm:accessPointName>













<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>













<sm:gGSNlist>String</sm:gGSNlist>













<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>













<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>













<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>













<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>













<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>













<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>













<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>













<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>













<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>













<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>













<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>













<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>













<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>













<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>













<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>













<sm:w-APN>String</sm:w-APN>













<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>













<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>













<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>













<sm:wLANAccess>String</sm:wLANAccess>













<sm:wLANTunnelling>String</sm:wLANTunnelling>













<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>













<sm:wAPNAuthorised>String</sm:wAPNAuthorised>













<sm:w-APNBarringType>String</sm:w-APNBarringType>













<sm:w-APNChargingData>String</sm:w-APNChargingData>













<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>













<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>













<sm:i-WLANAccessType>String</sm:i-WLANAccessType>













<sm:chargingData>String</sm:chargingData>













<sm:chargingCharacteristics>String</sm:chargingCharacteristics>













<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>













<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>













<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>













<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>













<sm:TraceReference2>String</sm:TraceReference2>













<sm:TraceDepth>String</sm:TraceDepth>













<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>













<sm:TriggeringEvents>String</sm:TriggeringEvents>













<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>













<sm:SuMPSSupplService id="367" modifier="create">














<sm:sS-Code>String</sm:sS-Code>














<sm:provisioningState>String</sm:provisioningState>














<sm:activationState>String</sm:activationState>













</sm:SuMPSSupplService>












</sm:PSServiceProfile>












<sm:IMSServiceProfile id="368" modifier="create">













<sm:description-specification>DN</sm:description-specification>













<sm:barringIndication>String</sm:barringIndication>













<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>













<sm:registrationStatus>String</sm:registrationStatus>













<sm:sCSCFName>String</sm:sCSCFName>













<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>













<sm:serverCapabilities>String</sm:serverCapabilities>













<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>













<sm:initialFilterCriteria>String</sm:initialFilterCriteria>













<sm:applicationServerInformation>String</sm:applicationServerInformation>













<sm:serviceIndication>String</sm:serviceIndication>













<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>













<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>













<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>













<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>













<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>













<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>













<sm:oIMCSI>String</sm:oIMCSI>













<sm:vTIMCSI>String</sm:vTIMCSI>













<sm:dIMCS>String</sm:dIMCS>













<sm:gAAServiceType>String</sm:gAAServiceType>













<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>













<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>













<sm:userSecuritySetting>String</sm:userSecuritySetting>













<sm:userPublicIdentity>String</sm:userPublicIdentity>













<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>













<sm:keyLifetime>String</sm:keyLifetime>













<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>













<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>












</sm:IMSServiceProfile>











</sm:SuMSubscriptionProfile>










</sm:SuMSubscriberProfile>









</sm:SubscriptionFunction>









<un:RncFunction id="369" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:mcc>10000</un:mcc>










<un:mnc>10000</un:mnc>










<un:rncId>10000</un:rncId>










<xn:VsDataContainer id="370" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="371" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<un:UtranCell id="372" modifier="create">











<xn:userLabel>String</xn:userLabel>











<un:cId>60000</un:cId>











<un:localCellId>250000000</un:localCellId>











<un:uarfcnUl>0</un:uarfcnUl>











<un:uarfcnDl>0</un:uarfcnDl>











<un:primaryScramblingCode>500</un:primaryScramblingCode>











<un:primaryCpichPower>0</un:primaryCpichPower>











<un:retAntennaFunctionList>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</un:retAntennaFunctionList>











<un:maximumTransmissionPower>48</un:maximumTransmissionPower>











<un:primarySchPower>14</un:primarySchPower>











<un:secondarySchPower>-0.1</un:secondarySchPower>











<un:bchPower>-20</un:bchPower>











<un:cellMode>FDDMode</un:cellMode>











<un:uarfcn>0</un:uarfcn>











<un:cellParameterId>126</un:cellParameterId>











<un:primaryCcpchPower>-1</un:primaryCcpchPower>











<un:dwPchPower>-10.1</un:dwPchPower>











<un:timeSlotList>












<un:TimeSlot>













<un:TimeSlotId>10</un:TimeSlotId>













<un:TimeSlotDirection>UL</un:TimeSlotDirection>













<un:TimeSlotStatus>Active</un:TimeSlotStatus>












</un:TimeSlot>












<un:TimeSlot>













<un:TimeSlotId>10</un:TimeSlotId>













<un:TimeSlotDirection>UL</un:TimeSlotDirection>













<un:TimeSlotStatus>Active</un:TimeSlotStatus>












</un:TimeSlot>











</un:timeSlotList>











<un:schPower>0.1</un:schPower>











<un:lac>65535</un:lac>











<un:rac>255</un:rac>











<un:sac>10000</un:sac>











<un:uraList>












<un:Ura>1</un:Ura>












<un:Ura>2</un:Ura>












<un:Ura>3</un:Ura>












<un:Ura>4</un:Ura>












<un:Ura>5</un:Ura>












<un:Ura>6</un:Ura>












<un:Ura>7</un:Ura>












<un:Ura>8</un:Ura>











</un:uraList>











<un:utranCell-IubLink>DN</un:utranCell-IubLink>











<un:operationalState>enabled</un:operationalState>











<xn:VsDataContainer id="373" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="374" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<un:UtranRelation id="375" modifier="create">












<un:adjacentCell>String</un:adjacentCell>












<un:cellMode>FDDMode</un:cellMode>












<un:uarfcnUl>0</un:uarfcnUl>












<un:uarfcnDl>0</un:uarfcnDl>












<un:primaryScramblingCode>500</un:primaryScramblingCode>












<un:primaryCpichPower>0</un:primaryCpichPower>












<un:lac>65535</un:lac>












<un:uarfcn>0</un:uarfcn>












<un:cellParameterId>126</un:cellParameterId>












<un:primaryCcpchPower>-1</un:primaryCcpchPower>












<xn:VsDataContainer id="376" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="377" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</un:UtranRelation>











<gn:GsmRelation id="378" modifier="create">












<gn:adjacentCell>String</gn:adjacentCell>












<gn:bcchFrequency>10000</gn:bcchFrequency>












<gn:ncc>10000</gn:ncc>












<gn:bcc>10000</gn:bcc>












<gn:lac>10000</gn:lac>












<xn:VsDataContainer id="379" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="380" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</gn:GsmRelation>










</un:UtranCell>










<un:IubLink id="381" modifier="create">











<xn:userLabel>String</xn:userLabel>











<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>











<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>











<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>











<xn:VsDataContainer id="382" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="383" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</un:IubLink>









</un:RncFunction>









<un:NodeBFunction id="384" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>










<xn:VsDataContainer id="385" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="386" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:NodeBFunction>









<un:AntennaFunction id="387" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:retUtranCellList>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</un:retUtranCellList>










<un:retTiltValue>1800</un:retTiltValue>










<un:bearing>90</un:bearing>










<un:maxTiltValue>1800</un:maxTiltValue>










<un:minTiltValue>1800</un:minTiltValue>










<un:mechanicalOffset>1800</un:mechanicalOffset>










<un:retGroupName>String</un:retGroupName>










<un:height>100</un:height>










<un:baseElevation>100</un:baseElevation>










<un:latitude>10.2</un:latitude>










<un:longitude>10.2</un:longitude>










<un:maxAzimuthValue>1800</un:maxAzimuthValue>










<un:minAzimuthValue>1800</un:minAzimuthValue>










<un:horizBeamwidth>1800</un:horizBeamwidth>










<un:vertBeamwidth>1800</un:vertBeamwidth>










<un:patternLabel>String</un:patternLabel>










<xn:VsDataContainer id="388" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="389" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:AntennaFunction>









<gn:BssFunction id="390" modifier="create">










<xn:userLabel>String</xn:userLabel>










<xn:VsDataContainer id="391" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="392" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<gn:BtsSiteMgr id="393" modifier="create">











<xn:userLabel>String</xn:userLabel>











<gn:latitude>10000</gn:latitude>











<gn:longitude>10000</gn:longitude>











<gn:operationalState>enabled</gn:operationalState>











<xn:VsDataContainer id="394" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="395" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<gn:GsmCell id="396" modifier="create">












<xn:userLabel>String</xn:userLabel>












<gn:cellIdentity>10000</gn:cellIdentity>












<gn:cellAllocation>













<xn:Item>1</xn:Item>













<xn:Item>16543</xn:Item>













<xn:Item>150</xn:Item>












</gn:cellAllocation>












<gn:ncc>10000</gn:ncc>












<gn:bcc>10000</gn:bcc>












<gn:lac>10000</gn:lac>












<gn:mcc>10000</gn:mcc>












<gn:mnc>10000</gn:mnc>












<gn:rac>10000</gn:rac>












<gn:racc>10000</gn:racc>












<gn:tsc>10000</gn:tsc>












<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>












<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>












<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>












<gn:plmnPermitted>10000</gn:plmnPermitted>












<xn:VsDataContainer id="397" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="398" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>












<gn:GsmRelation id="399" modifier="create">













<gn:adjacentCell>String</gn:adjacentCell>













<gn:bcchFrequency>10000</gn:bcchFrequency>













<gn:ncc>10000</gn:ncc>













<gn:bcc>10000</gn:bcc>













<gn:lac>10000</gn:lac>













<xn:VsDataContainer id="400" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>














<xn:VsDataContainer id="401" modifier="create">















<xn:vsDataType>String</xn:vsDataType>















<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>















<xn:vsData/>














</xn:VsDataContainer>













</xn:VsDataContainer>












</gn:GsmRelation>












<un:UtranRelation id="402" modifier="create">













<un:adjacentCell>String</un:adjacentCell>













<un:cellMode>FDDMode</un:cellMode>













<un:uarfcnUl>0</un:uarfcnUl>













<un:uarfcnDl>0</un:uarfcnDl>













<un:primaryScramblingCode>500</un:primaryScramblingCode>













<un:primaryCpichPower>0</un:primaryCpichPower>













<un:lac>65535</un:lac>













<un:uarfcn>0</un:uarfcn>













<un:cellParameterId>126</un:cellParameterId>













<un:primaryCcpchPower>-1</un:primaryCcpchPower>













<xn:VsDataContainer id="403" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>














<xn:VsDataContainer id="404" modifier="create">















<xn:vsDataType>String</xn:vsDataType>















<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>















<xn:vsData/>














</xn:VsDataContainer>













</xn:VsDataContainer>












</un:UtranRelation>











</gn:GsmCell>










</gn:BtsSiteMgr>









</gn:BssFunction>









<tn:TransportNetworkInterface id="405" modifier="create">










<xn:userLabel>String</xn:userLabel>










<tn:transportNetworkType>IP</tn:transportNetworkType>










<xn:VsDataContainer id="406" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="407" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<tn:ATMChannelTerminationPoint id="408" modifier="create">











<tn:usageChannel>String</tn:usageChannel>











<tn:virtualPathId>13</tn:virtualPathId>











<tn:virtualChannelId>12</tn:virtualChannelId>











<tn:physicalPortId>String</tn:physicalPortId>











<tn:physicalInterfaceType>String</tn:physicalInterfaceType>











<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>











<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>











<tn:usedAAL>AAL1</tn:usedAAL>











<tn:peakCellRateIn>9</tn:peakCellRateIn>











<tn:peakCellRateEg>8</tn:peakCellRateEg>











<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>











<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>











<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>











<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>











<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>











<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>











<tn:minimumCellRateIn>5</tn:minimumCellRateIn>











<tn:minimumCellRateEg>4</tn:minimumCellRateEg>











<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>











<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>











<xn:VsDataContainer id="409" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="410" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</tn:ATMChannelTerminationPoint>










<tn:ATMPathTerminationPoint id="411" modifier="create">











<tn:virtualPathId>13</tn:virtualPathId>











<tn:physicalPortIdList>












<tn:PhysicalPortId>String</tn:PhysicalPortId>












<tn:PhysicalPortId>String</tn:PhysicalPortId>











</tn:physicalPortIdList>











<tn:peakCellRateIn>9</tn:peakCellRateIn>











<tn:peakCellRateEg>8</tn:peakCellRateEg>











<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>











<xn:VsDataContainer id="412" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="413" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</tn:ATMPathTerminationPoint>









</tn:TransportNetworkInterface>









<stn:MtpSignPoint id="414" modifier="create">










<stn:pointCode>100</stn:pointCode>










<stn:networkIndicator>International</stn:networkIndicator>










<stn:pointCodeLength>BITS_24</stn:pointCodeLength>










<stn:spType>STEP</stn:spType>










<stn:userLabel>String</stn:userLabel>










<stn:relatedObjects>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</stn:relatedObjects>










<xn:VsDataContainer id="415" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="416" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<stn:SignLinkSetTp id="417" modifier="create">











<stn:adjPc>100</stn:adjPc>











<stn:userLabel>String</stn:userLabel>











<stn:maxCapacityLS>100</stn:maxCapacityLS>











<xn:VsDataContainer id="418" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="419" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<stn:SignLinkTp id="420" modifier="create">












<stn:slCode>100</stn:slCode>












<stn:slsCodeNormalList>













<stn:SlsCode>0</stn:SlsCode>













<stn:SlsCode>1</stn:SlsCode>













<stn:SlsCode>2</stn:SlsCode>













<stn:SlsCode>3</stn:SlsCode>













<stn:SlsCode>4</stn:SlsCode>













<stn:SlsCode>5</stn:SlsCode>













<stn:SlsCode>6</stn:SlsCode>













<stn:SlsCode>7</stn:SlsCode>













<stn:SlsCode>8</stn:SlsCode>













<stn:SlsCode>9</stn:SlsCode>













<stn:SlsCode>10</stn:SlsCode>













<stn:SlsCode>11</stn:SlsCode>













<stn:SlsCode>12</stn:SlsCode>













<stn:SlsCode>13</stn:SlsCode>













<stn:SlsCode>14</stn:SlsCode>













<stn:SlsCode>15</stn:SlsCode>












</stn:slsCodeNormalList>












<stn:slsCodeCurrentList>













<stn:SlsCode>0</stn:SlsCode>













<stn:SlsCode>1</stn:SlsCode>













<stn:SlsCode>2</stn:SlsCode>













<stn:SlsCode>3</stn:SlsCode>













<stn:SlsCode>4</stn:SlsCode>













<stn:SlsCode>5</stn:SlsCode>













<stn:SlsCode>6</stn:SlsCode>













<stn:SlsCode>7</stn:SlsCode>













<stn:SlsCode>8</stn:SlsCode>













<stn:SlsCode>9</stn:SlsCode>













<stn:SlsCode>10</stn:SlsCode>













<stn:SlsCode>11</stn:SlsCode>













<stn:SlsCode>12</stn:SlsCode>













<stn:SlsCode>13</stn:SlsCode>













<stn:SlsCode>14</stn:SlsCode>













<stn:SlsCode>15</stn:SlsCode>












</stn:slsCodeCurrentList>












<stn:linkTpStatus/>












<stn:maxCapacitySL>100</stn:maxCapacitySL>












<stn:userLabel>String</stn:userLabel>












<stn:signLinkType>ST_64K</stn:signLinkType>












<xn:VsDataContainer id="421" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="422" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</stn:SignLinkTp>










</stn:SignLinkSetTp>










<stn:SignRouteSetNePart id="423" modifier="create">











<stn:destinationPc>100</stn:destinationPc>











<stn:userLabel>String</stn:userLabel>











<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>











<xn:VsDataContainer id="424" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="425" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<stn:SignRouteNePart id="426" modifier="create">












<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>












<stn:fixedPriority>100</stn:fixedPriority>












<stn:userLabel>String</stn:userLabel>












<xn:VsDataContainer id="427" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="428" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</stn:SignRouteNePart>










</stn:SignRouteSetNePart>









</stn:MtpSignPoint>








</xn:ManagedElement>







</xn:MeContext>







<xn:ManagementNode id="429" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:vendorName>String</xn:vendorName>








<xn:userDefinedState>String</xn:userDefinedState>








<xn:locationName>String</xn:locationName>








<xn:managedElements>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</xn:managedElements>








<xn:swVersion>String</xn:swVersion>








<xn:IRPAgent id="430" modifier="create">









<xn:systemDN>String</xn:systemDN>








</xn:IRPAgent>








<xn:VsDataContainer id="431" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="432" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</xn:ManagementNode>







<cn:Link_As_Auc id="433" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="434" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="435" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_As_Auc>







<cn:Link_As_Hlr id="436" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="437" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="438" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_As_Hlr>







<cn:Link_As_Scscf id="439" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="440" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="441" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_As_Scscf>







<cn:Link_As_Slf id="442" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="443" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="444" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_As_Slf>







<cn:Link_Bgcf_Bgcf id="445" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="446" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="447" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Bgcf_Bgcf>







<cn:Link_Bgcf_ImsMgw id="448" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="449" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="450" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Bgcf_ImsMgw>







<cn:Link_Bgcf_Scscf id="451" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="452" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="453" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Bgcf_Scscf>







<cn:Link_Hlr_Scscf id="454" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="455" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="456" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Hlr_Scscf>







<cn:Link_Icscf_Slf id="457" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="458" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="459" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Icscf_Slf>







<cn:Link_ImsMgw_Mgcf id="460" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="461" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="462" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_ImsMgw_Mgcf>







<cn:Link_ImsMgw_Scscf id="463" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="464" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="465" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_ImsMgw_Scscf>







<cn:Link_Mrfc_Mrfp id="466" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="467" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="468" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Mrfc_Mrfp>







<cn:Link_Mrfc_Scscf id="469" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="470" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="471" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Mrfc_Scscf>







<cn:Link_Scscf_Scscf id="472" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="473" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="474" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Scscf_Scscf>







<cn:Link_Scscf_Slf id="475" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:aEnd>DN</xn:aEnd>








<xn:zEnd>DN</xn:zEnd>








<xn:linkType>Signalling Bearer</xn:linkType>








<xn:protocolName>String</xn:protocolName>








<xn:protocolVersion>String</xn:protocolVersion>








<xn:VsDataContainer id="476" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="477" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:Link_Scscf_Slf>







<un:ExternalUtranCell id="478" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:cId>60000</un:cId>








<un:mcc>10000</un:mcc>








<un:mnc>10000</un:mnc>








<un:rncId>10000</un:rncId>








<un:cellMode>FDDMode</un:cellMode>








<un:uarfcnUl>0</un:uarfcnUl>








<un:uarfcnDl>0</un:uarfcnDl>








<un:primaryScramblingCode>500</un:primaryScramblingCode>








<un:primaryCpichPower>0</un:primaryCpichPower>








<un:uarfcn>0</un:uarfcn>








<un:cellParameterId>126</un:cellParameterId>








<un:primaryCcpchPower>-1</un:primaryCcpchPower>








<un:lac>65535</un:lac>








<un:rac>255</un:rac>








<un:controllingRnc>DN</un:controllingRnc>








<xn:VsDataContainer id="479" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="480" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:ExternalUtranCell>







<un:ExternalRncFunction id="481" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:mcc>10000</un:mcc>








<un:mnc>10000</un:mnc>








<un:rncId>10000</un:rncId>








<un:controlledCellList>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</un:controlledCellList>








<xn:VsDataContainer id="482" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="483" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:ExternalRncFunction>







<gn:ExternalBssFunction id="484" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="485" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="486" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<gn:ExternalGsmCell id="487" modifier="create">









<xn:userLabel>String</xn:userLabel>









<gn:cellIdentity>10000</gn:cellIdentity>









<gn:bcchFrequency>10000</gn:bcchFrequency>









<gn:ncc>10000</gn:ncc>









<gn:bcc>10000</gn:bcc>









<gn:lac>10000</gn:lac>









<gn:mcc>10000</gn:mcc>









<gn:mnc>10000</gn:mnc>









<gn:rac>10000</gn:rac>









<gn:racc>10000</gn:racc>









<xn:VsDataContainer id="488" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="489" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</gn:ExternalGsmCell>







</gn:ExternalBssFunction>






</xn:SubNetwork>






<xn:ManagedElement id="490" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</xn:managedBy>







<xn:IRPAgent id="491" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:IRPAgent>







<in:InventoryUnit id="492" modifier="create">








<in:inventoryUnitId>String</in:inventoryUnitId>








<in:inventoryUnitType>String</in:inventoryUnitType>








<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>








<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>








<in:vendorName>String</in:vendorName>








<in:serialNumber>String</in:serialNumber>








<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>








<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>








<in:unitPosition>String</in:unitPosition>








<in:manufacturerData>String</in:manufacturerData>








<in:InventoryUnit id="493" modifier="create">









<in:inventoryUnitId>String</in:inventoryUnitId>









<in:inventoryUnitType>String</in:inventoryUnitType>









<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>









<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>









<in:vendorName>String</in:vendorName>









<in:serialNumber>String</in:serialNumber>









<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>









<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>









<in:unitPosition>String</in:unitPosition>









<in:manufacturerData>String</in:manufacturerData>








</in:InventoryUnit>







</in:InventoryUnit>







<xn:VsDataContainer id="494" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="495" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<cn:MscServerFunction id="496" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:mccList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mccList>








<cn:mncList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mncList>








<cn:lacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:lacList>








<cn:sacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:sacList>








<cn:gcaList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:gcaList>








<cn:mscId>10000</cn:mscId>








<cn:mscServerFunctionGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionGsmCell>








<cn:mscServerFunctionExternalGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionExternalGsmCell>








<cn:mscServerFunctionCsMgwFunction>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionCsMgwFunction>








<xn:VsDataContainer id="497" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="498" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IucsLink id="499" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="500" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="501" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IucsLink>








<cn:ALink id="502" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="503" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="504" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ALink>







</cn:MscServerFunction>







<cn:HlrFunction id="505" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="506" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="507" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:HlrFunction>







<cn:VlrFunction id="508" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="509" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="510" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:VlrFunction>







<cn:AucFunction id="511" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="512" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="513" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:AucFunction>







<cn:EirFunction id="514" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="515" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="516" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:EirFunction>







<cn:SmsIwmscFunction id="517" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="518" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="519" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmsIwmscFunction>







<cn:SmsGmscFunction id="520" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="521" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="522" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmsGmscFunction>







<cn:GmscFunction id="523" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="524" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="525" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmscFunction>







<cn:SgsnFunction id="526" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:mccList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mccList>








<cn:mncList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mncList>








<cn:lacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:lacList>








<cn:racList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:racList>








<cn:sacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:sacList>








<cn:sgsnId>10000</cn:sgsnId>








<cn:sgsnFunctionGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:sgsnFunctionGsmCell>








<cn:sgsnFunctionExternalGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:sgsnFunctionExternalGsmCell>








<xn:VsDataContainer id="527" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="528" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IupsLink id="529" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="530" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="531" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IupsLink>








<cn:GbLink id="532" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="533" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="534" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GbLink>







</cn:SgsnFunction>







<cn:GgsnFunction id="535" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="536" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="537" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GgsnFunction>







<cn:BgFunction id="538" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="539" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="540" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BgFunction>







<cn:SmlcFunction id="541" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="542" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="543" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmlcFunction>







<cn:GmlcFunction id="544" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="545" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="546" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmlcFunction>







<cn:ScfFunction id="547" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="548" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="549" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ScfFunction>







<cn:SrfFunction id="550" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="551" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="552" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SrfFunction>







<cn:CbcFunction id="553" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="554" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="555" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IubcLink id="556" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<xn:VsDataContainer id="557" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="558" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IubcLink>







</cn:CbcFunction>







<cn:CgfFunction id="559" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="560" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="561" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:CgfFunction>







<cn:ImsMgwFunction id="562" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="563" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="564" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ImsMgwFunction>







<cn:GmscServerFunction id="565" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="566" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="567" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmscServerFunction>







<cn:IwfFunction id="568" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="569" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="570" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IwfFunction>







<cn:MnpSrfFunction id="571" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="572" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="573" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MnpSrfFunction>







<cn:NpdbFunction id="574" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="575" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="576" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:NpdbFunction>







<cn:SgwFunction id="577" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="578" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="579" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SgwFunction>







<cn:SsfFunction id="580" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="581" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="582" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SsfFunction>







<cn:BsFunction id="583" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="584" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="585" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BsFunction>







<cn:CsMgwFunction id="586" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>








<cn:csMgwFunctionIucsLink>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:csMgwFunctionIucsLink>








<cn:csMgwFunctionALink>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:csMgwFunctionALink>








<xn:VsDataContainer id="587" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="588" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:CsMgwFunction>







<cn:ScscfFunction id="589" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="590" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="591" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ScscfFunction>







<cn:PcscfFunction id="592" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="593" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="594" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:PcscfFunction>







<cn:IcscfFunction id="595" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="596" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="597" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IcscfFunction>







<cn:SlfFunction id="598" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="599" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="600" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SlfFunction>







<cn:BgcfFunction id="601" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="602" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="603" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BgcfFunction>







<cn:MrfcFunction id="604" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="605" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="606" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MrfcFunction>







<cn:MrfpFunction id="607" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="608" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="609" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MrfpFunction>







<cn:AsFunction id="610" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="611" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="612" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:AsFunction>







<cn:MgcfFunction id="613" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="614" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="615" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MgcfFunction>







<sm:ServiceProviderFunction id="616" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="617" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="618" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<sm:CSService id="619" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:mobileStationCategory>String</sm:mobileStationCategory>









<sm:lMUIdentifier>String</sm:lMUIdentifier>









<sm:subscriberStatus>String</sm:subscriberStatus>









<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>









<sm:provisionOfBearerService>String</sm:provisionOfBearerService>









<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>









<sm:bCAllocation>String</sm:bCAllocation>









<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>









<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>









<sm:barringOfRoaming>String</sm:barringOfRoaming>









<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>









<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>









<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>









<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>









<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>









<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>









<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>









<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>









<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>









<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>









<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>









<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>









<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>









<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>









<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>









<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>









<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:iSTAlertTimer>String</sm:iSTAlertTimer>









<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>









<sm:SuMCSSupplService id="620" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>










<sm:registrationState>String</sm:registrationState>










<sm:overrideCategory>String</sm:overrideCategory>










<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>










<sm:forwarded-toNumber>String</sm:forwarded-toNumber>










<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>










<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>










<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>










<sm:defaultPriority>String</sm:defaultPriority>










<sm:nbrUser>String</sm:nbrUser>










<sm:nbrSB>String</sm:nbrSB>









</sm:SuMCSSupplService>








</sm:CSService>








<sm:PSService id="621" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:gGSNNumber>String</sm:gGSNNumber>









<sm:provisionofTeleservice>String</sm:provisionofTeleservice>









<sm:transferofSMoption>String</sm:transferofSMoption>









<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>









<sm:pDPType>String</sm:pDPType>









<sm:pDPAddress>String</sm:pDPAddress>









<sm:accessPointName>String</sm:accessPointName>









<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>









<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>









<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>









<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>









<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>









<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>









<sm:w-APN>String</sm:w-APN>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>









<sm:wLANAccess>String</sm:wLANAccess>









<sm:wLANTunnelling>String</sm:wLANTunnelling>









<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>









<sm:wAPNAuthorised>String</sm:wAPNAuthorised>









<sm:w-APNBarringType>String</sm:w-APNBarringType>









<sm:w-APNChargingData>String</sm:w-APNChargingData>









<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>









<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>









<sm:i-WLANAccessType>String</sm:i-WLANAccessType>









<sm:chargingData>String</sm:chargingData>









<sm:chargingCharacteristics>String</sm:chargingCharacteristics>









<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>









<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:SuMPSSupplService id="622" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>









</sm:SuMPSSupplService>








</sm:PSService>








<sm:IMSService id="623" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:barringIndication>String</sm:barringIndication>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:registrationStatus>String</sm:registrationStatus>









<sm:sCSCFName>String</sm:sCSCFName>









<sm:serverCapabilities>String</sm:serverCapabilities>









<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>









<sm:initialFilterCriteria>String</sm:initialFilterCriteria>









<sm:applicationServerInformation>String</sm:applicationServerInformation>









<sm:serviceIndication>String</sm:serviceIndication>









<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>









<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>









<sm:oIMCSI>String</sm:oIMCSI>









<sm:vTIMCSI>String</sm:vTIMCSI>









<sm:dIMCS>String</sm:dIMCS>









<sm:gAAServiceType>String</sm:gAAServiceType>









<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>









<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>









<sm:userSecuritySetting>String</sm:userSecuritySetting>









<sm:userPublicIdentity>String</sm:userPublicIdentity>









<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>









<sm:keyLifetime>String</sm:keyLifetime>









<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>









<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>








</sm:IMSService>







</sm:ServiceProviderFunction>







<sm:SubscriptionFunction id="624" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="625" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="626" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<sm:SuMSubscriberProfile id="627" modifier="create">









<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>









<sm:CSSubscribedService id="628" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:mobileStationCategory>String</sm:mobileStationCategory>










<sm:lMUIdentifier>String</sm:lMUIdentifier>










<sm:subscriberStatus>String</sm:subscriberStatus>










<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>










<sm:provisionOfBearerService>String</sm:provisionOfBearerService>










<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>










<sm:bCAllocation>String</sm:bCAllocation>










<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>










<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>










<sm:barringOfRoaming>String</sm:barringOfRoaming>










<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>










<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>










<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>










<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>










<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>










<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>










<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>










<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>










<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>










<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>










<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>










<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>










<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>










<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>










<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>










<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>










<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:iSTAlertTimer>String</sm:iSTAlertTimer>










<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>










<sm:SuMCSSupplService id="629" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>











<sm:registrationState>String</sm:registrationState>











<sm:overrideCategory>String</sm:overrideCategory>











<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>











<sm:forwarded-toNumber>String</sm:forwarded-toNumber>











<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>











<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>











<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>











<sm:defaultPriority>String</sm:defaultPriority>











<sm:nbrUser>String</sm:nbrUser>











<sm:nbrSB>String</sm:nbrSB>










</sm:SuMCSSupplService>









</sm:CSSubscribedService>









<sm:PSSubscribedService id="630" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:gGSNNumber>String</sm:gGSNNumber>










<sm:provisionofTeleservice>String</sm:provisionofTeleservice>










<sm:transferofSMoption>String</sm:transferofSMoption>










<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>










<sm:pDPType>String</sm:pDPType>










<sm:pDPAddress>String</sm:pDPAddress>










<sm:accessPointName>String</sm:accessPointName>










<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>










<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>










<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>










<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>










<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>










<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>










<sm:w-APN>String</sm:w-APN>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>










<sm:wLANAccess>String</sm:wLANAccess>










<sm:wLANTunnelling>String</sm:wLANTunnelling>










<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>










<sm:wAPNAuthorised>String</sm:wAPNAuthorised>










<sm:w-APNBarringType>String</sm:w-APNBarringType>










<sm:w-APNChargingData>String</sm:w-APNChargingData>










<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>










<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>










<sm:i-WLANAccessType>String</sm:i-WLANAccessType>










<sm:chargingData>String</sm:chargingData>










<sm:chargingCharacteristics>String</sm:chargingCharacteristics>










<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>










<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:SuMPSSupplService id="631" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>










</sm:SuMPSSupplService>









</sm:PSSubscribedService>









<sm:IMSSubscribedService id="632" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:barringIndication>String</sm:barringIndication>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:registrationStatus>String</sm:registrationStatus>










<sm:sCSCFName>String</sm:sCSCFName>










<sm:serverCapabilities>String</sm:serverCapabilities>










<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>










<sm:initialFilterCriteria>String</sm:initialFilterCriteria>










<sm:applicationServerInformation>String</sm:applicationServerInformation>










<sm:serviceIndication>String</sm:serviceIndication>










<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>










<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>










<sm:oIMCSI>String</sm:oIMCSI>










<sm:vTIMCSI>String</sm:vTIMCSI>










<sm:dIMCS>String</sm:dIMCS>










<sm:gAAServiceType>String</sm:gAAServiceType>










<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>










<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>










<sm:userSecuritySetting>String</sm:userSecuritySetting>










<sm:userPublicIdentity>String</sm:userPublicIdentity>










<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>










<sm:keyLifetime>String</sm:keyLifetime>










<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>










<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>









</sm:IMSSubscribedService>









<sm:SuMSubscriptionProfile id="633" modifier="create">










<sm:iMSI>String</sm:iMSI>










<sm:mSISDN>String</sm:mSISDN>










<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>










<sm:iMEISV>String</sm:iMEISV>










<sm:privateUserIdentity>String</sm:privateUserIdentity>










<sm:publicIdentity>String</sm:publicIdentity>










<sm:CSServiceProfile id="634" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:vLRNumber>String</sm:vLRNumber>











<sm:mSCNumber>String</sm:mSCNumber>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>











<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>











<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:ageIndicator>String</sm:ageIndicator>











<sm:lMSI>String</sm:lMSI>











<sm:mobileStationCategory>String</sm:mobileStationCategory>











<sm:lMUIdentifier>String</sm:lMUIdentifier>











<sm:mNRR>String</sm:mNRR>











<sm:subscriberStatus>String</sm:subscriberStatus>











<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>











<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>











<sm:messagesWaitingData>String</sm:messagesWaitingData>











<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>











<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>











<sm:traceReference>String</sm:traceReference>











<sm:traceType>String</sm:traceType>











<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>











<sm:hLRTraceType>String</sm:hLRTraceType>











<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>











<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>











<sm:provisionOfBearerService>String</sm:provisionOfBearerService>











<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>











<sm:bCAllocation>String</sm:bCAllocation>











<sm:checkSSIndicator>String</sm:checkSSIndicator>











<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>











<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>











<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>











<sm:barringOfRoaming>String</sm:barringOfRoaming>











<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>











<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>











<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>











<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>











<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>











<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>











<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>











<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>











<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>











<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>











<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>











<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>











<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>











<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>











<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>











<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>











<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>











<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>











<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>











<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>











<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>











<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>











<sm:iSTAlertTimer>String</sm:iSTAlertTimer>











<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>











<sm:TraceReference2>String</sm:TraceReference2>











<sm:TraceDepth>String</sm:TraceDepth>











<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>











<sm:TriggeringEvents>String</sm:TriggeringEvents>











<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>











<sm:SuMCSSupplService id="635" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>












<sm:registrationState>String</sm:registrationState>












<sm:overrideCategory>String</sm:overrideCategory>












<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>












<sm:forwarded-toNumber>String</sm:forwarded-toNumber>












<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>












<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>












<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>












<sm:defaultPriority>String</sm:defaultPriority>












<sm:nbrUser>String</sm:nbrUser>












<sm:nbrSB>String</sm:nbrSB>











</sm:SuMCSSupplService>










</sm:CSServiceProfile>










<sm:PSServiceProfile id="636" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:vLRNumber>String</sm:vLRNumber>











<sm:mSCNumber>String</sm:mSCNumber>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>











<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>











<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:ageIndicator>String</sm:ageIndicator>











<sm:sGSNNumber>String</sm:sGSNNumber>











<sm:gGSNNumber>String</sm:gGSNNumber>











<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>











<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>











<sm:mNRG>String</sm:mNRG>











<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>











<sm:provisionofTeleservice>String</sm:provisionofTeleservice>











<sm:transferofSMoption>String</sm:transferofSMoption>











<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>











<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>











<sm:pDPType>String</sm:pDPType>











<sm:pDPAddress>String</sm:pDPAddress>











<sm:accessPointName>String</sm:accessPointName>











<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>











<sm:gGSNlist>String</sm:gGSNlist>











<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>











<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>











<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>











<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>











<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>











<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>











<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>











<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>











<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>











<sm:w-APN>String</sm:w-APN>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>











<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>











<sm:wLANAccess>String</sm:wLANAccess>











<sm:wLANTunnelling>String</sm:wLANTunnelling>











<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>











<sm:wAPNAuthorised>String</sm:wAPNAuthorised>











<sm:w-APNBarringType>String</sm:w-APNBarringType>











<sm:w-APNChargingData>String</sm:w-APNChargingData>











<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>











<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>











<sm:i-WLANAccessType>String</sm:i-WLANAccessType>











<sm:chargingData>String</sm:chargingData>











<sm:chargingCharacteristics>String</sm:chargingCharacteristics>











<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>











<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:TraceReference2>String</sm:TraceReference2>











<sm:TraceDepth>String</sm:TraceDepth>











<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>











<sm:TriggeringEvents>String</sm:TriggeringEvents>











<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>











<sm:SuMPSSupplService id="637" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>











</sm:SuMPSSupplService>










</sm:PSServiceProfile>










<sm:IMSServiceProfile id="638" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:barringIndication>String</sm:barringIndication>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:registrationStatus>String</sm:registrationStatus>











<sm:sCSCFName>String</sm:sCSCFName>











<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>











<sm:serverCapabilities>String</sm:serverCapabilities>











<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>











<sm:initialFilterCriteria>String</sm:initialFilterCriteria>











<sm:applicationServerInformation>String</sm:applicationServerInformation>











<sm:serviceIndication>String</sm:serviceIndication>











<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>











<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>











<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>











<sm:oIMCSI>String</sm:oIMCSI>











<sm:vTIMCSI>String</sm:vTIMCSI>











<sm:dIMCS>String</sm:dIMCS>











<sm:gAAServiceType>String</sm:gAAServiceType>











<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>











<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>











<sm:userSecuritySetting>String</sm:userSecuritySetting>











<sm:userPublicIdentity>String</sm:userPublicIdentity>











<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>











<sm:keyLifetime>String</sm:keyLifetime>











<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>











<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>










</sm:IMSServiceProfile>









</sm:SuMSubscriptionProfile>








</sm:SuMSubscriberProfile>







</sm:SubscriptionFunction>







<un:RncFunction id="639" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:mcc>10000</un:mcc>








<un:mnc>10000</un:mnc>








<un:rncId>10000</un:rncId>








<xn:VsDataContainer id="640" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="641" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<un:UtranCell id="642" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:cId>60000</un:cId>









<un:localCellId>250000000</un:localCellId>









<un:uarfcnUl>0</un:uarfcnUl>









<un:uarfcnDl>0</un:uarfcnDl>









<un:primaryScramblingCode>500</un:primaryScramblingCode>









<un:primaryCpichPower>0</un:primaryCpichPower>









<un:retAntennaFunctionList>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</un:retAntennaFunctionList>









<un:maximumTransmissionPower>48</un:maximumTransmissionPower>









<un:primarySchPower>14</un:primarySchPower>









<un:secondarySchPower>-0.1</un:secondarySchPower>









<un:bchPower>-20</un:bchPower>









<un:cellMode>FDDMode</un:cellMode>









<un:uarfcn>0</un:uarfcn>









<un:cellParameterId>126</un:cellParameterId>









<un:primaryCcpchPower>-1</un:primaryCcpchPower>









<un:dwPchPower>-10.1</un:dwPchPower>









<un:timeSlotList>










<un:TimeSlot>











<un:TimeSlotId>10</un:TimeSlotId>











<un:TimeSlotDirection>UL</un:TimeSlotDirection>











<un:TimeSlotStatus>Active</un:TimeSlotStatus>










</un:TimeSlot>










<un:TimeSlot>











<un:TimeSlotId>10</un:TimeSlotId>











<un:TimeSlotDirection>UL</un:TimeSlotDirection>











<un:TimeSlotStatus>Active</un:TimeSlotStatus>










</un:TimeSlot>









</un:timeSlotList>









<un:schPower>0.1</un:schPower>









<un:lac>65535</un:lac>









<un:rac>255</un:rac>









<un:sac>10000</un:sac>









<un:uraList>










<un:Ura>1</un:Ura>










<un:Ura>2</un:Ura>










<un:Ura>3</un:Ura>










<un:Ura>4</un:Ura>










<un:Ura>5</un:Ura>










<un:Ura>6</un:Ura>










<un:Ura>7</un:Ura>










<un:Ura>8</un:Ura>









</un:uraList>









<un:utranCell-IubLink>DN</un:utranCell-IubLink>









<un:operationalState>enabled</un:operationalState>









<xn:VsDataContainer id="643" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="644" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<un:UtranRelation id="645" modifier="create">










<un:adjacentCell>String</un:adjacentCell>










<un:cellMode>FDDMode</un:cellMode>










<un:uarfcnUl>0</un:uarfcnUl>










<un:uarfcnDl>0</un:uarfcnDl>










<un:primaryScramblingCode>500</un:primaryScramblingCode>










<un:primaryCpichPower>0</un:primaryCpichPower>










<un:lac>65535</un:lac>










<un:uarfcn>0</un:uarfcn>










<un:cellParameterId>126</un:cellParameterId>










<un:primaryCcpchPower>-1</un:primaryCcpchPower>










<xn:VsDataContainer id="646" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="647" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:UtranRelation>









<gn:GsmRelation id="648" modifier="create">










<gn:adjacentCell>String</gn:adjacentCell>










<gn:bcchFrequency>10000</gn:bcchFrequency>










<gn:ncc>10000</gn:ncc>










<gn:bcc>10000</gn:bcc>










<gn:lac>10000</gn:lac>










<xn:VsDataContainer id="649" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="650" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</gn:GsmRelation>








</un:UtranCell>








<un:IubLink id="651" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>









<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>









<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>









<xn:VsDataContainer id="652" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="653" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:IubLink>







</un:RncFunction>







<un:NodeBFunction id="654" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>








<xn:VsDataContainer id="655" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="656" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:NodeBFunction>







<un:AntennaFunction id="657" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:retUtranCellList>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</un:retUtranCellList>








<un:retTiltValue>1800</un:retTiltValue>








<un:bearing>90</un:bearing>








<un:maxTiltValue>1800</un:maxTiltValue>








<un:minTiltValue>1800</un:minTiltValue>








<un:mechanicalOffset>1800</un:mechanicalOffset>








<un:retGroupName>String</un:retGroupName>








<un:height>100</un:height>








<un:baseElevation>100</un:baseElevation>








<un:latitude>10.2</un:latitude>








<un:longitude>10.2</un:longitude>








<un:maxAzimuthValue>1800</un:maxAzimuthValue>








<un:minAzimuthValue>1800</un:minAzimuthValue>








<un:horizBeamwidth>1800</un:horizBeamwidth>








<un:vertBeamwidth>1800</un:vertBeamwidth>








<un:patternLabel>String</un:patternLabel>








<xn:VsDataContainer id="658" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="659" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:AntennaFunction>







<gn:BssFunction id="660" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="661" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="662" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<gn:BtsSiteMgr id="663" modifier="create">









<xn:userLabel>String</xn:userLabel>









<gn:latitude>10000</gn:latitude>









<gn:longitude>10000</gn:longitude>









<gn:operationalState>enabled</gn:operationalState>









<xn:VsDataContainer id="664" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="665" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<gn:GsmCell id="666" modifier="create">










<xn:userLabel>String</xn:userLabel>










<gn:cellIdentity>10000</gn:cellIdentity>










<gn:cellAllocation>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</gn:cellAllocation>










<gn:ncc>10000</gn:ncc>










<gn:bcc>10000</gn:bcc>










<gn:lac>10000</gn:lac>










<gn:mcc>10000</gn:mcc>










<gn:mnc>10000</gn:mnc>










<gn:rac>10000</gn:rac>










<gn:racc>10000</gn:racc>










<gn:tsc>10000</gn:tsc>










<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>










<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>










<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>










<gn:plmnPermitted>10000</gn:plmnPermitted>










<xn:VsDataContainer id="667" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="668" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<gn:GsmRelation id="669" modifier="create">











<gn:adjacentCell>String</gn:adjacentCell>











<gn:bcchFrequency>10000</gn:bcchFrequency>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<xn:VsDataContainer id="670" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="671" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</gn:GsmRelation>










<un:UtranRelation id="672" modifier="create">











<un:adjacentCell>String</un:adjacentCell>











<un:cellMode>FDDMode</un:cellMode>











<un:uarfcnUl>0</un:uarfcnUl>











<un:uarfcnDl>0</un:uarfcnDl>











<un:primaryScramblingCode>500</un:primaryScramblingCode>











<un:primaryCpichPower>0</un:primaryCpichPower>











<un:lac>65535</un:lac>











<un:uarfcn>0</un:uarfcn>











<un:cellParameterId>126</un:cellParameterId>











<un:primaryCcpchPower>-1</un:primaryCcpchPower>











<xn:VsDataContainer id="673" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="674" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</un:UtranRelation>









</gn:GsmCell>








</gn:BtsSiteMgr>







</gn:BssFunction>







<tn:TransportNetworkInterface id="675" modifier="create">








<xn:userLabel>String</xn:userLabel>








<tn:transportNetworkType>IP</tn:transportNetworkType>








<xn:VsDataContainer id="676" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="677" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<tn:ATMChannelTerminationPoint id="678" modifier="create">









<tn:usageChannel>String</tn:usageChannel>









<tn:virtualPathId>13</tn:virtualPathId>









<tn:virtualChannelId>12</tn:virtualChannelId>









<tn:physicalPortId>String</tn:physicalPortId>









<tn:physicalInterfaceType>String</tn:physicalInterfaceType>









<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>









<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>









<tn:usedAAL>AAL1</tn:usedAAL>









<tn:peakCellRateIn>9</tn:peakCellRateIn>









<tn:peakCellRateEg>8</tn:peakCellRateEg>









<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>









<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>









<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>









<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>









<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>









<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>









<tn:minimumCellRateIn>5</tn:minimumCellRateIn>









<tn:minimumCellRateEg>4</tn:minimumCellRateEg>









<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>









<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>









<xn:VsDataContainer id="679" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="680" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</tn:ATMChannelTerminationPoint>








<tn:ATMPathTerminationPoint id="681" modifier="create">









<tn:virtualPathId>13</tn:virtualPathId>









<tn:physicalPortIdList>










<tn:PhysicalPortId>String</tn:PhysicalPortId>










<tn:PhysicalPortId>String</tn:PhysicalPortId>









</tn:physicalPortIdList>









<tn:peakCellRateIn>9</tn:peakCellRateIn>









<tn:peakCellRateEg>8</tn:peakCellRateEg>









<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>









<xn:VsDataContainer id="682" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="683" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</tn:ATMPathTerminationPoint>







</tn:TransportNetworkInterface>







<stn:MtpSignPoint id="684" modifier="create">








<stn:pointCode>100</stn:pointCode>








<stn:networkIndicator>International</stn:networkIndicator>








<stn:pointCodeLength>BITS_24</stn:pointCodeLength>








<stn:spType>STEP</stn:spType>








<stn:userLabel>String</stn:userLabel>








<stn:relatedObjects>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</stn:relatedObjects>








<xn:VsDataContainer id="685" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="686" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<stn:SignLinkSetTp id="687" modifier="create">









<stn:adjPc>100</stn:adjPc>









<stn:userLabel>String</stn:userLabel>









<stn:maxCapacityLS>100</stn:maxCapacityLS>









<xn:VsDataContainer id="688" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="689" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignLinkTp id="690" modifier="create">










<stn:slCode>100</stn:slCode>










<stn:slsCodeNormalList>











<stn:SlsCode>0</stn:SlsCode>











<stn:SlsCode>1</stn:SlsCode>











<stn:SlsCode>2</stn:SlsCode>











<stn:SlsCode>3</stn:SlsCode>











<stn:SlsCode>4</stn:SlsCode>











<stn:SlsCode>5</stn:SlsCode>











<stn:SlsCode>6</stn:SlsCode>











<stn:SlsCode>7</stn:SlsCode>











<stn:SlsCode>8</stn:SlsCode>











<stn:SlsCode>9</stn:SlsCode>











<stn:SlsCode>10</stn:SlsCode>











<stn:SlsCode>11</stn:SlsCode>











<stn:SlsCode>12</stn:SlsCode>











<stn:SlsCode>13</stn:SlsCode>











<stn:SlsCode>14</stn:SlsCode>











<stn:SlsCode>15</stn:SlsCode>










</stn:slsCodeNormalList>










<stn:slsCodeCurrentList>











<stn:SlsCode>0</stn:SlsCode>











<stn:SlsCode>1</stn:SlsCode>











<stn:SlsCode>2</stn:SlsCode>











<stn:SlsCode>3</stn:SlsCode>











<stn:SlsCode>4</stn:SlsCode>











<stn:SlsCode>5</stn:SlsCode>











<stn:SlsCode>6</stn:SlsCode>











<stn:SlsCode>7</stn:SlsCode>











<stn:SlsCode>8</stn:SlsCode>











<stn:SlsCode>9</stn:SlsCode>











<stn:SlsCode>10</stn:SlsCode>











<stn:SlsCode>11</stn:SlsCode>











<stn:SlsCode>12</stn:SlsCode>











<stn:SlsCode>13</stn:SlsCode>











<stn:SlsCode>14</stn:SlsCode>











<stn:SlsCode>15</stn:SlsCode>










</stn:slsCodeCurrentList>










<stn:linkTpStatus/>










<stn:maxCapacitySL>100</stn:maxCapacitySL>










<stn:userLabel>String</stn:userLabel>










<stn:signLinkType>ST_64K</stn:signLinkType>










<xn:VsDataContainer id="691" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="692" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</stn:SignLinkTp>








</stn:SignLinkSetTp>








<stn:SignRouteSetNePart id="693" modifier="create">









<stn:destinationPc>100</stn:destinationPc>









<stn:userLabel>String</stn:userLabel>









<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>









<xn:VsDataContainer id="694" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="695" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignRouteNePart id="696" modifier="create">










<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>










<stn:fixedPriority>100</stn:fixedPriority>










<stn:userLabel>String</stn:userLabel>










<xn:VsDataContainer id="697" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="698" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</stn:SignRouteNePart>








</stn:SignRouteSetNePart>







</stn:MtpSignPoint>






</xn:ManagedElement>






<xn:IRPAgent id="699" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:IRPAgent>






<xn:VsDataContainer id="700" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="701" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>






<gn:ExternalGsmCell id="702" modifier="create">







<xn:userLabel>String</xn:userLabel>







<gn:cellIdentity>10000</gn:cellIdentity>







<gn:bcchFrequency>10000</gn:bcchFrequency>







<gn:ncc>10000</gn:ncc>







<gn:bcc>10000</gn:bcc>







<gn:lac>10000</gn:lac>







<gn:mcc>10000</gn:mcc>







<gn:mnc>10000</gn:mnc>







<gn:rac>10000</gn:rac>







<gn:racc>10000</gn:racc>







<xn:VsDataContainer id="703" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="704" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</gn:ExternalGsmCell>






<xn:MeContext id="705" modifier="create">







<xn:ManagedElement id="706" modifier="create">








<xn:managedElementType>









<xn:Item>String</xn:Item>









<xn:Item>String</xn:Item>









<xn:Item>String</xn:Item>








</xn:managedElementType>








<xn:userLabel>String</xn:userLabel>








<xn:vendorName>String</xn:vendorName>








<xn:userDefinedState>String</xn:userDefinedState>








<xn:locationName>String</xn:locationName>








<xn:swVersion>String</xn:swVersion>








<xn:managedBy>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</xn:managedBy>








<xn:IRPAgent id="707" modifier="create">









<xn:systemDN>String</xn:systemDN>








</xn:IRPAgent>








<in:InventoryUnit id="708" modifier="create">









<in:inventoryUnitId>String</in:inventoryUnitId>









<in:inventoryUnitType>String</in:inventoryUnitType>









<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>









<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>









<in:vendorName>String</in:vendorName>









<in:serialNumber>String</in:serialNumber>









<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>









<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>









<in:unitPosition>String</in:unitPosition>









<in:manufacturerData>String</in:manufacturerData>









<in:InventoryUnit id="709" modifier="create">










<in:inventoryUnitId>String</in:inventoryUnitId>










<in:inventoryUnitType>String</in:inventoryUnitType>










<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>










<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>










<in:vendorName>String</in:vendorName>










<in:serialNumber>String</in:serialNumber>










<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>










<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>










<in:unitPosition>String</in:unitPosition>










<in:manufacturerData>String</in:manufacturerData>









</in:InventoryUnit>








</in:InventoryUnit>








<xn:VsDataContainer id="710" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="711" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:MscServerFunction id="712" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:mccList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mccList>









<cn:mncList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mncList>









<cn:lacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:lacList>









<cn:sacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:sacList>









<cn:gcaList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:gcaList>









<cn:mscId>10000</cn:mscId>









<cn:mscServerFunctionGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionGsmCell>









<cn:mscServerFunctionExternalGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionExternalGsmCell>









<cn:mscServerFunctionCsMgwFunction>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:mscServerFunctionCsMgwFunction>









<xn:VsDataContainer id="713" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="714" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IucsLink id="715" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="716" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="717" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IucsLink>









<cn:ALink id="718" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="719" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="720" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:ALink>








</cn:MscServerFunction>








<cn:HlrFunction id="721" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="722" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="723" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:HlrFunction>








<cn:VlrFunction id="724" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="725" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="726" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:VlrFunction>








<cn:AucFunction id="727" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="728" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="729" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:AucFunction>








<cn:EirFunction id="730" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="731" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="732" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:EirFunction>








<cn:SmsIwmscFunction id="733" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="734" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="735" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmsIwmscFunction>








<cn:SmsGmscFunction id="736" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="737" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="738" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmsGmscFunction>








<cn:GmscFunction id="739" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="740" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="741" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmscFunction>








<cn:SgsnFunction id="742" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:mccList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mccList>









<cn:mncList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:mncList>









<cn:lacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:lacList>









<cn:racList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:racList>









<cn:sacList>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</cn:sacList>









<cn:sgsnId>10000</cn:sgsnId>









<cn:sgsnFunctionGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:sgsnFunctionGsmCell>









<cn:sgsnFunctionExternalGsmCell>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:sgsnFunctionExternalGsmCell>









<xn:VsDataContainer id="743" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="744" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IupsLink id="745" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="746" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="747" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IupsLink>









<cn:GbLink id="748" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedBss>DN</cn:connectedBss>










<xn:VsDataContainer id="749" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="750" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:GbLink>








</cn:SgsnFunction>








<cn:GgsnFunction id="751" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="752" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="753" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GgsnFunction>








<cn:BgFunction id="754" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="755" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="756" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BgFunction>








<cn:SmlcFunction id="757" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="758" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="759" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SmlcFunction>








<cn:GmlcFunction id="760" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="761" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="762" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmlcFunction>








<cn:ScfFunction id="763" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="764" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="765" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ScfFunction>








<cn:SrfFunction id="766" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="767" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="768" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SrfFunction>








<cn:CbcFunction id="769" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="770" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="771" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<cn:IubcLink id="772" modifier="create">










<xn:userLabel>String</xn:userLabel>










<cn:connectedRnc>DN</cn:connectedRnc>










<xn:VsDataContainer id="773" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="774" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</cn:IubcLink>








</cn:CbcFunction>








<cn:CgfFunction id="775" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="776" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="777" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:CgfFunction>








<cn:ImsMgwFunction id="778" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="779" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="780" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ImsMgwFunction>








<cn:GmscServerFunction id="781" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="782" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="783" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GmscServerFunction>








<cn:IwfFunction id="784" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="785" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="786" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IwfFunction>








<cn:MnpSrfFunction id="787" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="788" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="789" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MnpSrfFunction>








<cn:NpdbFunction id="790" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="791" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="792" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:NpdbFunction>








<cn:SgwFunction id="793" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="794" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="795" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SgwFunction>








<cn:SsfFunction id="796" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="797" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="798" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SsfFunction>








<cn:BsFunction id="799" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="800" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="801" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BsFunction>








<cn:CsMgwFunction id="802" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>









<cn:csMgwFunctionIucsLink>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:csMgwFunctionIucsLink>









<cn:csMgwFunctionALink>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</cn:csMgwFunctionALink>









<xn:VsDataContainer id="803" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="804" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:CsMgwFunction>








<cn:ScscfFunction id="805" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="806" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="807" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ScscfFunction>








<cn:PcscfFunction id="808" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="809" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="810" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:PcscfFunction>








<cn:IcscfFunction id="811" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="812" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="813" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IcscfFunction>








<cn:SlfFunction id="814" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="815" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="816" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:SlfFunction>








<cn:BgcfFunction id="817" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="818" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="819" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:BgcfFunction>








<cn:MrfcFunction id="820" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="821" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="822" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MrfcFunction>








<cn:MrfpFunction id="823" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="824" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="825" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MrfpFunction>








<cn:AsFunction id="826" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="827" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="828" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:AsFunction>








<cn:MgcfFunction id="829" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="830" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="831" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:MgcfFunction>








<sm:ServiceProviderFunction id="832" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="833" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="834" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<sm:CSService id="835" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:mobileStationCategory>String</sm:mobileStationCategory>










<sm:lMUIdentifier>String</sm:lMUIdentifier>










<sm:subscriberStatus>String</sm:subscriberStatus>










<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>










<sm:provisionOfBearerService>String</sm:provisionOfBearerService>










<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>










<sm:bCAllocation>String</sm:bCAllocation>










<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>










<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>










<sm:barringOfRoaming>String</sm:barringOfRoaming>










<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>










<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>










<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>










<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>










<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>










<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>










<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>










<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>










<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>










<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>










<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>










<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>










<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>










<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>










<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>










<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>










<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:iSTAlertTimer>String</sm:iSTAlertTimer>










<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>










<sm:SuMCSSupplService id="836" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>











<sm:registrationState>String</sm:registrationState>











<sm:overrideCategory>String</sm:overrideCategory>











<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>











<sm:forwarded-toNumber>String</sm:forwarded-toNumber>











<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>











<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>











<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>











<sm:defaultPriority>String</sm:defaultPriority>











<sm:nbrUser>String</sm:nbrUser>











<sm:nbrSB>String</sm:nbrSB>










</sm:SuMCSSupplService>









</sm:CSService>









<sm:PSService id="837" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:gGSNNumber>String</sm:gGSNNumber>










<sm:provisionofTeleservice>String</sm:provisionofTeleservice>










<sm:transferofSMoption>String</sm:transferofSMoption>










<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>










<sm:pDPType>String</sm:pDPType>










<sm:pDPAddress>String</sm:pDPAddress>










<sm:accessPointName>String</sm:accessPointName>










<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>










<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>










<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>










<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>










<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>










<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>










<sm:w-APN>String</sm:w-APN>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>










<sm:wLANAccess>String</sm:wLANAccess>










<sm:wLANTunnelling>String</sm:wLANTunnelling>










<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>










<sm:wAPNAuthorised>String</sm:wAPNAuthorised>










<sm:w-APNBarringType>String</sm:w-APNBarringType>










<sm:w-APNChargingData>String</sm:w-APNChargingData>










<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>










<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>










<sm:i-WLANAccessType>String</sm:i-WLANAccessType>










<sm:chargingData>String</sm:chargingData>










<sm:chargingCharacteristics>String</sm:chargingCharacteristics>










<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>










<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:SuMPSSupplService id="838" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>










</sm:SuMPSSupplService>









</sm:PSService>









<sm:IMSService id="839" modifier="create">










<sm:agreement-contract>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:agreement-contract>










<sm:barringIndication>String</sm:barringIndication>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:registrationStatus>String</sm:registrationStatus>










<sm:sCSCFName>String</sm:sCSCFName>










<sm:serverCapabilities>String</sm:serverCapabilities>










<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>










<sm:initialFilterCriteria>String</sm:initialFilterCriteria>










<sm:applicationServerInformation>String</sm:applicationServerInformation>










<sm:serviceIndication>String</sm:serviceIndication>










<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>










<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>










<sm:oIMCSI>String</sm:oIMCSI>










<sm:vTIMCSI>String</sm:vTIMCSI>










<sm:dIMCS>String</sm:dIMCS>










<sm:gAAServiceType>String</sm:gAAServiceType>










<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>










<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>










<sm:userSecuritySetting>String</sm:userSecuritySetting>










<sm:userPublicIdentity>String</sm:userPublicIdentity>










<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>










<sm:keyLifetime>String</sm:keyLifetime>










<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>










<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>









</sm:IMSService>








</sm:ServiceProviderFunction>








<sm:SubscriptionFunction id="840" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="841" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="842" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<sm:SuMSubscriberProfile id="843" modifier="create">










<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>










<sm:CSSubscribedService id="844" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:mobileStationCategory>String</sm:mobileStationCategory>











<sm:lMUIdentifier>String</sm:lMUIdentifier>











<sm:subscriberStatus>String</sm:subscriberStatus>











<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>











<sm:provisionOfBearerService>String</sm:provisionOfBearerService>











<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>











<sm:bCAllocation>String</sm:bCAllocation>











<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>











<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>











<sm:barringOfRoaming>String</sm:barringOfRoaming>











<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>











<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>











<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>











<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>











<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>











<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>











<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>











<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>











<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>











<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>











<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>











<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>











<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>











<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>











<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>











<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>











<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:iSTAlertTimer>String</sm:iSTAlertTimer>











<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>











<sm:SuMCSSupplService id="845" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>












<sm:registrationState>String</sm:registrationState>












<sm:overrideCategory>String</sm:overrideCategory>












<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>












<sm:forwarded-toNumber>String</sm:forwarded-toNumber>












<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>












<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>












<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>












<sm:defaultPriority>String</sm:defaultPriority>












<sm:nbrUser>String</sm:nbrUser>












<sm:nbrSB>String</sm:nbrSB>











</sm:SuMCSSupplService>










</sm:CSSubscribedService>










<sm:PSSubscribedService id="846" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:gGSNNumber>String</sm:gGSNNumber>











<sm:provisionofTeleservice>String</sm:provisionofTeleservice>











<sm:transferofSMoption>String</sm:transferofSMoption>











<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>











<sm:pDPType>String</sm:pDPType>











<sm:pDPAddress>String</sm:pDPAddress>











<sm:accessPointName>String</sm:accessPointName>











<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>











<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>











<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>











<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>











<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>











<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>











<sm:w-APN>String</sm:w-APN>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>











<sm:wLANAccess>String</sm:wLANAccess>











<sm:wLANTunnelling>String</sm:wLANTunnelling>











<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>











<sm:wAPNAuthorised>String</sm:wAPNAuthorised>











<sm:w-APNBarringType>String</sm:w-APNBarringType>











<sm:w-APNChargingData>String</sm:w-APNChargingData>











<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>











<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>











<sm:i-WLANAccessType>String</sm:i-WLANAccessType>











<sm:chargingData>String</sm:chargingData>











<sm:chargingCharacteristics>String</sm:chargingCharacteristics>











<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>











<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:SuMPSSupplService id="847" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>











</sm:SuMPSSupplService>










</sm:PSSubscribedService>










<sm:IMSSubscribedService id="848" modifier="create">











<sm:description-service>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>












<xn:Dn>DN</xn:Dn>











</sm:description-service>











<sm:agreement-offer>DN</sm:agreement-offer>











<sm:barringIndication>String</sm:barringIndication>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:registrationStatus>String</sm:registrationStatus>











<sm:sCSCFName>String</sm:sCSCFName>











<sm:serverCapabilities>String</sm:serverCapabilities>











<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>











<sm:initialFilterCriteria>String</sm:initialFilterCriteria>











<sm:applicationServerInformation>String</sm:applicationServerInformation>











<sm:serviceIndication>String</sm:serviceIndication>











<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>











<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>











<sm:oIMCSI>String</sm:oIMCSI>











<sm:vTIMCSI>String</sm:vTIMCSI>











<sm:dIMCS>String</sm:dIMCS>











<sm:gAAServiceType>String</sm:gAAServiceType>











<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>











<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>











<sm:userSecuritySetting>String</sm:userSecuritySetting>











<sm:userPublicIdentity>String</sm:userPublicIdentity>











<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>











<sm:keyLifetime>String</sm:keyLifetime>











<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>











<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>










</sm:IMSSubscribedService>










<sm:SuMSubscriptionProfile id="849" modifier="create">











<sm:iMSI>String</sm:iMSI>











<sm:mSISDN>String</sm:mSISDN>











<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>











<sm:iMEISV>String</sm:iMEISV>











<sm:privateUserIdentity>String</sm:privateUserIdentity>











<sm:publicIdentity>String</sm:publicIdentity>











<sm:CSServiceProfile id="850" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:vLRNumber>String</sm:vLRNumber>












<sm:mSCNumber>String</sm:mSCNumber>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>












<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>












<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:ageIndicator>String</sm:ageIndicator>












<sm:lMSI>String</sm:lMSI>












<sm:mobileStationCategory>String</sm:mobileStationCategory>












<sm:lMUIdentifier>String</sm:lMUIdentifier>












<sm:mNRR>String</sm:mNRR>












<sm:subscriberStatus>String</sm:subscriberStatus>












<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>












<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>












<sm:messagesWaitingData>String</sm:messagesWaitingData>












<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>












<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>












<sm:traceReference>String</sm:traceReference>












<sm:traceType>String</sm:traceType>












<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>












<sm:hLRTraceType>String</sm:hLRTraceType>












<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>












<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>












<sm:provisionOfBearerService>String</sm:provisionOfBearerService>












<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>












<sm:bCAllocation>String</sm:bCAllocation>












<sm:checkSSIndicator>String</sm:checkSSIndicator>












<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>












<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>












<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>












<sm:barringOfRoaming>String</sm:barringOfRoaming>












<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>












<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>












<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>












<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>












<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>












<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>












<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>












<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>












<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>












<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>












<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>












<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>












<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>












<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>












<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>












<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>












<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>












<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>












<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>












<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>












<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>












<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>












<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>












<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>












<sm:iSTAlertTimer>String</sm:iSTAlertTimer>












<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>












<sm:TraceReference2>String</sm:TraceReference2>












<sm:TraceDepth>String</sm:TraceDepth>












<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>












<sm:TriggeringEvents>String</sm:TriggeringEvents>












<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>












<sm:SuMCSSupplService id="851" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>













<sm:registrationState>String</sm:registrationState>













<sm:overrideCategory>String</sm:overrideCategory>













<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>













<sm:forwarded-toNumber>String</sm:forwarded-toNumber>













<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>













<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>













<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>













<sm:defaultPriority>String</sm:defaultPriority>













<sm:nbrUser>String</sm:nbrUser>













<sm:nbrSB>String</sm:nbrSB>












</sm:SuMCSSupplService>











</sm:CSServiceProfile>











<sm:PSServiceProfile id="852" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:networkAccessMode>String</sm:networkAccessMode>












<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>












<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>












<sm:vLRNumber>String</sm:vLRNumber>












<sm:mSCNumber>String</sm:mSCNumber>












<sm:subscriptionRestriction>String</sm:subscriptionRestriction>












<sm:rSZIlists>String</sm:rSZIlists>












<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>












<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>












<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>












<sm:lSAIdentity>String</sm:lSAIdentity>












<sm:lSAPriority>String</sm:lSAPriority>












<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>












<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>












<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>












<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>












<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>












<sm:accessRestrictionData>String</sm:accessRestrictionData>












<sm:privacyExceptionList>String</sm:privacyExceptionList>












<sm:gMLCNumbers>String</sm:gMLCNumbers>












<sm:mOLRList>String</sm:mOLRList>












<sm:serviceTypes>String</sm:serviceTypes>












<sm:ageIndicator>String</sm:ageIndicator>












<sm:sGSNNumber>String</sm:sGSNNumber>












<sm:gGSNNumber>String</sm:gGSNNumber>












<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>












<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>












<sm:mNRG>String</sm:mNRG>












<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>












<sm:provisionofTeleservice>String</sm:provisionofTeleservice>












<sm:transferofSMoption>String</sm:transferofSMoption>












<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>












<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>












<sm:pDPType>String</sm:pDPType>












<sm:pDPAddress>String</sm:pDPAddress>












<sm:accessPointName>String</sm:accessPointName>












<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>












<sm:gGSNlist>String</sm:gGSNlist>












<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>












<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>












<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>












<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>












<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>












<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>












<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>












<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>












<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>












<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>












<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>












<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>












<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>












<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>












<sm:w-APN>String</sm:w-APN>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>












<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>












<sm:wLANAccess>String</sm:wLANAccess>












<sm:wLANTunnelling>String</sm:wLANTunnelling>












<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>












<sm:wAPNAuthorised>String</sm:wAPNAuthorised>












<sm:w-APNBarringType>String</sm:w-APNBarringType>












<sm:w-APNChargingData>String</sm:w-APNChargingData>












<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>












<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>












<sm:i-WLANAccessType>String</sm:i-WLANAccessType>












<sm:chargingData>String</sm:chargingData>












<sm:chargingCharacteristics>String</sm:chargingCharacteristics>












<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>












<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:TraceReference2>String</sm:TraceReference2>












<sm:TraceDepth>String</sm:TraceDepth>












<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>












<sm:TriggeringEvents>String</sm:TriggeringEvents>












<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>












<sm:SuMPSSupplService id="853" modifier="create">













<sm:sS-Code>String</sm:sS-Code>













<sm:provisioningState>String</sm:provisioningState>













<sm:activationState>String</sm:activationState>












</sm:SuMPSSupplService>











</sm:PSServiceProfile>











<sm:IMSServiceProfile id="854" modifier="create">












<sm:description-specification>DN</sm:description-specification>












<sm:barringIndication>String</sm:barringIndication>












<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>












<sm:registrationStatus>String</sm:registrationStatus>












<sm:sCSCFName>String</sm:sCSCFName>












<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>












<sm:serverCapabilities>String</sm:serverCapabilities>












<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>












<sm:initialFilterCriteria>String</sm:initialFilterCriteria>












<sm:applicationServerInformation>String</sm:applicationServerInformation>












<sm:serviceIndication>String</sm:serviceIndication>












<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>












<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>












<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>












<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>












<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>












<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>












<sm:oIMCSI>String</sm:oIMCSI>












<sm:vTIMCSI>String</sm:vTIMCSI>












<sm:dIMCS>String</sm:dIMCS>












<sm:gAAServiceType>String</sm:gAAServiceType>












<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>












<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>












<sm:userSecuritySetting>String</sm:userSecuritySetting>












<sm:userPublicIdentity>String</sm:userPublicIdentity>












<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>












<sm:keyLifetime>String</sm:keyLifetime>












<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>












<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>











</sm:IMSServiceProfile>










</sm:SuMSubscriptionProfile>









</sm:SuMSubscriberProfile>








</sm:SubscriptionFunction>








<un:RncFunction id="855" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:mcc>10000</un:mcc>









<un:mnc>10000</un:mnc>









<un:rncId>10000</un:rncId>









<xn:VsDataContainer id="856" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="857" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<un:UtranCell id="858" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:cId>60000</un:cId>










<un:localCellId>250000000</un:localCellId>










<un:uarfcnUl>0</un:uarfcnUl>










<un:uarfcnDl>0</un:uarfcnDl>










<un:primaryScramblingCode>500</un:primaryScramblingCode>










<un:primaryCpichPower>0</un:primaryCpichPower>










<un:retAntennaFunctionList>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</un:retAntennaFunctionList>










<un:maximumTransmissionPower>48</un:maximumTransmissionPower>










<un:primarySchPower>14</un:primarySchPower>










<un:secondarySchPower>-0.1</un:secondarySchPower>










<un:bchPower>-20</un:bchPower>










<un:cellMode>FDDMode</un:cellMode>










<un:uarfcn>0</un:uarfcn>










<un:cellParameterId>126</un:cellParameterId>










<un:primaryCcpchPower>-1</un:primaryCcpchPower>










<un:dwPchPower>-10.1</un:dwPchPower>










<un:timeSlotList>











<un:TimeSlot>












<un:TimeSlotId>10</un:TimeSlotId>












<un:TimeSlotDirection>UL</un:TimeSlotDirection>












<un:TimeSlotStatus>Active</un:TimeSlotStatus>











</un:TimeSlot>











<un:TimeSlot>












<un:TimeSlotId>10</un:TimeSlotId>












<un:TimeSlotDirection>UL</un:TimeSlotDirection>












<un:TimeSlotStatus>Active</un:TimeSlotStatus>











</un:TimeSlot>










</un:timeSlotList>










<un:schPower>0.1</un:schPower>










<un:lac>65535</un:lac>










<un:rac>255</un:rac>










<un:sac>10000</un:sac>










<un:uraList>











<un:Ura>1</un:Ura>











<un:Ura>2</un:Ura>











<un:Ura>3</un:Ura>











<un:Ura>4</un:Ura>











<un:Ura>5</un:Ura>











<un:Ura>6</un:Ura>











<un:Ura>7</un:Ura>











<un:Ura>8</un:Ura>










</un:uraList>










<un:utranCell-IubLink>DN</un:utranCell-IubLink>










<un:operationalState>enabled</un:operationalState>










<xn:VsDataContainer id="859" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="860" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<un:UtranRelation id="861" modifier="create">











<un:adjacentCell>String</un:adjacentCell>











<un:cellMode>FDDMode</un:cellMode>











<un:uarfcnUl>0</un:uarfcnUl>











<un:uarfcnDl>0</un:uarfcnDl>











<un:primaryScramblingCode>500</un:primaryScramblingCode>











<un:primaryCpichPower>0</un:primaryCpichPower>











<un:lac>65535</un:lac>











<un:uarfcn>0</un:uarfcn>











<un:cellParameterId>126</un:cellParameterId>











<un:primaryCcpchPower>-1</un:primaryCcpchPower>











<xn:VsDataContainer id="862" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="863" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</un:UtranRelation>










<gn:GsmRelation id="864" modifier="create">











<gn:adjacentCell>String</gn:adjacentCell>











<gn:bcchFrequency>10000</gn:bcchFrequency>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<xn:VsDataContainer id="865" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="866" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</gn:GsmRelation>









</un:UtranCell>









<un:IubLink id="867" modifier="create">










<xn:userLabel>String</xn:userLabel>










<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>










<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>










<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>










<xn:VsDataContainer id="868" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="869" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:IubLink>








</un:RncFunction>








<un:NodeBFunction id="870" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>









<xn:VsDataContainer id="871" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="872" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:NodeBFunction>








<un:AntennaFunction id="873" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:retUtranCellList>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</un:retUtranCellList>









<un:retTiltValue>1800</un:retTiltValue>









<un:bearing>90</un:bearing>









<un:maxTiltValue>1800</un:maxTiltValue>









<un:minTiltValue>1800</un:minTiltValue>









<un:mechanicalOffset>1800</un:mechanicalOffset>









<un:retGroupName>String</un:retGroupName>









<un:height>100</un:height>









<un:baseElevation>100</un:baseElevation>









<un:latitude>10.2</un:latitude>









<un:longitude>10.2</un:longitude>









<un:maxAzimuthValue>1800</un:maxAzimuthValue>









<un:minAzimuthValue>1800</un:minAzimuthValue>









<un:horizBeamwidth>1800</un:horizBeamwidth>









<un:vertBeamwidth>1800</un:vertBeamwidth>









<un:patternLabel>String</un:patternLabel>









<xn:VsDataContainer id="874" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="875" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:AntennaFunction>








<gn:BssFunction id="876" modifier="create">









<xn:userLabel>String</xn:userLabel>









<xn:VsDataContainer id="877" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="878" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<gn:BtsSiteMgr id="879" modifier="create">










<xn:userLabel>String</xn:userLabel>










<gn:latitude>10000</gn:latitude>










<gn:longitude>10000</gn:longitude>










<gn:operationalState>enabled</gn:operationalState>










<xn:VsDataContainer id="880" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="881" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<gn:GsmCell id="882" modifier="create">











<xn:userLabel>String</xn:userLabel>











<gn:cellIdentity>10000</gn:cellIdentity>











<gn:cellAllocation>












<xn:Item>1</xn:Item>












<xn:Item>16543</xn:Item>












<xn:Item>150</xn:Item>











</gn:cellAllocation>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<gn:mcc>10000</gn:mcc>











<gn:mnc>10000</gn:mnc>











<gn:rac>10000</gn:rac>











<gn:racc>10000</gn:racc>











<gn:tsc>10000</gn:tsc>











<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>











<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>











<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>











<gn:plmnPermitted>10000</gn:plmnPermitted>











<xn:VsDataContainer id="883" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="884" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>











<gn:GsmRelation id="885" modifier="create">












<gn:adjacentCell>String</gn:adjacentCell>












<gn:bcchFrequency>10000</gn:bcchFrequency>












<gn:ncc>10000</gn:ncc>












<gn:bcc>10000</gn:bcc>












<gn:lac>10000</gn:lac>












<xn:VsDataContainer id="886" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="887" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</gn:GsmRelation>











<un:UtranRelation id="888" modifier="create">












<un:adjacentCell>String</un:adjacentCell>












<un:cellMode>FDDMode</un:cellMode>












<un:uarfcnUl>0</un:uarfcnUl>












<un:uarfcnDl>0</un:uarfcnDl>












<un:primaryScramblingCode>500</un:primaryScramblingCode>












<un:primaryCpichPower>0</un:primaryCpichPower>












<un:lac>65535</un:lac>












<un:uarfcn>0</un:uarfcn>












<un:cellParameterId>126</un:cellParameterId>












<un:primaryCcpchPower>-1</un:primaryCcpchPower>












<xn:VsDataContainer id="889" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>













<xn:VsDataContainer id="890" modifier="create">














<xn:vsDataType>String</xn:vsDataType>














<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>














<xn:vsData/>













</xn:VsDataContainer>












</xn:VsDataContainer>











</un:UtranRelation>










</gn:GsmCell>









</gn:BtsSiteMgr>








</gn:BssFunction>








<tn:TransportNetworkInterface id="891" modifier="create">









<xn:userLabel>String</xn:userLabel>









<tn:transportNetworkType>IP</tn:transportNetworkType>









<xn:VsDataContainer id="892" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="893" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<tn:ATMChannelTerminationPoint id="894" modifier="create">










<tn:usageChannel>String</tn:usageChannel>










<tn:virtualPathId>13</tn:virtualPathId>










<tn:virtualChannelId>12</tn:virtualChannelId>










<tn:physicalPortId>String</tn:physicalPortId>










<tn:physicalInterfaceType>String</tn:physicalInterfaceType>










<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>










<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>










<tn:usedAAL>AAL1</tn:usedAAL>










<tn:peakCellRateIn>9</tn:peakCellRateIn>










<tn:peakCellRateEg>8</tn:peakCellRateEg>










<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>










<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>










<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>










<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>










<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>










<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>










<tn:minimumCellRateIn>5</tn:minimumCellRateIn>










<tn:minimumCellRateEg>4</tn:minimumCellRateEg>










<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>










<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>










<xn:VsDataContainer id="895" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="896" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</tn:ATMChannelTerminationPoint>









<tn:ATMPathTerminationPoint id="897" modifier="create">










<tn:virtualPathId>13</tn:virtualPathId>










<tn:physicalPortIdList>











<tn:PhysicalPortId>String</tn:PhysicalPortId>











<tn:PhysicalPortId>String</tn:PhysicalPortId>










</tn:physicalPortIdList>










<tn:peakCellRateIn>9</tn:peakCellRateIn>










<tn:peakCellRateEg>8</tn:peakCellRateEg>










<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>










<xn:VsDataContainer id="898" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="899" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</tn:ATMPathTerminationPoint>








</tn:TransportNetworkInterface>








<stn:MtpSignPoint id="900" modifier="create">









<stn:pointCode>100</stn:pointCode>









<stn:networkIndicator>International</stn:networkIndicator>









<stn:pointCodeLength>BITS_24</stn:pointCodeLength>









<stn:spType>STEP</stn:spType>









<stn:userLabel>String</stn:userLabel>









<stn:relatedObjects>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</stn:relatedObjects>









<xn:VsDataContainer id="901" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="902" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignLinkSetTp id="903" modifier="create">










<stn:adjPc>100</stn:adjPc>










<stn:userLabel>String</stn:userLabel>










<stn:maxCapacityLS>100</stn:maxCapacityLS>










<xn:VsDataContainer id="904" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="905" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<stn:SignLinkTp id="906" modifier="create">











<stn:slCode>100</stn:slCode>











<stn:slsCodeNormalList>












<stn:SlsCode>0</stn:SlsCode>












<stn:SlsCode>1</stn:SlsCode>












<stn:SlsCode>2</stn:SlsCode>












<stn:SlsCode>3</stn:SlsCode>












<stn:SlsCode>4</stn:SlsCode>












<stn:SlsCode>5</stn:SlsCode>












<stn:SlsCode>6</stn:SlsCode>












<stn:SlsCode>7</stn:SlsCode>












<stn:SlsCode>8</stn:SlsCode>












<stn:SlsCode>9</stn:SlsCode>












<stn:SlsCode>10</stn:SlsCode>












<stn:SlsCode>11</stn:SlsCode>












<stn:SlsCode>12</stn:SlsCode>












<stn:SlsCode>13</stn:SlsCode>












<stn:SlsCode>14</stn:SlsCode>












<stn:SlsCode>15</stn:SlsCode>











</stn:slsCodeNormalList>











<stn:slsCodeCurrentList>












<stn:SlsCode>0</stn:SlsCode>












<stn:SlsCode>1</stn:SlsCode>












<stn:SlsCode>2</stn:SlsCode>












<stn:SlsCode>3</stn:SlsCode>












<stn:SlsCode>4</stn:SlsCode>












<stn:SlsCode>5</stn:SlsCode>












<stn:SlsCode>6</stn:SlsCode>












<stn:SlsCode>7</stn:SlsCode>












<stn:SlsCode>8</stn:SlsCode>












<stn:SlsCode>9</stn:SlsCode>












<stn:SlsCode>10</stn:SlsCode>












<stn:SlsCode>11</stn:SlsCode>












<stn:SlsCode>12</stn:SlsCode>












<stn:SlsCode>13</stn:SlsCode>












<stn:SlsCode>14</stn:SlsCode>












<stn:SlsCode>15</stn:SlsCode>











</stn:slsCodeCurrentList>











<stn:linkTpStatus/>











<stn:maxCapacitySL>100</stn:maxCapacitySL>











<stn:userLabel>String</stn:userLabel>











<stn:signLinkType>ST_64K</stn:signLinkType>











<xn:VsDataContainer id="907" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="908" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</stn:SignLinkTp>









</stn:SignLinkSetTp>









<stn:SignRouteSetNePart id="909" modifier="create">










<stn:destinationPc>100</stn:destinationPc>










<stn:userLabel>String</stn:userLabel>










<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>










<xn:VsDataContainer id="910" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="911" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<stn:SignRouteNePart id="912" modifier="create">











<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>











<stn:fixedPriority>100</stn:fixedPriority>











<stn:userLabel>String</stn:userLabel>











<xn:VsDataContainer id="913" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="914" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</stn:SignRouteNePart>









</stn:SignRouteSetNePart>








</stn:MtpSignPoint>







</xn:ManagedElement>






</xn:MeContext>






<xn:ManagementNode id="915" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:managedElements>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</xn:managedElements>







<xn:swVersion>String</xn:swVersion>







<xn:IRPAgent id="916" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:IRPAgent>







<xn:VsDataContainer id="917" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="918" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</xn:ManagementNode>






<cn:Link_As_Auc id="919" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="920" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="921" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_As_Auc>






<cn:Link_As_Hlr id="922" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="923" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="924" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_As_Hlr>






<cn:Link_As_Scscf id="925" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="926" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="927" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_As_Scscf>






<cn:Link_As_Slf id="928" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="929" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="930" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_As_Slf>






<cn:Link_Bgcf_Bgcf id="931" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="932" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="933" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Bgcf_Bgcf>






<cn:Link_Bgcf_ImsMgw id="934" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="935" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="936" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Bgcf_ImsMgw>






<cn:Link_Bgcf_Scscf id="937" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="938" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="939" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Bgcf_Scscf>






<cn:Link_Hlr_Scscf id="940" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="941" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="942" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Hlr_Scscf>






<cn:Link_Icscf_Slf id="943" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="944" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="945" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Icscf_Slf>






<cn:Link_ImsMgw_Mgcf id="946" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="947" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="948" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_ImsMgw_Mgcf>






<cn:Link_ImsMgw_Scscf id="949" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="950" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="951" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_ImsMgw_Scscf>






<cn:Link_Mrfc_Mrfp id="952" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="953" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="954" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Mrfc_Mrfp>






<cn:Link_Mrfc_Scscf id="955" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="956" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="957" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Mrfc_Scscf>






<cn:Link_Scscf_Scscf id="958" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="959" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="960" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Scscf_Scscf>






<cn:Link_Scscf_Slf id="961" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:aEnd>DN</xn:aEnd>







<xn:zEnd>DN</xn:zEnd>







<xn:linkType>Signalling Bearer</xn:linkType>







<xn:protocolName>String</xn:protocolName>







<xn:protocolVersion>String</xn:protocolVersion>







<xn:VsDataContainer id="962" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="963" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:Link_Scscf_Slf>






<un:ExternalUtranCell id="964" modifier="create">







<xn:userLabel>String</xn:userLabel>







<un:cId>60000</un:cId>







<un:mcc>10000</un:mcc>







<un:mnc>10000</un:mnc>







<un:rncId>10000</un:rncId>







<un:cellMode>FDDMode</un:cellMode>







<un:uarfcnUl>0</un:uarfcnUl>







<un:uarfcnDl>0</un:uarfcnDl>







<un:primaryScramblingCode>500</un:primaryScramblingCode>







<un:primaryCpichPower>0</un:primaryCpichPower>







<un:uarfcn>0</un:uarfcn>







<un:cellParameterId>126</un:cellParameterId>







<un:primaryCcpchPower>-1</un:primaryCcpchPower>







<un:lac>65535</un:lac>







<un:rac>255</un:rac>







<un:controllingRnc>DN</un:controllingRnc>







<xn:VsDataContainer id="965" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="966" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</un:ExternalUtranCell>






<un:ExternalRncFunction id="967" modifier="create">







<xn:userLabel>String</xn:userLabel>







<un:mcc>10000</un:mcc>







<un:mnc>10000</un:mnc>







<un:rncId>10000</un:rncId>







<un:controlledCellList>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</un:controlledCellList>







<xn:VsDataContainer id="968" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="969" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</un:ExternalRncFunction>






<gn:ExternalBssFunction id="970" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="971" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="972" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<gn:ExternalGsmCell id="973" modifier="create">








<xn:userLabel>String</xn:userLabel>








<gn:cellIdentity>10000</gn:cellIdentity>








<gn:bcchFrequency>10000</gn:bcchFrequency>








<gn:ncc>10000</gn:ncc>








<gn:bcc>10000</gn:bcc>








<gn:lac>10000</gn:lac>








<gn:mcc>10000</gn:mcc>








<gn:mnc>10000</gn:mnc>








<gn:rac>10000</gn:rac>








<gn:racc>10000</gn:racc>








<xn:VsDataContainer id="974" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="975" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</gn:ExternalGsmCell>






</gn:ExternalBssFunction>





</xn:SubNetwork>





<xn:ManagedElement id="976" modifier="create">






<xn:managedElementType>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>







<xn:Item>String</xn:Item>






</xn:managedElementType>






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:swVersion>String</xn:swVersion>






<xn:managedBy>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>






</xn:managedBy>






<xn:IRPAgent id="977" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:IRPAgent>






<in:InventoryUnit id="978" modifier="create">







<in:inventoryUnitId>String</in:inventoryUnitId>







<in:inventoryUnitType>String</in:inventoryUnitType>







<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>







<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>







<in:vendorName>String</in:vendorName>







<in:serialNumber>String</in:serialNumber>







<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>







<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>







<in:unitPosition>String</in:unitPosition>







<in:manufacturerData>String</in:manufacturerData>







<in:InventoryUnit id="979" modifier="create">








<in:inventoryUnitId>String</in:inventoryUnitId>








<in:inventoryUnitType>String</in:inventoryUnitType>








<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>








<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>








<in:vendorName>String</in:vendorName>








<in:serialNumber>String</in:serialNumber>








<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>








<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>








<in:unitPosition>String</in:unitPosition>








<in:manufacturerData>String</in:manufacturerData>







</in:InventoryUnit>






</in:InventoryUnit>






<xn:VsDataContainer id="980" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="981" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>






<cn:MscServerFunction id="982" modifier="create">







<xn:userLabel>String</xn:userLabel>







<cn:mccList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:mccList>







<cn:mncList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:mncList>







<cn:lacList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:lacList>







<cn:sacList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:sacList>







<cn:gcaList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:gcaList>







<cn:mscId>10000</cn:mscId>







<cn:mscServerFunctionGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionGsmCell>







<cn:mscServerFunctionExternalGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionExternalGsmCell>







<cn:mscServerFunctionCsMgwFunction>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:mscServerFunctionCsMgwFunction>







<xn:VsDataContainer id="983" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="984" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<cn:IucsLink id="985" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:connectedRnc>DN</cn:connectedRnc>








<cn:connectedBss>DN</cn:connectedBss>








<xn:VsDataContainer id="986" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="987" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IucsLink>







<cn:ALink id="988" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:connectedBss>DN</cn:connectedBss>








<xn:VsDataContainer id="989" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="990" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ALink>






</cn:MscServerFunction>






<cn:HlrFunction id="991" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="992" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="993" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:HlrFunction>






<cn:VlrFunction id="994" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="995" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="996" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:VlrFunction>






<cn:AucFunction id="997" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="998" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="999" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:AucFunction>






<cn:EirFunction id="1000" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1001" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1002" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:EirFunction>






<cn:SmsIwmscFunction id="1003" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1004" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1005" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SmsIwmscFunction>






<cn:SmsGmscFunction id="1006" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1007" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1008" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SmsGmscFunction>






<cn:GmscFunction id="1009" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1010" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1011" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:GmscFunction>






<cn:SgsnFunction id="1012" modifier="create">







<xn:userLabel>String</xn:userLabel>







<cn:mccList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:mccList>







<cn:mncList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:mncList>







<cn:lacList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:lacList>







<cn:racList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:racList>







<cn:sacList>








<xn:Item>1</xn:Item>








<xn:Item>16543</xn:Item>








<xn:Item>150</xn:Item>







</cn:sacList>







<cn:sgsnId>10000</cn:sgsnId>







<cn:sgsnFunctionGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:sgsnFunctionGsmCell>







<cn:sgsnFunctionExternalGsmCell>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:sgsnFunctionExternalGsmCell>







<xn:VsDataContainer id="1013" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1014" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<cn:IupsLink id="1015" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:connectedRnc>DN</cn:connectedRnc>








<cn:connectedBss>DN</cn:connectedBss>








<xn:VsDataContainer id="1016" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1017" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IupsLink>







<cn:GbLink id="1018" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:connectedBss>DN</cn:connectedBss>








<xn:VsDataContainer id="1019" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1020" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GbLink>






</cn:SgsnFunction>






<cn:GgsnFunction id="1021" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1022" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1023" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:GgsnFunction>






<cn:BgFunction id="1024" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1025" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1026" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:BgFunction>






<cn:SmlcFunction id="1027" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1028" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1029" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SmlcFunction>






<cn:GmlcFunction id="1030" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1031" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1032" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:GmlcFunction>






<cn:ScfFunction id="1033" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1034" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1035" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:ScfFunction>






<cn:SrfFunction id="1036" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1037" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1038" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SrfFunction>






<cn:CbcFunction id="1039" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1040" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1041" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<cn:IubcLink id="1042" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:connectedRnc>DN</cn:connectedRnc>








<xn:VsDataContainer id="1043" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1044" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IubcLink>






</cn:CbcFunction>






<cn:CgfFunction id="1045" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1046" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1047" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:CgfFunction>






<cn:ImsMgwFunction id="1048" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1049" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1050" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:ImsMgwFunction>






<cn:GmscServerFunction id="1051" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1052" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1053" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:GmscServerFunction>






<cn:IwfFunction id="1054" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1055" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1056" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:IwfFunction>






<cn:MnpSrfFunction id="1057" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1058" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1059" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:MnpSrfFunction>






<cn:NpdbFunction id="1060" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1061" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1062" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:NpdbFunction>






<cn:SgwFunction id="1063" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1064" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1065" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SgwFunction>






<cn:SsfFunction id="1066" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1067" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1068" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SsfFunction>






<cn:BsFunction id="1069" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1070" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1071" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:BsFunction>






<cn:CsMgwFunction id="1072" modifier="create">







<xn:userLabel>String</xn:userLabel>







<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>







<cn:csMgwFunctionIucsLink>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:csMgwFunctionIucsLink>







<cn:csMgwFunctionALink>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</cn:csMgwFunctionALink>







<xn:VsDataContainer id="1073" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1074" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:CsMgwFunction>






<cn:ScscfFunction id="1075" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1076" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1077" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:ScscfFunction>






<cn:PcscfFunction id="1078" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1079" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1080" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:PcscfFunction>






<cn:IcscfFunction id="1081" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1082" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1083" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:IcscfFunction>






<cn:SlfFunction id="1084" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1085" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1086" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:SlfFunction>






<cn:BgcfFunction id="1087" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1088" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1089" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:BgcfFunction>






<cn:MrfcFunction id="1090" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1091" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1092" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:MrfcFunction>






<cn:MrfpFunction id="1093" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1094" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1095" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:MrfpFunction>






<cn:AsFunction id="1096" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1097" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1098" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:AsFunction>






<cn:MgcfFunction id="1099" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1100" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1101" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</cn:MgcfFunction>






<sm:ServiceProviderFunction id="1102" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1103" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1104" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<sm:CSService id="1105" modifier="create">








<sm:agreement-contract>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</sm:agreement-contract>








<sm:networkAccessMode>String</sm:networkAccessMode>








<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>








<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>








<sm:subscriptionRestriction>String</sm:subscriptionRestriction>








<sm:rSZIlists>String</sm:rSZIlists>








<sm:lSAIdentity>String</sm:lSAIdentity>








<sm:lSAPriority>String</sm:lSAPriority>








<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>








<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>








<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>








<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>








<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>








<sm:accessRestrictionData>String</sm:accessRestrictionData>








<sm:privacyExceptionList>String</sm:privacyExceptionList>








<sm:gMLCNumbers>String</sm:gMLCNumbers>








<sm:mOLRList>String</sm:mOLRList>








<sm:serviceTypes>String</sm:serviceTypes>








<sm:mobileStationCategory>String</sm:mobileStationCategory>








<sm:lMUIdentifier>String</sm:lMUIdentifier>








<sm:subscriberStatus>String</sm:subscriberStatus>








<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>








<sm:provisionOfBearerService>String</sm:provisionOfBearerService>








<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>








<sm:bCAllocation>String</sm:bCAllocation>








<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>








<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>








<sm:barringOfRoaming>String</sm:barringOfRoaming>








<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>








<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>








<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>








<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>








<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>








<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>








<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>








<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>








<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>








<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>








<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>








<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>








<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>








<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>








<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>








<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>








<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>








<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>








<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>








<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>








<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>








<sm:iSTAlertTimer>String</sm:iSTAlertTimer>








<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>








<sm:SuMCSSupplService id="1106" modifier="create">









<sm:sS-Code>String</sm:sS-Code>









<sm:provisioningState>String</sm:provisioningState>









<sm:activationState>String</sm:activationState>









<sm:registrationState>String</sm:registrationState>









<sm:overrideCategory>String</sm:overrideCategory>









<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>









<sm:forwarded-toNumber>String</sm:forwarded-toNumber>









<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>









<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>









<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>









<sm:defaultPriority>String</sm:defaultPriority>









<sm:nbrUser>String</sm:nbrUser>









<sm:nbrSB>String</sm:nbrSB>








</sm:SuMCSSupplService>







</sm:CSService>







<sm:PSService id="1107" modifier="create">








<sm:agreement-contract>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</sm:agreement-contract>








<sm:networkAccessMode>String</sm:networkAccessMode>








<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>








<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>








<sm:subscriptionRestriction>String</sm:subscriptionRestriction>








<sm:rSZIlists>String</sm:rSZIlists>








<sm:lSAIdentity>String</sm:lSAIdentity>








<sm:lSAPriority>String</sm:lSAPriority>








<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>








<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>








<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>








<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>








<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>








<sm:accessRestrictionData>String</sm:accessRestrictionData>








<sm:privacyExceptionList>String</sm:privacyExceptionList>








<sm:gMLCNumbers>String</sm:gMLCNumbers>








<sm:mOLRList>String</sm:mOLRList>








<sm:serviceTypes>String</sm:serviceTypes>








<sm:gGSNNumber>String</sm:gGSNNumber>








<sm:provisionofTeleservice>String</sm:provisionofTeleservice>








<sm:transferofSMoption>String</sm:transferofSMoption>








<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>








<sm:pDPType>String</sm:pDPType>








<sm:pDPAddress>String</sm:pDPAddress>








<sm:accessPointName>String</sm:accessPointName>








<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>








<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>








<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>








<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>








<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>








<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>








<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>








<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>








<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>








<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>








<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>








<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>








<sm:w-APN>String</sm:w-APN>








<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>








<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>








<sm:wLANAccess>String</sm:wLANAccess>








<sm:wLANTunnelling>String</sm:wLANTunnelling>








<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>








<sm:wAPNAuthorised>String</sm:wAPNAuthorised>








<sm:w-APNBarringType>String</sm:w-APNBarringType>








<sm:w-APNChargingData>String</sm:w-APNChargingData>








<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>








<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>








<sm:i-WLANAccessType>String</sm:i-WLANAccessType>








<sm:chargingData>String</sm:chargingData>








<sm:chargingCharacteristics>String</sm:chargingCharacteristics>








<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>








<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>








<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>








<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>








<sm:SuMPSSupplService id="1108" modifier="create">









<sm:sS-Code>String</sm:sS-Code>









<sm:provisioningState>String</sm:provisioningState>









<sm:activationState>String</sm:activationState>








</sm:SuMPSSupplService>







</sm:PSService>







<sm:IMSService id="1109" modifier="create">








<sm:agreement-contract>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</sm:agreement-contract>








<sm:barringIndication>String</sm:barringIndication>








<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>








<sm:registrationStatus>String</sm:registrationStatus>








<sm:sCSCFName>String</sm:sCSCFName>








<sm:serverCapabilities>String</sm:serverCapabilities>








<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>








<sm:initialFilterCriteria>String</sm:initialFilterCriteria>








<sm:applicationServerInformation>String</sm:applicationServerInformation>








<sm:serviceIndication>String</sm:serviceIndication>








<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>








<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>








<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>








<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>








<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>








<sm:oIMCSI>String</sm:oIMCSI>








<sm:vTIMCSI>String</sm:vTIMCSI>








<sm:dIMCS>String</sm:dIMCS>








<sm:gAAServiceType>String</sm:gAAServiceType>








<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>








<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>








<sm:userSecuritySetting>String</sm:userSecuritySetting>








<sm:userPublicIdentity>String</sm:userPublicIdentity>








<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>








<sm:keyLifetime>String</sm:keyLifetime>








<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>








<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>







</sm:IMSService>






</sm:ServiceProviderFunction>






<sm:SubscriptionFunction id="1110" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1111" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1112" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<sm:SuMSubscriberProfile id="1113" modifier="create">








<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>








<sm:CSSubscribedService id="1114" modifier="create">









<sm:description-service>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:description-service>









<sm:agreement-offer>DN</sm:agreement-offer>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:mobileStationCategory>String</sm:mobileStationCategory>









<sm:lMUIdentifier>String</sm:lMUIdentifier>









<sm:subscriberStatus>String</sm:subscriberStatus>









<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>









<sm:provisionOfBearerService>String</sm:provisionOfBearerService>









<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>









<sm:bCAllocation>String</sm:bCAllocation>









<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>









<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>









<sm:barringOfRoaming>String</sm:barringOfRoaming>









<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>









<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>









<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>









<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>









<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>









<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>









<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>









<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>









<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>









<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>









<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>









<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>









<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>









<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>









<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>









<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>









<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:iSTAlertTimer>String</sm:iSTAlertTimer>









<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>









<sm:SuMCSSupplService id="1115" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>










<sm:registrationState>String</sm:registrationState>










<sm:overrideCategory>String</sm:overrideCategory>










<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>










<sm:forwarded-toNumber>String</sm:forwarded-toNumber>










<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>










<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>










<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>










<sm:defaultPriority>String</sm:defaultPriority>










<sm:nbrUser>String</sm:nbrUser>










<sm:nbrSB>String</sm:nbrSB>









</sm:SuMCSSupplService>








</sm:CSSubscribedService>








<sm:PSSubscribedService id="1116" modifier="create">









<sm:description-service>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:description-service>









<sm:agreement-offer>DN</sm:agreement-offer>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:gGSNNumber>String</sm:gGSNNumber>









<sm:provisionofTeleservice>String</sm:provisionofTeleservice>









<sm:transferofSMoption>String</sm:transferofSMoption>









<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>









<sm:pDPType>String</sm:pDPType>









<sm:pDPAddress>String</sm:pDPAddress>









<sm:accessPointName>String</sm:accessPointName>









<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>









<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>









<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>









<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>









<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>









<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>









<sm:w-APN>String</sm:w-APN>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>









<sm:wLANAccess>String</sm:wLANAccess>









<sm:wLANTunnelling>String</sm:wLANTunnelling>









<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>









<sm:wAPNAuthorised>String</sm:wAPNAuthorised>









<sm:w-APNBarringType>String</sm:w-APNBarringType>









<sm:w-APNChargingData>String</sm:w-APNChargingData>









<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>









<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>









<sm:i-WLANAccessType>String</sm:i-WLANAccessType>









<sm:chargingData>String</sm:chargingData>









<sm:chargingCharacteristics>String</sm:chargingCharacteristics>









<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>









<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:SuMPSSupplService id="1117" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>









</sm:SuMPSSupplService>








</sm:PSSubscribedService>








<sm:IMSSubscribedService id="1118" modifier="create">









<sm:description-service>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:description-service>









<sm:agreement-offer>DN</sm:agreement-offer>









<sm:barringIndication>String</sm:barringIndication>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:registrationStatus>String</sm:registrationStatus>









<sm:sCSCFName>String</sm:sCSCFName>









<sm:serverCapabilities>String</sm:serverCapabilities>









<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>









<sm:initialFilterCriteria>String</sm:initialFilterCriteria>









<sm:applicationServerInformation>String</sm:applicationServerInformation>









<sm:serviceIndication>String</sm:serviceIndication>









<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>









<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>









<sm:oIMCSI>String</sm:oIMCSI>









<sm:vTIMCSI>String</sm:vTIMCSI>









<sm:dIMCS>String</sm:dIMCS>









<sm:gAAServiceType>String</sm:gAAServiceType>









<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>









<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>









<sm:userSecuritySetting>String</sm:userSecuritySetting>









<sm:userPublicIdentity>String</sm:userPublicIdentity>









<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>









<sm:keyLifetime>String</sm:keyLifetime>









<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>









<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>








</sm:IMSSubscribedService>








<sm:SuMSubscriptionProfile id="1119" modifier="create">









<sm:iMSI>String</sm:iMSI>









<sm:mSISDN>String</sm:mSISDN>









<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>









<sm:iMEISV>String</sm:iMEISV>









<sm:privateUserIdentity>String</sm:privateUserIdentity>









<sm:publicIdentity>String</sm:publicIdentity>









<sm:CSServiceProfile id="1120" modifier="create">










<sm:description-specification>DN</sm:description-specification>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:vLRNumber>String</sm:vLRNumber>










<sm:mSCNumber>String</sm:mSCNumber>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>










<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>










<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:ageIndicator>String</sm:ageIndicator>










<sm:lMSI>String</sm:lMSI>










<sm:mobileStationCategory>String</sm:mobileStationCategory>










<sm:lMUIdentifier>String</sm:lMUIdentifier>










<sm:mNRR>String</sm:mNRR>










<sm:subscriberStatus>String</sm:subscriberStatus>










<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>










<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>










<sm:messagesWaitingData>String</sm:messagesWaitingData>










<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>










<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>










<sm:traceReference>String</sm:traceReference>










<sm:traceType>String</sm:traceType>










<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>










<sm:hLRTraceType>String</sm:hLRTraceType>










<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>










<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>










<sm:provisionOfBearerService>String</sm:provisionOfBearerService>










<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>










<sm:bCAllocation>String</sm:bCAllocation>










<sm:checkSSIndicator>String</sm:checkSSIndicator>










<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>










<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>










<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>










<sm:barringOfRoaming>String</sm:barringOfRoaming>










<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>










<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>










<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>










<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>










<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>










<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>










<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>










<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>










<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>










<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>










<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>










<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>










<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>










<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>










<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>










<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>










<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>










<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>










<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>










<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>










<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>










<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>










<sm:iSTAlertTimer>String</sm:iSTAlertTimer>










<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>










<sm:TraceReference2>String</sm:TraceReference2>










<sm:TraceDepth>String</sm:TraceDepth>










<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>










<sm:TriggeringEvents>String</sm:TriggeringEvents>










<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>










<sm:SuMCSSupplService id="1121" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>











<sm:registrationState>String</sm:registrationState>











<sm:overrideCategory>String</sm:overrideCategory>











<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>











<sm:forwarded-toNumber>String</sm:forwarded-toNumber>











<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>











<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>











<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>











<sm:defaultPriority>String</sm:defaultPriority>











<sm:nbrUser>String</sm:nbrUser>











<sm:nbrSB>String</sm:nbrSB>










</sm:SuMCSSupplService>









</sm:CSServiceProfile>









<sm:PSServiceProfile id="1122" modifier="create">










<sm:description-specification>DN</sm:description-specification>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:vLRNumber>String</sm:vLRNumber>










<sm:mSCNumber>String</sm:mSCNumber>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>










<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>










<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:ageIndicator>String</sm:ageIndicator>










<sm:sGSNNumber>String</sm:sGSNNumber>










<sm:gGSNNumber>String</sm:gGSNNumber>










<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>










<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>










<sm:mNRG>String</sm:mNRG>










<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>










<sm:provisionofTeleservice>String</sm:provisionofTeleservice>










<sm:transferofSMoption>String</sm:transferofSMoption>










<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>










<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>










<sm:pDPType>String</sm:pDPType>










<sm:pDPAddress>String</sm:pDPAddress>










<sm:accessPointName>String</sm:accessPointName>










<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>










<sm:gGSNlist>String</sm:gGSNlist>










<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>










<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>










<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>










<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>










<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>










<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>










<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>










<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>










<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>










<sm:w-APN>String</sm:w-APN>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>










<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>










<sm:wLANAccess>String</sm:wLANAccess>










<sm:wLANTunnelling>String</sm:wLANTunnelling>










<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>










<sm:wAPNAuthorised>String</sm:wAPNAuthorised>










<sm:w-APNBarringType>String</sm:w-APNBarringType>










<sm:w-APNChargingData>String</sm:w-APNChargingData>










<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>










<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>










<sm:i-WLANAccessType>String</sm:i-WLANAccessType>










<sm:chargingData>String</sm:chargingData>










<sm:chargingCharacteristics>String</sm:chargingCharacteristics>










<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>










<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:TraceReference2>String</sm:TraceReference2>










<sm:TraceDepth>String</sm:TraceDepth>










<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>










<sm:TriggeringEvents>String</sm:TriggeringEvents>










<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>










<sm:SuMPSSupplService id="1123" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>










</sm:SuMPSSupplService>









</sm:PSServiceProfile>









<sm:IMSServiceProfile id="1124" modifier="create">










<sm:description-specification>DN</sm:description-specification>










<sm:barringIndication>String</sm:barringIndication>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:registrationStatus>String</sm:registrationStatus>










<sm:sCSCFName>String</sm:sCSCFName>










<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>










<sm:serverCapabilities>String</sm:serverCapabilities>










<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>










<sm:initialFilterCriteria>String</sm:initialFilterCriteria>










<sm:applicationServerInformation>String</sm:applicationServerInformation>










<sm:serviceIndication>String</sm:serviceIndication>










<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>










<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>










<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>










<sm:oIMCSI>String</sm:oIMCSI>










<sm:vTIMCSI>String</sm:vTIMCSI>










<sm:dIMCS>String</sm:dIMCS>










<sm:gAAServiceType>String</sm:gAAServiceType>










<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>










<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>










<sm:userSecuritySetting>String</sm:userSecuritySetting>










<sm:userPublicIdentity>String</sm:userPublicIdentity>










<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>










<sm:keyLifetime>String</sm:keyLifetime>










<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>










<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>









</sm:IMSServiceProfile>








</sm:SuMSubscriptionProfile>







</sm:SuMSubscriberProfile>






</sm:SubscriptionFunction>






<un:RncFunction id="1125" modifier="create">







<xn:userLabel>String</xn:userLabel>







<un:mcc>10000</un:mcc>







<un:mnc>10000</un:mnc>







<un:rncId>10000</un:rncId>







<xn:VsDataContainer id="1126" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1127" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<un:UtranCell id="1128" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:cId>60000</un:cId>








<un:localCellId>250000000</un:localCellId>








<un:uarfcnUl>0</un:uarfcnUl>








<un:uarfcnDl>0</un:uarfcnDl>








<un:primaryScramblingCode>500</un:primaryScramblingCode>








<un:primaryCpichPower>0</un:primaryCpichPower>








<un:retAntennaFunctionList>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</un:retAntennaFunctionList>








<un:maximumTransmissionPower>48</un:maximumTransmissionPower>








<un:primarySchPower>14</un:primarySchPower>








<un:secondarySchPower>-0.1</un:secondarySchPower>








<un:bchPower>-20</un:bchPower>








<un:cellMode>FDDMode</un:cellMode>








<un:uarfcn>0</un:uarfcn>








<un:cellParameterId>126</un:cellParameterId>








<un:primaryCcpchPower>-1</un:primaryCcpchPower>








<un:dwPchPower>-10.1</un:dwPchPower>








<un:timeSlotList>









<un:TimeSlot>










<un:TimeSlotId>10</un:TimeSlotId>










<un:TimeSlotDirection>UL</un:TimeSlotDirection>










<un:TimeSlotStatus>Active</un:TimeSlotStatus>









</un:TimeSlot>









<un:TimeSlot>










<un:TimeSlotId>10</un:TimeSlotId>










<un:TimeSlotDirection>UL</un:TimeSlotDirection>










<un:TimeSlotStatus>Active</un:TimeSlotStatus>









</un:TimeSlot>








</un:timeSlotList>








<un:schPower>0.1</un:schPower>








<un:lac>65535</un:lac>








<un:rac>255</un:rac>








<un:sac>10000</un:sac>








<un:uraList>









<un:Ura>1</un:Ura>









<un:Ura>2</un:Ura>









<un:Ura>3</un:Ura>









<un:Ura>4</un:Ura>









<un:Ura>5</un:Ura>









<un:Ura>6</un:Ura>









<un:Ura>7</un:Ura>









<un:Ura>8</un:Ura>








</un:uraList>








<un:utranCell-IubLink>DN</un:utranCell-IubLink>








<un:operationalState>enabled</un:operationalState>








<xn:VsDataContainer id="1129" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1130" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<un:UtranRelation id="1131" modifier="create">









<un:adjacentCell>String</un:adjacentCell>









<un:cellMode>FDDMode</un:cellMode>









<un:uarfcnUl>0</un:uarfcnUl>









<un:uarfcnDl>0</un:uarfcnDl>









<un:primaryScramblingCode>500</un:primaryScramblingCode>









<un:primaryCpichPower>0</un:primaryCpichPower>









<un:lac>65535</un:lac>









<un:uarfcn>0</un:uarfcn>









<un:cellParameterId>126</un:cellParameterId>









<un:primaryCcpchPower>-1</un:primaryCcpchPower>









<xn:VsDataContainer id="1132" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1133" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:UtranRelation>








<gn:GsmRelation id="1134" modifier="create">









<gn:adjacentCell>String</gn:adjacentCell>









<gn:bcchFrequency>10000</gn:bcchFrequency>









<gn:ncc>10000</gn:ncc>









<gn:bcc>10000</gn:bcc>









<gn:lac>10000</gn:lac>









<xn:VsDataContainer id="1135" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1136" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</gn:GsmRelation>







</un:UtranCell>







<un:IubLink id="1137" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>








<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>








<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>








<xn:VsDataContainer id="1138" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1139" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:IubLink>






</un:RncFunction>






<un:NodeBFunction id="1140" modifier="create">







<xn:userLabel>String</xn:userLabel>







<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>







<xn:VsDataContainer id="1141" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1142" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</un:NodeBFunction>






<un:AntennaFunction id="1143" modifier="create">







<xn:userLabel>String</xn:userLabel>







<un:retUtranCellList>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</un:retUtranCellList>







<un:retTiltValue>1800</un:retTiltValue>







<un:bearing>90</un:bearing>







<un:maxTiltValue>1800</un:maxTiltValue>







<un:minTiltValue>1800</un:minTiltValue>







<un:mechanicalOffset>1800</un:mechanicalOffset>







<un:retGroupName>String</un:retGroupName>







<un:height>100</un:height>







<un:baseElevation>100</un:baseElevation>







<un:latitude>10.2</un:latitude>







<un:longitude>10.2</un:longitude>







<un:maxAzimuthValue>1800</un:maxAzimuthValue>







<un:minAzimuthValue>1800</un:minAzimuthValue>







<un:horizBeamwidth>1800</un:horizBeamwidth>







<un:vertBeamwidth>1800</un:vertBeamwidth>







<un:patternLabel>String</un:patternLabel>







<xn:VsDataContainer id="1144" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1145" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</un:AntennaFunction>






<gn:BssFunction id="1146" modifier="create">







<xn:userLabel>String</xn:userLabel>







<xn:VsDataContainer id="1147" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1148" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<gn:BtsSiteMgr id="1149" modifier="create">








<xn:userLabel>String</xn:userLabel>








<gn:latitude>10000</gn:latitude>








<gn:longitude>10000</gn:longitude>








<gn:operationalState>enabled</gn:operationalState>








<xn:VsDataContainer id="1150" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1151" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<gn:GsmCell id="1152" modifier="create">









<xn:userLabel>String</xn:userLabel>









<gn:cellIdentity>10000</gn:cellIdentity>









<gn:cellAllocation>










<xn:Item>1</xn:Item>










<xn:Item>16543</xn:Item>










<xn:Item>150</xn:Item>









</gn:cellAllocation>









<gn:ncc>10000</gn:ncc>









<gn:bcc>10000</gn:bcc>









<gn:lac>10000</gn:lac>









<gn:mcc>10000</gn:mcc>









<gn:mnc>10000</gn:mnc>









<gn:rac>10000</gn:rac>









<gn:racc>10000</gn:racc>









<gn:tsc>10000</gn:tsc>









<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>









<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>









<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>









<gn:plmnPermitted>10000</gn:plmnPermitted>









<xn:VsDataContainer id="1153" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1154" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<gn:GsmRelation id="1155" modifier="create">










<gn:adjacentCell>String</gn:adjacentCell>










<gn:bcchFrequency>10000</gn:bcchFrequency>










<gn:ncc>10000</gn:ncc>










<gn:bcc>10000</gn:bcc>










<gn:lac>10000</gn:lac>










<xn:VsDataContainer id="1156" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1157" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</gn:GsmRelation>









<un:UtranRelation id="1158" modifier="create">










<un:adjacentCell>String</un:adjacentCell>










<un:cellMode>FDDMode</un:cellMode>










<un:uarfcnUl>0</un:uarfcnUl>










<un:uarfcnDl>0</un:uarfcnDl>










<un:primaryScramblingCode>500</un:primaryScramblingCode>










<un:primaryCpichPower>0</un:primaryCpichPower>










<un:lac>65535</un:lac>










<un:uarfcn>0</un:uarfcn>










<un:cellParameterId>126</un:cellParameterId>










<un:primaryCcpchPower>-1</un:primaryCcpchPower>










<xn:VsDataContainer id="1159" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1160" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:UtranRelation>








</gn:GsmCell>







</gn:BtsSiteMgr>






</gn:BssFunction>






<tn:TransportNetworkInterface id="1161" modifier="create">







<xn:userLabel>String</xn:userLabel>







<tn:transportNetworkType>IP</tn:transportNetworkType>







<xn:VsDataContainer id="1162" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1163" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<tn:ATMChannelTerminationPoint id="1164" modifier="create">








<tn:usageChannel>String</tn:usageChannel>








<tn:virtualPathId>13</tn:virtualPathId>








<tn:virtualChannelId>12</tn:virtualChannelId>








<tn:physicalPortId>String</tn:physicalPortId>








<tn:physicalInterfaceType>String</tn:physicalInterfaceType>








<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>








<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>








<tn:usedAAL>AAL1</tn:usedAAL>








<tn:peakCellRateIn>9</tn:peakCellRateIn>








<tn:peakCellRateEg>8</tn:peakCellRateEg>








<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>








<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>








<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>








<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>








<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>








<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>








<tn:minimumCellRateIn>5</tn:minimumCellRateIn>








<tn:minimumCellRateEg>4</tn:minimumCellRateEg>








<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>








<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>








<xn:VsDataContainer id="1165" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1166" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</tn:ATMChannelTerminationPoint>







<tn:ATMPathTerminationPoint id="1167" modifier="create">








<tn:virtualPathId>13</tn:virtualPathId>








<tn:physicalPortIdList>









<tn:PhysicalPortId>String</tn:PhysicalPortId>









<tn:PhysicalPortId>String</tn:PhysicalPortId>








</tn:physicalPortIdList>








<tn:peakCellRateIn>9</tn:peakCellRateIn>








<tn:peakCellRateEg>8</tn:peakCellRateEg>








<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>








<xn:VsDataContainer id="1168" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1169" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</tn:ATMPathTerminationPoint>






</tn:TransportNetworkInterface>






<stn:MtpSignPoint id="1170" modifier="create">







<stn:pointCode>100</stn:pointCode>







<stn:networkIndicator>International</stn:networkIndicator>







<stn:pointCodeLength>BITS_24</stn:pointCodeLength>







<stn:spType>STEP</stn:spType>







<stn:userLabel>String</stn:userLabel>







<stn:relatedObjects>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</stn:relatedObjects>







<xn:VsDataContainer id="1171" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1172" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<stn:SignLinkSetTp id="1173" modifier="create">








<stn:adjPc>100</stn:adjPc>








<stn:userLabel>String</stn:userLabel>








<stn:maxCapacityLS>100</stn:maxCapacityLS>








<xn:VsDataContainer id="1174" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1175" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<stn:SignLinkTp id="1176" modifier="create">









<stn:slCode>100</stn:slCode>









<stn:slsCodeNormalList>










<stn:SlsCode>0</stn:SlsCode>










<stn:SlsCode>1</stn:SlsCode>










<stn:SlsCode>2</stn:SlsCode>










<stn:SlsCode>3</stn:SlsCode>










<stn:SlsCode>4</stn:SlsCode>










<stn:SlsCode>5</stn:SlsCode>










<stn:SlsCode>6</stn:SlsCode>










<stn:SlsCode>7</stn:SlsCode>










<stn:SlsCode>8</stn:SlsCode>










<stn:SlsCode>9</stn:SlsCode>










<stn:SlsCode>10</stn:SlsCode>










<stn:SlsCode>11</stn:SlsCode>










<stn:SlsCode>12</stn:SlsCode>










<stn:SlsCode>13</stn:SlsCode>










<stn:SlsCode>14</stn:SlsCode>










<stn:SlsCode>15</stn:SlsCode>









</stn:slsCodeNormalList>









<stn:slsCodeCurrentList>










<stn:SlsCode>0</stn:SlsCode>










<stn:SlsCode>1</stn:SlsCode>










<stn:SlsCode>2</stn:SlsCode>










<stn:SlsCode>3</stn:SlsCode>










<stn:SlsCode>4</stn:SlsCode>










<stn:SlsCode>5</stn:SlsCode>










<stn:SlsCode>6</stn:SlsCode>










<stn:SlsCode>7</stn:SlsCode>










<stn:SlsCode>8</stn:SlsCode>










<stn:SlsCode>9</stn:SlsCode>










<stn:SlsCode>10</stn:SlsCode>










<stn:SlsCode>11</stn:SlsCode>










<stn:SlsCode>12</stn:SlsCode>










<stn:SlsCode>13</stn:SlsCode>










<stn:SlsCode>14</stn:SlsCode>










<stn:SlsCode>15</stn:SlsCode>









</stn:slsCodeCurrentList>









<stn:linkTpStatus/>









<stn:maxCapacitySL>100</stn:maxCapacitySL>









<stn:userLabel>String</stn:userLabel>









<stn:signLinkType>ST_64K</stn:signLinkType>









<xn:VsDataContainer id="1177" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1178" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</stn:SignLinkTp>







</stn:SignLinkSetTp>







<stn:SignRouteSetNePart id="1179" modifier="create">








<stn:destinationPc>100</stn:destinationPc>








<stn:userLabel>String</stn:userLabel>








<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>








<xn:VsDataContainer id="1180" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1181" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<stn:SignRouteNePart id="1182" modifier="create">









<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>









<stn:fixedPriority>100</stn:fixedPriority>









<stn:userLabel>String</stn:userLabel>









<xn:VsDataContainer id="1183" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1184" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</stn:SignRouteNePart>







</stn:SignRouteSetNePart>






</stn:MtpSignPoint>





</xn:ManagedElement>





<xn:IRPAgent id="1185" modifier="create">






<xn:systemDN>String</xn:systemDN>





</xn:IRPAgent>





<xn:VsDataContainer id="1186" modifier="create">






<xn:vsDataType>String</xn:vsDataType>






<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>






<xn:vsData/>






<xn:VsDataContainer id="1187" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>






</xn:VsDataContainer>





</xn:VsDataContainer>





<gn:ExternalGsmCell id="1188" modifier="create">






<xn:userLabel>String</xn:userLabel>






<gn:cellIdentity>10000</gn:cellIdentity>






<gn:bcchFrequency>10000</gn:bcchFrequency>






<gn:ncc>10000</gn:ncc>






<gn:bcc>10000</gn:bcc>






<gn:lac>10000</gn:lac>






<gn:mcc>10000</gn:mcc>






<gn:mnc>10000</gn:mnc>






<gn:rac>10000</gn:rac>






<gn:racc>10000</gn:racc>






<xn:VsDataContainer id="1189" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1190" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</gn:ExternalGsmCell>





<xn:MeContext id="1191" modifier="create">






<xn:ManagedElement id="1192" modifier="create">







<xn:managedElementType>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>








<xn:Item>String</xn:Item>







</xn:managedElementType>







<xn:userLabel>String</xn:userLabel>







<xn:vendorName>String</xn:vendorName>







<xn:userDefinedState>String</xn:userDefinedState>







<xn:locationName>String</xn:locationName>







<xn:swVersion>String</xn:swVersion>







<xn:managedBy>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>








<xn:Dn>DN</xn:Dn>







</xn:managedBy>







<xn:IRPAgent id="1193" modifier="create">








<xn:systemDN>String</xn:systemDN>







</xn:IRPAgent>







<in:InventoryUnit id="1194" modifier="create">








<in:inventoryUnitId>String</in:inventoryUnitId>








<in:inventoryUnitType>String</in:inventoryUnitType>








<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>








<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>








<in:vendorName>String</in:vendorName>








<in:serialNumber>String</in:serialNumber>








<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>








<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>








<in:unitPosition>String</in:unitPosition>








<in:manufacturerData>String</in:manufacturerData>








<in:InventoryUnit id="1195" modifier="create">









<in:inventoryUnitId>String</in:inventoryUnitId>









<in:inventoryUnitType>String</in:inventoryUnitType>









<in:vendorUnitFamilyType>String</in:vendorUnitFamilyType>









<in:vendorUnitTypeNumber>String</in:vendorUnitTypeNumber>









<in:vendorName>String</in:vendorName>









<in:serialNumber>String</in:serialNumber>









<in:dateOfManufacture>2002-10-10+13:00</in:dateOfManufacture>









<in:dateOfLastService>2002-10-10+13:00</in:dateOfLastService>









<in:unitPosition>String</in:unitPosition>









<in:manufacturerData>String</in:manufacturerData>








</in:InventoryUnit>







</in:InventoryUnit>







<xn:VsDataContainer id="1196" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1197" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>







<cn:MscServerFunction id="1198" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:mccList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mccList>








<cn:mncList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mncList>








<cn:lacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:lacList>








<cn:sacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:sacList>








<cn:gcaList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:gcaList>








<cn:mscId>10000</cn:mscId>








<cn:mscServerFunctionGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionGsmCell>








<cn:mscServerFunctionExternalGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionExternalGsmCell>








<cn:mscServerFunctionCsMgwFunction>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:mscServerFunctionCsMgwFunction>








<xn:VsDataContainer id="1199" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1200" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IucsLink id="1201" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="1202" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1203" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IucsLink>








<cn:ALink id="1204" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="1205" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1206" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:ALink>







</cn:MscServerFunction>







<cn:HlrFunction id="1207" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1208" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1209" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:HlrFunction>







<cn:VlrFunction id="1210" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1211" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1212" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:VlrFunction>







<cn:AucFunction id="1213" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1214" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1215" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:AucFunction>







<cn:EirFunction id="1216" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1217" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1218" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:EirFunction>







<cn:SmsIwmscFunction id="1219" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1220" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1221" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmsIwmscFunction>







<cn:SmsGmscFunction id="1222" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1223" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1224" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmsGmscFunction>







<cn:GmscFunction id="1225" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1226" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1227" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmscFunction>







<cn:SgsnFunction id="1228" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:mccList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mccList>








<cn:mncList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:mncList>








<cn:lacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:lacList>








<cn:racList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:racList>








<cn:sacList>









<xn:Item>1</xn:Item>









<xn:Item>16543</xn:Item>









<xn:Item>150</xn:Item>








</cn:sacList>








<cn:sgsnId>10000</cn:sgsnId>








<cn:sgsnFunctionGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:sgsnFunctionGsmCell>








<cn:sgsnFunctionExternalGsmCell>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:sgsnFunctionExternalGsmCell>








<xn:VsDataContainer id="1229" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1230" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IupsLink id="1231" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="1232" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1233" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IupsLink>








<cn:GbLink id="1234" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedBss>DN</cn:connectedBss>









<xn:VsDataContainer id="1235" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1236" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:GbLink>







</cn:SgsnFunction>







<cn:GgsnFunction id="1237" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1238" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1239" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GgsnFunction>







<cn:BgFunction id="1240" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1241" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1242" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BgFunction>







<cn:SmlcFunction id="1243" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1244" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1245" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SmlcFunction>







<cn:GmlcFunction id="1246" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1247" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1248" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmlcFunction>







<cn:ScfFunction id="1249" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1250" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1251" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ScfFunction>







<cn:SrfFunction id="1252" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1253" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1254" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SrfFunction>







<cn:CbcFunction id="1255" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1256" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1257" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<cn:IubcLink id="1258" modifier="create">









<xn:userLabel>String</xn:userLabel>









<cn:connectedRnc>DN</cn:connectedRnc>









<xn:VsDataContainer id="1259" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1260" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</cn:IubcLink>







</cn:CbcFunction>







<cn:CgfFunction id="1261" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1262" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1263" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:CgfFunction>







<cn:ImsMgwFunction id="1264" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1265" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1266" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ImsMgwFunction>







<cn:GmscServerFunction id="1267" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1268" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1269" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:GmscServerFunction>







<cn:IwfFunction id="1270" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1271" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1272" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IwfFunction>







<cn:MnpSrfFunction id="1273" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1274" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1275" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MnpSrfFunction>







<cn:NpdbFunction id="1276" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1277" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1278" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:NpdbFunction>







<cn:SgwFunction id="1279" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1280" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1281" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SgwFunction>







<cn:SsfFunction id="1282" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1283" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1284" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SsfFunction>







<cn:BsFunction id="1285" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1286" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1287" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BsFunction>







<cn:CsMgwFunction id="1288" modifier="create">








<xn:userLabel>String</xn:userLabel>








<cn:csMgwFunctionMscServerFunction>DN</cn:csMgwFunctionMscServerFunction>








<cn:csMgwFunctionIucsLink>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:csMgwFunctionIucsLink>








<cn:csMgwFunctionALink>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</cn:csMgwFunctionALink>








<xn:VsDataContainer id="1289" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1290" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:CsMgwFunction>







<cn:ScscfFunction id="1291" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1292" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1293" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:ScscfFunction>







<cn:PcscfFunction id="1294" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1295" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1296" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:PcscfFunction>







<cn:IcscfFunction id="1297" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1298" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1299" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:IcscfFunction>







<cn:SlfFunction id="1300" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1301" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1302" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:SlfFunction>







<cn:BgcfFunction id="1303" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1304" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1305" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:BgcfFunction>







<cn:MrfcFunction id="1306" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1307" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1308" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MrfcFunction>







<cn:MrfpFunction id="1309" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1310" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1311" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MrfpFunction>







<cn:AsFunction id="1312" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1313" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1314" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:AsFunction>







<cn:MgcfFunction id="1315" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1316" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1317" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</cn:MgcfFunction>







<sm:ServiceProviderFunction id="1318" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1319" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1320" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<sm:CSService id="1321" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:mobileStationCategory>String</sm:mobileStationCategory>









<sm:lMUIdentifier>String</sm:lMUIdentifier>









<sm:subscriberStatus>String</sm:subscriberStatus>









<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>









<sm:provisionOfBearerService>String</sm:provisionOfBearerService>









<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>









<sm:bCAllocation>String</sm:bCAllocation>









<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>









<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>









<sm:barringOfRoaming>String</sm:barringOfRoaming>









<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>









<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>









<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>









<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>









<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>









<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>









<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>









<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>









<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>









<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>









<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>









<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>









<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>









<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>









<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>









<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>









<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:iSTAlertTimer>String</sm:iSTAlertTimer>









<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>









<sm:SuMCSSupplService id="1322" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>










<sm:registrationState>String</sm:registrationState>










<sm:overrideCategory>String</sm:overrideCategory>










<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>










<sm:forwarded-toNumber>String</sm:forwarded-toNumber>










<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>










<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>










<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>










<sm:defaultPriority>String</sm:defaultPriority>










<sm:nbrUser>String</sm:nbrUser>










<sm:nbrSB>String</sm:nbrSB>









</sm:SuMCSSupplService>








</sm:CSService>








<sm:PSService id="1323" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:networkAccessMode>String</sm:networkAccessMode>









<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>









<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>









<sm:subscriptionRestriction>String</sm:subscriptionRestriction>









<sm:rSZIlists>String</sm:rSZIlists>









<sm:lSAIdentity>String</sm:lSAIdentity>









<sm:lSAPriority>String</sm:lSAPriority>









<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>









<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>









<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>









<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>









<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>









<sm:accessRestrictionData>String</sm:accessRestrictionData>









<sm:privacyExceptionList>String</sm:privacyExceptionList>









<sm:gMLCNumbers>String</sm:gMLCNumbers>









<sm:mOLRList>String</sm:mOLRList>









<sm:serviceTypes>String</sm:serviceTypes>









<sm:gGSNNumber>String</sm:gGSNNumber>









<sm:provisionofTeleservice>String</sm:provisionofTeleservice>









<sm:transferofSMoption>String</sm:transferofSMoption>









<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>









<sm:pDPType>String</sm:pDPType>









<sm:pDPAddress>String</sm:pDPAddress>









<sm:accessPointName>String</sm:accessPointName>









<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>









<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>









<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>









<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>









<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>









<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>









<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>









<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>









<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>









<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>









<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>









<sm:w-APN>String</sm:w-APN>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>









<sm:wLANAccess>String</sm:wLANAccess>









<sm:wLANTunnelling>String</sm:wLANTunnelling>









<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>









<sm:wAPNAuthorised>String</sm:wAPNAuthorised>









<sm:w-APNBarringType>String</sm:w-APNBarringType>









<sm:w-APNChargingData>String</sm:w-APNChargingData>









<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>









<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>









<sm:i-WLANAccessType>String</sm:i-WLANAccessType>









<sm:chargingData>String</sm:chargingData>









<sm:chargingCharacteristics>String</sm:chargingCharacteristics>









<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>









<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:SuMPSSupplService id="1324" modifier="create">










<sm:sS-Code>String</sm:sS-Code>










<sm:provisioningState>String</sm:provisioningState>










<sm:activationState>String</sm:activationState>









</sm:SuMPSSupplService>








</sm:PSService>








<sm:IMSService id="1325" modifier="create">









<sm:agreement-contract>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</sm:agreement-contract>









<sm:barringIndication>String</sm:barringIndication>









<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>









<sm:registrationStatus>String</sm:registrationStatus>









<sm:sCSCFName>String</sm:sCSCFName>









<sm:serverCapabilities>String</sm:serverCapabilities>









<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>









<sm:initialFilterCriteria>String</sm:initialFilterCriteria>









<sm:applicationServerInformation>String</sm:applicationServerInformation>









<sm:serviceIndication>String</sm:serviceIndication>









<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>









<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>









<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>









<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>









<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>









<sm:oIMCSI>String</sm:oIMCSI>









<sm:vTIMCSI>String</sm:vTIMCSI>









<sm:dIMCS>String</sm:dIMCS>









<sm:gAAServiceType>String</sm:gAAServiceType>









<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>









<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>









<sm:userSecuritySetting>String</sm:userSecuritySetting>









<sm:userPublicIdentity>String</sm:userPublicIdentity>









<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>









<sm:keyLifetime>String</sm:keyLifetime>









<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>









<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>








</sm:IMSService>







</sm:ServiceProviderFunction>







<sm:SubscriptionFunction id="1326" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1327" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1328" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<sm:SuMSubscriberProfile id="1329" modifier="create">









<sm:suMSubscriberProfileInfo>String</sm:suMSubscriberProfileInfo>









<sm:CSSubscribedService id="1330" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:mobileStationCategory>String</sm:mobileStationCategory>










<sm:lMUIdentifier>String</sm:lMUIdentifier>










<sm:subscriberStatus>String</sm:subscriberStatus>










<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>










<sm:provisionOfBearerService>String</sm:provisionOfBearerService>










<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>










<sm:bCAllocation>String</sm:bCAllocation>










<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>










<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>










<sm:barringOfRoaming>String</sm:barringOfRoaming>










<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>










<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>










<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>










<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>










<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>










<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>










<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>










<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>










<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>










<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>










<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>










<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>










<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>










<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>










<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>










<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>










<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:iSTAlertTimer>String</sm:iSTAlertTimer>










<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>










<sm:SuMCSSupplService id="1331" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>











<sm:registrationState>String</sm:registrationState>











<sm:overrideCategory>String</sm:overrideCategory>











<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>











<sm:forwarded-toNumber>String</sm:forwarded-toNumber>











<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>











<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>











<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>











<sm:defaultPriority>String</sm:defaultPriority>











<sm:nbrUser>String</sm:nbrUser>











<sm:nbrSB>String</sm:nbrSB>










</sm:SuMCSSupplService>









</sm:CSSubscribedService>









<sm:PSSubscribedService id="1332" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:networkAccessMode>String</sm:networkAccessMode>










<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>










<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>










<sm:subscriptionRestriction>String</sm:subscriptionRestriction>










<sm:rSZIlists>String</sm:rSZIlists>










<sm:lSAIdentity>String</sm:lSAIdentity>










<sm:lSAPriority>String</sm:lSAPriority>










<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>










<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>










<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>










<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>










<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>










<sm:accessRestrictionData>String</sm:accessRestrictionData>










<sm:privacyExceptionList>String</sm:privacyExceptionList>










<sm:gMLCNumbers>String</sm:gMLCNumbers>










<sm:mOLRList>String</sm:mOLRList>










<sm:serviceTypes>String</sm:serviceTypes>










<sm:gGSNNumber>String</sm:gGSNNumber>










<sm:provisionofTeleservice>String</sm:provisionofTeleservice>










<sm:transferofSMoption>String</sm:transferofSMoption>










<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>










<sm:pDPType>String</sm:pDPType>










<sm:pDPAddress>String</sm:pDPAddress>










<sm:accessPointName>String</sm:accessPointName>










<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>










<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>










<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>










<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>










<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>










<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>










<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>










<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>










<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>










<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>










<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>










<sm:w-APN>String</sm:w-APN>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>










<sm:wLANAccess>String</sm:wLANAccess>










<sm:wLANTunnelling>String</sm:wLANTunnelling>










<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>










<sm:wAPNAuthorised>String</sm:wAPNAuthorised>










<sm:w-APNBarringType>String</sm:w-APNBarringType>










<sm:w-APNChargingData>String</sm:w-APNChargingData>










<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>










<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>










<sm:i-WLANAccessType>String</sm:i-WLANAccessType>










<sm:chargingData>String</sm:chargingData>










<sm:chargingCharacteristics>String</sm:chargingCharacteristics>










<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>










<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:SuMPSSupplService id="1333" modifier="create">











<sm:sS-Code>String</sm:sS-Code>











<sm:provisioningState>String</sm:provisioningState>











<sm:activationState>String</sm:activationState>










</sm:SuMPSSupplService>









</sm:PSSubscribedService>









<sm:IMSSubscribedService id="1334" modifier="create">










<sm:description-service>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>











<xn:Dn>DN</xn:Dn>










</sm:description-service>










<sm:agreement-offer>DN</sm:agreement-offer>










<sm:barringIndication>String</sm:barringIndication>










<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>










<sm:registrationStatus>String</sm:registrationStatus>










<sm:sCSCFName>String</sm:sCSCFName>










<sm:serverCapabilities>String</sm:serverCapabilities>










<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>










<sm:initialFilterCriteria>String</sm:initialFilterCriteria>










<sm:applicationServerInformation>String</sm:applicationServerInformation>










<sm:serviceIndication>String</sm:serviceIndication>










<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>










<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>










<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>










<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>










<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>










<sm:oIMCSI>String</sm:oIMCSI>










<sm:vTIMCSI>String</sm:vTIMCSI>










<sm:dIMCS>String</sm:dIMCS>










<sm:gAAServiceType>String</sm:gAAServiceType>










<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>










<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>










<sm:userSecuritySetting>String</sm:userSecuritySetting>










<sm:userPublicIdentity>String</sm:userPublicIdentity>










<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>










<sm:keyLifetime>String</sm:keyLifetime>










<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>










<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>









</sm:IMSSubscribedService>









<sm:SuMSubscriptionProfile id="1335" modifier="create">










<sm:iMSI>String</sm:iMSI>










<sm:mSISDN>String</sm:mSISDN>










<sm:multinumberingMSISDNs>String</sm:multinumberingMSISDNs>










<sm:iMEISV>String</sm:iMEISV>










<sm:privateUserIdentity>String</sm:privateUserIdentity>










<sm:publicIdentity>String</sm:publicIdentity>










<sm:CSServiceProfile id="1336" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:vLRNumber>String</sm:vLRNumber>











<sm:mSCNumber>String</sm:mSCNumber>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>











<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>











<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:ageIndicator>String</sm:ageIndicator>











<sm:lMSI>String</sm:lMSI>











<sm:mobileStationCategory>String</sm:mobileStationCategory>











<sm:lMUIdentifier>String</sm:lMUIdentifier>











<sm:mNRR>String</sm:mNRR>











<sm:subscriberStatus>String</sm:subscriberStatus>











<sm:notificationToCSEFlagForODB>String</sm:notificationToCSEFlagForODB>











<sm:gsmSCFaddresslistForODB>String</sm:gsmSCFaddresslistForODB>











<sm:messagesWaitingData>String</sm:messagesWaitingData>











<sm:mobileStationNotReachableFlag>String</sm:mobileStationNotReachableFlag>











<sm:memoryCapacityExceededFlag>String</sm:memoryCapacityExceededFlag>











<sm:traceReference>String</sm:traceReference>











<sm:traceType>String</sm:traceType>











<sm:operationsSystemsIdentity>String</sm:operationsSystemsIdentity>











<sm:hLRTraceType>String</sm:hLRTraceType>











<sm:mAPErrorOnTrace>String</sm:mAPErrorOnTrace>











<sm:traceActivatedInVLR>String</sm:traceActivatedInVLR>











<sm:provisionOfBearerService>String</sm:provisionOfBearerService>











<sm:provisionOfTeleservice>String</sm:provisionOfTeleservice>











<sm:bCAllocation>String</sm:bCAllocation>











<sm:checkSSIndicator>String</sm:checkSSIndicator>











<sm:mSPurgedForNonGPRSFlag>String</sm:mSPurgedForNonGPRSFlag>











<sm:barringOfOutgoingCalls>String</sm:barringOfOutgoingCalls>











<sm:barringOfIncomingCalls>String</sm:barringOfIncomingCalls>











<sm:barringOfRoaming>String</sm:barringOfRoaming>











<sm:barringOfPremiumRateCalls>String</sm:barringOfPremiumRateCalls>











<sm:barringOfSupplementaryServiceManagement>String</sm:barringOfSupplementaryServiceManagement>











<sm:barringOfRegistrationOfCallForwarding>String</sm:barringOfRegistrationOfCallForwarding>











<sm:barringOfInvocationOfCallTransfer>String</sm:barringOfInvocationOfCallTransfer>











<sm:operatorDeterminedBarringPLMNspecificData>String</sm:operatorDeterminedBarringPLMNspecificData>











<sm:vGCSGroupMembershipList>String</sm:vGCSGroupMembershipList>











<sm:vBSGroupMembershipList>String</sm:vBSGroupMembershipList>











<sm:broadcastCallInitiationAllowedList>String</sm:broadcastCallInitiationAllowedList>











<sm:originatingCAMELSubscriptionInformationOCSI>String</sm:originatingCAMELSubscriptionInformationOCSI>











<sm:terminatingCAMELSubscriptionInformationTCSI>String</sm:terminatingCAMELSubscriptionInformationTCSI>











<sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>String</sm:vMSCTerminatingCAMELSubscriptionInformationVTCSI>











<sm:locationInformationSubscriberStateInformation>String</sm:locationInformationSubscriberStateInformation>











<sm:uSSDCAMELSubscriptionInformationUCSI>String</sm:uSSDCAMELSubscriptionInformationUCSI>











<sm:sSInvocationNotificationSSCSI>String</sm:sSInvocationNotificationSSCSI>











<sm:translationInformationFlagTIFCSI>String</sm:translationInformationFlagTIFCSI>











<sm:dialledServiceCAMELSubscriptionInformationDCSI>String</sm:dialledServiceCAMELSubscriptionInformationDCSI>











<sm:uSSDGeneralCAMELServiceInformationUGCSI>String</sm:uSSDGeneralCAMELServiceInformationUGCSI>











<sm:oCSINegotiatedCAMELCapabilityHandling>String</sm:oCSINegotiatedCAMELCapabilityHandling>











<sm:sSCSINegotiatedCAMELCapabilityHandling>String</sm:sSCSINegotiatedCAMELCapabilityHandling>











<sm:vTCSINegotiatedCAMELCapabilityHandling>String</sm:vTCSINegotiatedCAMELCapabilityHandling>











<sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:shortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSIVLRNegotiatedCAMELCapabilityHandling>











<sm:mCSINegotiatedCAMELCapabilityHandling>String</sm:mCSINegotiatedCAMELCapabilityHandling>











<sm:vLRSupportedCAMELPhases>String</sm:vLRSupportedCAMELPhases>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:vLROfferedCAMEL4CSIs>String</sm:vLROfferedCAMEL4CSIs>











<sm:iSTAlertTimer>String</sm:iSTAlertTimer>











<sm:cSAllocationRetentionpriority>String</sm:cSAllocationRetentionpriority>











<sm:TraceReference2>String</sm:TraceReference2>











<sm:TraceDepth>String</sm:TraceDepth>











<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>











<sm:TriggeringEvents>String</sm:TriggeringEvents>











<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>











<sm:SuMCSSupplService id="1337" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>












<sm:registrationState>String</sm:registrationState>












<sm:overrideCategory>String</sm:overrideCategory>












<sm:cLIRestrictionOption>String</sm:cLIRestrictionOption>












<sm:forwarded-toNumber>String</sm:forwarded-toNumber>












<sm:forwarded-toSubaddress>String</sm:forwarded-toSubaddress>












<sm:noReplyConditionTimer>String</sm:noReplyConditionTimer>












<sm:maximumEntitledPriority>String</sm:maximumEntitledPriority>












<sm:defaultPriority>String</sm:defaultPriority>












<sm:nbrUser>String</sm:nbrUser>












<sm:nbrSB>String</sm:nbrSB>











</sm:SuMCSSupplService>










</sm:CSServiceProfile>










<sm:PSServiceProfile id="1338" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:networkAccessMode>String</sm:networkAccessMode>











<sm:basicMSISDNIndicator>String</sm:basicMSISDNIndicator>











<sm:mSISDNAlertIndicator>String</sm:mSISDNAlertIndicator>











<sm:vLRNumber>String</sm:vLRNumber>











<sm:mSCNumber>String</sm:mSCNumber>











<sm:subscriptionRestriction>String</sm:subscriptionRestriction>











<sm:rSZIlists>String</sm:rSZIlists>











<sm:mSCAreaRestrictedFlag>String</sm:mSCAreaRestrictedFlag>











<sm:oDBinducedBarringData>String</sm:oDBinducedBarringData>











<sm:roamingRestrictionDueToUnsupportedFeature>String</sm:roamingRestrictionDueToUnsupportedFeature>











<sm:lSAIdentity>String</sm:lSAIdentity>











<sm:lSAPriority>String</sm:lSAPriority>











<sm:lSAPreferentialAccessIndicator>String</sm:lSAPreferentialAccessIndicator>











<sm:lSAActiveModeSupportIndicator>String</sm:lSAActiveModeSupportIndicator>











<sm:lSAOnlyAccessIndicator>String</sm:lSAOnlyAccessIndicator>











<sm:lSAActiveModeIndicator>String</sm:lSAActiveModeIndicator>











<sm:vPLMNIdentifier>String</sm:vPLMNIdentifier>











<sm:accessRestrictionData>String</sm:accessRestrictionData>











<sm:privacyExceptionList>String</sm:privacyExceptionList>











<sm:gMLCNumbers>String</sm:gMLCNumbers>











<sm:mOLRList>String</sm:mOLRList>











<sm:serviceTypes>String</sm:serviceTypes>











<sm:ageIndicator>String</sm:ageIndicator>











<sm:sGSNNumber>String</sm:sGSNNumber>











<sm:gGSNNumber>String</sm:gGSNNumber>











<sm:sGSNarearestrictedflag>String</sm:sGSNarearestrictedflag>











<sm:roamingRestrictedintheSGSNduetounsupportedfeature>String</sm:roamingRestrictedintheSGSNduetounsupportedfeature>











<sm:mNRG>String</sm:mNRG>











<sm:traceActivatedinSGSN>String</sm:traceActivatedinSGSN>











<sm:provisionofTeleservice>String</sm:provisionofTeleservice>











<sm:transferofSMoption>String</sm:transferofSMoption>











<sm:mSpurgedforGPRSflag>String</sm:mSpurgedforGPRSflag>











<sm:barringofPacketOrientedServices>String</sm:barringofPacketOrientedServices>











<sm:pDPType>String</sm:pDPType>











<sm:pDPAddress>String</sm:pDPAddress>











<sm:accessPointName>String</sm:accessPointName>











<sm:vPLMNAddressAllowed>String</sm:vPLMNAddressAllowed>











<sm:gGSNlist>String</sm:gGSNlist>











<sm:qualityofServiceSubscribed>String</sm:qualityofServiceSubscribed>











<sm:pDPContextIdentifier>String</sm:pDPContextIdentifier>











<sm:pDPContextChargingCharacteristics>String</sm:pDPContextChargingCharacteristics>











<sm:gPRSCAMELSubscriptionInformationGPRSCSI>String</sm:gPRSCAMELSubscriptionInformationGPRSCSI>











<sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>String</sm:mOShortMessageServiceCAMELSubscriptionInformationMOSMSCSI>











<sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>String</sm:mTShortMessageServiceCAMELSubscriptionInformationMTSMSCSI>











<sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mOSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>String</sm:mTSMSCSISGSNNegotiatedCAMELCapabilityHandling>











<sm:mobilityManagementforGPRSeventnotificationMGCSI>String</sm:mobilityManagementforGPRSeventnotificationMGCSI>











<sm:mGCSINegotiatedCAMELCapabilityHandling>String</sm:mGCSINegotiatedCAMELCapabilityHandling>











<sm:gPRSCSINegotiatedCAMELCapabilityHandling>String</sm:gPRSCSINegotiatedCAMELCapabilityHandling>











<sm:sGSNSupportedCAMELPhases>String</sm:sGSNSupportedCAMELPhases>











<sm:sGSNOfferedCAMEL4CSIs>String</sm:sGSNOfferedCAMEL4CSIs>











<sm:gsmSCFaddressforCSI>String</sm:gsmSCFaddressforCSI>











<sm:subscribedChargingCharacteristics>String</sm:subscribedChargingCharacteristics>











<sm:w-APN>String</sm:w-APN>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:a3GPPAAAServerName>String</sm:a3GPPAAAServerName>











<sm:wLANUERemoteIPaddress>String</sm:wLANUERemoteIPaddress>











<sm:wLANAccess>String</sm:wLANAccess>











<sm:wLANTunnelling>String</sm:wLANTunnelling>











<sm:wLANDirectIPAccess>String</sm:wLANDirectIPAccess>











<sm:wAPNAuthorised>String</sm:wAPNAuthorised>











<sm:w-APNBarringType>String</sm:w-APNBarringType>











<sm:w-APNChargingData>String</sm:w-APNChargingData>











<sm:wLANUERemoteIPAddress>String</sm:wLANUERemoteIPAddress>











<sm:accessIndependenceFlag>String</sm:accessIndependenceFlag>











<sm:i-WLANAccessType>String</sm:i-WLANAccessType>











<sm:chargingData>String</sm:chargingData>











<sm:chargingCharacteristics>String</sm:chargingCharacteristics>











<sm:primaryOCSChargingFunctionName>String</sm:primaryOCSChargingFunctionName>











<sm:secondaryOCSChargingFunctionName>String</sm:secondaryOCSChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:TraceReference2>String</sm:TraceReference2>











<sm:TraceDepth>String</sm:TraceDepth>











<sm:ListofNeTypestoTrace>String</sm:ListofNeTypestoTrace>











<sm:TriggeringEvents>String</sm:TriggeringEvents>











<sm:ListofInterfacestoTrace>String</sm:ListofInterfacestoTrace>











<sm:SuMPSSupplService id="1339" modifier="create">












<sm:sS-Code>String</sm:sS-Code>












<sm:provisioningState>String</sm:provisioningState>












<sm:activationState>String</sm:activationState>











</sm:SuMPSSupplService>










</sm:PSServiceProfile>










<sm:IMSServiceProfile id="1340" modifier="create">











<sm:description-specification>DN</sm:description-specification>











<sm:barringIndication>String</sm:barringIndication>











<sm:listofauthorizedvisitednetworkidentifiers>String</sm:listofauthorizedvisitednetworkidentifiers>











<sm:registrationStatus>String</sm:registrationStatus>











<sm:sCSCFName>String</sm:sCSCFName>











<sm:diameterClientAddressofSCSCF>String</sm:diameterClientAddressofSCSCF>











<sm:serverCapabilities>String</sm:serverCapabilities>











<sm:subscribedMediaProfileIdentifier>String</sm:subscribedMediaProfileIdentifier>











<sm:initialFilterCriteria>String</sm:initialFilterCriteria>











<sm:applicationServerInformation>String</sm:applicationServerInformation>











<sm:serviceIndication>String</sm:serviceIndication>











<sm:primaryEventChargingFunctionName>String</sm:primaryEventChargingFunctionName>











<sm:secondaryEventChargingFunctionName>String</sm:secondaryEventChargingFunctionName>











<sm:primaryChargingCollectionFunctionName>String</sm:primaryChargingCollectionFunctionName>











<sm:secondaryChargingCollectionFunctionName>String</sm:secondaryChargingCollectionFunctionName>











<sm:gsmSCFaddressforIMCSI>String</sm:gsmSCFaddressforIMCSI>











<sm:iMSSFaddressforIMCSI>String</sm:iMSSFaddressforIMCSI>











<sm:oIMCSI>String</sm:oIMCSI>











<sm:vTIMCSI>String</sm:vTIMCSI>











<sm:dIMCS>String</sm:dIMCS>











<sm:gAAServiceType>String</sm:gAAServiceType>











<sm:gAAServiceIdentifier>String</sm:gAAServiceIdentifier>











<sm:gBAUserSecuritySettings>String</sm:gBAUserSecuritySettings>











<sm:userSecuritySetting>String</sm:userSecuritySetting>











<sm:userPublicIdentity>String</sm:userPublicIdentity>











<sm:gAAAuthorizationflag>String</sm:gAAAuthorizationflag>











<sm:keyLifetime>String</sm:keyLifetime>











<sm:uICCSecuritySetting>String</sm:uICCSecuritySetting>











<sm:nAFGroupIdentity>String</sm:nAFGroupIdentity>










</sm:IMSServiceProfile>









</sm:SuMSubscriptionProfile>








</sm:SuMSubscriberProfile>







</sm:SubscriptionFunction>







<un:RncFunction id="1341" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:mcc>10000</un:mcc>








<un:mnc>10000</un:mnc>








<un:rncId>10000</un:rncId>








<xn:VsDataContainer id="1342" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1343" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<un:UtranCell id="1344" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:cId>60000</un:cId>









<un:localCellId>250000000</un:localCellId>









<un:uarfcnUl>0</un:uarfcnUl>









<un:uarfcnDl>0</un:uarfcnDl>









<un:primaryScramblingCode>500</un:primaryScramblingCode>









<un:primaryCpichPower>0</un:primaryCpichPower>









<un:retAntennaFunctionList>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>










<xn:Dn>DN</xn:Dn>









</un:retAntennaFunctionList>









<un:maximumTransmissionPower>48</un:maximumTransmissionPower>









<un:primarySchPower>14</un:primarySchPower>









<un:secondarySchPower>-0.1</un:secondarySchPower>









<un:bchPower>-20</un:bchPower>









<un:cellMode>FDDMode</un:cellMode>









<un:uarfcn>0</un:uarfcn>









<un:cellParameterId>126</un:cellParameterId>









<un:primaryCcpchPower>-1</un:primaryCcpchPower>









<un:dwPchPower>-10.1</un:dwPchPower>









<un:timeSlotList>










<un:TimeSlot>











<un:TimeSlotId>10</un:TimeSlotId>











<un:TimeSlotDirection>UL</un:TimeSlotDirection>











<un:TimeSlotStatus>Active</un:TimeSlotStatus>










</un:TimeSlot>










<un:TimeSlot>











<un:TimeSlotId>10</un:TimeSlotId>











<un:TimeSlotDirection>UL</un:TimeSlotDirection>











<un:TimeSlotStatus>Active</un:TimeSlotStatus>










</un:TimeSlot>









</un:timeSlotList>









<un:schPower>0.1</un:schPower>









<un:lac>65535</un:lac>









<un:rac>255</un:rac>









<un:sac>10000</un:sac>









<un:uraList>










<un:Ura>1</un:Ura>










<un:Ura>2</un:Ura>










<un:Ura>3</un:Ura>










<un:Ura>4</un:Ura>










<un:Ura>5</un:Ura>










<un:Ura>6</un:Ura>










<un:Ura>7</un:Ura>










<un:Ura>8</un:Ura>









</un:uraList>









<un:utranCell-IubLink>DN</un:utranCell-IubLink>









<un:operationalState>enabled</un:operationalState>









<xn:VsDataContainer id="1345" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1346" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<un:UtranRelation id="1347" modifier="create">










<un:adjacentCell>String</un:adjacentCell>










<un:cellMode>FDDMode</un:cellMode>










<un:uarfcnUl>0</un:uarfcnUl>










<un:uarfcnDl>0</un:uarfcnDl>










<un:primaryScramblingCode>500</un:primaryScramblingCode>










<un:primaryCpichPower>0</un:primaryCpichPower>










<un:lac>65535</un:lac>










<un:uarfcn>0</un:uarfcn>










<un:cellParameterId>126</un:cellParameterId>










<un:primaryCcpchPower>-1</un:primaryCcpchPower>










<xn:VsDataContainer id="1348" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1349" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</un:UtranRelation>









<gn:GsmRelation id="1350" modifier="create">










<gn:adjacentCell>String</gn:adjacentCell>










<gn:bcchFrequency>10000</gn:bcchFrequency>










<gn:ncc>10000</gn:ncc>










<gn:bcc>10000</gn:bcc>










<gn:lac>10000</gn:lac>










<xn:VsDataContainer id="1351" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1352" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</gn:GsmRelation>








</un:UtranCell>








<un:IubLink id="1353" modifier="create">









<xn:userLabel>String</xn:userLabel>









<un:iubLink-UtranCell>DN</un:iubLink-UtranCell>









<un:iubLink-NodeBFunction>DN</un:iubLink-NodeBFunction>









<un:iubLink-ATMChannelTerminationPoint>DN</un:iubLink-ATMChannelTerminationPoint>









<xn:VsDataContainer id="1354" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1355" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</un:IubLink>







</un:RncFunction>







<un:NodeBFunction id="1356" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:nodeBFunction-IubLink>DN</un:nodeBFunction-IubLink>








<xn:VsDataContainer id="1357" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1358" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:NodeBFunction>







<un:AntennaFunction id="1359" modifier="create">








<xn:userLabel>String</xn:userLabel>








<un:retUtranCellList>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</un:retUtranCellList>








<un:retTiltValue>1800</un:retTiltValue>








<un:bearing>90</un:bearing>








<un:maxTiltValue>1800</un:maxTiltValue>








<un:minTiltValue>1800</un:minTiltValue>








<un:mechanicalOffset>1800</un:mechanicalOffset>








<un:retGroupName>String</un:retGroupName>








<un:height>100</un:height>








<un:baseElevation>100</un:baseElevation>








<un:latitude>10.2</un:latitude>








<un:longitude>10.2</un:longitude>








<un:maxAzimuthValue>1800</un:maxAzimuthValue>








<un:minAzimuthValue>1800</un:minAzimuthValue>








<un:horizBeamwidth>1800</un:horizBeamwidth>








<un:vertBeamwidth>1800</un:vertBeamwidth>








<un:patternLabel>String</un:patternLabel>








<xn:VsDataContainer id="1360" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1361" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>







</un:AntennaFunction>







<gn:BssFunction id="1362" modifier="create">








<xn:userLabel>String</xn:userLabel>








<xn:VsDataContainer id="1363" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1364" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<gn:BtsSiteMgr id="1365" modifier="create">









<xn:userLabel>String</xn:userLabel>









<gn:latitude>10000</gn:latitude>









<gn:longitude>10000</gn:longitude>









<gn:operationalState>enabled</gn:operationalState>









<xn:VsDataContainer id="1366" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1367" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<gn:GsmCell id="1368" modifier="create">










<xn:userLabel>String</xn:userLabel>










<gn:cellIdentity>10000</gn:cellIdentity>










<gn:cellAllocation>











<xn:Item>1</xn:Item>











<xn:Item>16543</xn:Item>











<xn:Item>150</xn:Item>










</gn:cellAllocation>










<gn:ncc>10000</gn:ncc>










<gn:bcc>10000</gn:bcc>










<gn:lac>10000</gn:lac>










<gn:mcc>10000</gn:mcc>










<gn:mnc>10000</gn:mnc>










<gn:rac>10000</gn:rac>










<gn:racc>10000</gn:racc>










<gn:tsc>10000</gn:tsc>










<gn:rxLevAccessMin>10000</gn:rxLevAccessMin>










<gn:msTxPwrMaxCCH>10000</gn:msTxPwrMaxCCH>










<gn:hoppingSequenceNumber>10000</gn:hoppingSequenceNumber>










<gn:plmnPermitted>10000</gn:plmnPermitted>










<xn:VsDataContainer id="1369" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1370" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>










<gn:GsmRelation id="1371" modifier="create">











<gn:adjacentCell>String</gn:adjacentCell>











<gn:bcchFrequency>10000</gn:bcchFrequency>











<gn:ncc>10000</gn:ncc>











<gn:bcc>10000</gn:bcc>











<gn:lac>10000</gn:lac>











<xn:VsDataContainer id="1372" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="1373" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</gn:GsmRelation>










<un:UtranRelation id="1374" modifier="create">











<un:adjacentCell>String</un:adjacentCell>











<un:cellMode>FDDMode</un:cellMode>











<un:uarfcnUl>0</un:uarfcnUl>











<un:uarfcnDl>0</un:uarfcnDl>











<un:primaryScramblingCode>500</un:primaryScramblingCode>











<un:primaryCpichPower>0</un:primaryCpichPower>











<un:lac>65535</un:lac>











<un:uarfcn>0</un:uarfcn>











<un:cellParameterId>126</un:cellParameterId>











<un:primaryCcpchPower>-1</un:primaryCcpchPower>











<xn:VsDataContainer id="1375" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>












<xn:VsDataContainer id="1376" modifier="create">













<xn:vsDataType>String</xn:vsDataType>













<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>













<xn:vsData/>












</xn:VsDataContainer>











</xn:VsDataContainer>










</un:UtranRelation>









</gn:GsmCell>








</gn:BtsSiteMgr>







</gn:BssFunction>







<tn:TransportNetworkInterface id="1377" modifier="create">








<xn:userLabel>String</xn:userLabel>








<tn:transportNetworkType>IP</tn:transportNetworkType>








<xn:VsDataContainer id="1378" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1379" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<tn:ATMChannelTerminationPoint id="1380" modifier="create">









<tn:usageChannel>String</tn:usageChannel>









<tn:virtualPathId>13</tn:virtualPathId>









<tn:virtualChannelId>12</tn:virtualChannelId>









<tn:physicalPortId>String</tn:physicalPortId>









<tn:physicalInterfaceType>String</tn:physicalInterfaceType>









<tn:serviceCategoryIn>CBR</tn:serviceCategoryIn>









<tn:ServiceCategoryEg>ABR</tn:ServiceCategoryEg>









<tn:usedAAL>AAL1</tn:usedAAL>









<tn:peakCellRateIn>9</tn:peakCellRateIn>









<tn:peakCellRateEg>8</tn:peakCellRateEg>









<tn:sustainableCellRateIn>11</tn:sustainableCellRateIn>









<tn:sustainableCellRateEg>10</tn:sustainableCellRateEg>









<tn:maximumBurstSizeIn>3</tn:maximumBurstSizeIn>









<tn:maximumBurstSizeEg>2</tn:maximumBurstSizeEg>









<tn:minimumDesiredCellRateIn>7</tn:minimumDesiredCellRateIn>









<tn:minimumDesiredCellRateEg>6</tn:minimumDesiredCellRateEg>









<tn:minimumCellRateIn>5</tn:minimumCellRateIn>









<tn:minimumCellRateEg>4</tn:minimumCellRateEg>









<tn:aTMChannelTerminationPointATMPathTerminationPoint>DN</tn:aTMChannelTerminationPointATMPathTerminationPoint>









<tn:aTMChannelTerminationPointIubLink>DN</tn:aTMChannelTerminationPointIubLink>









<xn:VsDataContainer id="1381" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1382" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</tn:ATMChannelTerminationPoint>








<tn:ATMPathTerminationPoint id="1383" modifier="create">









<tn:virtualPathId>13</tn:virtualPathId>









<tn:physicalPortIdList>










<tn:PhysicalPortId>String</tn:PhysicalPortId>










<tn:PhysicalPortId>String</tn:PhysicalPortId>









</tn:physicalPortIdList>









<tn:peakCellRateIn>9</tn:peakCellRateIn>









<tn:peakCellRateEg>8</tn:peakCellRateEg>









<tn:aTMPathTerminationPointATMChannelTerminationPoint>DN</tn:aTMPathTerminationPointATMChannelTerminationPoint>









<xn:VsDataContainer id="1384" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1385" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>








</tn:ATMPathTerminationPoint>







</tn:TransportNetworkInterface>







<stn:MtpSignPoint id="1386" modifier="create">








<stn:pointCode>100</stn:pointCode>








<stn:networkIndicator>International</stn:networkIndicator>








<stn:pointCodeLength>BITS_24</stn:pointCodeLength>








<stn:spType>STEP</stn:spType>








<stn:userLabel>String</stn:userLabel>








<stn:relatedObjects>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>









<xn:Dn>DN</xn:Dn>








</stn:relatedObjects>








<xn:VsDataContainer id="1387" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>









<xn:VsDataContainer id="1388" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>









</xn:VsDataContainer>








</xn:VsDataContainer>








<stn:SignLinkSetTp id="1389" modifier="create">









<stn:adjPc>100</stn:adjPc>









<stn:userLabel>String</stn:userLabel>









<stn:maxCapacityLS>100</stn:maxCapacityLS>









<xn:VsDataContainer id="1390" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1391" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignLinkTp id="1392" modifier="create">










<stn:slCode>100</stn:slCode>










<stn:slsCodeNormalList>











<stn:SlsCode>0</stn:SlsCode>











<stn:SlsCode>1</stn:SlsCode>











<stn:SlsCode>2</stn:SlsCode>











<stn:SlsCode>3</stn:SlsCode>











<stn:SlsCode>4</stn:SlsCode>











<stn:SlsCode>5</stn:SlsCode>











<stn:SlsCode>6</stn:SlsCode>











<stn:SlsCode>7</stn:SlsCode>











<stn:SlsCode>8</stn:SlsCode>











<stn:SlsCode>9</stn:SlsCode>











<stn:SlsCode>10</stn:SlsCode>











<stn:SlsCode>11</stn:SlsCode>











<stn:SlsCode>12</stn:SlsCode>











<stn:SlsCode>13</stn:SlsCode>











<stn:SlsCode>14</stn:SlsCode>











<stn:SlsCode>15</stn:SlsCode>










</stn:slsCodeNormalList>










<stn:slsCodeCurrentList>











<stn:SlsCode>0</stn:SlsCode>











<stn:SlsCode>1</stn:SlsCode>











<stn:SlsCode>2</stn:SlsCode>











<stn:SlsCode>3</stn:SlsCode>











<stn:SlsCode>4</stn:SlsCode>











<stn:SlsCode>5</stn:SlsCode>











<stn:SlsCode>6</stn:SlsCode>











<stn:SlsCode>7</stn:SlsCode>











<stn:SlsCode>8</stn:SlsCode>











<stn:SlsCode>9</stn:SlsCode>











<stn:SlsCode>10</stn:SlsCode>











<stn:SlsCode>11</stn:SlsCode>











<stn:SlsCode>12</stn:SlsCode>











<stn:SlsCode>13</stn:SlsCode>











<stn:SlsCode>14</stn:SlsCode>











<stn:SlsCode>15</stn:SlsCode>










</stn:slsCodeCurrentList>










<stn:linkTpStatus/>










<stn:maxCapacitySL>100</stn:maxCapacitySL>










<stn:userLabel>String</stn:userLabel>










<stn:signLinkType>ST_64K</stn:signLinkType>










<xn:VsDataContainer id="1393" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1394" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</stn:SignLinkTp>








</stn:SignLinkSetTp>








<stn:SignRouteSetNePart id="1395" modifier="create">









<stn:destinationPc>100</stn:destinationPc>









<stn:userLabel>String</stn:userLabel>









<stn:loadsharingInformationRouteSetNePart>String</stn:loadsharingInformationRouteSetNePart>









<xn:VsDataContainer id="1396" modifier="create">










<xn:vsDataType>String</xn:vsDataType>










<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>










<xn:vsData/>










<xn:VsDataContainer id="1397" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>










</xn:VsDataContainer>









</xn:VsDataContainer>









<stn:SignRouteNePart id="1398" modifier="create">










<stn:signLinkSetTpPointer>DN</stn:signLinkSetTpPointer>










<stn:fixedPriority>100</stn:fixedPriority>










<stn:userLabel>String</stn:userLabel>










<xn:VsDataContainer id="1399" modifier="create">











<xn:vsDataType>String</xn:vsDataType>











<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>











<xn:vsData/>











<xn:VsDataContainer id="1400" modifier="create">












<xn:vsDataType>String</xn:vsDataType>












<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>












<xn:vsData/>











</xn:VsDataContainer>










</xn:VsDataContainer>









</stn:SignRouteNePart>








</stn:SignRouteSetNePart>







</stn:MtpSignPoint>






</xn:ManagedElement>





</xn:MeContext>





<xn:ManagementNode id="1401" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:vendorName>String</xn:vendorName>






<xn:userDefinedState>String</xn:userDefinedState>






<xn:locationName>String</xn:locationName>






<xn:managedElements>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>






</xn:managedElements>






<xn:swVersion>String</xn:swVersion>






<xn:IRPAgent id="1402" modifier="create">







<xn:systemDN>String</xn:systemDN>






</xn:IRPAgent>






<xn:VsDataContainer id="1403" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1404" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</xn:ManagementNode>





<cn:Link_As_Auc id="1405" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1406" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1407" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_As_Auc>





<cn:Link_As_Hlr id="1408" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1409" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1410" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_As_Hlr>





<cn:Link_As_Scscf id="1411" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1412" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1413" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_As_Scscf>





<cn:Link_As_Slf id="1414" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1415" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1416" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_As_Slf>





<cn:Link_Bgcf_Bgcf id="1417" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1418" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1419" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Bgcf_Bgcf>





<cn:Link_Bgcf_ImsMgw id="1420" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1421" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1422" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Bgcf_ImsMgw>





<cn:Link_Bgcf_Scscf id="1423" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1424" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1425" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Bgcf_Scscf>





<cn:Link_Hlr_Scscf id="1426" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1427" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1428" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Hlr_Scscf>





<cn:Link_Icscf_Slf id="1429" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1430" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1431" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Icscf_Slf>





<cn:Link_ImsMgw_Mgcf id="1432" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1433" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1434" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_ImsMgw_Mgcf>





<cn:Link_ImsMgw_Scscf id="1435" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1436" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1437" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_ImsMgw_Scscf>





<cn:Link_Mrfc_Mrfp id="1438" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1439" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1440" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Mrfc_Mrfp>





<cn:Link_Mrfc_Scscf id="1441" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1442" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1443" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Mrfc_Scscf>





<cn:Link_Scscf_Scscf id="1444" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1445" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1446" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Scscf_Scscf>





<cn:Link_Scscf_Slf id="1447" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:aEnd>DN</xn:aEnd>






<xn:zEnd>DN</xn:zEnd>






<xn:linkType>Signalling Bearer</xn:linkType>






<xn:protocolName>String</xn:protocolName>






<xn:protocolVersion>String</xn:protocolVersion>






<xn:VsDataContainer id="1448" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1449" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</cn:Link_Scscf_Slf>





<un:ExternalUtranCell id="1450" modifier="create">






<xn:userLabel>String</xn:userLabel>






<un:cId>60000</un:cId>






<un:mcc>10000</un:mcc>






<un:mnc>10000</un:mnc>






<un:rncId>10000</un:rncId>






<un:cellMode>FDDMode</un:cellMode>






<un:uarfcnUl>0</un:uarfcnUl>






<un:uarfcnDl>0</un:uarfcnDl>






<un:primaryScramblingCode>500</un:primaryScramblingCode>






<un:primaryCpichPower>0</un:primaryCpichPower>






<un:uarfcn>0</un:uarfcn>






<un:cellParameterId>126</un:cellParameterId>






<un:primaryCcpchPower>-1</un:primaryCcpchPower>






<un:lac>65535</un:lac>






<un:rac>255</un:rac>






<un:controllingRnc>DN</un:controllingRnc>






<xn:VsDataContainer id="1451" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1452" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</un:ExternalUtranCell>





<un:ExternalRncFunction id="1453" modifier="create">






<xn:userLabel>String</xn:userLabel>






<un:mcc>10000</un:mcc>






<un:mnc>10000</un:mnc>






<un:rncId>10000</un:rncId>






<un:controlledCellList>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>







<xn:Dn>DN</xn:Dn>






</un:controlledCellList>






<xn:VsDataContainer id="1454" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1455" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>





</un:ExternalRncFunction>





<gn:ExternalBssFunction id="1456" modifier="create">






<xn:userLabel>String</xn:userLabel>






<xn:VsDataContainer id="1457" modifier="create">







<xn:vsDataType>String</xn:vsDataType>







<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>







<xn:vsData/>







<xn:VsDataContainer id="1458" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>







</xn:VsDataContainer>






</xn:VsDataContainer>






<gn:ExternalGsmCell id="1459" modifier="create">







<xn:userLabel>String</xn:userLabel>







<gn:cellIdentity>10000</gn:cellIdentity>







<gn:bcchFrequency>10000</gn:bcchFrequency>







<gn:ncc>10000</gn:ncc>







<gn:bcc>10000</gn:bcc>







<gn:lac>10000</gn:lac>







<gn:mcc>10000</gn:mcc>







<gn:mnc>10000</gn:mnc>







<gn:rac>10000</gn:rac>







<gn:racc>10000</gn:racc>







<xn:VsDataContainer id="1460" modifier="create">








<xn:vsDataType>String</xn:vsDataType>








<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>








<xn:vsData/>








<xn:VsDataContainer id="1461" modifier="create">









<xn:vsDataType>String</xn:vsDataType>









<xn:vsDataFormatVersion>String</xn:vsDataFormatVersion>









<xn:vsData/>








</xn:VsDataContainer>







</xn:VsDataContainer>






</gn:ExternalGsmCell>





</gn:ExternalBssFunction>




</xn:SubNetwork>



</configData>



<fileFooter dateTime="2001-12-17T09:30:47.0Z"/>


</bulkCmConfigDataFile>
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