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Annex A (normative):
IDL specifications

A.1
IDL specification (file name "PMIRPConstDefs.idl")

…

   typedef sequence<MonitorId> MonitorIdList;
   typedef string _EventType; // The value is "Quality of Service Alarm"
   struct MonitorInfo

   {

      MonitorId monitor_id;

      MOClassName mo_class;

      MOInstanceList mo_instance_list;

      MonitorGranularityPeriod monitor_granularity_period;

      ThresholdInfoList threshold_info_list;
      MonitorStatus threshold_monitor_status;

      _EventType event_type;
   };

   typedef sequence<MonitorInfo> MonitorInfoList;

   /**

   * This block identifies attributes which are included as part of the

   * PMIRP. These attribute values should not

   * clash with those defined for the attributes of notification

   * header (see IDL of Notification IRP).

   */

   interface AttributeNameValue

   {

      const string JOB_ID = "JOB_ID";

      const string JOB_STATUS = "JOB_STATUS";

      const string REASON = "REASON";

      const string MONITOR_ID = "MONITOR_ID";

      const string MONITOR_STATUS = "MONITOR_STATUS";
      const string MONITOR_GRANULARITY_PERIOD = "MONITOR_GRANULARITY_PERIOD";
      const string MONITOR_EVENT_TYPE = "MONITOR_EVENT_TYPE";
      const string PROBABLE_CAUSE = "PROBABLE_CAUSE";
      const string SPECIFIC_PROBLEM = "SPECIFIC_PROBLEM";
      const string DIRECTION = "DIRECTION";
   };

};

#endif // _PM_IRP_CONST_DEFS_IDL_
A.2
IDL specification (file name "PMIRPSystem.idl")
…
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