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	1st Modified Section


4.1.1.3
PS Domain activation mechanisms

When a SGSN, GGSN, PDF or BM-SC receives Trace Session activation from the EM it shall start a Trace Session. The trace control and configuration parameters of the Trace Session are received in the Trace Session activation from the EM. The SGSN/GGSN/PDF/BM-SC shall not forward these trace control and configuration parameters to other nodes. The received trace control and configuration parameters shall be saved and used to determine when and how to start a Trace Recording Session. (Starting a Trace Recording Session is described in subclause 4.2.2.2)

	Next Modified Section


4.1.2.5
PS Domain activation mechanisms

The following figure shows the Trace Session activation in the PS domain. The figure is an example of tracing PDP context.
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Figure 4.1.2.5.1: Trace session activation in PS domain for PDP Context

When the SGSN sends the GTP-CREATE_PDP_CONTEXT_REQUEST  message to GGSN it shall include the following parameters to the message:

· IMSI or IMEI (SV) (M).

· Trace reference (M).

· Trace Recording Session Reference (M).

· Triggering events for GGSN (M).

· Trace Depth for GGSN (M).

· List of interfaces for GGSN (O).

When the GGSN sends the COPS REQ message to PDF, it shall include the following parameters to the message:

· IMSI or IMEI (SV) (M).

· Trace reference (M).

· Trace Recording Session Reference (M).

· Triggering events for PDF (M).

· Trace Depth for PDF (M).

· List of interfaces for PDF (O).

	Next Modified Section


4.1.3.2
PS Domain deactivation mechanisms

When a SGSN, GGSN, PDF or BM-SC receives a Trace Session Deactivation from its EM, the Trace Session identified by the Trace Reference, shall be deactivated in SGSN/GGSN/BM-SC.

If a Trace Recording Session is active at the time of receiving a Trace Session deactivation from the EM, the SGSN/GGSN/PDF/BM-SC may choose to continue the Trace Recording Session till it ends gracefully or may stop it immediately. In all cases, the SGSN/GGSN/BM-SC shall deactivate the requested Trace Session immediately at the end of the Trace Recording Session.
4.1.4.3
PS Domain deactivation mechanisms

…
If SGSN deactivates the Trace Session during the Trace Recording Session, the SGSN should deactivate the trace to the RNC by using the CN_DEACTIVATE_TRACE RANAP message and should deactivate the trace to the GGSN by sending  the GTP Update PDP Context Request or the Update MBMS Context Request message with Trace Activity Control set to Trace Deactivation.

If the GGSN deactivates the Trace Session during the Trace Recording Session, the GGSN should deactivate the trace to the PDF (in R6, by sending a COPS DRQ message) and BM-SC (by sending a Diameter Gmb STR message).

	Next Modified Section


4.2.2.2
PS Domain starting mechanisms

In a SGSN/GGSN/PDF/BM-SC, a Trace Recording Session should start after the reception of a Trace Session Activation from EM and if any of the defined start triggering events occur. During the Trace Recording Session, the SGSN/GGSN/PDF/BM-SC shall record those signalling messages in the interfaces that are defined in the list of interfaces parameter. The Trace Depth parameter defines whether entire signalling messages or just some IEs need to be recorded. 

The IMSI and IMEISV shall be available in the SGSN, in the GGSN and in the BM-SC for at least those connections which shall be traced.

The SGSN/GGSN/PDF/BM-SC may not start a Trace Recording Session if there are insufficient resources available for the recording.

If the SGSN/GGSN/PDF/BM-SC receives the Trace Session Activation during an established session (e.g. during an active PDP context or an active MBMS context), it may start the Trace Recording Session immediately. However, if any of the start triggering events occur in the SGSN/GGSN/PDF/BM-SC after receiving the Trace Session Activation, it shall start the Trace Recording Session.

When a Trace Recording Session is started, the SGSN/GGSN/PDF/BM-SC shall assign a Trace Recording Session Reference for the Trace Recording Session.

	Next Modified Section


4.2.3.2
PS Domain starting mechanisms

In SGSN/GGSN/PDF/BM-SC a Trace Recording Session should start after the reception of a Trace Session Activation message (in SGSN it is the MAP-ACTIVATE_TRACE_MODE, in GGSN it is the GTP-Create PDP Context request or Update PDP Context request, in PDF it is the COPS REQ message and in BM-SC it is the Diameter Gmb AAR message) and if any of the defined start triggering events occur. During the Trace Recording Session, the SGSN/GGSN/PDF/BM-SC shall record the signalling messages in the interfaces that are defined in the list of interfaces parameter. The Trace Depth parameter defines whether entire signalling messages or just some IEs need to be recorded.

The SGSN/GGSN/PDF/BM-SC may not start a Trace Recording Session if there are insufficient resources available for the recording. 

	Next Modified Section


4.2.4.2
PS Domain stopping mechanisms

In SGSN, GGSN, PDF and BM-SC a Trace Recording Session shall be stopped when any of the defined stop triggering events occur. If Trace Session deactivation is received during the Trace Recording Session, the SGSN is allowed to finish tracing of the on-going procedures (e.g. session). In this case the Trace Recording Session shall be stopped between the reception of the Trace Session deactivation and the appropriate stop-triggering event.

	Next Modified Section


4.2.5.2
PS Domain stopping mechanisms

A Trace Recording Session shall be stopped when the SGSN/GGSN/PDF/BM-SC detect any of the stop triggering events. 

…
A PDF shall stop a Trace Recording Session when it receives a COPS DRQ message from the GGSN or at any time until the occurrence of an appropriate stop-triggering event.

A BM-SC shall stop a Trace Recording Session when it receives a Diameter Gmb STR message from the GGSN or at any time until the occurrence of an appropriate stop-triggering event.

	Next Modified Section


5.1
Triggering events (M)

This mandatory parameter defines when to start a Trace Recording Session and which message shall be recorded first, when to stop a Trace Recording Session and which message shall be recorded last respectively. The messages in the start triggering event tables indicate the transaction to be recorded first and the starting time of the Trace Recording Session within a Trace Session for the traced MS/subscriber in the given NE.

The messages in the stop triggering event tables indicate the transaction to be recorded last and the stopping time of the Trace Recording Session.

…
	GGSN
	Start triggering events
	Stop triggering events

	PDP Context 
	Reception of GTP Create PDP context request or reception of GTP Update PDP context request
	Sending of GTP Delete PDP context response

	MBMS Context
	Reception of GTP Create MBMS Context Request or reception of GTP Update MBMS Context Request
	Sending of GTP Delete MBMS Context Response


	PDF
	Start triggering events
	Stop triggering events

	PDP Context
	Reception of  COPS REQ message
	Reception of COPS DRQ message


	S-CSCF
	Start triggering events
	Stop triggering events

	SIP INVITE method
	Reception of the initial SIP INVITE request 
	Sending of the SIP response to the SIP BYE request (sending or receiving) or any other error response

	SIP REGISTER method
	Reception of SIP REGISTER request 
	Sending the SIP response to the SIP REGISTER request

	SIP MESSAGE method
	Reception of SIP MESSAGE request
	Sending the SIP response to the SIP MESSAGE request

	SIP SUBSCRIBE method
	Reception of SIP SUBSCRIBE request
	Sending the SIP response to the final SIP NOTIFY request

	other SIP methods
	Reception of any other SIP requests (e.g. OPTIONS, REFER, INFO)
	Sending the SIP response to the appropriate SIP request


	BM-SC
	Start triggering events
	Stop triggering events

	MBMS Multicast service activation
	Reception of MBMS Authorization Request
	Reception of Deactivation Indication for user deactivation or sending of Session Stop Request for service deactivation


	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	MSC Server

	

	MGW

	SGSN

	

	GGSN

	BM-SC

	PDF


…
	BM-SC

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	MBMS Multicast service activation


	PDF

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	Spare
	PDP Context


If a bit is set to 1 the given event shall be traced, i.e. a Trace Recording Session shall be started for that event. 

If a bit is set to 0 the given event should not be traced, i.e. Trace Recording Session should not be started. 

	Next Modified Section


5.3
List of NE types (M)

This mandatory parameter defines the Network Element types where Trace Session activation is needed. This parameter has meaning only in the signalling based activation mechanism and it is used to determine whether the Trace Session Activation shall be propagated further to other Network Elements. In management based activation mechanism this parameter is not needed.

The following list contains the Network Element types:

· MSC Server

· MGW

· RNC

· SGSN

· GGSN

· BM-SC
· PDF
	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	PDF
	BM-SC
	RNC
	GGSN
	SGSN
	MGW
	MSC-S

	spare


If a bit is set to 1, Trace Session to that Network Element shall be activated.

If a bit is set to 0, Trace Session is not needed in that Network Element.

	Next Modified Section


5.4
List of interfaces (O)

This is an optional parameter, which defines the interfaces to be recorded in the Network Element.

The following list contains the list of interfaces in each Network Element:

· MSC Server: A, Iu-CS, Mc and MAP (G, B, E, F, D, C) interfaces, CAP.

· MGW: Mc, Nb-UP, Iu-UP.

· RNC: Iu-CS, Iu-PS, Iur, Iub and Uu interfaces.

· SGSN: Gb, Iu-PS, Gn, MAP (Gr, Gd, Gf), CAP (Ge) and Gs interfaces.

· GGSN: Gn, Gi and Gmb interfaces.
· PDF: Gq and Go interfaces.
· S-CSCF: Mw, Mg, Mr and Mi interfaces.

· P-CSCF: Gm and Go interfaces.

· HSS: MAP (C, D, Gc, Gr) and Cx interfaces and location and subscription information.

· BM-SC: Gmb interface.

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	MSC Server

	

	MGW

	SGSN

	

	GGSN

	RNC

	BM-SC

	PDF


	MSC Server

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	CAP
	MAP-F
	MAP-E
	MAP-B
	MAP-G
	Mc
	Iu
	A

	spare
	MAP-C
	MAP-D


…
	BM-SC

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Gmb


	PDF

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Go
	Gq


If a bit is set to 1, the interface should be traced in the given Network Element.

If a bit is set to 0, that interface should not be traced in the given Network Element. 
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