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Annex C (informative):
Trace Functional Architecture: Reporting

C.1
Figure of Trace Reporting

The following represents the trace reporting procedures.
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Figure C.1.1: Trace Reporting in System context A
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Annex D (informative):
Examples of trace files

D.1
Examples of trace XML file

D.1.1
Example of XML trace file with the maximum level of details

<?xml version="1.0" encoding="UTF-8"?>

<traceCollecFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData http://www.3gpp.org/ftp/specs/archive/32_series/32423#traceData">

<fileHeader fileFormatVersion="32.423 V6.0" vendorName="Company NN">



<fileSender elementDn="DC=a1.companyNN.com,SubNetwork=1, ManagedElement=RNC-1" elementType="RNC"/>



<traceCollec beginTime="2001-09-11T09:30:47-05:00"/>


</fileHeader>


<traceRecSession dnPrefix="DC=a1.companyNN.com,SubNetwork=1" traceSessionRef="1" traceRecSessionRef="2147483647" stime="2001-09-11T09:30:47-05:00">



<ue idType="IMSI" idValue="32795"/>



<msg function="Iub" name="Radio LinkSetup Request" changeTime="0.005" vendorSpecific="false">




<target type="Cell">SubNetwork=1,ManagedElement=Cell-1</target>




<rawMsg protocol="Nbap" version="001">A9FD64E12C</rawMsg>



</msg>


</traceRecSession>

</traceCollecFile>
D.1.2
Example of XML trace file with the minimum level of details

<?xml version="1.0" encoding="UTF-8"?>

<traceCollecFile xmlns="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData" xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"   xsi:schemaLocation="http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData http://www.3gpp.org/ftp/specs/archive/32_series/32.423#traceData">


<fileHeader fileFormatVersion="32.423 V6.0" vendorName="Company NN">



<fileSender elementDn="DC=a1.companyNN.com,SubNetwork=1, ManagedElement=RNC-1" elementType="RNC"/>



<traceCollec beginTime="2001-09-11T09:30:47-05:00"/>


</fileHeader>


<traceRecSession dnPrefix="DC=a1.companyNN.com,SubNetwork=1" traceSessionRef="1" traceRecSessionRef="2147483647" stime="2001-09-11T09:30:47-05:00">



<ue idType="IMSI" idValue="32795"/>



<msg function="Iub" name="Radio Link Setup Request" changeTime="0.005" vendorSpecific="false">




<target type="Cell">SubNetwork=1,ManagedElement=Cell-1</target>




<ie name="UL Scrambling Code">54</ie>




<ie name="UL SIR Target">17.3</ie>




<ie name="Min UL Channelisation Code Length">8</ie>




<ie name="Poncture Limit">2</ie>




<ieGroup name="RadioLink" value="1">





<ie name="DL Scrambling Code">1</ie>





<ie name="DL Channelisation Code Number">15</ie>





<ie name="Maximum DL Power">9.3</ie>





<ie name="Minimum DL Power">-10.1</ie>




</ieGroup>



</msg>



<msg function="IuPs" name="RAB Assignment Response" changeTime="0.010" vendorSpecific="false">




<ieGroup name="RAB" value="1">





<ieGroup name="RAB Failed To Setup Or Modify">






<ie name="cause">2</ie>





</ieGroup>




</ieGroup>



</msg>


</traceRecSession>

</traceCollecFile>
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