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Summary of progress: 

None contribution has been agreed in this meeting. It needs more discussion that measurement object UtranCell is best cell or not when UE is in SHO state.
Deliveries:
CR
Outstanding issues: 
None
Request to SA5/SWG:
None.
NOTE:
From here onwards it is NOT for SA5 Plenary attention

1
Minutes

The <WT58> session was held on < Wednesday, 2nd Quarter >.

	Tdoc
	Title
	Source 

	S5-070067
	LS_in from RAN3 to SA5 on Performance Measurement on abnormal HSDPA release
Conclusion: It is noted.
	R3-062028

	S5-070068
	LS_in from RAN3 to SA5 on assignment of numeric values for standardised causes
Motorola: we’d like to submit proposal of standardized cause values for next meeting. 
ZTE: maybe we need give LS to RAN2 and RAN3 because they want to take action together.
Nokia: it is no need, because there is no danger to standardize cause values.
Conclusion: It is noted.
	R3-062025

	S5-070070
	LS_in from RAN2 to SA5 on assignment of numeric values for standardised causes
Conclusion: It is noted.
	R2-063646

	S5-070071
	LS_in from RAN2 to SA5 on Performance Measurement on abnormal HSDPA release
Conclusion: It is noted.
	R2-063647

	S5-070145
	R7 CR 32.405 Add Measurements related to Radio Link over Iub
Motorola: why not consider unsynchronised Radio Link Reconfiguration procedure? 
ZTE: we have checked related TS, the synchronized procedure includes unsynchronized function. So it is no need to measure unsynchronized procedure.
Motorola: it is needed more check for this issue. Another comment is that measurement object Lurlink is better than RncFunction.
ZTE and CATT: agree that Lurlink is better.

Ericsson: in reason for change, the
RADIO LINK RECONFIGURATION is not mentioned. Please give more use case.

CATT: agree with ericsson’s proposal.

Conclusion: Not agreed, update for next meeting.
	CATT

	S5-070147
	R7 CR 32.405 Enhancement of hard handover measurements
Nokia: the existing message is enough, no need to add new message in trigger point.
CATT: the new message is need to be added to distinguish intra and inter RNC.

ZTE: from TS example, the T-RNC receives the message from UE when inter-RNC handover happened. It is need to add this message.

Motorola: it needs check for this issue. Because it is only example in TS.
ZTE: why the intra-RNC and inter-RNC related measurement in one measurement definition?
CATT: these measurements have been merged by Motorola. 
Conclusion: Not agreed, resubmitted for next meeting.
	CATT

	S5-070240
	CMCC R7 32.405 add UtranCell and RncFunction object classes in RAB related measurements
Ericsson: when UE is in inactivity state and move to another utrancell, RNC will not know which utrancell it is belonged to. How to resolve RAB release procedure in this case, which utrancell should be measured?
CMCC: it can be measured based on original utrancell that RAB established. 
Ericsson: we need to check this method.

Motorola: in some cases, RAB established is not always based on best utrancell, if a RAB is attempted on best utrancell but at last established on other utrancell, there is no problem for call set up, but related measurement is not correct. 
Nokia: we need to check this case.
Conclusion: Not agreed, update for next meeting.
	China Mobile

	S5-070241
	CMCC R7 32.405 addition of measurement about user plane traffic on the Iu interface
Nokia: we think these measurements can not meet CMCC requirement completely. Because there are measured on RNCfunction, not on every link. So they can not reflect system load of each link.

Motorola: agree with nokia’s proposal. And we think it is better that throughput related measurements are put up after corresponding link model defined.
CMCC: OK, we will further study.
Conclusion: Not agreed, update for next meeting.
	China Mobile

	S5-070242
	CMCC R7 32.405 addition of measurement about UTRAN cell traffic performance for PS domain
Motorola: from trigger, we don’t know how to get each traffic class data on RLC layer.

CMCC: we think it can be done in RNC, and will further study this question.
Conclusion: Not agreed, update for next meeting.
	China Mobile

	S5-070296
	ZTE Add measurements related to cell update in 32.405
Nokia: this measurement is similar with RRC establishment measurement with radio link failure message. So it is no need to define again.

ZTE: we think it is better to define a new one.
Motorola: agree with nokia’s proposal, why we need it?

ZTE: agree to discuss offline.
Conclusion: Not agreed, update for next meeting.
	ZTE
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