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	1st Modified Section


6.1.4
Mobile Station mobility management data in SGSN (M-CDR)

If the collection of MS mobility management data is enabled then the SGSN shall start collecting the information specified in the following table each time the mobile is attached to the SGSN.

Table 6.1.4: SGSN Mobile Station mobility management data (M-CDR)

	Field
	Category
	Description

	Record Type 
	M
	SGSN mobility management record.

	Served IMSI
	M
	IMSI of the MS.

	Served IMEI
	OC
	The IMEI of the ME, if available.

	SGSN Address
	OM
	The IP address of the current SGSN.

	MS Network Capability
	OM
	The mobile station network capability.

	Routing Area Code 
	OM
	Routing Area at the time of the Record Opening Time.

	Local Area Code
	OM
	Location Area Code at the time of Record Opening Time.

	Cell Identifier
	OM
	The Cell Identity for GSM or Service Area Code (SAC) for UMTS at the time of the Record Opening Time.

	Change of Location
	OC
	A list of changes in Routing Area Code with possibly MCC+MNC, each with a time stamp. This field is not required if partial records are generated when the location changes.

	Record Opening Time
	M
	Timestamp when MS is attached to this SGSN or record opening time on following partial record.

	Duration
	OM
	Duration of this record.

	SGSN Change
	C
	Present if this is first record after SGSN change.

	Cause for Record Closing
	M
	The reason for the closure of the record in this SGSN.

	Diagnostics
	OM
	A more detailed reason for the release of the connection.

	Record Sequence Number
	C
	Partial record sequence number in this SGSN; only present in case of partial records.

	Node ID
	OM
	Name of the recording entity.

	Record Extensions
	OC
	A set of network operator/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.

	Local Record Sequence Number
	OM
	Consecutive record number created by this node. The number is allocated sequentially including all CDR types.

	Served MSISDN
	OM
	The primary MSISDN of the subscriber.

	Charging Characteristics
	M
	The Charging Characteristics used by the SGSN.

	CAMEL Information
	OC
	Set of CAMEL information related to Attach/Detach session. For more information see Description of Record Fields. This field is present if CAMEL service is activated.

	RAT Type
	OC
	This field indicates the Radio Access Technology (RAT) type, e.g. UTRAN or GERAN, currently used by the Mobile Station as defined in TS 29.060 [204].

	Charging Characteristics Selection Mode
	OM
	Holds information about how Charging Characteristics were selected.
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