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	1st Modified Section


5.1.2.1.44
Location/change of location

The location field contains a combination of the Location Area Code (LAC), Cell Identity (CI) and optionally MCC+MNC of the cell in which the served party is currently located. Any change of location may be recorded in the change of location field including the time at which the change took place.

The change of location field is optional and not required if partial records are generated when the location changes.

The LAC and CI are both 2 octet quantities and coded according to TS 24.008 [64].

	Next Modified Section


5.1.2.2.48
Routing Area Code/Location/Cell Identifier/Change of location

The location information contains a combination of the Routing Area Code (RAC) and an optional Cell Identifier of the routing area and cell in which the served party is currently located. In GSM the Cell Identifier is defined by the Cell Identity (CI) and in UMTS by the Service Area Code (SAC). Any change of location (i.e. Routing Area change) may be recorded in the change of location field including the time at which the change took place.

The location field contains a combination of the location area code (LAC) , cell identity (CI) and optionally MCC+MNC of the cell in which the served party is currently located.

The change of location field is optional and not required if partial records are generated when the location changes.

The RAC and (optionally) CI are coded according to 3G TS 24.008 [64] and the SAC according 3GPP TS 25.413 [76].

	Next Modified Section


5.2.1
Generic ASN.1 definitions

This subclause contains generic CDR syntax definitions, where the term "generic" implies that these constructs are applicable for more than one domain/service/subsystem. Examples of this are syntax definitions that are imported from non-charging 3GPP TSs, e.g. TS 29.002 [60].

GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}  

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything

LocationAreaAndCell

::= SEQUENCE

{


locationAreaCode
[0] LocationAreaCode,


cellId



[1] CellId
,


mCC-MNC



[2] MCC-MNC 
OPTIONAL
}
LocationAreaCode

::= OCTET STRING (SIZE(2))


--


-- See TS 24.008 [64]


--
MCC-MNC

::= OCTET STRING (SIZE(3))


--


-- See TS 24.008 [64]


--
	Next Modified Section


5.2.2.2
PS domain CDRs

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything 

IMPORTS


CallDuration, CalledNumber, RecordType, CallingNumber, CallReferenceNumber, CellId, DefaultSMS-Handling, Diagnostics, Ext-GeographicalInformation, IMSI, IMEI, IPAddress, ISDN-AddressString, LCSCause, LCSClientExternalID, LCSClientIdentity, LCSClientInternalID, LCSClientType, LCS-Priority, LCSQoSInfo, LevelOfCAMELService, LocalSequenceNumber, LocationAreaAndCell, LocationAreaCode, LocationType, ManagementExtensions, MCC-MNC, MessageReference, MSISDN, NotificationToMSUser, PositioningData, RecordingEntity, ServiceKey, SMSResult, SmsTpDestinationNumber, TimeStamp

FROM GenericChargingDataTypes {itu-t (0) identified-organization (4) etsi(0) mobileDomain (0) charging (5) genericChargingDataTypes (0) asn1Module (0) version1 (0)}

ChangeLocation
::= SEQUENCE

{


--


-- used in SGSNMMRecord only


--


locationAreaCode

[0] LocationAreaCode,


routingAreaCode


[1] RoutingAreaCode,


cellId




[2] CellId OPTIONAL,


changeTime



[3] TimeStamp,


mCC-MNC




[4] MCC-MNC OPTIONAL
}

	End of modifications
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