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	Title:
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	Six asn.1 tags in TermCAMELRecord between 3GPP Rel 5 and Rel 6 have been changed and this has been propagated into Rel-7 causing serious compatibility problems.
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	Reason for change:
(

	Six asn.1 tags “30 to 35” for TermCAMELRecord were reordered from the assignments in Rel-5 to a new order in Rel-6 and eventually into Rel-7. The change created a backward compatibility issue for earlier implementations, especially for the assignment of mscServerIndication from a 35 to a 30. 
For Rel 5 :
    defaultCallHandling-2        [30] DefaultCallHandling OPTIONAL,
    gsm-SCFAddress-2            [31] Gsm-SCFAddress OPTIONAL,
    serviceKey-2                [32] ServiceKey OPTIONAL,
    freeFormatData-2            [33] FreeFormatData OPTIONAL,
    freeFormatDataAppend-2        [34] BOOLEAN OPTIONAL,
    mscServerIndication            [35] BOOLEAN OPTIONAL,
For Rel 6:
mscServerIndication            [30] BOOLEAN OPTIONAL
defaultCallHandling-2        [31] DefaultCallHandling OPTIONAL,
gsm-SCFAddress-2            [32] Gsm-SCFAddress OPTIONAL,
serviceKey-2                [33] ServiceKey OPTIONAL,
freeFormatData-2            [34] FreeFormatData OPTIONAL,
freeFormatDataAppend-2        [35] BOOLEAN OPTIONAL,
The rationale for this reordering is not apparent.
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	Change the order back to the Rel-5 assignments.
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	The changes are causing serious problems with existing implementations. 
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	1st Modified Section


TermCAMELRecord
::= SET

{

………….



defaultCallHandling-2

[30] DefaultCallHandling OPTIONAL,


gsm-SCFAddress-2


[31] Gsm-SCFAddress OPTIONAL,


serviceKey-2



[32] ServiceKey OPTIONAL,


freeFormatData-2


[33] FreeFormatData OPTIONAL,


freeFormatDataAppend-2

[34] BOOLEAN OPTIONAL, 
mscServerIndication


[35] BOOLEAN OPTIONAL,
	End of modifications
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