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6
BulkCMIRP Notification XML Definitions
This clause provides XML definitions of Notification Log IRP notifications as defined in [1].
The structure of the BulkCMIRP Notification XML Definitions is shown in graphical depiction below:

[image: image1.png]‘Tﬁu&;x;,g.&h:gﬁ 7777777 -1

ti EySessionStateChanged O




[image: image2.png]ti EyGetSessionLogknded [}





Note: The use of XML schema key word “sequence” to support IS-defined set (not sequence) is for the purpose of XML processor efficiency. This shall not imply the use of “sequence” in other technology.
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Annex F (normative):
BulkCMIRP Notification XML schema (file name "bulkCMIRPNotif.xsd")

<?xml version="1.0" encoding="UTF-8"?>

<!--


3GPP TS 32.615 BulkCMIRP Notification XML Schema

bulkCMIRPNotif.xsd

-->

<schema xmlns:xb="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#bulkCMIRPNotif" xmlns:xe="http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification" xmlns="http://www.w3.org/2001/XMLSchema" targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#bulkCMIRPNotif" elementFormDefault="qualified" attributeFormDefault="unqualified">


<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.305#notification"/>


<simpleType name="SessionId">



<restriction base="string">




<minLength value="1"/>



</restriction>


</simpleType>


<simpleType name="SourceIndicator">



<restriction base="string">




<enumeration value="Resource Operation"/>




<enumeration value="management Operation"/>




<enumeration value="unknown"/>



</restriction>


</simpleType>


<simpleType name="SessionState">



<restriction base="string">




<enumeration value="Upload Failed"/>




<enumeration value="Upload Completed"/>




<enumeration value="Download Failed"/>




<enumeration value="Download Completed"/>




<enumeration value="Validation Failed"/>




<enumeration value="Validation Completed"/>




<enumeration value="Preactivation Failed"/>




<enumeration value="Preactivation Partly Realised"/>




<enumeration value="Preactivation Completed"/>




<enumeration value="Activation Failed"/>




<enumeration value="Activation Partly Realised"/>




<enumeration value="Activation Completed"/>




<enumeration value="Fallback Failed"/>




<enumeration value="Fallback Partly Realised"/>




<enumeration value="Fallback Completed"/>



</restriction>


</simpleType>


<simpleType name="SessionLogStatus">



<restriction base="string">




<enumeration value="GetSessionLog completed successfully"/>




<enumeration value="GetSessionLog completed unsuccessfully"/>



</restriction>


</simpleType>


<complexType name="NotifySessionStateChanged">



<complexContent>




<extension base="xe:Notification">





<sequence>






<element name="body">







<complexType>








<sequence>









<element name="SessionId" type="xb:SessionId"/>









<element name="SessionState" type="xb:SessionState"/>









<element name="SourceIndicator" type="xb:SourceIndicator" minOccurs="0"/>








</sequence>







</complexType>






</element>





</sequence>




</extension>



</complexContent>


</complexType>


<complexType name="NotifyGetSessionLogEnded">



<complexContent>




<extension base="xe:Notification">





<sequence>






<element name="body">







<complexType>








<sequence>









<element name="SessionId" type="xb:SessionId"/>









<element name="SessionLogStatus" type="xb:SessionLogStatus"/>









<element name="SourceIndicator" type="xb:SourceIndicator" minOccurs="0"/>








</sequence>







</complexType>






</element>





</sequence>




</extension>



</complexContent>


</complexType>


<element name="NotifySessionStateChanged" type="xb:NotifySessionStateChanged"/>


<element name="NotifyGetSessionLogEnded" type="xb:NotifyGetSessionLogEnded"/>

</schema>
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