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1
Decision/action requested

Comparision CircuitEndPointSubgroup IOC with that in ITU-T.
2
References

(Reference - in list form - should be made to previous SA5/3GPP/etc. documents.)

[1] 3GPP S5-061522 CMCC CR 32.632 addtionof voice traffic related IOCs.doc – Addition of voice traffic related IOCs in CN NRM information service
[2] ITU-T M.3100
3
Rationale

Since IOC ObservedDestination already exist in ITU-T, there is a need to give a comparisoin of it in 3GPP and ITU-T. 
4 Detailed proposal
4.1 Comparision of CircuitEndPointSubgroup in 3GPP and ITU-T
There is only one attribute difference of  the CircuitEndPointSubgroup IOC in CMCC present CR compared with that in ITU-T. It is “numOfCIC”. It’s definition is “this attribute represents time slot number supported by the circuit group”
4.2 list of attributes and notification support in CMCC present CR
Attributes of CircuitEndPointSubgroup
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	circuitEndPointSubgroupId
	+
	M
	M
	-

	numOfCircuits
	+
	M
	M
	-

	numOfCIC
	+
	M
	M
	-

	circuitDirectionality
	+
	M
	M
	-

	transmissionCharacteristics
	+
	O
	O
	-

	labelOfFarEndExchange
	+
	O
	O
	-

	signallingCapabilities
	+
	O
	O
	-

	InformationTransferCapabilities
	+
	O
	O
	-

	userLabel
	+
	M
	M
	M


Notifications of CircuitEndPointSubgroup

	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [12])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [12])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [12])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [12])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [12])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [12])
	


4.3 list of  attributes and notification support in ITU-T M.3100
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