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	1st Modified Section


4.1.4.1
Seized outgoing calls per trunk group
a)
This measurement provides the number of seized outgoing calls to adjacent network per trunk group. It's valid to uni-directional and bi-directional trunk group.
b)
CC.

c)
On transmission of "IAM" message (ITU-T Recommendation Q.764, clauses 2.1.1 and 2.1.2) or "IAM/IAI" message (ITU-T Recommendation Q.724, table 1).
d)
A single integer value.

e)
CC.SeizedOutCEG
Combined.
f)
CircuitEndPointSubgroup.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
	Next Modified Section


4.1.4.8
Answered incoming call per trunk group

a)
This measurement provides the number of answered incoming calls from a given adjacent MSC-S per trunk group.

b)
CC.

c)
On transmission by the MSC-S of an  "ANM" or "CON" message to a given adjacent MSC-S (ITU-T Recommendation Q.1902).
NOTE:
The "CON" message shall be the trigger when ACM message has already been sent.

d)
A single integer value.

e)
CC.AnswIncCallsCEG
Combined.
f)
CircuitEndPointSubgroup.

g)
Valid for circuit switched traffic.

h)
GSM/UMTS.
	Next Modified Section


4.1.6.12
Seized incoming call traffic per trunk group

a)
This measurement provides incoming traffic per trunk group. It is valid to uni-directional and bi-directional trunk group.

b)
DER (n=1).

c)
This measurement is obtained by accumulating the time intervals for all successful UEs establishment between the transmission "IAM or IAI" and the corresponding receipt of ("CLF or REL") or ("CBK or REL") message over a given granularity period. This end value of this time will then be calculated as ERLANG. The accumulator shall be reinitialised at the beginning of each granularity period. (GSM 04.08, 3GPP TS 24.008).

d)
A real value unit: ERLANG.

e)
CC.SuccIncSeizureTrafficTG
Combined.
f)
CircuitEndPointSubgroup.
g)
Valid for circuit switched traffic.

h)
GSM/UMTS.

	Next Modified Section


4.1.8.5
Failed out of band codec modification number

a)
This measurement provides the number of  failed TrFo codec modification request originated from MSC-S.

b)
CC.
c)
On receipt by the MSC-S of an "APM" message and the received action indicator is set to "Codec Modification Failure" (3GPP TS 24.011 and ITU-T Recommendation Q 1902.4).
d)
A single integer value.

e)
CM.FailCodecMod.
f)
MSCServerFunction/VlrFunction.
g)
Valid for circuit switching.

h)
GSM/UMTS.
	End of modifications
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